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KALIP ve iS PARCASI BAGLAMA SISTEMLERI
Mold and Workpiece Clamping Systems

Baglama ekipmanlarinda
kalite Uretiyoruz...

“We produce quality in clamping equipment...”
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“Bu katalogda yer alan resim, teknik ¢izim ve aciklamalarin her tlrli hakki; 6762 sayili Tiirk Ticaret Kanunu, 551 sayili patent haklarinin
korunmasi hakkinda KHK, 556 sayili markalarin korunmasi hakkinda KHK, 554 sayili endustriyel tasarimlarin korunmasi hakkinda KHK,
5846 sayili fikir ve sanat eserleri kanunu vesair yasalar geregince ER-EL Makina Yedek Parca Imalati Sanayi ve Ticaret Ltd. Sti.’ne aittir.

izinsiz gogaltilamaz ve kullanilamaz.”

“Entire rights of the pictures, technical drawings and explanations taking place in the catalouge belong to ER-EL MACHINE SPARE
PARTS MANUFACTURING INDUSTRY AND TRADE LTD. CO. They can not be reqroduced and used without permisson”

ER-EL, gerekli gordiigiu zamanlarda katalogda yer alan teknik ¢izim ve 6lclilerde degisiklik yapma hakkini sakl tutar.
ER-EL, when it deems necessary in the catalog of technical drawings and measurements reserves the right to make changes.



DEGERLI MUSTERIMIZ;

ER-EL MAKINA YEDEK PARCA IMALATI SAN. VE TIC. LTD STi. olarak 1989 ‘dan bu yana kalip baglama ve isleme
ekipmanlarinda bizi gliven ve kalitenin simgesi haline getiren Uriinler Uretmekteyiz. Gegen yillar igcinde mevcut kapasite ve
toplam istihdam alaninda sirekli artan bir ¢izgiyle her gegcen giin daha saglam ve emin adimlarla ilerleyen ER-EL; bugiin
basta Avrupa ulkeleri olmak lzere 30’a yakin Ulkeye ihracat yapmaktadir.

Her biri ayri deger ve 6neme sahip olan musterilerimizin ihtiya¢ ve taleplerine uygun ¢éziimler sunmak amaciyla faaliyet
gosteren ARGE bolumimdiz Griin gesitliligini arttirmaya yonelik galismalarini biyik bir 6zveriyle sirdirmektedir. Katmadegerli,
kaliteli ve gtvenli Grtnler Gretmek adina yatinmlarini arttirarak verimli, strdirllebilir bir yol izleyen firmamiz; 2004 yilinda
ISO 9001 Kalite Yonetim Sistemini kurarak var olan kalitesini belgelendirmistir. Akabinde 1ISO14001 Cevre Yoénetim Sistemi,
OHSAS 18001 isci Sagligi Yonetimi ve CE sertifikalarina sahip olarak buna uygun (iretim yapmaktadir.

Bugtin itibari ile Kalip & s parcasi Baglama Ekipmanlari, isleme Sistemlerinde 3500’ asan hemen teslim stok Giriin(i
cesitleriyle konusunda lider ve Uretici firma olmanin gururunu yasamaktayiz.

Standart Uretimlerimiz disinda proje bazli fikstir imalatimiz da mevcuttur. Basta Savunma & Havacilik Sanayi olmak
Uzere, Otomotiv, Beyaz Esya, Agir Makine ve Silah Sanayi sektorleri gibi Sanayinin glizide firmalarinda; is pargasina 6zel
tasarim yapip Urettigimiz mekanik, pnématik ve hidrolik fikstlr Grinleri kullaniimaktadir. Sistem verimini optimize eden Uriin
grubumuzla; dinyaca kabul gérmus, alaninda gegerlilige sahip standartlarda tretmeye devam etmekteyiz.

Firmamiz 2017 yilinda tasindigi yeni fabrikasinda; Gretim tesisi ve ydnetim binasi alaninda dinamik ve uzman kadrosu
ile gerek standart, gerek proje bazli fikstir ¢éztmleri ile misteri memnuniyeti igin Gstin performans ile galismaktadir.

30 yildir ilkemizde ve Yurtdisinda kalip baglama elemanlar treticisi olarak sektdre hizmet veren MIKSAN Hizli Baglama
Sistemleri firmasi 15.Ekim.2019 tarihi itibariyle satin alinarak ER-EL Kalip Baglama ve Isleme Sistemleri firmamiz binyesine
katiimistir.

Bir ER-EL markasi olan MIKSAN urlnleri; firmamiz kalite ve glivencesiyle hizmet vermeye devam edecektir.

Siz degerli misterilerimize ER-EL’e olan glveninizden dolayi tesekkir eder, ayni istikrar ve glvenle uzun yillar calismay!i
temenni ederiz.

Saygilarimizla;
ER-EL Yonetimi

OUR ESTEEMED CUSTOMER;

ER-EL MACHINE SPARE PARTS MANUFACTURING INDUSTRY CO.LTD. Since 1989, we have been
producing products that make us a symbol of trust and quality in mold clamping and processing
equipment. Over the years, ER-EL has progressed more and more confidently with its increasing capacity

and total employment. Today, it exports to nearly 30 countries, mainly European countries.

Our R & D department, which operates to provide solutions that meet the needs and demands of
our customers, each of which has a distinct value and importance, continues its efforts to increase the
product variety with great devotion. Our company follows an efficient, sustainable way by increasing
its investments in order to produce value added, quality and safe products; In 2004, it established ISO
9001 Quality Management System and documented its existing quality. The company has ISO14001
Environmental Management System, OHSAS 18001 Occupational Health Management and CE certificates.

As of today, we are proud to be the leader and manufacturer company in the field of mold & workpiece
clamping equipment and processing systems, over 3500 fast immediate delivery stock products.

In addition to our standard production, we also produce project-based special fixture apparatus.
Especially in Defense & Aviation Industry, Automotive, White Goods, Heavy Machinery and Weapon
Industry sectors such as industry-renowned companies; mechanical, pneumatic and hydraulic fixture
products that we design and produce for the workpiece are used. With our product group optimizing
system efficiency; we continue to produce world-accepted standards that are valid in the field.

Our company moved to the new factory in 2017; with its dynamic and expert staff in the field of
production facility and management building, it works with superior performance for customer
satisfaction with both standard and project based fixture solutions.

MIKSAN Fast Coupling Systems company which has been serving to the sector as a manufacturer
of mold fasteners in our country and abroad for 30 years has been purchased as of 15th of October 2019
and ER-EL Mold Clamping and Processing Systems has joined our company.
MIKSAN products which are an ER-EL brand; Our company will continue to serve with quality and
assurance.

We would like to thank you, our esteemed customers for your trust in ER-EL and hope to work for
many years with the same stability and confidence.

Kind regards;
ER-EL Directors
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5-EKSEN BLOK BAGLAMA
5-AXIS CLAMPING BLOCK

Kombinasyon

* Moduler montaj 6zelligi ve 5 kenar islem yapabilme
kabiliyetiyle CNC Yatay isleme,CNC Dik isleme,
CNC 5 eksen T-Kanalli ve Delikli tezgah tablalarinda
kullanihr.

Combination

* Its modular assembly and 5 edge ability, it
can be used on CNC Horizontal, CNC Vertical
CNC 5 Axis machines with T-Slots and rasterized
plates.

Ozellikler

* 5 kenara operasyon kolayhgi

* Yikseltilebilir 6zellik

* Degisken sabitleme olanaklari

* Adetli islerde tekrarlanabilir hassasiyet
* Yiksek sikma kuvveti

Features

 Ease at 5 axis operations

* Height adjusting feature

* Variable fixing possibility

» Repeating precision at mass production
* High clamping force

13



E1 ER-EL

5-Eksen Blok Baglama

Referans Nr.

Ozellikler / Specifications

0900-UL800.010

Cap: 80mm

Yikseklik (H): 75mm

Tutma kuvveti (M10): 3500 kgf
Tutma kuvveti (M12): 5000 kgf
Tekrarlanabilirlik: <0,005 mm
Agirlik: 3.65 kg

Diameter: 80mm

Height: 75mm

Retention force (M10): 3500 kgf
Retention force (M12): 5000 kgf
Repeatability: <0,005 mm
Weight: 3.65 kg

0900-UL800.012

Cap: 80mm

Yikseklik (H): 100mm

Tutma kuvveti (M10): 3500 kgf
Tutma kuvveti (M12): 5000 kgf
Tekrarlanabilirlik: <0,005 mm
Agirhk: 4.45 kg

Diameter: 80mm

Height: 100mm

Retention force (M10): 3500 kgf
Retention force (M12): 5000 kgf
Repeatability: <0,005 mm
Weight: 4.45 kg

Uriin Nr. 0900 5-Eksen Blok Baglama

@80
Q SW6 15Nm
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Product Nr. 0900 5-Axis Clamping Block

.

24
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@25H7

5-Axis Clamping Block
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E1 ER-EL

5-Eksen Blok Baglama

Referans Nr.

Ozellikler / Specifications

0900-UL800.018

Cap: 80mm

Yikseklik (H): 125mm

Tutma kuvveti (M10): 3500 kgf
Tutma kuvveti (M12): 5000 kgf
Tekrarlanabilirlik: <0.005 mm
Agirlik: 6.65 kg

Diameter: 80mm

Height (H): 125mm

Retention force (M10): 3500 kgf
Retention force (M12): 5000 kgf
Repeatability: <0.005 mm
Weight: 6.65 kg

0900-UL800.019

Cap: 80mm

Yikseklik (H): 150mm

Tutma kuvveti (M10): 3500 kgf
Tutma kuvveti (M12): 5000 kgf
Tekrarlanabilirlik: <0.005 mm
Agirlik: 7.60 kg

Diameter: 80mm

Height (H): 150mm

Retention force (M10): 3500 kgf
Retention force (M12): 5000 kgf
Repeatability: <0.005 mm
Weight: 7.60 kg

0900-UL800.020

Cap: 80mm

Yikseklik (H): 175 mm

Tutma kuvveti (M10): 3500 kgf
Tutma kuvveti (M12): 5000 kgf
Tekrarlanabilirlik: <0.005 mm
Agirlik: 8.45 kg

Diameter: 80mm

Height (H): 175mm

Retention force (M10): 3500 kgf
Retention force (M12): 5000 kgf
Repeatability: <0.005 mm
Weight: 8.45 kg

Uriin Nr. 0900 5-Eksen Blok Baglama

@80 SW6 15 Nm
A
s |
E:
)
4] T
A—s]
0168
100
g g

50

6x @12

Product Nr. 0900 5-Axis Clamping Block

M8x10 éy
R 4$ {2, .
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3 &
=Rl
@25 H7

5-Axis Clamping Block
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E1 ER-EL

5-Eksen Blok Baglama Yiikseltme

Referans Nr.

Ozellikler / Specifications

0900-UL800.030

Cap: 80mm

Yikseklik (H): 75 mm

Tutma kuvveti (M10): 3500 kgf
Tutma kuvveti (M12): 5000 kgf
Tekrarlanabilirlik: <0.005 mm
Agirlik: 2.85 kg

Diameter: 80mm

Height (H): 75mm

Retention force (M10): 3500 kgf
Retention force (M12): 5000 kgf
Repeatability: <0.005 mm
Weight: 2.85 kg

0900-UL800.031

Cap: 80mm

Yikseklik (H): 100 mm

Tutma kuvveti (M10): 3500 kgf
Tutma kuvveti (M12): 5000 kgf
Tekrarlanabilirlik: <0.005 mm
Agirlik: 3.65 kg

Diameter: 80mm

Height (H): 100mm

Retention force (M10): 3500 kgf
Retention force (M12): 5000 kgf
Repeatability: <0.005 mm
Weight: 3.65 kg

0900-UL800.032

Cap: 80mm

Yikseklik (H): 125mm

Tutma kuvveti (M10): 3500 kgf
Tutma kuvveti (M12): 5000 kgf
Tekrarlanabilirlik: <0.005 mm
Agirlik: 4.70 kg

Diameter: 80mm

Height (H): 125mm

Retention force (M10): 3500 kgf
Retention force (M12): 5000 kgf
Repeatability: <0.005 mm
Weight: 4.70 kg

5-Axis Clamping Block Extension

Uriin Nr. 0900 5-Eksen Blok Baglama Yiikseltme
* 75mm, 100mm ve 125 mm yiikseklige kullanilabilir.
« Yikseltme islemini 1 metre’ye kadar kullanma olanagi saglar.

Product Nr. 0900 5-Axis Clamping Block Extension
* 75mm, 100mm and 125 mm in height can be used.
« Allows the use of up to 1m upgrade.

M12 x 22 50001

@12 H7 T14

50

M8x10

SW 6max. 15 Nm

0
H-0.006
7
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F1ER-EL 5-Eksen Blok Baglama (Pnématik)

5-Axis Clamping Block (Pneumatic)

Referans Nr. Ozellikler / Specifications
Cap: 80mm Diameter: 80mm
Yikseklik: 75mm Height: 75mm
. Tutma kuvveti (M10): 3500 kgf Retention force (M10): 3500 kgf
LRt Tutma kuvveti (M12): 5000 kgf Retention force (M12): 5000 kgf
Tekrarlanabilirlik: <0.005 mm Repeatability: <0.005 mm
Agirlik: 3.3 kg Weight: 3.3 kg

Uriin Nr. 0900 5-Eksen Blok Baglama Pnématik
* Adetli is parcalarinda pnématik a¢ma - kapama

Product Nr. 0900 5-Axis Clamping Block (Pneumatic)
» Pneumatic opening and closing at mass produciton

DIN912

—_—— M12 x 45
1 L'—§ 2 "

0-Ring

12
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E1 ER-EL

5-Eksen Blok Baglama Plakasi

Referans Nr.

Ozellikler / Specifications

0900-UL800.055

Yikseklik (H): 50 mm
Uzunluk: 250mm
Geniglik: 270mm
Agirlik: 14.20 kg

Height (H): 50mm
Length: 250mm
Width: 270mm
Weight: 14.20 kg

0900-UL800.056

Yikseklik (H): 100 mm

Uzunluk: 250mm

Height (H): 100mm
Length: 250mm

5-Axis Clamping Block Plate

Geniglik: 270mm
Agirlik: 18.70 kg

Width: 270mm
Weight: 18.70 kg

Yukseklik (H): 150 mm
Uzunluk: 250mm
Geniglik: 270mm
Agirlik: 21.20 kg

Height (H): 150mm
Length: 250mm
Width: 270mm
Weight: 21.20 kg

0900-UL800.057

Uriin Nr. 0900 5-Eksen Blok Baglama Plakasi
Product Nr. 0900 5-Axis Clamping Block Plate

Hgooe
36
4_4‘444444
|
\
|

269,5 %
132 |
50 105 20
/ q} Y <2
N, U @ V \( N
=&
& @ Yo
SN EEEER
Q| 7 @25 H7
22 e D
~ Va
N M
§< AW
4xM12-18 495 50 o5 65
2 x012 H7 - 15 42 115
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E1 ER-EL

5-Eksen Blok Baglama Ara Vasat (Yumusak)

5-Axis Clamping Block Intermediary Part (Soft)

Referans Nr.

Ozellikler / Specifications

0900-UL800.126

1x SBC 40-25-5-16,
1x montaj vidasi M12x100mm
Agirlik: 0.875 kg

1x SBC 40-25-5-186,
1x mounting screw M12x100mm
Weight: 0.875 kg

0900-UL800.123

1x SBC 40-25-5-16,
1x montaj vidasi M12x75mm
Agirlik: 0.875 kg

1x SBC 40-25-5-16,
1x mounting screw M12x75mm
Weight: 0.875 kg

0900-UL800.120

1x SBC 40-25-5-12,
1x montaj vidasi M10x100mm
Agirlik: 0.875 kg

1x SBC 40-25-5-12,
1x mounting screw M10x100mm
Weight: 0.875 kg

0900-UL800.117

1x SBC 40-25-5-12,
1x montaj vidasi M10x75mm
Agirlik: 0.875 kg

1x SBC 40-25-5-12,
1x mounting screw M10x75mm
Weight: 0.875 kg

Uriin Nr. 0900 5-Eksen Blok Baglama Ara Vasat (Yumusak)
« Is parcalarinda deformasyon olmamasi igin.

Product Nr. 0900 5-Axis Clamping Block Intermediary Part (Soft)
« To prevent deformations of the workpiece.

M12

@50
@25h7

7

o

)

25 -8.006

X

Z)

7

77

@

i

M12 x 75
ISO 4762/ DIN 912

280

5-Eksen Blok Baglama Ara Vasat (Sert)
5-Axis Clamping Block Intermediary Part (Hard)

Referans Nr.

Ozellikler / Specifications

0900-UL800.111

1x SBC 40-25-5-186,
1x montaj vidasi M12x100mm
Agirlik: 1.180 kg

1x SBC 40-25-5-186,
1x mounting screw M12x100mm
Weight: 1.180 kg

0900-UL800.108

1x SBC 40-25-5-16,
1x montaj vidasi M12x75mm
Agirlik: 1.180 kg

1x SBC 40-25-5-16,
1x mounting screw M12x75mm
Weight: 1.180 kg

0900-UL800.105

1x SBC 40-25-5-16,
1x montaj vidasi M10x100mm
Agirhk: 1.180 kg

1x SBC 40-25-5-12,
1x mounting screw M10x100mm
Weight: 1.180 kg

0900-UL800.102

1x SBC 40-25-5-16,
1x montaj vidasi M10x75mm

1x SBC 40-25-5-12,
1x mounting screw M10x75mm

Agirlik: 1.180 kg Weight: 1.180 kg @50
Uriin Nr. 0900 5-Eksen Blok Baglama Ara Vasat (Sert) M12 @25 h7
« Surekli tekrarlamalarda 6l degismemesi igin. —
A

Product Nr. 0900 5-Axis Clamping Block Intermediary Part (Hard)
« To prevent change of repeating precision.

28,5

M12 x 100
ISO 4762/ DIN 912

50 S o0s

@80
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E1 ER-EL

5-Eksen Blok Baglama Cektirme Civatasi

Referans Nr. Dizg?i;ﬁgn L x @D @d L1
0900-UL500.115 SBC 40 25h6 5
0900-UL500.118 SBC 40 25h6 5
0900-UL500.121 SBC 40 25h6 5

Uriin Nr. 0900 5-Eksen Blok Baglama Cektirme Civatasi

Product Nr. 0900 5-Axis Clamping Block Puller Bolt

LT

~

ISO 4762/ DIN 912

5-Axis Clamping Block Puller Bolt
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M E R- E LFD 5-Eksen Egimli Parcalar igin Blok Baglama

5-Axis Clamping Block Curved Workpieces

Referans Nr. Ozellikler / Specifications
Cap / Cap: 80mm Diameter: 80mm
Yikseklik / Boy: 63,50mm Héhe / Height: 63,50mm
. Tutma kuvveti (M10): 3500 kgf Retention force (M10): 3500 kgf
LR L L 2 Tutma kuvveti (M12): 5000 kgf Retention force (M12): 5000 kgf
Tekrarlanabilirlik: <0.005 mm Repeatability: <0,005mm
Agirhik: 1.90 kg Weight: 1.90 kg

Uriin Nr. 0900 5-Eksen Egimli Parcalar icin Blok Baglama
« Egimli pargalarinizi 15° kadar baglama olanagi saglar.
« Is pargasini en az (¢ noktadan baglama olmalidir.

Product Nr. 0900 5-Axis Clamping Block Curved Workpieces
» Enables to clamp inclined worpieces with up to 15°
« At least three clamping points for the workpiece required.

90°+15°

280.5

A A-A
@50
@80
5-Eksen Blok Baglama Modiiler Cektirme Civatasi
5-Axis Clamping Block Modular Puller
Referans Nr. Ozellikler / Specifications
Cap top / top ¢api: 25.4mm Diameter head / head diameter: 25.4 mm
0900-UL800.382 |Ieodah||. merkezleme kapagi mc!uedeq centering cover
15° Galisma 15° working .’
Agirlik: 0.10 kg weight: 0.10 kg

Uriin Nr. 0900 5-Eksen Blok Baglama Modiiler Cektirme Civatasi
+ 15° maksimum agisal bosluk.

Product Nr. 0900 5-Axis Clamping Block Modular Puller
* 15° maximum angular space

. oo
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EF1ER-EL 5-Eksen Blok Baglama

5-Axis Clamping Block

Referans H Ksl:b:,";i izinTVelziIen ||
almpin: or

N P leoon) P LT H2 WIS Fd RS e O g)
0950-06025 30 | 25 | 15 | 345|125 |125| 54 7 |66 42 | 3 500 4 100
0950-08040 40 | 40 | 22 | 46 | 20 | 20 | 65 | 10 | 9 | 50 | 4 800 8 300
0950-12063 60 | 63 | 32 | 69 | 33 | 30 | 95 | 15 | 13 | 75 | 6 1500 22 1400
0950-16080 80 | 80 | 44 | 91 | 40 | 40 | 130 | 20 | 17 | 130 | 8 2500 50 3300

Uriin Nr. 0950 5-Eksen Blok Baglama Product Nr. 0950 5-Axis Clamping Block

0.8,

H2
~
\

H1
S

08 :

0950-08061L E g é
554 )

Tolerans + 0.02

Tolerance + 0.02

0950-08001LS

Uygulama Ornegi / Aplication Example

imbus Civata w
Hex. Socket-Head

Cap Screw %
d Referans d Lf M | P1

‘ i *’_Tk Nr. (H7)
Z Q z% Zg 4 = 0950-06025 8 | 55| M6 | 42
5 ‘ /g/g 0950-08040 | 12 | 55 | M8 | 50

\ P 0950-12063 | 18 | 6.5 | M12| 75
0950-08001LS 2-M 0950-16080 | 22 | 8 |Mi6| 100
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M E R- E LFD 5-Eksen Blok Baglama Yiikseltme

5-Axis Clamping Block Extension

Sikma

$ Kuvveti izin Verilen

Referans d Calmpin, Tork
NI D (0.01) D1 L H1 H2 H3 HD) H4 M w Fﬁ;t:e 9 A\_I\_%\:?l?;e(ﬁﬁ;e)w ©)
0950-06032 30 | 32 | 15 |345(195|125|115]| 8 5 M6 500 4 200
0950-08050 40 | 50 | 22 | 46 | 30 | 20 | 18 | 12 | 7.5 | M8 800 8 500

1500 22 1600
2500 50 |3800

0950-12080 60 | 80 | 32 | 69 | 50 | 30 | 25 | 18 |10.5|M12
0950-16100 80 | 100 | 44 | 91 | 60 | 40 | 31 | 22 |12,5|M16

@ o~ W

Uriin Nr. 0950 5-Eksen Blok Baglama Yiikseltme Product Nr. 0950 5-Axis Clamping Block Extension

° |
0.8,

H2
©
e

0.8

0950-08061L

. 0950-08001D .

Tolerans + 0.02

imbus Civata
Hex. Socket-Head
Cap Screw

Tolerance + 0.02

Uygulama Ornegi / Aplication Example

Konum ile Sabitleme Sabitleme
Locating and Fixing Fixing
' 0950-08001D EH
i 1 di
w Referans d Lf
Nr. (H7) +92)
d1 di 0950-06032 8 6.5 6
0950-08050 12 | 85 8
imbus Civata ﬂ] ﬂ] 0950-12080 18 | 125 12

Hex. Socket-Head
Cap Screw 0950-16100 22 |16.5| 16
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EF1ER-EL 5-Eksen Blok Baglama

5-Axis Clamping Block

H Koweti | Iz Verien
AR D liooy| DT | L [ HE W C?;gmfg%ie"g e @)
0950-06050 | 30 | 50 | 15 |34.5|125| 3 | 500 4 | 200
0950-08080 | 40 | 80 | 22 | 46 | 20 | 4 | 800 8 | 700
0950-12125 | 60 | 125 32 | 69 | 30 | 6 | 1500 | 22 |2600
0950-16160 | 80 | 160 | 44 | 91 | 40 | 8 | 2500 | 50 |[5800

Uriin Nr. 0950 5-Eksen Blok Baglama
Product Nr. 0950 5-Axis Clamping Block

-

_H1 &
]

QP
P

Q

# B

Tolerans + 0.02 ‘
Tolerance * 0.02 ‘

I 0950-08061L ’
/ﬁ/
I

0950-08001

Uygulama Ornegi / Aplication Example

Konum ile Sabit'le_me Sabitleme
Locating and Fixing Fixing
Referans d Lf | Lf1 | M
Nr. (H7)
0950-06050 8 9 55 | M6
0950-08061M

d 0950-08080 12 | 13 | 55 | M8
18 + 0950-12125 18 | 19 | 6.5 | M12

@ % 0950-16160 | 22 | 23 | 8 |Mi6
|
\M M

Lf1

Lf
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E1 ER-EL

5-Eksen Blok Baglama Cektirme Civatasi

5-Axis Clamping Block Puller Bolt

D1 Tol +0.02
Referans | M | D12 L1 | D | L D2 D3| W gon - lmmase
0950-06001L | M6 8 5 13 |11.5] 10 8 48 | 25 6 M
0950-08061L | M6 | 10 | 5 | 17 |155/165| 11 |65 | 3 | 17
0950-08000L | M8 | 12 | 5 | 17 |155|165| 11 |65 | 3 | 20
0950-12081L | M8 | 12 5 17 |245| 25 | 16 | 9.5 5 52 ! !
0950-12001L |M12| 18 6 24 |245| 25 | 16 | 95 5 70
0950-16121L |M12| 18 | 6 | 24 |31.5| 33 |21 | 13 | 6 | 125 | Tolranszo0z |
olerance * 0.02
0950-16001L |M16| 22 | 7.5 | 30 |31.5] 33 | 21 13 6 150
Uriin Nr. 0950 5-Eksen Blok Baglama Cektirme Civatasi
» Tolerans +0.02
Product Nr. 0950 5-Axis Clamping Block Puller Bolt
« Tolerance £ 0.02
G L1 L
] @
5 glale =
7 ) /S
O
M S
Uygulama Ornegi Refﬁ;ans (fé) Lf | Lft M
Aplication Example -
0950-06001L 8 9 55 M6
5 0950-08061L 10 183 | 55 M6
1 0950-08000L 12 13 | 55 M8
har) 0950-12081L 12 | 13 | 5.5 M8
B 0950-12001L | 18 | 19 | 6.5 M12
M 0950-16121L 18 | 23 | 6.5 M12
0950-16001L | 22 | 23 8 M16
5-Eksen Blok Baglama Cektirme Civatasi
Referans D1 Q_A_é 5-Axis Clamping Block Puller Bolt
Nr M @6) L2 | L1 D L D2 | D3 w ) -
0950-08061D | M6 | 10 5 17 |155]16.5| 11 6.5 3 17
0950-08000D | M8 | 12 5 17 |155]16.5| 11 6.5 3 20
0950-12081D | M8 | 12 5 17 |245| 25 | 16 | 9.5 5 51
0950-12001D |M12| 18 6 24 |245| 25 | 16 | 95 5 70
0950-16121D | M12| 18 6 24 131.5| 33 | 21 13 6 123
0950-16001D [M16| 22 | 7.5 | 30 |31.5| 33 | 21 13 6 150 Uygulama (")rnegi
Aplication Example
= d
5 It
“_1:*
1, L W .
0 f M
PSS —
- Referans d
a {**** L\EE |lale Nr. gy | L LA M
T— L e 0950-08061L 10 | 13 | 5.5 M6
e 0950-08000L 12 | 13 | 55 M8
M | L2
—— 0950-12081L 12 | 13 | 55 M8
0950-12001L 18 19 | 6.5 M12
0950-16121L 18 | 23 | 6.5 M12
0950-16001L 22 | 23 8 M16
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M E R- E E 5-Eksen Blok Baglama Cektirme Civatasi

5-Axis Clamping Block Puller Bolt

Referans é—Lé
Nr M L1 D L D1 | D2 | W @

0950-06001M | M6 | 8 11 10 8 | 48 | 25 5

0950-08061M | M6 | 9 15 |165| 11 | 65 | 3 13
0950-08001M | M8 | 12 | 15 |16.5| 11 | 6.5 | 3 16
0950-12081M | M8 | 12 | 24 | 25 | 16 | 95| 5 46
0950-12001M |M12| 18 | 24 | 25 | 16 | 95| 5 57
0950-16121M | M12| 18 | 31 | 33 | 21 13 | 6 108
0950-16001M | M16| 22 | 31 | 33 | 21 13 | 6 125

Uriin Nr. 0950 5-Eksen Blok Baglama Cektirme Civatasi
« Tolerans £0.2

Product Nr. 0950 5-Axis Clamping Block Puller Bolt
« Tolerance 0.2

5-Eksen Blok Baglama Cektirme Civatasi
5-Axis Clamping Block Puller Bolt

Referans D| L |Dl|D2] L @—Lg

Nr. ()
0950-08001 155] 33 | 11 | 6.5 |16.5| 24
0950-12001 245| 50 | 16 | 95 | 25 85
0950-16001 315| 66 | 21 13 | 33 | 190

Uriin Nr. 0950 5-Eksen Blok Baglama Cektirme Civatasi
» Tekrarlama Konumlamasi 0.2

Product Nr. 0950 5-Axis Clamping Block Puller Bolt
* Locating Repeatability is 0.2

D2
|
\
l
D1
D
|
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E1 ER-EL

D
Referans d E)) H é—A—é g
o )
N. ( © o
0950-06001D 6 8 11 2
0950-08001D | 85 | 12 | 15 | 7 ] 3
0950-12001D |12.5| 18 22 22 }
T
0950-16001D | 16.5| 22 28 35
Uriin Nr. 0950 5-Eksen Blok Baglama
Konumlama Burcu
« Tolerans +0.02
Product Nr. 0950 5-Axis Clamping Block
Locating Bushings
« Tolerance = 0.02
&
1
- = 0950-08061L
O N
— d
i Referans d >
Lf x
m I B N. (H7) l 0950-08050
0950-06001D 8 6.5
& ﬂ 0950-08001D 12 | 8.5 P;ﬂ;'(
; . 0950-12001D 18 | 12.5
Imbus Civata Tol +0.02
Hex. Socket-Head Cap Screw 0950-16001D | 22 | 16.5 ngggie £0.02

5-Eksen Blok Baglama Konumlama Burcu
5-Axis Clamping Block Locating Bushings

b

g
o &

(e

Refﬁ;ﬁlns D1 D| H | H | M @—(g)—g
0950-06001LS | 8 |11.5| 4 M6 | 4
0950-08001LS | 12 |155| 5 M8 | 8
0950-12001LS | 18 |245| 8 | 6 |M12| 27
0950-16001LS | 22 |31.5| 10 | 7.5 |M16 | 51
0950-06001SM | 8 |11.5| 4 M6 | 4
0950-08001SM | 12 |155| 5 M8 | 8
0950-12001SM | 18 |24.5| 8 M12 | 27
0950-16001SM | 22 |31.5| 10 | 7.5 |[M16 | 51

Uriin Nr. 0950 5-Eksen Blok Baglama Konumlama Burcu

* Taglanmis Tol

« Standart Tolerans

erans +0.02
+0.1

Product Nr. 0950 5-Axis Clamping Block Locating Bushings
« Stoning Tolerans +0.02

« Standerd Tolerance g

+0.1

Uygulama Ornegi / Aplication Example

Referans Lf
Nr. (H7)
0950-06001LS | 8 5.5
0950-08001LS | 12 | 5.5
0950-12001LS | 18 | 6.5

0950-16001LS | 22 8

loh:
[L(e) T
. —
imbus Civata
|-/ Hex. Socket-Head s
Cap Screw

| d

T, - 7%

0950-08061L

5-Eksen Blok Baglama Konumlama Burcu
5-Axis Clamping Block Locating Bushings

K

LS SM
Tasglanmis Standart
Stoning Standard
D
-
= 1_/08
[ —
(50;' D1 ‘ S
° Standart
L Standard
Taglanmis
Stoning

0950—08040
U U

G2

7.
A@ L
T_ 1

G,

Tolerans + 0.02

0950-08001LS

Tolerance + 0.02
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HIZLI KALIP DEGISTIRME SISTEMI
QUICK MOLD CHANGE SYSTEM

QUICK MOLD CH.
(INJEC

(" QUICK DIE CHA
(PRE
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M E R- E E Hizl Kalip Degistirme Sistemi

Quick Die Change System

Hizli Kalip Degistirme Sistemi Quick Die Change System

Kaliplarin hizli degistigi, modellerin cesitli ve tretim adetlerinin It's an era for making high frequence of die changing with
(talep miktarlarinin) az oldugu zamanlarda kalip degistirme siresini multiple patterns and small quantity. In order to save die
azaltip is glvenligini saglamaktir. Bu durumda hizli kalip degistirme changing time and ensure operational safety, it is just in time
sistemine gecmenin tam vaktidir. to apply Quick Die Change System.

Uygulama o Elektronik Operasyon Kontrol Paneli

* Pres - hidrolik pres - enjeksiyon Electronic Control Operation Panel

« Degisik otomatik makina baglama sistemi
« Makineye baglanmak i¢gin interlock control switch donanimhdir.

Application « Itis equipped with interlock control switch for connecting to the machine.

« Olusabilecek herhangi bir operasyon hatasini engelemek igin guvenlik
kontrol aygiti ile birlikte tasarlanmistir.

« It is designed with safety control device which prevents any operation error.

* PLC Uygulama mevcuttur.

* PLC Application available.

* Press - hydraulic press - injection
« Different automatic machine clamp system

(Kallp Kaldirma / Die Lifter )7

Model: DL - DB - DLS - DBS

« Hidrolik tipi, yayl tipi.
 Hydrauijc type, spring type.

« Tveya U kanala kurulur.
« Install in the T-slot or U-slot.

(Kallp Kaydirma Kolu / Die Arm

Model: RC - RD - RE/RF - RS - RSM
« Tezgah pleyti Uizerine kalip kolayca itilebilir veya ¢ekilebilir.
« Can pull out and push in the die from the plate easily.

« Kaydirma kolunun 4 ayri modeli vardir.
« There are 4 different models of die arm.

CKallp Pabucu / Die Clamp>7

Model : CA-CAS-CV-CC-CB-CBS-CD

— - — « Kalibi baglamak i¢in civata kullanilan geleneksel metodlarin yerini alir.
Hava Tahrikli Hidrolik Pompa Unitesi + Replacing the traditional method which uses screws to fix dies.
Air Driven Hydraulic Pump Unit
» Makinelerde basing denetleme ve interlock ézelligi.
+ Capable of pressure inspection and interlocking with machines.

« Uriin T-Kanal pleytli tezgahlarda kullanilir.
« Using T-Slots to lock or fix directly on the plate.

« Aygitlar arasi esit seviyede hareket operasyon glivenligini saglar. —
» The movements between each devices will be pined down mutually ’ .
in order to ensure operational safety. =
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M E R- E E Hizl Kalip Degistirme Sistemi (Pres Semasi)

Quick Die Change System (Diagram for Press Machine)

Operatér Kontrol Paneli Operatér Kontrol Paneli

PLC Kontrol Unitesi Analog Kontrol Unitesi

falipifibie Operation Control Panel Operation Control Panel
{ PLC Control Unit Analog Control Unit

CB Clamp

DL Kalip Kaldirma Pres Makinasi .
DL Dia Lifter : To Press Machine

Elektrik Devresi
Electric Circuit

Kalip /Die

Ust Kalip Devresi (1)
Upper Die Circuit (1)

Hidrolik Unite

Ust Kalip Devresi (2) ‘Unite
Upper Die Circuit (2) Hydraulic Unit

Alt Kalip Devresi
Lower Die Circuit

CB Clamp Kalip Kaldirma Devresi
Die Lifter Circuit

Kalip Kaydirma Kolu
Die Arm

B E N R .
N A B e B e .

Hizh Kalip Degistirme Sistemi (Enjeksiyon Semasi)
Quick Mold Change System (Diagram for Injection Machine)

Operatér Kontrol Paneli Operatér Kontrol Paneli
PLC Kontrol Unitesi Analog Kontrol Unitesi
s Operation Control Panel Operation Control Panel
PLC Control Unit Analog Control Unit
CB Clamp
: Enjeksiyon Makinasi
CB Clamp

Elektrik Devresi To Injection Machine

Electric Circuit

Hava

Sag Kalip Devresi (1) N
Right Die Circuit (1) Hidrolik Unite

Hydraulic Unit

Sag Kalip Devresi (2)
Right Die Circuit (2)

SolKalip Devresi (1)
Left Die Circuit (1)

SolKalip Devresi (2)
Left Die Circuit (2)
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M E R- E E Hizli Kalip Degistirme Sistemi (Pres)

Kalib1 yukleyin.
Bir ving veya forklift kullanarak kalibi yikleyin.
Kalip kaydirma kolu ile kolay ylkleme imkani saglar.

Load the die

Load the die using a crane or forklift.

The pre-rollers enable easy loading. gf“"Ka dirma Kolu
e Arm

Quick Die Change System (Press)

Kalibi pleyte aktarin.

Kalip kaydirma kolu kalip kaldiricilarla kalibi hareket ettirmek icin

cok az kuvvet gerekir. Kalip kaldiricilari T - / U - kanallarina yerlestirilmistir.
Kalip kaldirma: Hidrolik basing @eIYI)

Transfer the die to the bolster.
With the pre-rollers and die lifters,minimal force is required to move the die.
Die lifters are set in the T - / U- slots.

Die Lifter : Hydraulic pressure @I\ Kalip Kaldirma (Yukarida)
Die Lifter (Lifted Up)

Pleytin Gzerinde kalibi ayarlayin.

Kontrol panelinden butona basarak kalip kaldirici indirilir
ve kalip pleyte temas eder.

Kalip Kaldirma : Hidrolik Basing GIZ)

Set the die on the bolster.

With push-button operation, the die lifter releases and
the die makes contact with the bolster. 3
Die Lifter : Hydraulic Pressure gzlii:::‘:g:;xwaglda)

Hidrolik pabuclari ayarlayin.

Hidrolik pabuclari kaliba gére ayarlayin.

Hidrolik pabuglari T kanallar Gzerine kaydirarak kaliba yaklastirin.
Hidrolik Pabug : Hidrolik Basing

Set the automatic clamps.

Set the slide to the bottom dead center .

Slide automatic clamps on the T -slot and bring them near the die.
Hydraulic Clamp : Hydraulic Pressure 5

Kalibi kilitle.

Kontrol panelinden butona basarak hidrolik pabuglarla kalibi kilitleyin.
Givenlik onayindan sonra kalip kaydirma kolu cikarilabilir.

Hidrolik Pabug: Hidrolik Basinci @sIYI)

Lock the die.

With push-button operation, automatic clamps lock the die.
After safety confirmation, the pre-roller can be removed.
Hydraulic Clamp : Hydraulic Pressure @I\
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M E R' E E Hidrolik Pabuc Model CA

Hydraulic Clamp Model CA

Model CA-1 | CA-2 | CA-4 | CA-6 |CA-10|CA-16 | CA-25

Baglama kapasitesi Ton 1 5 4 6 10 16 o5

Capacity of clamp

Toplam strok (X)

Total stroke (X) mm, 6 8 8 8 8 8 8

Pabug strok (Y)

Stroke of clamp (Y) mm 8 4 4 4 4 4 4

Muhafaza edilen strok (Z)

Preserved stroke (Z) mm, 3 4 4 4 4 4 4

Silindirin toplam hacmi « Satin almadan énce T-Kanal (a,b,c,d) 6lgiisii ve
Total volumn of cylinder ce 3 7 13 21 32 54 76 kalip tabani kalinhigini (H) bildiriniz.

Kalip taban kalinligi toleransi (H) . . . . . . . * Please indicate the size of T-slot (a,b,c,d) and the
The tolerance of the template thickness (H) 05 2 = = = 2 2 ?&i‘:ﬁ::; g") of the template for the die when

Hidrolik basing / Hydraulic pressure : 250kgf/cm2

Referans H+d L a
Nr. oF E oG @) | max. | max. | min. K P U Kanal

U Cut

1010-CAO01 44 48 12 30 60 12 8 9.5 | PT1/8

1010-CA02 53 52 16 48 80 17 12 12 | PT1/8

1010-CA04 65 58 23 58 90 20 16 15 | PT1/4

1010-CA06 82 65 30 64 100 25 18 15 | PT1/4

1010-CA10 99 71 38 78 110 30 22 15 | PT1/4

1010-CA16 | 126 82 45 88 120 38 28 17 | PT1/4

1010-CA25 | 150 | 100 55 98 140 45 36 23 | PT1/4

Uriin Nr. 1010 Hidrolik Pabug Model CA Product Nr. 1010 Hydraulic Clamp Model CA

« Pabug élcileri (A), (B) ve (C) T-Kanala bagli olarak belirlenir. * The sizes of clamps (A),(B) and (C) are made based on the size of T slot.

» Eger pabug 6l¢lsu (H+d) yukaridaki maksimum degerlerden « If the thickness of clamp (H+d) is more than the max. value listed on
fazla ise, 6zel tasarim olarak kabul edilir. the left, it will be regarded as special pattern.

« Standart Sicaklik : 60° » Standard Temperature : 60°

L: Pabug igin sablonun uzunlugu

L: Template’s length for clamp
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Pnématik Slayt Konsol Model CAS

Pneumatic Slide Console Model CAS

o .. .| Strok Mesafesi |  Siirme Hizi
Refﬁrans g/j% nglam}:a Kfagiasnem Traveling Stroke| Traveling Speed | X | Z | @F | E
" min - max apacity ot Liamp (S) m/sec.
1010-CAS04| 28-32 27 - 1 8 4 | 65| 62
1010-CAS06| 28 - 32 36 - 1 8 | 4 |82]69
1010-CAS10| 28-32 42 - 1 8 4 199 |75
1010-CAS16| 28 - 32 51 - 1 8 | 4 |126| 86

Urdn Nr. 1010 Pnématik

Slayt Konsol Model CAS

+ Satin almadan 6nce strok mesafesini bildiriniz.
+ Hidrolik Pabug Basing 250kgf/cm?

+ Pnomatik Slayt Konsol Hava Bari Max. 10 bar

x

g

7

§ Valf Kutusu
Valve Box

Product Nr. 1010 Pneumatic

Slide Console Model CAS

« Please inform the stroke distance before purchase
« Hydraulic clamp pressure 250kgf/cm

« Pneumatic Slide Console Air Bar Max.

Hava Girisi (ileri)

Air Input (Forward)

Kalip Yakinlik Senséri

Mold Proximity Sensor

Hava Girisi (Geri)
Air Input (Back)

Geri Yakinlik Sensoéri

Back Proximity Sensor

Delik Delme Sablonu

Hole Pattern for Installation M12x25
93 @10x20
T} £ b
© S
g8 e ¥
0 | 1w
?é 5 ¢ s
£ & 4
8 35| w
= Yo}
£ a 3
g g
g o1
120701

Kalip / Die

Hidrolik Pabug Model
Hydraulic Clamp Model

Pres Ust Kog
Press Slide

Alt Tabla

Bolster
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M E R' E LFD Hidrolik Pabu¢ Model CV

Hydraulic Clamp Model CV

Model CV-4 | CV-6 | CV-10
Baglama kapasitesi Ton 4 6 10
Capacity of clamp
U Kanal
Toplam strok (X) U Cut
Total stroke (X) mm 8 8 8
Pabug strok (Y)
Stroke of clamp (Y) mm 4 4 4
Muhafaza edilen strok (Z) mm 4 4 4

Preserved stroke (Z)

Silindirin toplam hacmi

Total volumn of cylinder cc 13 21 32

Kalip taban kalinligi toleransi (H)
The tolerance of the template thickness (H)

Hidrolik basing / Hydraulic pressure : 250kgf/cm2

Ayar

Mesafesi F Max. L M QG aJ K P

Ref N ) A B C D E + K1
eferans Nr. % % i
20

1010-CV042020125 19.6 32 12 85 70 15 65 125 M20 20 58 15 PT 1/4
1010-CV042020160 20 19.6 32 12 110 70 40 65 160 M20 20 58 15 PT 1/4
1010-CV042022160 22 21.6 35 14 85 70 15 65 125 M20 20 58 15 PT 1/4
1010-CV042022125 22 21.6 35 14 110 70 40 65 160 M20 20 58 15 PT 1/4

1010-CV062424125 24 23.6 40 16 85 77 8 82 125 M24 24 64 15 PT 1/4
1010-CV062424160 24 23.6 40 16 110 77 33 82 160 M24 24 64 15 PT 1/4
1010-CV062428125 28 27.6 44 18 85 77 8 82 125 M24 24 64 15 PT 1/4

1010-CV062428160 28 27.6 44 18 110 77 33 82 160 M24 24 64 15 PT 1/4

1010-CV102727160 27 26.6 46 18 110 83 27 99 160 M27 27 78 15 PT 1/4
1010-CV102727200 27 26.6 46 18 125 83 42 99 200 M27 27 78 15 PT 1/4
1010-CV102732160 32 31.6 50 20 110 83 27 99 160 M27 27 78 15 PT 1/4
1010-CV102732200 32 31.6 50 20 125 83 42 99 200 M27 27 78 15 PT 1/4

Uriin Nr. 1010 Hidrolik Pabug Model CV Product Nr. 1010 Hydraulic Clamp Model CV
« Vidalanarak mesafe ayari yapilabilir. « Screw-distance adjustment can be made.
« Standart Sicaklik : 60° » Standard Temperature : 60°
OF
M
r—“ Mesafe Sabitleme Civatasi
Distance Fixing Screw

E + K1
D

R TTTTTTTTTTTT 3

QG

Onemli Not
(Z) Muhafaza edilen strok ayar degisiminde
kontrol edilmeli

Notes
The set stroke (Z) must be checked when
changing the settings.
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M E R- E E Hidrolik Pabuc Model CC

Hydraulic Clamp Model CC

Model CC-1 | CC-2 | CC-4 | CC-6 |CC-10

Baglama kapasitesi Ton 1 5 4 6 10

Capacity of clamp

Toplam strok (X)

Total stroke (X) mm) 9 9 9 12 12

Pabug strok (Y)

Stroke of clamp (Y) mm)\ 4 4 4 4 4

Muhafaza edilen strok (Z)

Preserved stroke (Z) mm\ 5 5 5 8 8

Silindirin toplam hacmi « Satin almadan énce T-Kanal (a,b,c,d) 6lgust ve
Total volumn of cylinder ce 3 7.5 13 21 38 kalip tabani kalinhgini (H) bildiriniz.

Kalip taban kalinhgi toleransi (H) . . . . . + Please indicate the size of T-slot (a,b,c,d) and the
The tolerance of the template thickness (H) S| x2 ) 2 ) 2 £2 Lhtlf'ér’]‘gss; é'_") of the template for the die when

Hidrolik basing / Hydraulic pressure : 250kgf/cm2

Referans Nr. min.lt'max m?n. mcifm E F G I J K mli-n. M T U
1015-CCO1 20-35 10 6.5 43 G+43 H+9 @16 75 33 27 215 1/8 M5
1015-CC02 25-40 14 10 50 G+50 H+9 018 91 43 30 25 1/8 M5
1015-CC04 25-40 18 12 65 G+60 H+9 @30 115 55 40 32.5 1/8 M8
1015-CC06 35-55 22 14 80 G+65 H+12 | ©@37.5 130 65 48 40 1/4 M10
1015-CC10 40-60 24 16 100 G+82 H+12 @50 160 85 60 49 1/4 M12

Uriin Nr. 1015 Hidrolik Pabug Model CC
« Pabug oélguleri (A),(B),(C) ve (D) T-Kanala bagli olarak belirlenir.
« Standart Sicaklik : 60°

Product Nr. 1015 Hydraulic Clamp Model CC
* The sizes of clamps(A),(B),(C) and (D) are made based on the size of T-slot.
» Standard Temperature : 60°

Sabitleme Civatas! e g
Fixing Screw

J
K T
(L min.) Plaka Baglama Derinligi £
‘ M | (L min.) Depth Of Plate Clamping | |
N
P a |
o |
S ‘ o
= o
| Kalip " @ ! &H
L] Dia ‘
ol

450
1
G
o —
c
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Referans | | | | g | M Hd T E T E gl al Clop

I. min. min. max min. min. min.

1015-CB01 | 74.5| 60 |14.5| 25 100 42 | 44 | 20 | 10 | 6.5 |PT1/8

1015-CB02 | 110 | 90 | 20 | 25 100 73 | 68 | 32 | 14 | 10 |PT1/4

1015-CB04 | 134 | 110 | 24 | 25 130 77 | 79 | 40 | 18 | 12 |PT1/4

1015-CB06 | 159 | 130 | 29 | 30 150 92 | 96 | 46 | 22 | 14 |PT1/4

1015-CB10 | 189 | 159 | 30 | 40 140 | 114 | 117 | 54 | 24 | 16 |PT1/4

1015-CB16 | 230 | 200 | 30 | 40 130 | 126 | 129 | 58 | 28 | 20 |PT1/4

1015-CB25 | 265 | 235 | 30 | 45 120 | 148 | 156 | 70 | 36 | 23 |PT1/4

Model CB-1 | CB-2 | CB-4 | CB-6 |CB-10|CB-16|CB-25
CBL-1|CBL-2|CBL-4 |CBL-6|CBL-10/CBL-16/CBL-25

Baglama kapasitesi 5 4 6 10 16 o5

Capacity of clamp Ton

Toplam strok (X)

Total stroke (X) mm 8 8 8 8 8 8

Pabug strok (Y)

Stroke of clamp (Y) I L O

Muhafaza edilen strok (Z)

Preserved stroke (2) mm 3.5 5 5 5 5 5 5

Silindirin toplam hapmi 75 13 21 38 55 98

Total volumn of cylinder cc

Kalip taban kalinligi toleransi (H)

The tolerance of the #5 | 2 +2 *2 +2 +2 *2

template thickness (H) mm

Hidrolik Pabuc Model CB

Hydraulic Clamp Model CB

Uriin Nr. 1015 Hidrolik Pabug Model CB
« Pabug élculeri (A),(B),(C) ve (D)
T-Kanala bagli olarak belirlenir.

» Standart Sicaklik : 60°
« Hidrolik basing 250kgf/cm2

Product Nr. 1015 Hydraulic Clamp Model CB
* The sizes of clamps(A),(B),(C) and (D)
are made based on the size of T-slot.

» Standard Temperature : 60°
* Hydraulic pressure : 250kgf/cm2

+ Satin almadan 6nce T-Kanal (a,b,c,d) dlglisi ve
kalip tabani kalinhigini (H) bildiriniz.

« Please indicate the size of T-slot (a,b,c,d) and the
thickness (H) of the template for the die when
purchasing.

PT 1/4
‘ b

Hidrolik Pabuc Model CBL
Refﬁ;ﬁlns Lk |y mt:n mi|;1|.+n?ax mlifn_ Fl a m?n_ m%' p Hydraulic Clamp Model CBL
1015-CBLO1|74.5| 60 |14.5| 25 | 100 | 42 | 44 | 20 | 10 | 6.5 PT1/8
1015-CBL0O2| 110 | 90 | 20 | 25 | 100 | 73 | 68 | 32 | 14 | 10 |PT1/4 ,ﬁ“
1015-CBLO4| 134 | 110 | 24 | 25 | 130 | 77 | 79 | 40 | 18 | 12 |PT1/4
1015-CBLO6| 159 | 130 | 29 | 30 | 150 | 92 | 96 | 46 | 22 | 14 |PT1/4 i
1015-CBL10| 189 | 159 | 30 | 40 | 140 | 114 | 117 | 54 | 24 | 16 |PT1/4 -
1015-CBL16| 230 | 200 | 30 | 40 | 130 | 126 | 129 | 58 | 28 | 20 |PT1/4
1015-CBL25| 265 | 235 | 30 | 45 | 120 | 148 | 156 | 70 | 36 | 23 |PT1/4

Uriin Nr. 1015 Hidrolik Pabug Model CBL
« Pabug 6lgtleri (A),(B),(C) ve (D)
T-Kanala bagl olarak belirlenir.

« Standart Sicaklik : 60°
« Hidrolik basing 250kgf/cm2

Product Nr. 1015 Hydraulic Clamp Model CBL

* The sizes of clamps(A),(B),(C) and (D)
are made based on the size of T-slot.

» Standard Temperature : 60°
* Hydraulic pressure : 250kgf/cm?2

Not
Kilitleme secenekli

Note
With locking option
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Hidrolik Pabu¢c Model CBS

Model CBS-1|CBS-2|CBS-4 | CBS-6 |CBS-10/CBS-16/CBS-25
Baglama kapasitesi Ton 1 4 6 10 16 o5
Capacity of clamp

Toplam strok (X)

Total stroke (X) mm) 6 8 8 8 8 8
Pabug strok (Y)

Stroke of clamp (Y) mm) 2.5 8 3 8 8 3
Muhafaza edilen strok (Z)

Preserved stroke (Z) mm) 3.5 5 5 5 5 5
Silindirin toplam hapmi cc 3 75 13 21 38 55 08
Total volumn of cylinder

Kalip taban kalinligi toleransi (H) . + + . + + .
The tolerance of the template thickness (H) 15 2 *2 *2 2 *2 *2
Strok Mesafesi (S)

Traveling Stroke (S)

Satin almadan énce strok mesafesini bildiriniz.

Hidrolik Basing : 250kgf/cm2

Hydraulic pressure : 250kgf/cm2

Refl(\all;_a ne L K J mtln. mi|:.+n(1jax mIiEn. F G m?n. m(i>n. P
1015-CBS01|74.5| 60 |145| 25 100 42 | 44 | 20 | 10 | 6.5 |PT1/8
1015-CBS02| 110 | 90 | 20 | 25 100 73 | 68 | 32 | 14 | 10 |PT1/4
1015-CBS04| 134 | 110 | 24 | 25 130 77 | 79 | 40 | 18 | 12 |PT1/4
1015-CBS06| 159 | 130 | 29 | 30 150 92 | 96 | 46 | 22 | 14 |PT1/4
1015-CBS10| 189 | 159 | 30 | 40 140 | 114 | 117 | 54 | 24 | 16 |PT1/4
1015-CBS16| 230 | 200 | 30 | 40 130 | 126 | 129 | 58 | 28 | 20 |PT1/4
1015-CBS25| 265 | 235 | 30 | 45 120 | 148 | 156 | 70 | 36 | 23 |PT1/4

Please inform the stroke distance before purchase.

Hydraulic Clamp Model CBS

« Satin almadan 6énce T-Kanal (a,b,c,d) él¢lisi ve

kalip tabani kalinhigini (H) bildiriniz.

« Please indicate the size of T-slot (a,b,c,d) and the

thickness (H) of the template for the die when
purchasing.

Uriin Nr. 1015 Hidrolik Pabug Model CBS

« Pabug élguleri (A),(B),(C) ve (D)
T-Kanala bagli olarak belirlenir.

» Standart Sicaklik : 60°

Not

Otomatik komut ile ilerler.

Pnoématik Piston

Pneumatic Piston | [{

Product Nr. 1015 Hydraulic Clamp Model CBS
« The sizes of clamps(A),(B),(C) and (D)

are made based on the size of T-slot.

Note

» Standard Temperature : 60°

Proceeds with automatic command.

Nr.1010-CAS...

Sensor
Sensor

Pres Ust Kog

Press Slide

Alt Tabla

Bolster




M E R' E LFD Hidrolik Pabuc Model CD

Hydraulic Clamp Model CD

Model CD-2 | CD-4 | CD-6 | CD-10 | CD-16 | CD-25
Baglama kapasitesi Ton 5 4 6 10 16 o5
Capacity of clamp

Toplam strok (X)

Total stroke (X) mm 8 8 8 8 8 8
Pabug strok (Y)

Stroke of clamp (Y) mm 3 3 8 8 8 8
Muhafaza edilen strok (Z)

Preserved stroke (Z) mm 5 5 5 5 5 5
Silindirin toplam hacmi cc 75 13 1 38 55 98
Total volumn of cylinder '

Kalip taban kalinligi toleransi (H) +2 +2 +2 +2 +2 +2
The tolerance of the template thickness (H)

Hidrolik basing / Hydraulic pressure : 250kgf/cm?2

Referans A B c D E F G W T

Nr. min. max.

1015-CD02 12 20 80 98 90 76 30 124 25 M10x20D

1015-CD04 12 25 100 109 93 87 30 135 30 M12x24D

1015-CD06 15 30 120 126 109 104 30 152 35 M12x24D

1015-CD10 15 35 150 148 131 124 36 174 40 M14x28D

1015-CD16 20 40 200 166 142 138 44 200 50 M18x36D

1015-CD25 20 45 235 | 200 | 163 | 168 48 240 60 M22x45D

Uriin Nr. 1015 Hidrolik Pabug Model CD Product Nr. 1015 Hydraulic Clamp Model CD
» Standart Sicaklik : 60° » Standard Temperature : 60°
Not Note

Pleyti digli tezgahlarda kullanim olanagi saglar. It can be used in machines with holes on the plate.

L.
1
e i | 2
stoke | N JA| B g
u
c =
> A
Kalip
Mold
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M E R- E E Hizli Kalip Degistirme Sistemi (Enjeksiyon)

Quick Mold Change System (Injection)

(Hidrolik Pabuc Modelleri / Hydraulic Clamp Models)

. .-;_*."jtT

Model CA Model CV Model CB Model CBS Model CC Model CD
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M E R' E E Hidrolik Kalip Kaldirma Model DL-DB

Die Lifter Hydraulic Model DL-DB

Yukari / Up

Toplam Stroke 3mm

Asagi / Down

D118 Serisi / Serial

@45 17
Dis Olgiiler RH
Outline Dimensions r1
= ek viu:
20|,
L
+0.25
18+0.05
Pleyt icin islem &lgusi o o
(U-Kanal) T‘ %o
Processing Size for ‘ @
Plate (U-slot) N o
i N
il |
W0
Model DL Hareket Yoni
D18 Model DL Movement Direction
Referans | | DL18 DB18 o e
Nr. Rulo |Kapasite | Misket | Kapasite Kapasite
Roller |Capacity | Ball |Capacity |Piston | Capacity
(DL) kg (DB) kg kg

1020-0200 | 200 3 300 5 250
1020-0300 | 300 500 7 350 2 560

5

1020-0400 | 400 6 560 10 500
1020-0500 | 500 8 800 12 600
1020-0600 | 600 9 840 15 750 3 840
1020-0700 | 700 11 840 17 840
1020-0800 | 800 12 1120 | 20 1000

1020-0900 | 900 14 1120 | 22 1100 4 1120 =
1020-1000 | 1000 15 1250 | 25 1250 5 1400 |

Uriin Nr. 1020 Hidrolik Kalip Kaldirma Model DL-DB
« Standart Sicaklik : 60°

Product Nr. 1020 Die Lifter Hydraulic Model DL-DB

« Standard Temperature : 60°
Model DB Hareket Yonu

Model DB Movement Direction
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Die Lifter Spring Model DLS-DBS

M E R- E E Yayh Kalip Kaldirma Model DLS-DBS
4

4

. s Unclamp
HEl |

Kilitteme

R ]

Yukari / Up

Toplam Stroke 3mm
| | i Clamp

gann

DBS

Asagi / Down

D118 Serisi / Serial

Dis Olgiler A= @

Qutline Dimensions

L

+0.25

18+0.05
Pleyt icin islem élgusi ] Y
(U-Kanal) S
Processing Size for *g

Plate (U-slot)
Model DLS Hareket Yénii
DOIi8 Model DLS Movement Direction

DLS18 DBS18
Referans :

Nr. L Rulo B Kapasite | Misket " Kapasite
Roller Capacity | Ball Capacity
(DLS) g kg (DBS) g kg

4
6
7

1022-0200 | 200 3 200 5 6 150

1022-0300 | 300 5

1022-0400 | 400 6 350 10 11 275

1022-0500 | 500 8 9 450 12 13 325
9

300 7 8 200

- v
1022-0600 | 600 10 | 500 | 15 | 16 | 400 .
10220700 | 700 | 11 | 12 | 600 | 17 | 18 | 450 . v——) e
1022-0800 | 800 | 12 | 13 | 650 | 20 | 21 | 525 "

1022-0900 | 900 14 15 750 22 23 5Y5)
1022-1000 | 1000 15 16 800 25 26 650

Uriin Nr. 1022 Yayh Kalip Kaldirma Model DLS-DBS
« Standart Sicaklik : 60°

Product Nr. 1022 Die Lifter Spring Model DLS-DBS Model DBS Hareket Yonu
« Standard Temperature : 60° Model DBS Movement Direction
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Yukari / Up

Toplam Stroke 3mm

Asagi / Down

D22 Serisi/ Serial
@5 17
. mr:
Dis Olgiler (=D C DN
Outline Dimensions LB J ﬂ/ %]
20,
L
+0.25
22+0.05
Pleyt icin islem élgusi 725 <\4
(U-Kanal) F— o
Processing Size for | “
Plate (U-slot) HE =
0 Y
U |
S lod
D22
Hid. Silindi
Referans L bL22 DB22 Hyd. cylinder
Nr. Rulo |Kapasite | Misket | Kapasite Kapasite
Roller |Capacity | Ball |Capacity |Piston | Capacity
(DL) kg (DB) kg kg
1020-0200 | 200 3 480 5 370
1020-0300 | 300 5 800 7 518 2 1000
1020-0400 | 400 6 960 10 740
1020-0500 | 500 8 1280 12 888
1020-0600 | 600 9 1400 15 1110
3 1500
1020-0700 | 700 11 1500 17 1250
1020-0800 | 800 12 1920 20 1480
1020-0900 | 900 14 2000 22 1628
4 2000
1020-1000 | 1000 15 2000 25 1850

Uriin Nr. 1020 Hidrolik Kalip Kaldirma Model DL-DB

« Standart Sicaklik : 60°

Product Nr. 1020 Die Lifter Hydraulic Model DL-DB
» Standard Temperature : 60°

Hidrolik Kalip Kaldirma Model DL-DB
Die Lifter Hydraulic Model DL-DB

Model DL Hareket Yonu
Model DL Movement Direction

Model DB Hareket Yénii
Model DB Movement Direction
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Die Lifter Spring Model DLS-DBS

M E R- E E Yayh Kalip Kaldirma Model DLS-DBS
4

4

. s Unclamp
HEl |

Kilitteme

R ]

Yukari / Up

Toplam Stroke 3mm
| | i Clamp

gann

DBS

Asagi / Down

D22 Serisi / Serial

Dis Olgiler A= @

Qutline Dimensions

L

+0.25

22+0.05
Pleyt icin islem &lgusi ] Y
(U-Kanal) So
Processing Size for i

Plate (U-slot)
Model DLS Hareket Yénii
D22 Model DLS Movement Direction

DLS22 DBS22

Referans
Nr. L Rulo B Kapasite | Misket " Kapasite
Roller Capacity | Ball Capacity
(DLS) g kg (DBS) g kg
3
5
6
8

1022-0200 | 200 3 240 5 5 200
1022-0300 | 300 5 400 7 7 280
1022-0400 | 400 6 480 10 10 400
1022-0500 | 500 8

9

640 | 12 | 12 | 480 - v
1022-0600 | 600 9 | 720 | 15 | 15 | 600 . M e, v
1022-0700 | 700 | 11 | 11 | 880 | 17 | 17 | 680 T 'F-—-:,
1022-0800 | 800 | 12 | 12 | 960 | 20 | 20 | 800 ”

1022-0900 | 900 14 14 1120 22 22 880
1022-1000 | 1000 15 15 1200 25 25 1000

Uriin Nr. 1022 Yayli Kalip Kaldirma Model DLS-DBS
« Standart Sicaklik : 60°

Product Nr. 1022 Die Lifter Spring Model DLS-DBS Model DBS Hareket Yénii
+ Standard Temperature : 60° Model DBS Movement Direction
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M E R' E E Hidrolik Kalip Kaldirma Model DL-DB

Die Lifter Hydraulic Model DL-DB

Yukari / Up

Toplam Stroke 3mm

Asagi / Down
D28 Serisi / Serial
@7 12
Dis Olgiler T\E
QOutline Dimensions [
S=PilSEpl™
20 |
L
+0.25
28+0.05
Pleyt igin islem &lgusu o 7:
(U-Kanal) %w 3
Processing Size for ‘ N
Plate (U-slot) i .
o Y
il |
ol los
D128
Hid. Silindir Model DL Hareket Yonu
Referans L bL28 DB28 Hyd. cylinder Model DL Movement Direction
Nr. Rulo |Kapasite | Misket | Kapasite Kapasite
Roller |Capacity| Ball |Capacity | Piston | Capacity
(DL) kg (DB) kg kg

1020-0200 | 200 3 750 5 475
1020-0300 | 300 5 1250 7 665 2 1260
1020-0400 | 400 6 1260 10 950
8
9

1020-0500 | 500 1890 12 1140
1020-0600 | 600 1890 15 1425 3 1890

1020-0700 | 700 | 11 | 1890 | 17 | 1615 - .
1020-0800 | 800 | 12 | 2520 | 20 | 1900 - :

4 | 2520 5 b
1020-0900 | 900 | 14 | 2520 | 22 | 2090 o
1020-1000 | 1000 | 15 | 3150 | 25 | 2375 e p

10201100 | 1100 | 16 | 3150 | 27 | 2565 | 5 | 3150 vl
1020-1200 | 1200 | 17 | 3150 | 30 | 2850 i
1020-1300 | 1300 | 18 | 3780 | 32 | 3040
1020-1400 | 1400 | 19 | 3780 | 35 | 3325 | & | 3780
1020-1500 | 1500 | 20 | 3780 | 37 | 3515
1020-1600 | 1600 | 22 | 4410 | 40 | 3800
1020-1700 | 1700 | 24 | 4410 | 42 | 3990 | 7 | 4410
1020-1800 | 1800 | 25 | 4410 | 45 | 4275 Model DB Hareket Yonii
1020-1900 | 1900 | 27 | 5040 | 47 | 4465 | 8 | 5040 Model DB Movement Direction

Uriin Nr. 1020 Hidrolik Kalip Kaldirma Model DL-DB
« Standart Sicaklik : 60°

Product Nr. 1020 Die Lifter Hydraulic Model DL-DB
» Standard Temperature : 60°
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Die Lifter Spring Model DLS-DBS

M E R- E E Yayh Kalip Kaldirma Model DLS-DBS
4

4

. s Unclamp
HEl |

Kilitteme

R ]

Yukari / Up

Toplam Stroke 3mm
| | i Clamp

gann

DBS

Asagi / Down

D28 Serisi / Serial

Dis Olgler CFH @

QOutline Dimensions

L

+0.25
28+0.05
Pleyt icin islem 6lcusu ] *
(U-Kanal) go
Processing Size for 2
Plate (U-slot)
Model DLS Hareket Yoni
DCI28 Model DLS Movement Direction

DLS28 DBS28
Referans !

Nr. L Rulo B Kapasite | Misket " Kapasite
Roller Capacity Ball Capacity
(DLS) g kg (DBS) g kg

4
6
7

1022-0200 | 200 3 500 5 5 315
1022-0300 | 300 750 7 7 441

1022-0400 | 400 875 10 10 630
1022-0500 | 500 9 1125 12 12 756
1022-0600 | 600 10 1250 15 15 945
1022-0700 | 700 11 12 1500 17 17 1071
1022-0800 | 800 12 13 1625 20 20 1260
1022-0900 | 900 14 15 1875 22 22 1386
1022-1000 | 1000 15 16 2000 25 25 1575
1022-1100 | 1100 16 17 2125 27 27 1701
1022-1200 | 1200 17 18 2250 30 30 1890
1022-1300 | 1300 18 19 2375 32 32 2016
1022-1400 | 1400 19 20 2500 35 35 2205
1022-1500 | 1500 20 21 2625 37 37 2331
1022-1600 | 1600 22 23 2875 40 40 2520
1022-1700 | 1700 24 25 3125 42 42 2646
1022-1800 | 1800 25 26 3250 45 45 2835
1022-1900 | 1900 27 28 3500 47 47 2961

- v
g B

Model DBS Hareket Yonii
Model DBS Movement Direction

Uriin Nr. 1022 Yayli Kalip Kaldirma Model DLS-DBS Product Nr. 1022 Die Lifter Spring Model DLS-DBS
» Standart Sicaklik : 60° « Standard Temperature : 60°
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M E R' E E Hidrolik Kalip Kaldirma Model DL-DB

Die Lifter Hydraulic Model DL-DB

Yukari / Up

Toplam Stroke 3mm

Asagi / Down
D36 Serisi / Serial
@7 12
Dis Olgiler I\#ﬁ
QOutline Dimensions i 5
o
20 |
L
+0.2
36+0.05
Pleyt icin islem él¢usi 115! 7:
(U-Kanal) > E
Processing Size for ‘ ©
Plate (U-slot) i .
o Y
il |
ol los
D136
Hid. Silindir Model DL Hareket Yonii
Referans L DL36 DB36 Hyd. cylinder Model DL Movement Direction
Nr. Rulo |Kapasite | Misket | Kapasite Kapasite
Roller |Capacity| Ball |Capacity | Piston | Capacity
(DL) kg (DB) kg kg

1020-0200 | 200 3 1050 5 600
1020-0300 | 300 1750 7 840 2 1700

1020-0500 | 500 2600 12 1440

5

1020-0400 | 400 6 1700 10 1200
8
9

1020-0600 | 600 2600 15 1800

10200700 | 700 | 11 | 2600 | 17 | 2040 | ° | 2% - o

1020-0800 | 800 | 12 | 2600 | 20 | 2400 . e
1020-0900 | 900 | 14 | 3500 | 22 | 2640 ' ) ]
1020-1000 | 1000 | 15 | 3500 | 25 | 3000 | 4 | 3500 s

1020-1100 | 1100 16 3500 | 27 3240 s
1020-1200 | 1200 17 4400 | 30 3600 |
1020-1300 | 1300 18 4400 | 32 3840

5 4400

1020-1400 | 1400 19 4400 | 35 4200

1020-1500 | 1500 | 20 4400 | 37 4400

1020-1600 | 1600 22 5300 40 4800

1020-1700 | 1700 | 24 5300 | 42 5040 6 5300

1020-1800 | 1800 | 25 5300 | 45 5300 Model DB Hareket Yonii

1020-1900 | 1900 | 27 | 5300 | 47 | 5300 Model DB Movement Direction
Uriin Nr. 1020 Hidrolik Kalip Kaldirma Model DL-DB Product Nr. 1020 Die Lifter Hydraulic Model DL-DB
» Standart Sicaklik : 60° » Standard Temperature : 60°
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Die Lifter Spring Model DLS-DBS

M E R- E E Yayh Kalip Kaldirma Model DLS-DBS
4

4

. s Unclamp
HEl |

Kilitteme

R ]

Yukari / Up

Toplam Stroke 3mm
| | i Clamp

gann

DBS

Asagi / Down

D136 Serisi / Serial

Dis Olgler CFH @

QOutline Dimensions

L

+0.25
36+0.05
Pleyt igin islem &lgusu ] *
(U-Kanal) go
Processing Size for '3
Plate (U-slot)
Model DLS Hareket Yoni
D36 Model DLS Movement Direction

DLS36 DBS36
Referans ‘
Nr. L Rulo B Kapasite | Misket " Kapasite

(RDOIIIS; g Ca;l)(gcity (Dng) g Ca;lzgcity
1022-0200 | 200 3 3 600 5 5 500
1022-0300 | 300 5 5 1000 7 7 700
1022-0400 | 400 6 6 1200 10 10 1000
1022-0500 | 500 8 8 1600 12 12 1200 - -~
1022-0600 | 600 9 9 1800 15 15 1500 o ' “ :
1022-0700 | 700 11 11 2200 17 17 1700 . “—) o
1022-0800 | 800 12 12 2400 20 20 2000 ~

1022-0900 | 900 14 14 2800 22 22 2200
1022-1000 | 1000 15 15 3000 25 25 2500
1022-1100 | 1100 16 16 3200 27 27 2700
1022-1200 | 1200 17 17 3400 30 30 3000
1022-1300 | 1300 18 18 3600 32 32 3200
1022-1400 | 1400 19 19 3800 35 35 3500

1022-1500 | 1500 20 20 4000 37 37 3700 —

Model DBS Hareket Yonii
1022-1600 | 1600 22 22 4400 40 40 4000 Model DBS Movement Direction
1022-1700 | 1700 24 24 4800 42 42 4200
1022-1800 | 1800 25 25 5000 45 45 4500
1022-1900 | 1900 27 27 5400 47 47 4700

Uriin Nr. 1022 Yayli Kalip Kaldirma Model DLS-DBS Product Nr. 1022 Die Lifter Spring Model DLS-DBS
« Standart Sicaklik : 60° « Standard Temperature : 60°
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E1 ER-EL

Yukari / Up

Toplam Stroke 3mm

Asagi / Down
D50 Serisi/ Serial | D50 Serisi / Serial
DL50-2100’den énce i DL50-2100’den sonra
|
2-010 12
Dis Olgiler | ! ¥
Outline Dimensions H H G gI : n H @E—g
LAl 0]l
L I L
:
+0.2! : +0.2
50+0.05 | 50+0.05
Pleyt icin islem élgisii | —| — . m ——
(U-Kanal) %o : a4 %o
Processing Size for ST B | 3
Plate (U-slot) T n p | 1:‘,’ T ~
v ‘ :*
2-08 : 4-M6
D150
Hid. Silindi
Referans L DL50 DB50 Hyd. oylinder
Nr. Rulo |Kapasite | Misket | Kapasite Kapasite
Roller |Capacity| Ball Capacity | Piston | Capacity
(DL) kg (DB) kg kg
1020-0200 200 2 1000 4 640
1020-0300 300 3 1500 6 960 2 2200
1020-0400 400 4 2000 9 1440
1020-0500 500 5 2500 11 1760
1020-0600 600 6 3000 13 2080
3 3300
1020-0700 700 7 3300 16 2560
1020-0800 800 8 3300 18 2880
1020-0900 900 9 4400 20 3200
1020-1000 | 1000 10 4400 23 3680 4 4400
1020-1100 | 1100 11 4400 25 4000
1020-1200 | 1200 12 5500 27 4320
1020-1300 | 1300 13 5500 29 4640
5 5500
1020-1400 | 1400 14 5500 31 4960
1020-1500 | 1500 15 5500 33 5280
1020-1600 | 1600 16 6500 35 5600
1020-1700 | 1700 17 6500 38 6080 : Be00
1020-1800 | 1800 18 6500 40 6400
1020-1900 | 1900 19 6500 42 6720
1020-2000 | 2000 20 7700 44 7040
1020-2100 | 2100 21 7700 46 7360 . 2700
1020-2200 | 2200 22 7700 48 7680
1020-2300 | 2300 23 7700 50 7700
1020-2400 | 2400 24 8800 52 8320 8 8800
1020-2500 | 2500 25 8800 54 8640 8800

Hidrolik Kalip Kaldirma Model DL-DB
Die Lifter Hydraulic Model DL-DB

Model DL Hareket Yonu
Model DL Movement Direction

Model DB Hareket Yonii
Model DB Movement Direction

Uriin Nr. 1020 Hidrolik Kalip Kaldirma Model DL-DB
« Standart Sicaklik : 60°

Product Nr. 1020 Die Lifter Hydraulic Model DL-DB
« Standard Temperature : 60°
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E1 ER-EL

Yukari / Up

Toplam Stroke 3mm

Hidrolik Kalip Kaldirma Model DL
Die Lifter Hydraulic Model DL

Asagi / Down
DL80 Serisi / Serial
Dis Olgiiler P .
. . . [l 1=y
Outline Dimensions D 3
@B
Ll 125 125 0 |
L
0.2
80+0.05
Pleyt igin islem 6lglsu — %
(U-Kanal) 3o
Processing Size for 50 2
Plate (U-slot) T <)
| @4(5},
4-M10
DL80
Hid. Silindi
Referans L DL80 Hyd. oylinder
Nr. Rulo | Kapasite Kapasite
Roller | Capacity | Piston| Capacity
(DL) kg kg
1020-0200 | 200 - - -
1020-0300 | 300 - = - -
1020-0400 | 400 - - - -
1020-0500 | 500 5 3250 5 5600
1020-0600 | 600 6 3900
1020-0700 | 700 7 4550
1020-0800 | 800 8 5200 3 8400
1020-0900 | 900 9 5850
1020-1000 | 1000 10 6500
- 11 71
1020-1100 | 1100 50 4 11200
1020-1200 | 1200 12 7800
1020-1300 | 1300 13 8450
1020-1400 | 1400 14 9100
1020-1500 | 1500 15 9750 5 14000
1020-1600 | 1600 16 10400
1020-1700 | 1700 17 11050
1020-1800 | 1800 18 11700
6 16800
1020-1900 | 1900 19 12350
1020-2000 | 2000 20 13000
1020-2100 | 2100 21 13650
- 22 14
1020-2200 | 2200 300 7 19600
1020-2300 | 2300 23 14950
1020-2400 | 2400 24 15600
1020-2500 | 2500 25 16250 | 8 22400

Model DL Hareket Yonu
Model DL Movement Direction

Uriin Nr. 1020 Hidrolik Kalip Kaldirma Model DL
« Standart Sicaklik : 60°

Product Nr. 1020 Die Lifter Hydraulic Model DL
« Standard Temperature : 60°
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M E R- E E Yayh Silindir Kalip Kaldirma Model DLS

Die Lifter Spring Cylinder Model DLS

Referans d Kapasite o i | a1 ﬁ

Nr. kg (9)
1022-DLSD0050 | 20 50 25 3.5 31 10 45
1022-DLSD0080 | 24 80 30 4 39 14 75
1022-DLSD0125 | 30 125 35 5 45 20 140
1022-DLSD0200 | 40 200 50 6 54 30 375

DLSD DLSDD

1022-DLSDD050 | 20 50 - - 30 10 35
1022-DLSDD080 | 24 80 - - 38 14 70
1022-DLSDD125| 30 125 - - 44 20 130
1022-DLSDD200| 40 200 = = 53 30 240

Uriin Nr.1022 Yayh Silindir Kalip Kaldirma Model DLS
Product Nr. 1022 Die Lifter Spring Cylinder Model DLS

+0,2

~ Qe +0,1

+0,2

tio1
|

o 2d1

@d H9 @d H9

Yayl Silindir Kalip Kaldirma Model DBS
Die Lifter Spring Cylinder Model DBS

Referans d Kapasite o i | 1 ﬁ

Nr. kg (9)
1022-DBSD0025 | 20 25 25 35 31 10 45
1022-DBSD0040 | 24 40 30 4 39 14 85
1022-DBSD0063 | 30 63 35 5 45 20 150
1022-DBSD0100| 40 100 50 6 54 30 350
1022-DBSDD025| 20 25 - - 30 10 40 DBSD DBSDD
1022-DBSDD040| 24 40 - - 38 14 80
1022-DBSDD063| 30 63 - - 44 20 140
1022-DBSDD100| 40 100 = = 53 30 325

Uriin Nr.1022 Yayh Silindir Kalip Kaldirma Model DBS
Product Nr. 1022 Die Lifter Spring Cylinder Model DBS

v

+0,2
Qe o1

2
102
01

to,

+0,2
+0,1

Qd1
@d H9

Q@d1

@d H9
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KALIP YUKLEME TABLASI
MOLD TRANSPORT TRAY

Kalip Yiikleme Tablasi Uygulamalari / Mold Transport Tray Applications

Kalip Yikleme Tablasi Kalip Yikleme Tablasi (Arabali) Kalip Yikleme Tablasi (Elektrikli Forklift) Kalip Yikleme Tablasi (Forklift)
Mold Transport Tray Mold Transport Tray (Trolley) Mold Transport Tray (Electric Forklift) Mold Transport Tray (Forklift)
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F1ER-EL Kalip Yiikleme Tablasi

Mold Transport Tray

Referans A L2 H L Kapasilte
Nr. Capacity

1024-500670 | 500 | 670 | 71 818 |1 Ton/Tone

Uriin Nr. 1024 Kalip Yiikleme Tablasi

« Agirh@i 1 tona kadar olan kaliplari, pres tablasina veya
raflara yerlestirmek icin yikleme esnasinda hareket
ettirilmek istendiginde, ylzey temasini azaltir. Boylece
rahatlikla, ¢cok fazla guice ihtiya¢g duymadan hizli ve pratik
sekilde kalibi yikleme olanagi saglamaktadir.

+ Kalip arabasina veya forklift araglarina montaj
6zelligi ile birlikte kolaylikla sabitlenip kullanilabilir.

Product Nr. 1024 Mold Transport Tray

» Molds up to 1 ton weight, it reduces surface contact when
it is desired to be moved during loading to be placed on
the press table or shelves. Thus, it provides the possibility
of loading the mold easily and quickly without the need
for much power.

* It can be mounted on mold cart or forklifts and can
be easily used.

Sistem Haraket Kolu
System Motion Arm

D, [T o1 :
L

Dért Tarafli Emniyet Stoperi
Four-Sided Safety Stopper

Tasima Arabasi ve Benzer Ekipmanlar igin Montaj Delikleri
Mounting Holes For Transport Tray and Similar Equipment

209 400

L2

L= = ===
® 6 ® © ©6 © 8

| =
@ @ ® (] @ [cD)] ‘k\M

]l (@ B ® ® ® ©® &

5o ]

400

@ B @ ® ®>

D[ +
4%

Kalip Yiikleme Tablasi Uygulamalari / Mold Transport Tray Applications

Kalip Yiikleme Tablasi Kalip Yiikleme Tablasi (Arabali) Kalip Yikleme Tablasi (Elektrikli Forklift) Kalip Yukleme Tablasi (Forklift)
Mold Transport Tray Mold Transport Tray (Trolley) Mold Transport Tray (Electric Forklift) Mold Transport Tray (Forklift)
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F1ER-EL Kalip Yiikleme Tablasi (Arabali)

Mold Transport Tray (Trolley)

Referans A Lo . H L L1 Kapasite
Nr. (min. - max.) Capacity

1024-500671 | 500 | 670 | 480-1050 | 818 | 1015 |1 Ton/Tone

Uriin Nr. 1024 Kalip Yiikleme Tablasi (Arabali)

» Agirhgr 1 tona kadar olan kaliplari, pres tablasina veya
raflara yerlestirmek icin yikleme esnasinda hareket
ettiriimek istendiginde, ylzey temasini azaltir. Bdylece
rahatlikla, cok fazla glce ihtiyac duymadan hizli ve pratik
sekilde kalib yikleme olanagdi saglamaktadir.

Product Nr. 1024 Mold Transport Tray (Trolley)

» Molds up to 1 ton weight, it reduces surface contact when
it is desired to be moved during loading to be placed on
the press table or shelves. Thus, it provides the possibility
of loading the mold easily and quickly without the need
for much power.

L1
L
Sistem Haraket Kolu Pres Pleyti Hizalama Kancasi Yikleme Tablasi
System Motion Arm Press Plate\ Alignmente Hook Transport Tray
L. o7 ] 2 NS & =1
| | o
o
I .
Standart Ayar Mesafesi
Standart Setting Distance
o |
@
Ayar Civatasl
Adjusting Bolt
L2
<

Pres Pleyti

Press Plate Delik Sablonu
Hole Template

- @10

<

M10

60
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M E R- E E Kalip Kaydirma Kollari

Die Arms

Model RC - RD - RE/RF

Model Secimi / Model Selection

R[o]-[e]

v
Model Saklama Metodu / Tanimlama / | |
Storage Method Specification PN
C Demonte / Dismantling 580 mm
D Asmali / Hanging 760 mm
E Katlamali (kisa) / Folding (short) 880 mm
F Katlamali (uzun) / Folding (long) 990 mm
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E1 ER-EL

Kalip Kaydirma Kolu Model RC

Die Arm Model RC

Referans De:ﬂtgl&g{lg?eli IESKSQUEL%TJISS Mgi‘ égggﬁ?g Tl%?élul_zeunng:ltﬁ gigtsetglf(gljg;pl)g?t gtalflgll(”gr;kilﬁgi Silindir sayisi
NI Support Length Needed “(kah) A (mm) 5 5 v Hole Pattern | Number of Roller
of the Die L(mm) For Installation
1025-RC580 RC-12 500 800 550 48 115 118 A Tipi / A Type 5
1025-RC760 RC-12 700 600 750 48 115 118 A Tipi / A Type 7
1025-RC880 RC-16 800 800 850 48 115 158 B Tipi/ B Type 8
1025-RC990 RC-20 900 900 950 48 115 188 B Tipi / B Type 9
1027-RC05125 RC-14H 500 1250 550 55 130 138 C Tipi/ C Type 7
1027-RC05160 RC-16H 500 1600 550 55 130 158 C Tipi/ C Type 7
1027-RC05200 RC-18H 500 2000 550 55 130 178 C Tipi/ C Type 7
1027-RC07125 RC-14H 700 1250 750 55 130 138 C Tipi/ C Type 9
1027-RC07160 RC-16H 700 1600 750 55 130 158 C Tipi/ C Type 9
1027-RC07200 RC-18H 700 2000 750 55 130 178 C Tipi/ C Type 9
1027-RC08125 RC-16H 800 1250 850 55 130 158 C Tipi/ C Type 10
1027-RC08160 RC-18H 800 1600 850 55 130 178 C Tipi/ C Type 10
1027-RC08200 RC-20H 800 2000 850 55 130 188 C Tipi/ C Type 10
1027-RC09160 RC-22H 900 1600 950 55 130 218 C Tipi/ C Type 11
Uriin Nr. 1027 Kalip Kaydirma Kolu Model RC Product Nr. 1027 Die Arm Model RC
Model RC (Demonte / Dismantling) |-
» RC modelinde, kol ve destek ayri olarak kullanilabilir. - *’.” .

» The arm itself and the support in Model RC can be used separately.

(B Tini /B Tvoe )

A Tipi/ A Type

Pleyt / Plate 80

4-M12
D:25

Pleyt / Plate

6-M12
D:25

2-010 Pim 2:010 Pim ~7 |
D5 98 D:15 |

{ B Tipi/ B Type }

S @

@G} &

80

C Tipi/ C Type
Pleyt / Plat 92
ey ate

6-M16
D:35

2-010 Pim »
D:15

40

40 |20,

b
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L

Kalip Kaydirma Kolu Model RD

Die Arm Model RD

Roforans | Kaipumiagy e Kebaste Top zuu | JemaQcten | Dengideden | poShay | St sane
Nr. Length _Needed (kgf) A (mm) " v 5 5 m Hole Patte_rn of Roller
of the Die L(mm) For Installation
1030-RD580 500 800 550 140 620 52 115 118 A Tipi/ A Type 5
1030-RD760 700 600 750 140 820 52 115 118 A Tipi/ A Type 7
1030-RD880 800 800 850 180 960 52 115 158 B Tipi / B Type 8
1030-RD990 900 900 950 220 1100 52 115 188 B Tipi / B Type 9
1030-RD05125 500 1250 550 170 645 62 130 138 C Tipi/ C Type 7
1030-RD05160 500 1600 550 190 670 62 130 158 C Tipi/ C Type 7
1030-RD05200 500 2000 550 210 675 62 130 178 C Tipi/ C Type 7
1030-RD07125 700 1250 750 170 840 62 130 138 C Tipi/ C Type 9
1030-RD07160 700 1600 750 190 865 62 130 158 C Tipi/ C Type 9
1030-RD07200 700 2000 750 210 890 62 130 178 C Tipi/ C Type 9
1030-RD08125 800 1250 850 190 960 62 130 158 C Tipi/ C Type 10
1030-RD08160 800 1600 850 210 985 62 130 178 C Tipi/ C Type 10
1030-RD08200 800 2000 850 220 995 62 130 188 C Tipi/ C Type 10
1030-RD09160 900 1600 950 250 1130 62 130 218 C Tipi/ C Type 11

Uriin Nr. 1030 Kalip Kaydirma Kolu Model RD Product Nr. 1030 Die Arm Model RD

Model RD (Asmali / Hanging)
* RD modelinin asma uzunlugu
(Y) zemin ve plaka arasindaki T

ylkseklik farkindan daha dislk olmalidir. e
» The hanging length (Y) of Model RD i

should be less than the height

between the plate and the ground %

\

:@]@ @) (&) & o @ ’ e
i @ ] @ T
o % o

©

A Tipi/ A Type { B Tipi/ B Type } C Tipi/ C Type
80 Pleyt / Plate 80 Pleyt / Plate 92 ]

40 |20,

6-M12
D:25

6-M16
D:35

D:25

40

2-310 Pim 2-010 Pim ~ A 2-@10 Pim »
D:15 98 D:15 ¥ D:15
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Kalip Kaydirma Kolu Model RE/RF
Die Arm Model RE/RF

E1 ER-EL

ihtiyag Duyulan . Kurulum icin Gerekli A T Kurulum igin
Referans Kalip uzunlugu | Max. Kapasite | Top. Uzunluk | igimym Mesafe K;tll H?Ill__ylﬁj%lguler gester é)lgulen Silindir Sayisi Delik Sekilleri
NI Length Needed | Max. Capacity | Total Length | yjin Distance for | ©2¢ ' 700 X0WN |51z€ 0 upport)  Number | M | N | pyo10 Battern
' of the Die L (mm) (kgf) A(mM) | ingtallation C (mm)| X Y B H of Roller For Installation
1033-RERF580 500 800 550 525 90 150 | 115 | 118 5 57 [120| A Tipi/ A Type
1033-RERF760 700 600 750 725 90 150 | 115 | 118 7 57 [120| A Tipi/ A Type
1033-RERF880 800 800 850 825 90 150 | 115 | 158 8 57 [120| B Tipi/ B Type
1033-RERF990 900 900 950 925 90 150 | 115 | 188 9 57 [120| B Tipi/ B Type
Uriin Nr. 1033 Kalip Kaydirma Kolu Model RE-RF Product Nr. 1033 Die Arm Model RE-RF
- Is bittiginde sada veya sola katlanabilir. * Itself can be turned left or right for storage.
ihtiyag Duyul . Kurulum Igi Kli e Al 21 Kurul ici
Referans Kglxgguzﬁlﬂgﬂ Max. Kapasite | Top. Uzunluk Ll\j/:i%mm%"l:/lgsear?e 'Kt Haliyle Olgiler| Destek dlciileri | Silindir Sayis D;{E gzkiﬁ:g:i
NI Length Needed | Max. Capacity | Total Length | yjin pistance for | Si2e of Fold Down Size of Support) ~ Number | M | N'| "fioi0 Battern
' ofthe DieL (mm)]  (kaf) A(MM) | installaionC (mm)| X | Y | B | H of Roller For Installation
1035-RERF05160 500 1600 550 525 105 | 170 | 130 | 158 7 74 |140| C Tipi/ C Type
1035-RERF05200 500 2000 550 525 105 | 170 | 130 | 178 7 74 [140| C Tipi/ C Type
1035-RERF07160 700 1600 750 725 105 | 170 | 130 | 158 9 74 [140| C Tipi/ C Type
1035-RERF07200 700 2000 750 725 105 | 170 | 130 | 178 9 74 [140| C Tipi/ C Type
1035-RERF08160 800 1600 850 825 105 | 170 | 130 | 178 10 74 [140| C Tipi/ C Type
1035-RERF08200 800 2000 850 825 105 | 170 | 130 | 188 10 74 |140| C Tipi/ C Type
1035-RERF09160 900 1600 950 925 105 | 170 | 130 | 218 11 74 [140| C Tipi/ C Type
1035-RERF09200 900 2000 950 925 105 | 170 | 130 | 248 11 74 |140| C Tipi/ C Type
Urﬁn Nr. 1035 Kalip Kaydirma Kolu Model RE-RF
« Is bittiginde saga veya sola katlanabilir. e -
» RE ve RF Modellerinin kuruldugu mesafe R .-
(C) mesafesinden daha buyuk olmalidir. _,J-'." L S Sl
e i v
Product Nr. 1035 Die Arm Model RE-RF o g o g—
« Itself can be turned left or right for storage. = e
« The distance for installing the two arms of Model RE and RF '\K":t‘ljaer'n':ﬁ/ Foldin Model RF i
should be more than the distance between the installations (C) 9 Katlamali / Folding
| ) | .
— /S o
@] C=1rTh SN
= /[ [ - - -
H EOor D ) SR
il = o
HH HH L 3 ! 3 Q J
_
HHh o N
A s Al 2 DL B
= = e
Hr 17; i $‘$ L1 % *
‘ A
\ L
| N
o«
i R R
= T R
1 e
] o
B [ T‘ :
i Li=ig ’I
& j & } B ATipi/ A Type
Wi 1w & ii S|t
H S| He
fimis =0 o [0 "
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Model RS (Destekli / Supporter)

Not Note
Proje dézel Uretimidir. Project is special produce.

Model Secimi / Model Selection
RS- O|-1® |- ®

— T

Kullanim uzunlugu Pres Pleyti ile zemin Kalip agirhigi
arasindaki ylkseklik

Use length Die weight
The height between the

press plate and the ground

Uriin Nr. 1037 Kalip Kaydirma Kolu Model RS
Product Nr. 1037 Die Arm Model RS

« Siparis verirken yukaridaki bilgileri bildirmeniz gerekmektedir.

« Delik isleminde (D) tipi destek &l¢ilerini kullanin.
« Pleasa cleary indicate the above information while ordering.
» Adopt (D) type to install hole pattern.

RS MODEL DELIK DELME SABLONU

RS MODEL HOLE PATTERN FOR INSTALLATION

Kalip Kaydirma Kolu Model RS (Agir Yik)

Die Arm Model RS (Heavy Duty)

- __.".ﬂ-.
...--.‘."'r'l"' i
e e *

s =

H+30

40

OEO:

O O
“4-\;4
158

[e]
(o]

118

D Tipi /D Type

Pleyt / Plate

Baglayici Tiip / Tube Connecter
Referans Nr. 1036BT

Doéner Eklem

Referans Nr. 1036DE

e U v

Aksesuarlar
Accessories

Pabug Askisi Pabug Askisi
Clamp Bracket Clamp Bracket
Referans Nr. 1036CACV Referans Nr. 1036CB




E1 ER-EL

Model RSM (Destekli / Supporter)

Not Note
Proje 6zel Uretimidir. Project is special produce.

Model Secimi / Model Selection
RSM—- | © |- | ® |- | @

— T

Kullanim uzunlugu Pres Pleyti ile zemin Kalip agirhig
arasindaki yikseklik

The height between the
press plate and the ground

Use length Die weight

Uriin Nr. 1038 Motorlu Kalip Kaydirma Kolu Model RSM

Product Nr. 1038 Engine Die Arm Model RSM

« Siparis verirken yukaridaki bilgileri bildirmeniz
gerekmektedir.

* Pleasa cleary indicate the above information while
ordering.

H+30

Motorlu Kalip Kaydirma Kolu Model RSM (Agir Yiik)

Engine Die Arm Model RSM (Heavy Duty)

Ground

MOTORLU KOL DELIK DELME SABLONU
ENGINE ARM HOLE PATTERN FOR INSTALLATION

{ E Tipi / E Type )

Nl ekl L
196
Plate 148
o
\ g
<
[ al D ‘
Dy S i
o
[}
8 ‘ ﬁ% |
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Referans
NI L1 L2 H ﬁ

(kg)
1040-PB0801P1V | 250 225 367 | 15.55
1040-PB0801P2V | 310 285 367 | 18.55
1040-PB0801P3V | 428 403 367 | 21.50
1040-PB0801P4V | 487 462 367 | 24.70
1040-PC1201P3V = 397 367 =

Uriin Nr. 1040 Hava Tahrikli Hidrolik Pompa Unitesi

« Hidrolik Pompa hava tahriklidir. Hidrolik basing ayarlanan seviyeye
geldiginde pompalamayi tasarruf etmek icin keser. Diger taraftan, ¢alisma
basinci azalirsa, pompa devamliligi saglamak igin otomatik olarak basing verir.

« Devre kontrol sistemi olasi kagaklari denetleme ve engelleme fonksiyonuyla
tasarlanmistir. Pnématik basing devre disi kalsa bile hidrolik basing kalir.

« Basin¢ denetleme ve makinelere baglanma 6zelligi vardir.

« CA ve CB-16 veya 25 baglama pabuglariyla uygulama yapildiginda,
PC12 model pompa kullaniimasi 6nerilir.

« Kapasite 400 max. Bar

« Basing kontrol valfli

Hava Tahrikli Hidrolik Pompa Unitesi
Air Driven Hydraulic Pump Unit

Product Nr. 1040 Air Driven Hydraulic Pump Unit

* The hydraulic pump is driven by air. Once the hydraulic pressure reaches the
pressure setting, it stops pumping which is energy saving. Meanwhile, if the
working pressure reduces, the pump wouki supply pressure automatically to
keep working pressure continuously.

« The circuit control system is designed with the function of checking and avoiding
oil leakage. If pneumatic pressure out, the hydraulic pressure still maintains.

« It is capable of pressure inspection and connecting to machines.

« It is suggested to adopt pump model PC12 when used with clamp
model CA&CB-16 or 25.

» Capacity 400 max. bar

« Pressure control valve
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H max

%

H
80
e @
[CIio)
N
ﬁ §
w

L2
L1

35

Y

A

e PB08 2 PC12
10 . 24
é 125 E 20
§ 10 § 16
2 2 12
& 075 | E \
2 050 — 2 o8 = o
025 04
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Hidrolik Basinci (kgf/cm?) Hidrolik Basinci (kgf/cm?)
Hydraulic Pressure (kgf/cm?) Hydraulic Pressure (kgf/cm?)
Referans Devreli
Nr. Circuits
1041-QDCO1 1
1041-QDCO02 2
1041-QDCO03 3
1041-QDC04 4

Uriin Nr. 1041 Kontrol Unitesi
Product Nr. 1041 Control Unit

Kontrol Unitesi
Control Unit

v s

—rtm—

eoe

PLC Kontrol Unitesi

Referans
Nr.

1041-PLCSMS
1041-PLCGMT

Uriin Nr. 1041 PLC Kontrol Unitesi
* PLC Kontrol Unitesi Katagori 4
+ PLC Kontrol Unitesi

Product Nr. 1041 PLC Control Unit
» PLC Control Unit Category 4
* PLC Control Unit

PLC Control Unit




F1ER-EL Hidrolik EI Pompasi

Hydraulic Hand Pump

Referans
Nr.

1040-PB0101

Uriin Nr. 1040 Hidrolik EI Pompasi

» Sadece kalip kaldirma kullanildiginda alternatif
olarak hidrolik el pompasi kullanilabilir.

» 250 Bar

Product Nr. 1040 Hydraulic Hand Pump
« If only the die ifter is used, the usage of a manual

hydraulic pump can alternatively be used. Alternatif Sistem
« 250 Bar Alternative Systems
Ayak Pedalli Hidro-Pnématik Pompa
Foot Pedal Hydropneumatic Pump
Tank Yag Aktif Yag Pompa litre/dk. Hava Bari Hava Basing Yag Cikis | Yag Dolu Olguler
Referans | Kapasitesi Miktari Tipi 50/700 bar Air Tuketimi Bari Baglantisi Agirlik Sizes
Nr. Working Reservoir Usable It./min.  |requirement Air Pressure | Connection | Weight incl.
Pressure Capacity Oil 50/700 bar| min-max |Consumption| Rating Thread Ol mm
Tek Etkili 3/8
1040-WL2 | 1500 cm® | 1000 cm3 | .. 600/110 cm3 5-7 250 I/d 50-700 12kg |262x190x186
Single Stage NPT

Uriin Nr. 1040 Ayak Pedalli Hidro-Pnématik Pompa

» Ayak pedall kullanimda hidro-pnématik bir sistem ile daha kolay-rijit kullanimi olur. S,

» Ayak pedali tek hareketle 5-6 bar ile ¢alisan sistem devreye girer ve insan kuvveti ‘ﬂs “5‘5
yerine kaldiricilara yag iletme-bosaltma gérevini yapar sadece. :

» Minimum 5 bar hava ile 700 bar hidrolik yag basin¢ treten hidropnématik ayak pompalari ¢ok farkli
alanlarda kullanilabilir; hidrolik silindirler, kalip kaldiricilar, preslerin ¢alisma alanlarinda.

Product Nr. 1040 Foot Pedal Hydro-Pneumatic Pump

» With foot pedal operation, hydro-pneumatic system makes it easier to use rigid.

« The foot pedal is operated with 5-6 bar in one movement and the system is activated and instead
of manpower, it only serves to transfer ail to lifters.

» Hydropneumatic foot pumps producing 700 bar hydraulic oil pressure with minimum 5 bar air can be used in
many different fields ; operating hydraulic cylinders, pullers, mold lifters and presses.

Elektrikli Hidrolik Pompa Unitesi
Electric Hydraulic Pump Unit

Referans Valf Akis - Flow bar
Nr. Valve (min) | (I/min)
1040-1P1VD 1 6 14 150
1040-1P2VD 2 6 14 150
1040-1P3VD 3 6 14 150
1040-1P4VD 4 6 14 150

Uriin Nr. 1040 Elektrikli Hidrolik Pompa Unitesi
» Dogrudan baglanti sisteme uygundur.
+ Satin almadan &nce (I/dk.) akis hizini belirtiniz.

Product Nr. 1040 Electric Hydraulic Pump Unit
« It is suitable for direct connection system.
* Please,you specify about flow speed (I/minute) before make purchase.
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Hava Tahrikli Hidrolik Pompa

Air Driven Hydraulic Pump Unit

Referans
Nr.

Akiskan
Fluid

Maks. Operasyon
Basinci
Max Operation
Pressure

Yiiksek Basing
rani

Boos Pressure
Rate

Hava Basinci
Beslemesi
Air pressure
supply 5 kg/cm2

Hidrolik Sivi
Akisi

Hydraulic fluid
expelled I/min

Yag Tanki
Kapasitesi

Oli Tank Capacity

Yag
0il

1040-06ABP

Filtrelenmis

6 Kg/cm?

06

16

16

51t

ISO-VG68

1040-10ABP

1040-25ABP

1040-44ABP

Hava

6 Kg/cm?

10

10

10

51t

ISO-VG68

6 Kg/cm?

25

5

5

51t

ISO-VG68

Filtered Air

6 Kg/cm?

44

3

3

51t

ISO-VG6E8

A: Manifold Miknatis Vanasi

A: Manifold, Magnet Valve
Dagitim Borusu yerlesimi P T. Port
B: Distributing Tube Seat P T. port

AC110V, AC220V, DC12V, DC24V

Kontrol Tipi
Control Type

Volt Tipi
Coil Type

Not
Hidrolik komponentler icin kullanima uygundur.

Note
Suibtable for use with hydraulic components

Siparis f)rnegi / Ordering example

Nr. 1040-06 | A I AC110V
® ®

Uriin Nr. 1040 Hava Tahrikli Hidrolik Pompa

Hidrolik gli¢lendirici pompasi, basing ¢ikisina gli¢ olarak silindirlere hidrolik
basing kaynagini Uretmek lzere hava ile tahrik edilir. Pompanin akis hizi
orani geleneksel bir gliglendiriciden daha buyuktir. Silindirlerin strok
aksiyonlarinda sirekli basing ylikseltmesinde sinirlama yoktur.

Basing ayari; hava basing ayar valfi tarafindan yapilmistir. Basing istenen
degere ulastiginda siricl derhal durur. Bu durumda basing diiserse pompa
otomatik olarak basinci engelleyecektir. Ozellikle uzun siire hidrolik sikma
uygulamasi igin ideal serilerdir. Ayrica enerji tasarrufu saglayan uygun ve
ekonomik olup yag sicakligi artmaz.

Cift pompa uygulandiginda, yiikseltme basinci oranini segebilirsiniz.
Ozellikle yiiksek ve algak basing gerektiren aparat ve fikstir birlikte
operasyonlarinda kullanimi igin uygundur.

A Tipi: ISO onayli manifold ve solenoid valf ile donatiimistir. Tek etkili veya
cift etkili hidrolik silindir i¢in gegerlidir. Dahili kagak problemini

iyilestirmek ve hava pompasinin émriini uzatmak icin HDV yén kontrol
degeri ile donatilmigtir.

B Tipi: Galisma kontroll igin manuel bir strgdlu valfe baglanmasina izin
veren PT baglanti noktalarina sahip boru blogu ile donatiimigtir.

« Yerden tasarruf ve rahat kurulum i¢in azaltiimis yag tanki hacmi.

Product Nr. 1040 Air Driven Hydraulic Pump Unit

« The booster pump is driven by air to output hydraulic pressure for a power
source for hydraulic cylinder. Its flow rate is bigger than than of a
conventional booter. Continuous pressure boosting and no limitation of
booster stroke for the acting cylinder.

Pressure adjustment is made by an air pressure regulation valve.

Once pressure reaches the desired value drive stops immediately. In case
pressure drops the pump will compensate pressure automatically. The
series is especially ideal for long time hydraulic clamping application. Also
features energy saving no oil temperature growth economical and
convenient.

When double-pump is applied you can select the boost pressure ratio. It is
especially suitable for jig and fixture which requires high and low pressure
operation together.

A Type: Equipped with ISO approved manifold and solenoid valve.
Applicable for single-acting or double-acting hydraulic cylinder.

Equipped with HDV direction control value to improve internal leakage
problem and ensure the service life of air pump.

B Type: Equipped with pipe block with PT ports permitting for connecting to
a manual contort valve for operation control.

Reduced oil tank volume for space saving and convenient installation

(370)
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Hidrolik Basin¢ Yukseltici

Hydraulic Pressure Booster

Arttinilmis |Yiiksek Basing|

Referans Destek | Gk
Nr. Multiple  |High Pressure A B C |OD|E1 | E2 | F1 | F2
| Boost Output

1040-HB0906 | 9 6cc | 157|107 | 50 | 46 | 58 | 72 | 43 | 56

1040-HB0510| 5 10cc [ 157|107 | 50 | 46 | 58 | 72 | 43 | 56

1040-HB3515| 3.5 | 15cc | 157107 | 50 | 46 | 58 | 72 | 43 | 56

1040-HB0822 | 8 22cc |210|139| 71 | 58 | 82 | 95 | 62 | 80

1040-HB0535| 5 35cc 1210|139 | 71 | 58 | 82 | 95 | 62 | 80

1040-HB3845 | 3.8 | 45cc | 210|139 71 | 58 | 82 | 95 | 62 | 80

F3 | H |OK|EM| N PT

55 | 7 | 7 |11 |71 |PT1/4
55 | 7 | 7 |11 |71 |PT1/4
55 | 7 | 7 |11 |71 |PT1/4
70 9 | 9 |14 |96 |PT1/4
70 9 | 9 |14 | 96 |PT1/4
70 9 | 9 |14 | 96 |PT1/4

M6 Yukseklik L mm
M6 Length L mm
Baslangi¢ Basinci
Start Pressure kg/cm

7|6 |5 4] 3|2 1

20 | 25 | 30 | 35 | 40 | 45 | 50

Ayarlanan basing 30kg/cm
Pressure set at 30kg/cm

Uriin Nr. 1040 Hidrolik Basing Yiikseltici

« Bu Gnitenin yapisina hidrolik sirali bir valf baglanmistir. Galistirirken,
silindire yag yapabilir ve ¢ift basingta olmasini saglar ve sirali vananin
hareket etmesine izin verir ve gok sayida ylkseltme basinci saglar.

« Hidrolik 6zel amaglh makine ve dlslk basing devresinde MC kelepge igin
uygundur. Devreye monte edilmis bir solenoid valfe ihtiyaci vardir ve sonra
HB stper sarj cihazini kullanabilir. Stiper sarj cihazi otomatik olarak diisik
yag basincindan ylksek yag basincina dénustirilebilir ve yiiksek basingta
sikma elde edilebilir.

M6

‘\% PT

Max Operasyon Basinci
Max. Operation pressure 50kg/cm

Product Nr. 1040 Hydraulic Pressure Booster

« A hydraulic sequential valve is attached to the structure of this unit. When
operating, it may oil to cylinder and makes it be at the dual pressure and let
the sequential valve act and then it will provide multiple boosting pressure.

« It's fit for hydraulic special purpose machine and MC clamp in low pressure
circuit, It needs a solenoid valve installed in the circuit and then it will be
able to operato HB super-charger. The super-charger may be converted
automatically from low oil-pressure to high oil-pressure and obtain a high
pressure clamping.

Max.21

o [=] § o Y o
[T Q E [T Ll Ll
o o ﬁ °
# 15 1 i T
F1 ! ! PT1/4 PT1/4 ! !
N 13
C 139
A
Uygulama Ornegi / Aplication Example Devre Semasi
Circuit Diagram
200 Bar P
Hidrolik Komponentler \ J
Hydraulic Components . CNC Yatay Isleme CNC Dik isleme -
CNC Horizontal Processing 200 Bar CNC Vertical Processing

Hidrolik Komponentler

Fikstiir Fixture Hydraulic Components

200 Bar

200 Bar

Hidrolik Basing
Yiikseltici
Hydraulic Pressure|

Booster

Hydraulic Pressure|

Fikstiir Fixture

>
1
£

h-]
-

Hidrolik Basing
Yiikseltici

Booster ™

»
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HIDROLIK KOMPONENTLER
HYDRAULIC COMPONENTS
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M E R' E E Hidrolik D6nmeli Baglama

Hydraulic Swing Clamp

Uygulama
Bir isparcasi takim ile iglenirken, isparcasinin operatér tarafindan yerlestiriimesi - alinmasina olanak yoksa ve daha yiiksek
baglama kuvvetine ihtiya¢ duyuyorsa, hidrolik dénmeli baglama silindiri en iyi se¢im olacaktir.

Fonksiyon

Bu silindir gekme 6zelligine sahiptir. Toplam baglama stroku, dénme ve ¢cekme strokuna esittir.

Tip

Bu silindir asagi dogru baski yapar. Saat yoniine ve ters istikametine cift haraketli cesidi vardir. Standart 90° olup, fonksiyonel
0°-45° ve 60° agilara sahiptir. Baglama sekline tek kol veya ¢ift kol dahildir. Baglama tiiriine disli tip ve o-ring kegeli manifoltlu
tipi i¢in alttan flangl dahildir.

Malzeme
Ana gévdenin malzemesi alliiminyum alasimhdir.

Application
When machining a workpiece by means of a machine tool, a hydraulic swing clamping cylinder will be your best choice if the
placing and taking of the workpiece are not allowed to be interfered by the clamper and need a larger clamping force.

Function

This cylinder belongs to a pull cylinder of which the total stroke is equal to the sum of a swing stroke and a clamping stroke,
and is usually used within the clamping stroke.

Type

This swing cylinder belongs to a double-acting type which is operated mainly in a downward pressing manner, including
clockwise swing and counterclockwise swing; standard angle is 90°, and optional angles include 0°, 45°, 60°; clamping
means includes single arm or double arms; the mounting manner includes threaded type and lower flange type for
manifold mounting with O-ring seal.

Material
This material of the main body is aluminum alloy.

Siparis 6rnegi / Ordering example

Referans Nr. NHS T D L- 40 x 90° —
Temel No. Tip / Type Kol Tipi / Arm Type Dénis istikameti Piston @ Aci / Angle
Base No. Flans D: Gift Hareket Swivel Direction 25 0° .
Flange D: Double Arm L:Sol 32 45
L: Left 40 60°
T: Disli o
T TII1§|'G|3aded Bos: Tek Haraket R: Sag gg ?gm
' Blank: Single Arm R: Right

Degisik hidrolik basinclar altinda teorik baglama giiciinii gosteren sematik tablolar
Schematic view showing a theoretical clamping force under different hydraulic pressure:

160 350 700
__ 140 __ 300 __ 600
e = o = O
22 120 22 20 22 s00
=0 =0 =0
: S 10 : S 200 2 S 400
2o 8 2 o 150 2 o 300
© 5 © 5 © 5
£E2 o0 E 2 100 £ & 200
< © = g = g
No o 40 NG5 50 ®G 100
0 0 0
0 15 25 35 45 55 65 70 0 15 25 35 45 55 65 70 0 15 25 35 45 55 65 70
Caligsma Basinci (kg/cm?) Caligsma Basinci (kg/cm?) Caligsma Basinci (kg/cm?)
Operating Pressure (kg/cm?) Operating Pressure (kg/cm?) Operating Pressure (kg/cm?)
Bore Dia=25 Bore Dia=32 Bore Dia=40
1400 1750
__ 1200 _ 1500
=5 2 =5 2
2 1000 22 1250
T35 800 T 5 1000
X 5
¥ @ 600 £ @ 750
< S < S
E g 400 E g 500
< g = @
D5 200 DG 250
0 0
0 15 25 35 45 55 65 70 0 15 25 35 45 55 65 70
Galisma Basinci (kg/cm?) Galisma Basinci (kg/cm?)
Operating Pressure (kg/cm?) Operating Pressure (kg/cm?)
Bore Dia=50 Bore Dia=63
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Hidrolik Dénmeli Baglama
Hydraulic Swing Clamp

E ® g e o
_&lzgl| ele. Culxz|BE|SElBa|ST| B Se oir
Referans ,%—: eI 23 gg 22 ﬁé %5 B 2_& 23 %5 s = £S 5
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1043-NHS025 3 | . § by 25.4 PF [x1.5 6.5 | 45
2| E =~ O 1/8 |M10 RN
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H G H G Uriin Nr. 1043 Hidrolik Dénmeli Baglama

50

|
L2 Symbol
(Unclamp) O P

R

50

Symbol

Product Nr. 1043 Hydraulic Swing Clamp

NHS — Flangli Uyarlama, Tek Kol
Borulu veya Manifoldlu

NHS — Flange Version, Single Arm
With Pipe or the Manifold

R R
/ f@ @ / KB = @ « Satin almadan énce hareket tipini
( q ( | ve dénme agisini bildiriniz.
a| g oo
| J | J .
« Before buying please, movement
\ KD \ KD indicate the type and rotation angle.
L 2 L B
. a | Q
Hidrolik D6nmeli Baglama
Hydraulic Swing Clamp
E o Qo
3 2= £ E5 =2
_8|lse| ele. _ |« |8E|QE|Bal|ET|E Sg ofE
Referans |27 |2<| 22|28 |28| 85|28 |G So|23 =t = £S 5
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G G "y e - . m . -
Uriin Nr. 1045 Hidrolik Donmeli Baglama
% V o % V o Product Nr. 1045 Hydraulic Swing Clamp
N (Port) — P N (Port) 1)
L1 ﬁ
(Clamp) | Symbol «| Symbol .
s o s o ¢ NHSD - Flangli Uyarlama, Cift Kol
Borulu veya Manifoldlu
B A [ HIE
(Unclamp) i .
R " NHSD - Flange Version, Double Arms
/ f@ R / %}R With Pipe or the Manifold
S—7 = @7—
m < Satin almadan &nce hareket tipini
{ ‘ a—D ‘ }E[lc { S }& © ve dénme agisini bildiriniz.
\ KD \ KEr « Before buying please, movement
P - F.] indicate the type and rotation angle.
L Q L P
Q
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M E R- E |_® Hidrolik Dénmeli Baglama
Hydraulic Swing Clamp
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L Uriin Nr. 1047 Hidrolik Donmeli Baglama
T;% o Product Nr. 1047 Hydraulic Swing Clamp
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| ! Symbol . .
‘ t > NHTS — Threaded Version, Single Arm
Ty f With Pipe
(Unclamp)
IS

(1
L1 ] + Satin almadan 6nce hareket tipini
ve dénme agisini bildiriniz.

« Before buying please, movement
indicate the type and rotation angle.

.

Hidrolik D6nmeli Baglama
Hydraulic Swing Clamp
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Referans N EREARI R g %E S22 |35|2 == €8 5
NI, s =228 |2 |2 |5=|%3 |2 R (32|22 (22| = | = | = | = Ee|l = | = |8~ = | &
SE| 55| ST |EE|2e|tz|Bz|5e|St|es|Cs|E5| E|E|E|E| 2 |82| E| E |E8| E |25
5 5 == | 85| cs=s| = o = =52 | o2 | Eo = £ = = 1= =197 = = =3 = =5
§§ §g SS 22 |S8 |85 |82 88|88 |88 |82 |5 | = o a &) = | oY | = n | == 22
= =4 2 O 1/8 @ |M45| ©
- - 3 £ = By 12 | 14 | 25 | 18 | 59 [ 100 | 70 | 35 100 | 9 10 | 0.9
1050-NHTSD-25 é £ k= aﬂ 19 PT 8 |x1.5| 65
S |le || E|l2|8
1050-NHTSD-32| 8 | S | E| S| S| = | 14| 15| 32| 20 [125|111| 76 | 45 120 | 10 | VB | © [MSOL O |4y,
sl 2| sl 2|2 |g 22 PT| 8 |x15| 70
1050-NHTSD-40| & 21395y 14 | 15 | 40 | 20 | 200 [1136| 80 | 45 | O |120| 10 [ VB | © [MS5) O | 4y | 44
) T2l ~lel|ls]|F ' 22 PT| 8 |x15] 75 :
1050-NHTSD-50 L_;D» 5 i °9 14 14 | 50 20 | 400 | 120 | 87 | 50 o 120 | 10 18 2 ||l 12 [1.85
- g © 5|8 22 PT | 8 |x1.5| 85 ‘
G .
Uriin Nr. 1050 Hidrolik D6nmeli Baglama
V e Product Nr. 1050 Hydraulic Swing Clamp
N (Port)—] N
!?:me) @ &77 < Symbol
s o @ ¢> NHTSD - Disli Uyarlama, Cift Kol
Borulu
L2 i - )
(Unclamp) NHTSD — Threaded Version, Double Arms
4 With Pipe
N —— P
R + Satin almadan 6nce hareket tipini
/ ve dénme agisini bildiriniz.
[ /A== ] « Before buying please, movement
( A I J indicate the type and rotation angle.
L
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Hidrolik Dénmeli Baglama

Hydraulic Rotary Linking

Referans A B C D E F G H J K M N P Q R T Z | A1 | LT | NI
Nr. (mm) | (mm) | (mm) | (mm) [ (mm) [ (mm) | (mm) [ (mm) | (mm) | (mm) | (mm) | (mm) | (mm) | (mm) | (mm) | (mm) [ (mm) | (mm) | (mm) | (mm) kg)
1051-VS035| 129 | 61 | 51 | 48 | 80 | 52 | 28 |355|25.5| 40 | 12 | 30 3 |95|55]| 16 | 22 |655| 42 | M6 | 0.84
1051-VS042| 146 | 69 | 60 | 55 | 87 | 59 | 28 | 39 | 30 | 47 | 12 [335| 3 11 | 65 |185| 24 | 77 | 50 | M8 | 1.25
1051-VS050| 153 | 81 | 70 | 65 | 93 | 63 | 30 | 46 | 35 | 55 | 13 |395| 5 11 | 65| 20 | 30 |91.5|56.5|M10| 1.86
1051-VS060| 179 | 92 | 80 | 75 | 108 | 71 | 37 | 52 | 40 | 63 | 16 | 45 5 14 | 85 |235| 32 | 105 | 65 |M12| 2.86
1051-VS074| 192 | 107 | 95 | 90 | 114 | 74 | 40 |59.5(475| 75 | 16 |525| 5 |(175|105| 25 | 37 | 127 | 75 |M16| 4.75
P P Maximum | Min./Max. 90° Sikma
I Silindir Silindir =
SR'I';?]" Toplam Sikma Dénme Hacmi Hacmi %2'5&? %Z';?,T:? gall§ma D(')Anrlne Sgyigf,g‘;
Referans omz2 Strok Strok Strok  [cm3/Sikma| cm3/Bosta 70 kglcme kg /cm2 icakhig Tolargan5| Tekrari
Nr. . . . . . .
; Total Clamp Swivel | Cylinder | Cylinder - | Min./Max. | Operating | gno ayying |CAMP-Swing
g,g;ng%'; Stroke Stroke Stroke Volume | Volume %325'2? %Eeesrgﬂ?g Temperature QOA%'IVE')”Q ';%552%?
cm?/Clamp|cm?/Release 70 kg/cm2 | kg /cm? Tolerance | Tolerance
1051-VS035 5.8 22 8 14 12.8 21.2 405 5-70 0-70° 90+2° 0.5°
1051-VS042 8.9 25 10 15 22.4 34.6 625 5-70 0-70° 90+2° 0.5°
1051-VS050 12.6 26 10 16 32.7 51.0 880 5-70 0-70° 90+2° 0.5°
1051-VS060 18.4 29 12 17 53.3 82.0 1285 5-70 0-70° 90+2° 0.5°
1051-VS074 271 30 12 18 81.3 129.0 1896 5-70 0-70° 90+2° 0.5°
Uriin Nr. 1051 Hidrolik Dénmeli Baglama Product Nr. 1051 Hydraulic Rotary Linking Borulu ve Manifodlu
With Pipe and the Manifold
ail
L1
|
L]
b
- - o
(@]
© Ef
@p |
n
- ad
== =0 =
Referans A B
NI A B c E F G e
1051-VS035 40 M5 48 30 22 3 )4 o
1051-VS042 47 M6 55 33.5 24 3 <7 8 T /7
1051-vS050 | 55 | Me | 65 | 395 | 30 5 & 4}7}”] 06x45%
1051-VS060 | 63 M8 75 45 32 5 f F ﬁ%\ oG 7}%
1051-VS074 75 M10 90 52.5 37 5 Agma / \Slkma
Unclamp Clamp
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Hidrolik Ustten Baglama

Hydraulic Above Clamp

Max. Min. Sikma alisma
Referans Toplam Tork | Sikma Torku | Ekstra Tork BGZ')'("G Bﬁﬂsir"an Cll(:r\rq\;)?gg ¢ |SI§SI
NI Total Stroke | Lock Stroke | Extra Stroke operati'n g op eratin 9 Force Operating ko)
(mm) (mm) (mm) pressure pressure (@70 | Temperature
kg/cm kg/cm kg/cm?)
1052-VT25S 23.5 20.5 3 70 20 280kg 0-70°C 0.60
1052-VT32S 26 23 3 70 20 448kg 0-70°C 0.92
1052-VT40S 29.5 26.5 3 70 20 700kg 0-70°C 1.86
1052-VT50S 35 32 3 70 20 1092kg 0-70°C 2.34
1052-VT63S* 41 38 3 70 20 1736kg 0-70°C 3.90
Uriin Nr. 1052 Hidrolik Ustten Baglama Product Nr. 1052 Hydraulic Above Clamp
» 1052-VT63S kodlu trtin manifoldlu ve + 1052-VT63S coded products manifold and Borulu ve Manifodlu
yag gidis, yag dénusladur. oil flow, oil is reflexive. With Pipe and the Manifold
Sol Sag
Left Right
(L) (R)
©) ©
Referans A B c E F G ‘ A B
Nr. 4} /
1052-VT25S 40 M5x0.8 48 30 11 3 o
1052-VT32S 47 M6 55 33.5 12 3 <7 8 T /
1052-VT40S | 55 M6 65 395 15 5 N 2] N
1052-VT50S | 63 M8 75 45 16 5 fF1FRN2G i 77?%
RN Manifold |
1052-VT63S 75 M10 90 52.5 18.5 5 Yag Déniis Yag Girisi g‘g&:rr
Oil Return Oil Lock Port
VT63S
B
H eV =
1) o )
°¥ N (4 | (G ey = s
X
3 C> X w| ©oP L
\ K j 2Q R Fwcl| p
‘ ‘ oD P’H F; g[ 1
_ 1 _ = ']r i =
1l P -
L j
Baglama Pabucu
Refﬁrans A|lB|C|D|E|H|J|K| M|N|S| T| Z|pat|zA Clamping Arm 2Q | OR
g AE | AF | BA | BB
1052-VT25S | 114 | 61 51 48 | 75 |355|255| 40 | 12 | 30 |175| 35 | 21 |G1/8| 22 | 924 | 51 12 | 16 | 95 |55
1052-VT32S 1325/ 69 | 60 | 55 | 87 | 39 | 30 | 47 | 12 |335| 15 |375| 28 |G1/8| 24 |101.9|/535| 16 | 20 | 11 | 6.8
1052-VT40S | 147 | 81 70 | 65 | 93 | 46 | 35 | 55 | 13 |39.5|155| 45 | 37 |G1/4| 30 (1114 59 | 19 | 25 | 11 | 6.8
1052-VT50S | 175 (945 | 85 | 75 | 108 | 52 |425| 63 | 16 | 45 |19.5| 55 | 40 [G1/4| 32 |130.8| 72 | 22 | 32 | 14 9
1052-VT63S | 207 (109.5( 100 | 90 | 128 |59.5| 50 | 75 | 16 |52.5| 19 |64.5| 49 |G3/8| 37 |146.5 81 | 25 | 38 |17.5 | 11
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M E R- E |_® Hidrolik Disli Silindir (itme)
Hydraulic Thread Cylinder (Thrust)

Aciklama

Bu disli-gévde baglama silindiri itme kosullu ve is pargasini giivenle baglamak igin belirli bir strok araliginda caligir.
Disli gdvde baglama silindirinin montaj sekli, dnerilen diclilerde asagidaki ¢izimde belirtiimistir. Bu montaj da

yag sizintisini 6nlemek igin teflon pul kullanilir.

Description

This threaded-body clamping cylinder is applied to a condition of knocking-out, and applies a clamping force
on a workpiece within a stroke in order to secure the workpiece. The mounting manner for this threaded-body
clamping cylinder is shown as the following drawing illustrating suggested dimensions of devices, and this
mounting needs a Teflon packing in order to avoid oil leakage.

Siparis C")rnegi / Ordering example

Nr. 1053 TC 12 ) )
Temel No. Piston @ Seri/ Series
Base No.
. sw
%ﬁ Montaj Detayi / Mounting details
|
_%
<o D <|m
D 6}
H F
C
: : ]
Z) 7 ¥ 1.25 - - ==
Q2
A Tipi/ A Type B Tipi/ B Type Baglama Diyagrami
Mounting Diagram
@
=3
28 | e
Sa = ):é sg .
= S (=]
Referans g g8 £ g% =) . . . _ _ . . . <
N =g ot & 32 £S5 € £ € € = € € € =E
ES | 82 | .2 | 55 | &5 | E £ E E E E E E 2
S5 |55 |3 ||| < ||| ||| ==& |=
M22
1053-TC12A 10 12 200 (kg) 38 36 7 «15 12 16 6 - 17 0.07
t g M26
1053-TC16A S 5 12 16 400 (kg) | 46.5 44.5 8 16 20 7 - 22 0.14
2 < x1.5
2 2 M30
1053-TC-20A (] 2 15 20 620 (kg) 56 54 8 20 24 7 - 24 0.22
82 s
1053-TC25A z 16 25 980 (kg) 57 55 11 “15 25 28 10 - 32 0.37
E M22
1053-TC12B ‘I" 10 12 200 (kg) 45 36 7 “15 12 16 6 M6x1 17 0.08
E’ M26
1053-TC16B 12 16 400 (kg) 52 445 8 «15 16 20 7 Mé6x1 22 0.15
M30
1053-TC20B 15 20 620 (kg)| 64.5 54 8 15 20 24 7 M8x1.25 24 0.24
M38
1053-TC25B 16 25 980 (kg) 67 55 11 15 25 28 10 M8x1.25 32 0.4
Uriin Nr. 1053 Hidrolik itme Disli Silindir Product Nr. 1053 Hydraulic Thread Cylinder
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M E R- E E Hidrolik Digli Silindir (Cekme)

Hydraulic Pull Cylinder (Pull)

i ==
Silindir Forsu(kN) / Cylinder Force(kN) Eg =3 . ?_,g gc’g § g
Strok == g = €€ | &% s s o> |
Referans | gjoke g§s | ZE | 85| ©°F S5 £2 | g,
Nr. (mm) e g= =g | =8 g8 S5 | s8_
Hidrolik Basing | Hidrolik Basing | Hidrolik Basing | Hidrolik Basing = qg’ 3% 25 = =5 s £ 2og
Hydraulic Press. | Hydraulic Press. | Hydraulic Press.| Hydraulic Press. 2= 2o = g % % 2= %E EEE’
35MPa 7MPa 25 MPa 35 MPa =5 32 == g8 =3 S =88
1055-CMD02 5 0.3 0.5 2.1 2.9 16 10 | 084 | 025 | 05|09 | 30~56 | 245
1055-CMDO3 | 10 0.3 0.5 2.1 2.9 16 0O | 084 | 025 |05 09 30~56 245
1055-CMD04 5 0.4 0.9 3.4 48 18 10 | 137 | 041 |07 | 14  43~77 | 351
1055-CMDO5 | 10 0.4 0.9 3.4 438 18 10 | 137 | 041 |07 | 14 | 43~77 | 351
1055-CMDO06 | 10 0.7 15 5.6 7.9 22 12 | 229 | 069 |23 | 46 65120 | 533
1055-CMDO7 | 20 0.7 15 5.6 7.9 22 12 | 229 | 069 |23 | 46 65120 | 533
1055-CMD10 | 10 1.2 25 9.3 13 28 16 | 376 | 1.13 |38 | 7.5 100~193| 828
1055-CMD11 | 20 1.2 25 9.3 13 28 16 | 376 | 1.13 |38 | 75 100~193| 828
1055-CMD20 | 10 2 43 15.8 22.2 36 20 | 640 | 192 | 6.4 | 128 |170~267| 1400
1055-CMD21 | 20 2 43 15.8 222 36 20 | 640 | 1.92 | 6.4 | 128 |170~267| 1400
2 | zE 23 3 | _ S N N
S, | EE SE zE S5 SE o o
82| S5 /BjC| D E |F| G |3 2z |gEZ|P|Q|R| s |TE5 V| W/ x| Y|E 2
sw| M1 M2 U
CMD02| 5 10|03 5 10 |75 27 (17| Mot \M2lg5005/13| 325 |55/ 3| 5|7 | 4|3 |P6| AS568-017
CMD03| 10 (10(203| e | 15 |75 36 |17| Mo M2lg 5005 13| 415 |55/ 3 | 5|7 |4 3|P6| AS568-017
CMD04| 5 |10|233 51 10 |8 265 |19 Mot \MB 658514 3 |55/ 3 5 75 4|3 |P6| AS568-019
CMDO5| 10 |10 (233 65 15 | 8| 355 19| Mot [M®l65/5 14 41 |55/ 3|5 75 4 3 P6| AS568-019
CMDO6| 10 |12(283 69 | 16 |95 355 |24|M8<125 Mg 28515 425 |7 |3 |5 |95 4|3 P6| AS568-022
CMDO7| 20 |12(283] 9% | 26 (9.5 525 |24 M8125MD g 58515 595 |7 |3 |5 |95 4|3 P6| AS568-022
CMD10| 10 |16(343] 73 | 17 |115 355 |30 MIO15 Mo [a45/17| 435 |8 |4 |5 12| 4|3 P6| AS568-026
CMD11| 20 (16|33 101 | 27 |115 535 |30|MIOL5 MBI g (345/17| 615 8|4 |5 12| 4|3 P6| AS568-026
CMD20| 10 (201|463 8 | 19 [135 355 |41 M12175"8 115 465/20 465 | 11| 6|7 |15 4| 3 PB| AS568-031
CMD21| 20 [20|463| 109 | 20 |[135| 545 |41 MI2075"48 145 1465/20 €55 | 11| 6|7 |15 4| 3 P8| AS568-031
Uriin Nr. 1055 Hidrolik Gekme Disli Silindir Product Nr. 1055 Hydraulic Pull Cylinder
é M1 Montaj Detayi / Mounting details
& \ hindhin st Attt it
o8B Q@ 2
% w Max. é
11 ov Mar &
o MO - o
sw — 1 ';
. w2 =
Rz6.3
o Max. |
Ro4 TIT O-ring ZZ (dahil)
(tIJ-liglrolitkg B U L:J (ger‘tlik Hs90)
aglanti gins -ring ZZ (included
M (Hydraulic connection (h;rr(;%ess(HSQO) )
por) OU w
AN o QY (hava girisi)
O-ring Z (dahil) o7 QY (air vent)
(sertlik Hs90) gc

O-ring Z (included)
(hardness Hs90)
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M E R- E LFD Hidrolik is Parcasi Destegi

Hydraulic Work Support

£
®
=g ol oS|s =
Referans | ‘B8 »s|58|%8 A |B|C|D|E|F|G|H|I|J K|IM|N|O|P Q|R|S|CA|CB|CC| T
Ne o B8 |5E|8xi32 £5
B2 <gn7 |EE 88 2=z
SS| 88|85 |55 E5
SH|HH|== |=Z2= | RO
1056-WST26BL | 4% | 6 067 66|48 |65 9 |5 |4 |24| 9 10| - | - | - | M . |24 |26 |10|M2MIBlrz 2 |0.20
1056-WST30BL 3|?g° 8 096 73 | 53/95|9 |7 |4 |27 |8 |10 - | - | - l‘g% - |28 30 | 10 |M32IM2El5050 o 0.25
360 « M8 M36 |M26
1056-WST36BL| g | 8 | o | £ |212) 69 | 5005 8 | 7 | 4 |82 11|10 | - | - | - \fip - |342|36 | 13 |;i’g|\i 52048 8 |035
2l e
1056-WsU40BL| S0 | 8 | o | 182 67 | 31|25 (145 7 | 4 | - | 11|12 |225(315] 55 MI0| 26 | 34 |45 | 13 (@40 @40| - | - |00
~
720 CH M10
1056-WSU48BL| kg | 10  |216) 75 | 39 | 23 [135] 9 | 4 | - | 12| 11 [255(355) 55 \MI9) 30 | 40 |51 | 14 |@48|048| - | - |0.80
1056-WSU55BL 8;;]0 12 1.33| 85 | 45 | 23 [115|11 | 6 | - | 15| 14 |30.5| 39 | 6.8 '\){'118 33.5| 47 | 60 | 18 |@55|@55| - | - |1.40
1056-WSUB5BL 1&80 14 1.05| 101 | 56 | 27 (14512 | 6 | - |17 | 14 | 35 | 46 | 6.8 “{'118 40.5| 55 | 70 | 20 |@55|@55| - | - |2.20
Uriin Nr. 1056 Hidrolik is Parcasi Destegi Product Nr. 1056 Hydraulic Work Support

is Parcasi Destegi

« Hidrolik basing araligi 25-70 kg/cm?2, borulu ve manifoltlu montaj segenegi vardir.

« Giris agiz1 kiiciik oldugundan dolayi pistonun yiikselme hizini azaltr, is pargasina
olan temasinin sok ve toleransini azaltir.

Onemli Notlar
« Hidrolik yagin safligi: is parcasi desteginin ic parcalari hassas oldugundan ve
Urinin 6mrini etkileyeceginden hidrolik yagin safligi gok énemlidir, kétl yag
kullanimi destek kuvvetini etkiler.
« Silindir gdvdenin temizlenmesi: Her islemden sonra hava tabancasiyla temizleyiniz.
« Litfen is pargasi desteginin deformasyona ugramamasi i¢in asagidaki konulara
dikkat ediniz.
A: Piston mili Uzerine, merkezi kagik kuvvet uygulamayiniz.
B: Belirtilen kuvvet destegi Uzerinde gli¢ uygulamayiniz.
C: Piston kilitlendikten sonra gevirme islemi yapmayiniz.

Work Support Low Pressure

« The operating range is 25-70 kg/cm?, the mounting type includes thread body and
upper flange, and we have piping mounting and manifold mounting in upper flange
type.

« Inlet orifice is smaller, so it can reduce the speed of plunger when it is rising, it can
reduce the impact onto workpiece, and reduce the tolerance which is caused by
instant shock.

——g ——

The important issue when you use work support —
« The purity of hydraulic oil: the inner parts installed in work support are very precise, m@ @ |
so the purity of hydraulic oil becomes a very important issue which can affect the A % SN f L 36
life cycle of work support, bad quality of oil will cause to lose its supporting force. In \‘m\ | D_O w & JJ 5 5
usual, the work support will work well again after we clean the hydraulic oil, for few }/ A
conditions, we need to disassemble the work support and clean the inner parts, H
even we need to replace oil seal. @ %
« Clean the cylinder body: the metal impurity is possible going into the collet during Hex G;»ﬁN
the action, please make sure to clean by using an air gun after each machining. P.
« Please avoid the following condition, otherwise the collet will be deformed, and 05.5x4
plunger will not work, or will lose supporting force. ’ R
A: Apply eccentric force onto plunger. R" i J
B: Apply an load which exceeds the estimated supporting force. F E STROKE I F E
C: To turn the plunger when it is locked at supporting position STROKE % | ? %g ¢ ¢ b
; an [J] ?
Montaj Detay1 / Mounting Details o \ﬁ i —
[}
P5 . ‘ -
0-Ring h < m
o S =
\ 2.500 j
e —
. B
@S f

)
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Hidrolik is Parcasi Destegi
Hydraulic Work Support

< [
o =
ES 2 g g S
==t = n 3 =
Referans | =2 %e u%@g g@zggg A|B|C|Cl|D|DI|D2|E|F |HI|H|K |L|Q]|Ul|U2|O |Port|] =
N o= B2 28 28|82 28 (O-ing) 5
EZ |3glxg|2% 8| EE 55|88 <=
22 |22|82|35|ss|55|=8| €S
S22 |2a|6n | == |55 22|88 |23
1056-WS16A s\gﬁxg ?(%? 8 - |85.1|75.4 |64.5|23.9 !‘("132 38.1(60.5| 16 |12.4|11.2| 7.6 XM112 45| - |41.1]23.9 - 10.60
1056-WS16B | yeraulc| gt | 8 2.35/99.3|89.7 |78.7|27.4 M3 |38.1 [605| 16 |124|142]17.8| M2 45 | - |a1.1|239 - 060
: Yay |800 o i M60 ~[M10 i
1056-WS30A Sprixg kot | 13 é é é 2 105| 92 | 83 | 25 |\°5| 64 | 64 | 25 | 19 |125 X5 52 | 52 | P7 |G1/8]1.80
S — 1
1056-WS258 | Hidrolik | 800|104 & | © | & | & [6.25102.191.7|77.5|26.5 M5Q| 64 | 64 | 25 | 19 | 14 |17.5|M16| 6 |245 50 | 50 | P7 |G1/81.80
Hydraulic| kgf x1.5 X2
1056-WS38A | _Yay 1200|104 - |96.5(86.1|74.9|24.9|M68 699 826 39 |25.4|12.2/10.2|M20| 6.1 |27.4|55.4|55.4| P10|G1/8]2.20
Spring | kgf x1.5 x2.5
1056-WS38B | Hidrolik |1200/10.4 8.86102.1/91.7 | 78 |26.4 |M68|69.9|82.6 | 38 |25.4|13.7|13.2|M20| 6.1 |27.4|55.4|55.4| P10 |G1/8|2.20
Hydraulic| kgf x1.5 x2.5

Uriin Nr. 1056 Hidrolik is Pargasi Destegi

Aciklama

Is pargasi destegi islem esnasinda vibrasyonu

dusurmek ve deformasyonu engellemek icin kullanilir.
Tirleri

A tipi : Yayla itme; Piston milini en yiiksek pozisyondayken
is pargasi pozisyonu ayarlanir.

B tipi : Yag basinciyla itme; Piston milini en algak
pozisyonda iken is par¢asi pozisyonu ayarlanir.

Product Nr. 1056 Hydraulic Work Support

Description

Hydraulic work support is used for avoiding deformation and decreasing
vibration during machining.

Types

A type : knocking-out with a spring;the spring is used to control a contact force
when the knocking out rod (piston rod) extends to a higest knocking-out
position and contacts the workpiece.

B type : Knocking-out with oil pressure;when the knocking-out rod is at lowest
position, it is operated by means of oil pressure and is knocked out when being
filled with oil and uses a spring to control the contact force with the workpiece.

-
T oA F
i‘f D2
U1
<
o D {%/\
(&)
[ [ — o
[ _ 7@» _ - o gﬁ o o 3 =]
b | i
my/g/ 2|9 AIR PORT AIR PORT K ..
o = o Hidrolik Is Parcasi Destegi
g E|l_ 8| 2 i
Referans | S& | ) E’S 2. 2| B3 _ Hydraulic Work Support
= =9 173 =3 (=}
Nr. f% s 38 8§§ S8 A B o] D E F =
EE| 22 <2 | 55 |22 &8s £
=8| &8 £2 | 8s |385| §5 2
So < hdh | aa |SNH| RO <=
100-350 Yayli 210 M30
1056-SP16A |kg/em? | Spring | 8 16| g - 79 54 8 | ;15| M 8 | 030
00-350] Hidrolik 210 M30
1056-SP16B | kg/cm? | Hydraulic| 8 16 | %g | 235 | 72 54 8 | ;15| M 8 | 0.30
Uriin Nr. 1056 Hidrolik is Parcasi Destegi Product Nr. 1056 Hydraulic Work Support
SP16A SP16B
= -
1 1 I
Montaj Detayi / Mounting details
79
72 —30:x1.5—
54 M3ICKXT.5— 5% e M30X1.5- , %
24 1 /
7 .
-If%
000}
) i v
= 1.25 = 1.25 2
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F1ER-EL Hidrolik “Cekme” Tipi Silindir

Hydraulic Pull-Type Cylinder

g
E|8|=| 8
5| 5| E|2
Referans S S| 8| E
Nr. E|l_|Z| 2| 8|2 -
S £ = « = 5} [
2 |a|E|2| 2| 5| 8 _|E|l=| =
g |e|s || sl 8| E| | == S R R e P - E|wI|E| =
el5|2|z|ze|E|2|E|E|E|E|E|E|E|E|E E|E|E|S| |- =5
gl2|Ble|e|a|8|<|=|s|E|s|2|=]e|=] o |=|S|5|EB|8| 2|
1057-010016 |100°C
16 | 10 | 110|600 | 40 |1.22| 60 | 35 | 22 | 30 | 6.5 | 30 [17.5(16.5| 11 | M6x12 | G1/4| - |40 |22 | 8 8 | 78 |08
1057-015016 |150°C
1057-010025 |100°C
25 | 16 | 270 (1430|140 (2.90| 65 | 45 | 27 | 50 | 8.5 | 33 [225| 18 | 11 | M10x15 | G1/4| - [ 50 |30 [ 13| 8 |91 | 1.2
1057-015025 |150°C
1057-010032 |100°C
32 | 20 | 460 |2420| 195 (4.90| 75 | 55 | 35 | 55 |10.5| 38 [27.5| 22 | 11 |M12x15 | G1/4| - |55 |35 |17 | 10 [110| 1.8
1057-015032 |150°C
1057-010040 |100°C
40 | 25 [ 730|3790| 270 (7.65| 85 | 63 | 35 | 63 |10.5| 40 [31.5] 24 | 11 | M16x25 | G1/4| 4 [ 63 |40 | - | 10 [114| 2.6
1057-015040 |150°C
1057-010050 |100°C
50 | 32 [1100|5730| 440 (11.60{ 100 | 75 | 35 | 76 | 13 | 44 [37.5| 27 | 13 | M20x25 | G1/4| 4 |76 | 45 | - | 12 |125| 3.8
1057-015050 |150°C
1057-010063 |100°C
63 | 40 [1790{9230| 430 (18.60( 125 | 95 | 44 | 95 | 17 | 50 [47.5] 26 | 17 | M27x40 | G1/2 | 4 | 95 | 65 | - | 12 | 146 6.7
1057-015063 |150°C
1057-010080 |100°C
80 | 50 [2920[15180 760 (30.63| 160 | 120 | 46 | 120 | 21 | 60 | 60 | 34 | 21 | M30x40 | G1/2 | 5 |120| 80 | - | 12 |193|12.8
1057-015080 |[150°C
1057-100100 |100°C
100 | 63 [4560p35001200(47.36| 200 | 150 [ 55 | 158 | 25 | 64 | 75 | 35 | 25 | M42x60 | G1/2| 6 [158|108 | - | 12 [185| 24
1057-150100 |150°C
Uriin Nr. 1057 Gekme Tipi Silindir
Product Nr. 1057 Pull-Type Cylinder
* Uzunluk ve agi élgleri DIN 7168-m’ye gdredir.
« Tolerances for length and angle dimensions
as per DIN 7168-m o
4dmmatG1/4 2 —g
5mmatG1/2 R = max. 2 mm
Onemli Notlar A BN
Eger sinterli metalin hava filtresinden silindirin icine, o Y%
agresif talas kaldirmadan dolay!, yag veya sogutma

suyu girme olasiligi var ise, bir hava deligi hortumu
baglanip korunakli bir pozisyona yerlestiriimeli. /A

NS/
m@¢
(AR
N

Soket baglikli tipa civatasi

Important notes

If there is a possibility that aggressive cutting lubricants icin karg! delik DIN 912
and coolants penetrate through the sintered metal air Counterbore for socket head
filter into the cylinder’s interior, a vent hose has to be cap screw DIN 912

connected and be placed in a protected position.

= 10,05]A]
© ‘ T T T T
£ b b
‘ . RERZ R
f | hr IR ZAl
1= l
250 b | a - QEH: | T o i
ari asan galisma t |
basinglarinda silindirler 7‘6} = | } } /‘\ } }
6nden destekli olmalidir. ° RN
E (@ | o AR g 1 EEAE
. 8 ) - | ol ] < : :&%\ |
Cylinders must be supported - {H* SENEERE I
at the front for operating I L k
pressures exceeding 250 bar f 7 b

Sinter metalden hava filtreli soket yeri
Bleeding by plug with sintered metal air filter
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M E R- E LFD Pnématik Dénmeli Baglama

Uygulama
Bir isparcasi takim ile iglenirken, isparcasinin operatér tarafindan yerlestiriimesi - alinmasina olanak yoksa ve daha yiiksek
baglama kuvvetine ihtiya¢ duyuyorsa, pnématik donmeli baglama silindiri en iyi secim olacaktir.

Fonksiyon

Bu silindir gekme 6zelligine sahiptir. Toplam baglama stroku, dénme ve ¢cekme strokuna esittir.

Tip

Bu silindir asagi dogru baski yapar. Saat yoniine ve ters istikametine ¢ift haraketli gesidi vardir. Standart 90° olup, fonksiyonel
0°-45° ve 60° aglilara sahiptir. Baglama sekline tek kol veya ¢ift kol dahildir. Baglama tiriine disli tip ve o-ring kegeli manifoltiu
tipi i¢in alttan flangl dahildir.

Malzeme
Ana gévdenin malzemesi alliminyum alasimhdir.

Application
When machining a workpiece by means of a machine tool, a pneumatic swing clamping cylinder will be your best choice if the
placing and taking of the workpiece are not allowed to be interfered by the clamper and need a larger clamping force.

Function

This cylinder belongs to a pull cylinder of which the total stroke is equal to the sum of a swing stroke and a clamping stroke,
and is usually used within the clamping stroke.

Type

This swing cylinder belongs to a double-acting type which is operated mainly in a downward pressing manner, including
clockwise swing and counterclockwise swing; standard angle is 90°, and optional angles include 0°, 45°, 60°; clamping
means includes single arm or double arms; the mounting manner includes threaded type and lower flange type for
manifold mounting with O-ring seal.

Material
This material of the main body is aluminum alloy.

Siparis 6rnegi / Ordering example

Pneumatic Swing Clamp

Referans Nr. NAS T D L- 40 x 90° —
Temel No. Tip / Type Kol Tipi / Arm Type Dénls istikameti Piston @ Aci / Angle
Base No. Flans D: Gift Hareket Swivel Direction 25 0°

Flange D: Double Arm L:Sol 32 45°
L: Left 40 60°
T: Disli °
T TII1§|'G|3aded Bos: Tek Haraket R: Sag gg ?gm
' Blank: Single Arm R: Right
Degisik hidrolik basinclar altinda teorik baglama giiciinii gosteren sematik tablolar
Schematic view showing a theoretical clamping force under different hydraulic pressure:
30 60 90
—~ 25 —~ 50 = 75
g2 g2 g2
3L 15 3L 30 S 45
x 2 x 2 <2
°g 10 °5 20 ©5 30
E e € e E g
X © < g = g
n s 5 D5 10 D5 15
0 0 0
0o 3 4 5 6 7 8 0O 3 4 5 6 7 8 0O 3 4 5 6 7 8
Caligsma Basinci (kg/cm?) Caligsma Basinci (kg/cm?) Caligsma Basinci (kg/cm?)
Operating Pressure (kg/cm?) Operating Pressure (kg/cm?) Operating Pressure (kg/cm?)
Bore Dia=25 Bore Dia=32 Bore Dia=40
120 300
__ = 100 =~ 250
g2 g2
= o 80 = o 200
g8 g8
3L 60 3L 150
x 2 x @2
© 5 40 © 5 100
E 5 20 E 5 50
2NS) 2NS)
0 0
0 3 4 5 6 7 8 0 3 4 5 6 7 8
Galisma Basinci (kg/cm?) Galisma Basinci (kg/cm?)
Operating Pressure (kg/cm?) Operating Pressure (kg/cm?)
Bore Dia=50 Bore Dia=63
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Pnématik Dénmeli Baglama

Pneumatic Swing Clamp

14
m
9
m
r

£ . g g€
_8|sg| glg. _ N EHENESE S8
Referans |2 |S<| 23 2glag 23 ,_é% ?%T-E' CS|ED|SE |2 == E
Nr. s2| =2 g8 |22 =2 <K |25 (=5 B85 |32|S2|22| | =~ | = | =| = |E2 == =] = =
: EE|ES|ST |SC|8o| s |25 |Ec|CB|cc|C2|EE|E|E|E|E|E|2E|E|E|E|E|E| E| E |x=
SS|oE|z5|EE| 85|52 |EE|SE|=5|28|=B|E8| E|E|E|E|E|BB|E|E|E|E|E|E| £ |28
SE|SS |22 |22 |£8 |85 |85 |88 |88 |8 |88 |<S|ea |o|a|lo | T o= |ad|lo|=c|> || T |22
1058-NAS025 g & 12 | 14 | 25 | 14 | 16 [95.5(65.5| 23 1|:6' 30 8 | M5 | M6 | 30 | 40 465 30; 18 [12.5(0.40
[} 5] +l 8
D < << —
2| E 5 O 1/8 oo
1058-NAS032 u—“_’ Z . % % § 12 | 14 | 32 | 16 | 30 (1025 71 | 23 19 50 9 PE M8 | 44 | 54 65 | 50 22 | 17 |0.70
IS <) 3] o 0"
1058-NAS040 | 2 & §, |2 |8 |12|15|40 |16 |50 |106| 75| 26 159' 50 | 9 1Ff|8: M8 | 48 | 58 6‘35 ; 26 [19.5(0.85
[on] = ©o | = o '
= [e) ~ [ Q [Te)
1058-NAS050 | @ | X 1% | T |1a|15|50 |20 |85 |11380 26| 5|70 |10|"8 |mio|55 e8| 2|2 |30]|24 130
S o % o 25.4 PF 8.5 | 65
[
= |5 O 1/8 2| o
1058-NAS063 S | @ 14 [ 15 | 63 | 20 [ 140|119 | 86 | 30 254 70 | 10 PE M10| 64 | 80 85 | 70 40 | 20 |1.80
H a H c Uriin Nr. 1058 Pnématik Dénmeli Baglama
V J; W J; Product Nr. 1058 Pneumatic Swing Clamp
[=] [=]
I >l 5 I 50
(Ehro
amp)
<T <<
S @ s o NAS - Flangh Uyarlama, Tek Kol
Symbol Symbol Borulu veya Manifoldlu
2l B o ? 9 ;
NAS - Flange Version, Single Arm
A R ROR M With Pipe or the Manifold
[ B—=9 [ Faks
P S
) ( )
L d ~° ( d &o « Satin almadan énce hareket tipini
ve dénme agisini bildiriniz.
\ @ N
L P L P - Before buying please, movement
Q Q o !
T e indicate the type and rotation angle.
Pnématik Dénmeli Baglama
Pneumatic Swing Clamp
= (=3 o=
5 ez £ EE
=8|zE| glg, _ NEHEHENERE: Se
Referans |S¥|2<| 3|28 (58|38 £el5c|5e §’§ SE|S = 5
Nr. sE|gE|gs |55 502|222 8|S (28|28 el el el e k8l elelelele| B 2 | .8
s [=% ] - S © g b=
25|25 |25 |EE|SE|C2 |52 |8E|=E|8E|=C|EE| E|E|E|EIBS|E|E|E|E|E|E|E |28
8= |85 |== (22 |22 |85 |85 |80 |85 (e |88 |<S| @ | o |a|lo ||l =z |a|o | |w | = | o |2=
j=4 o
1058-NASD032 o - § S 12 | 14 | 32 | 16 | 30 |102.5| 71 | 23 1|:9' 100 1P/I§ 3 44 | 54 6®5 560 22 | 17 |0.80
8| < o | & =
1058-NASD040 | = | 8 | = | E |2 | = | 12| 15| 40| 16|50 [106| 75 | 26 1D9 100 gi g 48 | 58 6®5 5@5 26 (19.5(0.95
o S oS > [=] S .
|12/ 2lsl=|2
1058-NASD050 "% c] < 2 % Err) 14 | 15 | 50 | 20 | 85 | 113 | 80 | 26 2|:|2 120 1|:i|8: ? 55 | 68 8®5 ?5 30 | 24 [1.40
s | = 5 | & :
T | & T = O 1/8 | @ Q| @
1058-NASD063 5 35 14 | 15 | 63 | 25 | 140|119 | 86 | 30 o2 120 S 64 | 80 85| 75 40 | 29 (1.90
Uriin Nr. 1058 Pnomatik Donmeli Baglama
G G . -
Product Nr. 1058 Pneumatic Swing Clamp
N7 2083007
N (Port) —/) N (Port) /1]
L1
com | - | bol ,
s < Sy’“;’ s <™ NASD - Flansli Uyarlama, Gift Kol
Borulu veya Manifoldlu
:Lfclamp) \ Ol { q \ Ol
NASD - Flange Version, Double Arms
R/ R ? R With Pipe or the Manifold
] = -
f@ = %%f\  Satin almadan 6nce hareket tipini
{ ‘ a>b ‘ }E[&O { S ——— }’-’L o ve dénme agisini bildiriniz.
\ KD \ M « Before buying please, movement
P L F | indicate the type and rotation angle.
L Q L P
Q
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M E R- E LFD Pnématik Dénmeli Baglama
Pneumatic Swing Clamp

=B (=% oS =
glze| glg A EHENERE ES S5
— SE 2| . — xe|OSE ElDa|loa =g= 35
Referans | 2= | S< | 23 |28 |58 (88|52 (5. S |23 (383 = 8 5
< < @@ oo | h| sh 5 S2| 22| ~ . . - - E® . | & - =
N EE|E5|8c |52 |¥o| 2| 22| Ee|CE|Sc|Cc|E5| E|E|E|E|E| 2 |82| E| E |Ee| E |25
o5 o5 | 25| 55|25 |52 |52 |o5|SE|28|2E|Ee| E|E|E|E|E| E 88| E| E |eE| E |58
S= |8 == |22 |22 |8h |ah | 8o |da |ada |88 (<5 | o [&) o (O] u - || = » (== > | <
1058-NATS025 14 | 14 | 25 | 14 | 16 | 104 | 70 | 35 . 50 6 10 | M5 M6 | M40 | O 9 |[0.80
= = 16 x1 [x15| 58
& | E 3 O 1/8 | M8 [M50| @
- < 14 | 1 2 | 1 113 | 79 | 40 60 9 1 11 |11
1058-NATS032 g I v 2 6132|1630 19 8 | pF [x1.25/ x15| 70 0
) =2 £ 1] 3 & 1/8 | M8 |M55| @
. ElS] Ll vl »|14]1 40 | 16 | 50 |116| 83 | a5 | O | 70| 9 | 1 11 1.2
1058-NATS040 “lalg| 224 5 19 3 | PF |x1.25|x15] 75 °
k=] ° ~ : 2
1058-NATS050 é < ~ 5 14 | 14 | 50 | 20 | 80 | 120 | 87 | 50 g 80 | 10 | 13 1P/I§ )’\("112 )’\("16: 55 12 |1.70
—_ [} x . .
% | F =
a S O 1/8 |[M12|M80| @
- 15 | 15 | 63 | 20 | 140 | 127 | 92 | 56 90 | 10 | 13 15 | 2.20
1058-NATS063 25 PF | x1.5|x1.5| 105
H G ‘ .
L Uriin Nr. 1058 Pnématik D6nmeli Baglama
T%? o Product Nr. 1058 Pneumatic Swing Clamp
N > 5°
L1 ‘ P
(Clamp) T |
| ‘ <
S £ o) ® NATS — Disli Uyarlama, Tek Kol
! Sym'g" Borulu
R IR .
(Unclamp) NATS — Threaded Version, Single Arm
. IT> With Pipe
R LA
+ Satin almadan 6nce hareket tipini
ve dénme agisini bildiriniz.
- ’@ — @ - .
« Before buying please, movement
\ indicate the type and rotation angle.
L
Pnématik Donmeli Baglama
Pneumatic Swing Clamp
= o oS =
5 =g £ = S
—8|zg| g|lg, o lxe | BE|SE|Ba S| E Se £8
Referans ;:: §§ oz gg =34 §§ c%? Fe mé& 33 %5 s == =8 5
< < o Rkl I h| =n ] S 2|1 2e| o . — g Ee | - | S =
Nr. ES|ES|8x =z |85| e |ee|Ee|S8|Sc|82|eE| E|E|E|E| e |8E| E| € |2=| E |==
o3 |25 |88 |55| 85|82 |85 |25 |55 |22 |RS|Ee| E|E|E|E|E |83 E| E |EE| E |58
N= |00 [S=E (22 | | Oh | oh | mo (oo |ada |al |5 | o o (=} [&] - | DS = » |ee| > | 2=
= e 2 o O 1/8 @ | M50 Q
- = = + 14 1 2 1 11 7 4 1 1 11 |11
1058-NATSDO32| & | £ REE 6|3 6|30 |113] 79 | 40 | 01100 | 13 | | o o] oo °
= =1 o £ = =
E|S| | 8|2 |2 ] 18 | @ [M55| @
- = =S = 3 14 1 4 16 116 | 83 | 45 100 | 13 11 |1
1058NATSDOMO| = | & | 5| 2| 2 | B 5] 40 50 19 PT| 8 |x15] 75 %
2| 2 T1E|l 2 178 | © |M6é5| o
H =4 = = = 14 14 | 50 | 20 | 85 [ 120 | 77 | 50 o 120 | 13 12 |1.80
1058-NATSD050 = S = g 22 PT 8 [x1.5]| 85 8
Uriin Nr. 1058 Pnématik Dénmeli Baglama
>< V a Product Nr. 1058 Pneumatic Swing Clamp
N (Port)—] N
L1
(Clamp) 4 {77 < Symbol
s o @ ¢> NATSD - Digli Uyarlama, Cift Kol
Borulu
L2 Vi -
(Uncame) < NATSD - Threaded Version, Double Arms
4 With Pipe
ES —— P
R + Satin almadan 6nce hareket tipini
/ ve dénme agisini bildiriniz.
[ HfE== ]
| A il J  Before buying please, movement
\ indicate the type and rotation angle.
L
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Pnématik Ustten Baglama

1 ER-EL

Pneumatic Above Clamp
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Uriin Nr. 1058 Pnématik Ustten Baglama

Product Nr. 1058 Pneumatic Above Clamp
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ER-EL ZERO CLAMP UYGULAMALARI
ER-EL ZERO CLAMP APPLICATION

Nr. 2475
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M E R' E E ER-EL Zero Clamp

ER-EL Zero Clamp

- Y ER-EL ZERO CLAMP

Zero Point Clamping Systems

@90 2120 0138 2190
1250 kgf 2500 kgf 4000 kgf 6000 kgf
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M E R' E E ER-EL Zero Clamp

ER-EL Zero Clamp

Aciklama / Description 1

1-  Sertlestirilmis celik konik / Hardened steel cone 2
3

2- Radyal Yay / Radial spring

3- NBR kauguk / NBR rubber 4

4- Ayna govdesi / Chuck housing

5- Baglama plakasi /Clamping sheets 5

6- Kilitleme Unitesi / Locking unit

7- Ayrac (Elastomer) / Spacer (Elastomer)

8- Hava hortumu /Air hose

9- Baglama plakalari / Clamping sheets 9

10- Govde kapagi / Housing cover 10

Plaka agik vaziyetteki ZeroClamp aynasina yerlestirilir.

The pallet is placed on the opened ZeroClamp chuck.

Hava hortumu igindeki hava basinci sayesinde, yayli elemanlar
kilitteme Unitesini (baglama plakalarini) agik tutar.

The spring elements keep the locking unit (clamping wedges) open with the
help of the air pressure inside the air hose.

Hava hortumunun serbest birakilmasi gévde icerisindeki kilitteme
Unitesinin yerlesmesini ve sikiimasini saglar.

Venting the air hose results in the positioning and clamping of the clamp
bolt in the chuck.
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M E R- E LFD ZeroPoint Kilitleme Sistemi 0.005 Tekrarlama Hassasiyeti

Merkez Sifir Noktasi / Absolute ZeroPoint « ZeroPoint : Termal deg@isim her zaman
Mutlak ZeroPoint Termal bozulma daima merkez eksene dogru dengelenir
merkez noktasina dogru yénlendirilir. . ’ o
- Cekterme civatalarinin konumu * 0.1mm‘lik
Thermal distortion is always directed hatalara kadar dengelenebilir.

towards the central point. <~ e e Lo
P - Hassas baglama konileri dusik titresimli

calismalara kars! sabittir.
+ Ozel kili¢ seklinde saplamalar veya
Hassas Konik / Precision cone ¢6zme/kizakli saplamalar gerekli degildir.

ZeroPoint Clamping System 5 pm repeat accuracy

Soketin yayli konigi HSK ilkesi kullanilarak
duz yuzlere dogru hafifge genigletiimistir.

The sprung taper of the socket is slightly + Absolute ZeroPoint: Compensation for

+ Clamping stud location errors of up to
+0.1mm can be compensated for

+ Precision clamping cones are free from play
for low-vibration operation

+ Special sword studs or loose/sliding studs
are not required

HSK Prensibi

Geleneksel sistemler merkezleme i¢in silindirik bir oturma yiizeyi ya da sert bir konik kullanir. Silindirik oturma ytizeylerin her zaman bir oynama
alanina ihtiyaci vardir (6rnegin: 25 H5 tutucu / 25 h5 civata). Boyle bir alan 0.018 kadar ¢ikabilir. Konik oturmada konigin seklinin kusursuz olmasi
gerekir. Aksi takdirde civatalar ¢ok biyiik olmasi durumunda, palet ¢ikar, veya oynama silindirik bir sistemdeki gibi olacaktir.

Zero Clamp sifir noktasi baglama sisteminin islevi, ici bos bir konik HSK sapina benzemektedir. Bu sistemde ince duvarli konik, ylizeyi tam olarak
oturma noktasinin hatlariyla eslesene kadar deforme edilir.

Zero Clamp sifir noktasi sikma sistemi, yiizey ve konik temas kullanimiyla ayni sekilde ¢alisir. Konik ¢ekilirken, oturma halkasi minimal genislemis
olacaktir. Béylece diizlem oturma noktasi ile temas halinde paletin icinde veya is pargasinda herhangi bir oynama ortadan kalkar.

HSK Principle

Traditional systems use either a cylindrical seat or a rigid cone for centring. A cylindrical seat always requires some amount of play (i.e. 25 H5
holder / 25 h5 bolt). Play in such a combination may be as much as 0.018. With a canical fit the cone must be shaped precisely. Otherwise the
pallet will protrude if the bolts are too large, or else the play will be the same as in a cylindrical system.

The function of the Zero Clamp zero point clamping system resembles that of a hollow cone HSK shank. In this system the thin-walled cone is
deformed as it is drawn in until its surface exactly matches the contours of the seat.

Zero Clamp zero point clamping system works the same way, using face and taper contact. While the cone is being drawn in, the seat ring will be
widened minimally. Within the pallet or the workpiece in contact with the plane seat and so any play is eliminated.

VO

widened to flat faces using HSK principle. thermal change is always towards centre axis
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E1 ER-EL

ER-EL Zero Clamp
ER-EL Zero Clamp

ZeroClamp Benzersiz Ozellikleri
ZeroClamp Unique Features

Benzer Uriinlerdeki Sistemler
Competitor Systems

Basit diizeni ile tasarim tescilli patent
Sadece birkag basit bilesenle son derece glivenilir bir tasarim saglar.
Hatta talas bile Ginitenin fonksiyonunu etkilemez.

Patent-registered design with a simple layout.
Just a few simple components provide an extremely
reliable desing. Even swarf will not affect the function of
the clamping unit.

Bilyeli burg, piston, valf vs. gibi karisik mekanzimalar. Talas ile tikandiginda
bloke olma veya arizalanma riski vardir.

Complex mechanics using ball cages, pistons, valves, etc. When contaminated
with swarf there is a risk of blockage and/or malfunction.

HSK prensibi nedeniyle yliksek hassasiyet

Sikma civatasi, geri ¢ekildiginde, aynanin konik halka elastik kismi
genisletilip, 0.005 mm’den biraz daha az bir tekrarlama ile mikemmel ve
son derece hassas bir uyum saglayacaktir.

High precision due to the HSK principle

When retracting the clamping bolt, the elastic part of the taper ring of the
chuck will be slightly expanded providing a perfect and extremely accurate
fit with a repeatability of less than 0.005

Normalde hafif bir kaydirma islemi gerekir (6rn.Civata ve desteklerde 32 mm h5/H5).
Bu 6rnekte minimum bosluk 0 um oysa maksimum 0.022'dir. Béylece iddia edilen
tekrarlanabilirligin elde edilmesi (0.005) zor olmasi gerekir.

Normally a light sliding fit is required (e.g. 32 mm h5/H5 for bolts and mountings).
In this particular case the minimum backlash is 0 pm whereas the maximum is
0.022 So the claimed repeatability (0.005) must be difficult to achieve.

Termal sabitlik

Termal etkiler ve/veya mikro sapmalar, konik gévde tarafindan (HSK prensibi)
esitlenir. Govde halkalari her zaman baglama merkezindeki hatalari esitler.
(Déner tablada, plaka merkezi her zaman makinenin merkez ¢izgisinde kalir).

Thermal stability

Thermal effects and/or micro deviations are compensated for by the hollow
shank taper (HSK) principle. The taper rings always compensate for the
errors to the centre of the clamping position. (On a rotary table the centre of
a pallet always remains on the centre line of the machine).

Ug farkli civata tasarimi olan sabit sistem. Termal etikiler ve/veya mikro sapmalar
sifir civatasindan kaynakl asimetrik dengelere sebep verir. (Ddner tablada, plaka
merkezi makinenin merkez cizgisinden itilerek uzaklasir).

Fixed system with three diff erent bolt designs. Thermal effects and/or micro
deviations will cause asymmetrical off sets originating from the zero bolt.

(On a rotary table, the centre of a pallet will be pushed away from the centre line
of the machine).

Sadece bir tip baglama civatasi gerektirir.
Pim deligine takilmasi gereken sadece tek tip civata baglanmasi
gerektiginden ¢ok daha basit kullanimhdir.

Only one type of clamping bolt required.
Far simpler to manage as only one type of bolt needs to be screwed
into the pin bore.

Genelde g farkli tip civata gerektirir. (sifirlama civatasi, ylizer veya kili¢ civata,
serbest civata). Gok komplike, her fikstiriin kurulumda, nereye ve hangi agida
pozisyonlanmasi gerektidi talimatlarla belirlenmek zorunda. Yani hata riski ylksektir.

Generally three diff erent types of bolts required (zero bolt, floating or sword bolt,
free bolt). Very complicated, each fixture needs to be documented with set up
instructions, showing which bolt has to be mounted where and in which angular
position. So there is a high risk of errors.

Kendinden kilitli degildir

Tezgah bindirme s6z konusu olursa, baglama ekipmani fikstrleri yol verip,
makine aynasini koruma ihtimalini yaratir. Enerji kaynagi hava yollarinin ti-
kanmasi s6zkonusu olursa, sikistirma vidalari fiksturiin sékilmesine izin verir.

No self-locking.

In case of a crash, the fi xture or the clamping device can give way, possibly
saving the machine spindle. In the case of damage to the airways for energy
supply, forcing screws will allow the removal of the fi xture.

Tezgah bindirme s6zkonsu olursa, kendinden kilitlemeli sistemler mimkin olan en
buyuk hasara sebep olur. Gii¢ kaynaginin kesilmesi sézkonusu oldugunda ise,
cogunlukla plakanin sékilmesi igin fikstiriin tamamen bozulmasi gerekir.

In case of a crash self-locking systems will cause the worst possible demage.
In the case of a power loss, in most cases the fi xture will have to be completely
destroyed in order to be able to remove the pallet.

Egilme yok

Diizen ve tasarim baglama civatalarin egilmesini engeller. Egimli pozisyonlar
veya dengesiz ylklerde bile, merkez oyuktaki ylksek dengeden dolayi kolay
sokip takma islemleri.

No tilting

Layout and design will prevent any tilting of the clamping bolts. Easy joining
and removal even in inclined positions or with an unbalanced load with a
large off set of the centre of gravity.

Silindir veya konik baglama civatalarinin minimalde konik olmalarindan dolay1,
s6klp takma iglemleri, paralel konumda ¢ok hassas olarak yapilmali. Agir asimetrik
elemanlarin sékilmesi daima sorunlu olacaktir.

Joining and removal must be carried out in precisely defined and parallel positions
as the cylindrical or tapered clamping bolts used have a minimal taper. The removal
of heavy asymmetric components will always cause problems.

Diisiik montaj yuksekligi olan pnématik sistem
Baglamasi yay vasitasiyla, serbest birakilmasi hava basinciyla. Standart
hava basinciyla bile yliksek baglama glicl olan patentli tasarimdir.

Pneumatic system with low installation height

Clamping via spring assembly, unclamping by means of compressed air.
Patented design for very high clamping force even with

standard air-pressures.

Hidrolik sistemlerin sistemden dolay1 dezavantajlari vardir: pompa, boru, carpisma,
sizinti, akma, vs. Ayrica, hidrolik sistemlerin kurulumu pnématik sistemlerinkinden
daha maliyetli oldugu tespit edilmistir.

Hydraulic systems have disadvantages determined by the system: pump, duct,
collision, leakage, bleeding, etc. Also, installation costs tend to be more expensive
compared to pneumatic systems.
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E1 ER-EL

ER-EL Zero Clamp Gévde

ER-EL Zero Clamp Body

di sllkma kU¥Veﬁ ﬁ
Referans clamping force
N, d h g=  Nm Kgf )
1060-090 90 22 M4 5 1250 730 P i
1060-120 120 28 M6 14 2500 1840 w
1060-138 138 33 M8 35 4000 2860 -
1060-190 | 190 38 M8 35 6000 5460 - E-)
Uriin Nr. 1060 ER-EL Zero Clamp Goévde Product Nr. 1060 ER-EL Zero Clamp Body
*Min. Bar 5.5 *Min. Bar 5.5 -
* Max. Bar 8 * Max. Bar 8 .
@d
0
S| | === x T
“\_Hava Girisi
Air Input
Cektirme Civatasi
Pull Stud
Referans ﬁ
Nr m L d i ©
1065-09012 M12 20 14 k6 6 80 40
1065-12016 M16 22 18 k6 8 170 97
1065-13816 M16 30 25 k6 8 170 235
1065-19024 M24 36 30 k6 10 400 460

Uriin Nr. 1065 Cektirme Civatasi

m

R

]

Referans ﬁ
NI Zero ©

9
1067-090 90 29
1067-120 120 85
1067-138 138 202
1067-190 190 398

Uriin Nr. 1067 Govde Talas Koruyucu

Product Nr. 1067 Body Chip Protector

Product Nr. 1065 Pull Stud

Govde Talas Koruyucu
Body Chip Protector
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BAGLAMA PABUCLARI
CLAMPING COMPONENTS
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KIZAKLI KOMBINE BAGLAMA PABUCU UYGULAMALARI
COMBINED SLIDING CLAMP APPLICATION




Baglama Sablonlari

Clamping Templates

E1 ER-EL

Enjeksiyon Kaliplari icin Uygulama Ornegi
Power Clamp For Injection Moulding

Hesaplama Formiilii/ Formula Calculator

kg
MxFG _ N 2500x9.81 _ 54 55 kN
1000 1000
KN _Sonug/Result ~ —2492 475 14 kN
0.14
Sonug _ Baglama Sayisi 7514 KN _ 7 Baglama / Clamp
— Fv Number of Clamp 25 kN 8 adet kullanin

8 pcs Use

Pres Kaliplari icin Uygulama Ornegi
Power Clamp For Press Moulding

Hesaplama Formiilii / Formula Calculator

kg
MxFG _ 5000 X981 _ 4 050 kN
1000 1000
KN _ Sonug / Result 4905 350.35 kN
(Ust Kalip %60) 0.14 (%60 Ust Kalip= 210.21)
(Alt Kalip % 40) (% 40 Alt Kalip= 140.14)
Sonug 210.21 kN
UstKalp). _ Baglama Sayisi — (Ustkale) g Baglama Sayisi
Fv Number of Clamp 25kN 8 Number of Clamp
Sonug 140.14 kN
_(Atkaip) _ Baglama Sayisi — Usikale) 5 6 Baglama / Clamp
Fv Number of Clamp 25kN 6 adet kullanin
6 pcs Use
K.K.S.P. Kuvvet Diyagrami / Force Diagram
1600 Nr. 1120 2000 Nr. 1130 2500 Nr. 1150
1800 g?gg
1300 1600 800
Kgf Kgf 1400 Kaf 1500
1000 1200 1500
1000 900
700
750 800
20 30 40 50 40 50 60 70 8 90 100 70 % 110 130 150
Nm Nm Nm
Nr. 1160 Nr. 1165
5500 11000
5000 10000
4500 2288
Kaf 4000 Kof 7000
3500 6000
5000 5000
100 120 140 160 180 200 4000
100 150 200 250 300
Nm Nm
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E1 ER-EL

Kizakli Kombine Baglama Pabucu

Combined Sliding Clamp

Referans |~ m o h s | st | ef d sw L e b c ()Slsawpa:ngul\:/;?c“e Nm | Kg
Nr. % min | max ~ Kof
1120-014 T 14 | M12 50 |12-66| 25 | 100 M14 8 104 35.5 38 13 1600 50 | 1740
1120-016 T 16 | M12 50 |12-66| 25 | 100 M14 8 104 35.5 38 13 1600 50 | 1755
1120-018 T 18 | M12 50 |12-66| 25 | 100 M14 8 104 9.5 38 13 1600 50 | 1785
1120-014LT | 14 | M12 50 |12-81| 25 | 100 M14 8 130 35.5 38 13 1600 50 | 1980
1120-016 LT | 16 | M12 50 |12-81| 25 | 100 M14 8 130 355 38 13 1600 50 | 1995
1120-018 LT | 18 | M12 50 |12-81| 25 | 100 M14 8 130 B515 38 13 1600 50 | 2000

Uriin Nr. 1120-(T) Kizakli Kombine Baglama Pabucu
« (a) 14-18 T-Kanalda M12 imbus civata DIN 508 T-Pabugla kullanilir.

« Parga ylkseklik stkma araligi 0-50 mm.

« ileri-geri hareket mesafesi 54mmdir. Stkma Kuvveti 1600 kgf.

Uriin Nr. 1120-(LT) Kizakli Kombine Baglama Pabucu
« (a) 14-18 T-Kanalda M12 imbus civata DIN 508 T-Pabugla kullanilir.

« Parga ylkseklik sikma araligi 0-50 mm.

« ileri-geri hareket mesafesi 69mm’dir. Sikma Kuvveti 1600 kgf.

Product Nr. 1120-(T) Combined Slinding Clamp
« (a) 14-18 is used in T-Slot and M12 imbus bolt is used with DIN 508 T-Nut.

+ Height clamping gap of the piece is 0-50mm

+ Back and forth movement distance is 54mm. Clamping force is 1600 kgf.

Product Nr. 1120-(LT) Combined Slinding Clamp
+ (a) 14-18 is used in T-Slot and M12 imbus bolt is used with DIN 508 T-Nut.

+ Height clamping gap of the piece is 0-50mm

min-max

c s

s
min-max L

UYGULAMA,;

1- Alt kizag is pargasina uygun sekle getir sabitle
2- Ust gévdeyi kizaga siir, istenilen pozizyona getir
3- Pabug imbus civatasiyla is pargasini sabitle

4- Parca iglenmek igin hazir

APPLICATION;

1- Slide cradle is brought to suitable form with the
work piece and then it is fixed

2- Upper body is driven to the slide and it is brought
to desired position

3- Work piece is fixed with the imbus bolt of the clamp
4- Then the work piece becomes ready to be machined.

 Back and forth movement distance is 69mm. Clamping force is 1600 kgf.

1120-... T

1120-... LT

Kullanim Alani

Enjeksiyon makinalari presler, freze tezgahlari,
matkap tezgahlari ve gesitli sanayi makinalari
Area of Use

Injection Machines, Presses, Milling Machines,
Drilling Machines and various Industrial Machines

4
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M E R- E LFD Kizakli Kombine Baglama Pabucu

Combined Sliding Clamp

a .
e h Ssw Sikma Kuvveti
Referans m ) s sl | et d L e b c Clamping Force | Nm Kg
Nr. min | max ~ Kgf

1130-014 T 14 | M12 0 60 |15-83 |30 | 113 M18 10 130 39 48 17,5 2000 100 | 3040
1130-016 T 16 | M12 0 60 |15-83 |30 | 113 M18 10 130 39 48 17,5 2000 100 | 3055
1130-018 T 18 | M12 0 60 |15-83 |30 | 113 M18 10 130 39 48 17,5 2000 100 | 3085
1130-020 T 20 | M12 0 60 | 15-83 |30 | 113 M18 10 130 39 48 17,5 2000 100 | 3135
1130-022 T 22 | M12 0 60 |15-83 |30 | 113 M18 10 130 39 48 17,5 2000 100 | 3150
1130-014LT| 14 | M12 0 60 [15-107| 30 | 113 M18 10 170 39 48 17,5 2000 100 | 3820
1130-016LT | 16 | M12 0 60 [15-107| 30 | 113 M18 10 170 39 48 17,5 2000 100 | 3835
1130-018LT| 18 | M12 0 60 |15-107| 30 | 113 M18 10 170 39 48 17,5 2000 100 | 3865
1130-020LT | 20 | M12 0 60 |15-107| 30 | 113 M18 10 170 39 48 17,5 2000 100 | 3915
1130-022 LT | 22 | M12 0 60 [15-107| 30 | 113 M18 10 170 39 48 17,5 2000 100 | 3930

Uriin Nr. 1130-(T) Kizakh Kombine Baglama Pabucu Product Nr. 1130-(T) Combined Slinding Clamp

+ (a) 14-22 T-Kanalda M12 imbus civata DIN 508 T-Pabugla kullanilir. * (a) 14-22 is used in T-Slot and M12 imbus bolt is used with DIN 508 T-Nut.

« Parga yikseklik sikma araligi 0-60 mm. * Height clamping gap of the piece is 0-60mm.

« lleri-geri hareket mesafesi 68mmdir. Stkma Kuvveti 2000 kgf. + Back and forth movement distance is 68mm. Clamping force is 2000 kgf.

Uriin Nr. 1130-(LT) Kizakll Kombine Baglama Pabucu Product Nr. 1130-(LT) Combined Slinding Clamp

« (a) 14-22 T-Kanalda M12 imbus civata DIN 508 T-Pabugla kullanilir. « (a) 14-22 is used in T-Slot and M12 imbus bolt is used with DIN 508 T-Nut.

« Parga yikseklik sikma araligi 0-60 mm. * Height clamping gap of the piece is 0-60mm.

+ ileri-geri hareket mesafesi 92mmrdir. Sikma Kuvveti 2000 kgf. + Back and forth movement distance is 92mm. Clamping force is 2000 kgf.

<
©
<€
£
IS
A
S
__min-max L o
UYGULAMA; APPLICATION; Kullanim Alani
1- Alt kizag! is parcasina uygun sekle getir sabitle 1- Slide cradle is brought to suitable form with the Enjeksiyon makinalari presler, freze tezgahlari,
2- Ust gévdeyi kizaga sir, istenilen pozizyona getir work piece and then it is fixed matkap tezgahlari ve gesitli sanayi makinalari
3- Pabug imbus civatasiyla is pargasini sabitle 2- Upper body is driven to the slide and it is brought Area of Use
4- Parga islenmek igin hazir to desu'_ed 993”_'0” ) ) Injection Machines, Presses, Milling Machines,
3- Work piece is fixed with the imbus bolt of the clamp Drilling Machines and various Industrial Machines
4- Then the work piece becomes ready to be machined.

1 2 3 4
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M E R- E LFD Kizakli Kombine Baglama Pabucu

Combined Sliding Clamp

a .
e h sw Sikma Kuvveti
Referans m ) s sl | et d L e b c Clamping Force | Nm Kg
Nr. w min | max T~ Kgf

1150-118 T 18 M16 0 65 |18-96 | 35 | 125 M20 12 140 43 55 19,5 2500 150 | 4410
1150-120T | 20 M16 0 65 |18-96 | 35 | 125 M20 12 140 43 55 19,5 2500 150 | 4460
1150-122T | 22 M16 0 65 [18-96 | 35 | 125 M20 12 140 43 55 19,5 2500 150 | 4515
1150-124T | 24 M16 0 65 [18-96 | 35 | 125 M20 12 140 43 55 19,5 2500 150 | 4615
1150-128 T | 28 M16 0 65 [18-96 | 35 | 125 M20 12 140 43 55 19,5 2500 150 | 4715
1150-118 LT | 18 M16 0 65 (18-128| 35 | 125 M20 12 200 43 55 19,5 2500 150 | 5770
1150-120 LT | 20 M16 0 65 |(18-128| 35 | 125 M20 12 200 43 55 19,5 2500 150 | 5830
1150-122 LT | 22 M16 0 65 |18-128| 35 | 125 M20 12 200 43 55 19,5 2500 150 | 5885
1150-124 LT | 24 M16 0 65 |18-128| 35 | 125 M20 12 200 43 55 19,5 2500 150 | 5985
1150-128 LT | 28 M16 0 65 (18-128| 35 | 125 M20 12 200 43 55 19,5 2500 150 | 6000

Uriin Nr. 1150-(T) Kizakli Kombine Baglama Pabucu Product Nr. 1150-(T) Combined Slinding Clamp

+ (a) 18-28 T-Kanalda M16 imbus civata DIN 508 T-Pabugla kullanilir. « (a) 18-28 is used in T-Slot and M16 imbus bolt is used with DIN 508 T-Nut.

+ Parca ylkseklik sikma araligi 0-65mm. + Height clamping gap of the piece is 0-65mm.

« lleri-geri hareket mesafesi 78mmvdir. Sikma Kuvveti 2500 kgf.  Back and forth movement distance is 78mm. Clamping force is 2500 kgf.

Uriin Nr. 1150-(LT) Kizakli Kombine Baglama Pabucu Product Nr. 1150-(LT) Combined Slinding Clamp

+ (a) 18-28 T-Kanalda M16 imbus civata DIN 508 T-Pabugla kullanilir. « (a) 18-28 is used in T-Slot and M16 imbus bolt is used with DIN 508 T-Nut.

+ Parca ylkseklik sikma araligi 0-65mm.  Height clamping gap of the piece is 0-65mm

« ileri-geri hareket mesafesi 110mm’dir. Sikma Kuvveti 2500 kgf. + Back and forth movement. distance is 110mm. Clamping force is 2500 kgf.

&
<€
£
IS
A
e m
c si
S
__min-max L o
1150-... LT
UYGULAMA; APPLICATION; Kullanim Alani
1- Alt kizag! is parcasina uygun sekle getir sabitle 1- Slide cradle is brought to suitable form with the Enjeksiyon makinalari presler, freze tezgahlari,
2- Ust gévdeyi kizaga siir, istenilen pozizyona getir work piece and then it is fixed matkap tezgahlari ve cesitli sanayi makinalari
3- Pabug imbus civatasiyla is pargasini sabitle 2- Upper body is driven to the slide and it is brought Area of Use
4- Parca islenmek igin hazir to desired position Injection Machines, Presses, Milling Machines,
3- Work piece is fixed with the imbus bolt of the clamp Drilling Machines and various Industrial Machines
4- Then the work piece becomes ready to be machined.

1 2 3 4
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M E R- E LFD Kizakli Kombine Baglama Pabucu

Combined Sliding Clamp

a .
Referans |7 h sw Sikma Kuvveti
m S s1 | el d L e b [ Clamping F N K
Nr. %777}% min | max =" amp,'&?f orce | M g

1160-222 T 22 M20 | 20 80 | 17-92 |41.5| 175 M24 12 | 24 178 55 74 24 5500 200 | 9030
1160-224 T 24 M20 | 20 80 | 17-92 |41.5| 175 M24 12 | 24 178 55 74 24 5500 200 | 9120
1160-228 T 28 M24 | 20 80 | 17-92|41.5| 175 M24 12 | 24 178 55 74 24 5500 200 | 9180
1160-236 T | 36 M24 | 20 80 | 17-92 |41.5| 175 M24 12 | 24 178 55 74 24 5500 200 | 9600
1160-222 LT | 22 M20 | 20 80 |25-148/41.5| 175 M24 12 | 24 | 256 55 74 24 5500 280 | 12110
1160-224 LT | 24 M20 | 20 80 [25-148|41.5| 175 M24 12 | 24 | 256 55 74 24 5500 280 | 12210
1160-228 LT | 28 M24 | 20 80 |25-148|/41.5| 175 M24 12 | 24 | 256 55 74 24 5500 280 | 12270
1160-236 LT | 36 M24 | 20 80 |25-148|/41.5| 175 M24 12 | 24 | 256 55 74 24 5500 280 | 12310
1165-222 T 22 M20 | 30 80 | 34-92 |41.5| 194 M24 12 | 24 | 205 55 85 24 10000 270 | 11820
1165-224 T 24 M20 | 30 80 | 34-92 |41.5| 194 M24 12 | 24 | 205 55 85 24 10000 270 | 11900
1165-228 T 28 M24 | 30 80 | 34-92 |41.5| 194 M24 12 | 24 | 205 55 85 24 10000 270 | 11960
1165-236 T | 36 M24 | 30 80 | 34-92|41.5] 194 | M24 12 | 24 | 205 55 85 24 10000 270 | 12000

Uriin Nr. 1160-(T) Kizakh Kombine Baglama Pabucu Product Nr. 1160-(T) Combined Slinding Clamp

* (a) 22-36 T-Kanalda M20-M24 imbus civata DIN 508 T-Pabucla kullanilir. « (a) 22-36 is used in T-Slot and M20-M24 imbus bolt is used with DIN 508 T-Nut.

- Parca ylkseklik sikma araligi 20-80mm. « Height clamping gap of the piece is 20-80mm.

« lleri-geri hareket mesafesi 75mmvdir. Sikma Kuvveti 5500 kgf. + Back and forth movement distance is 75mm. Clamping force is 5500 kgf.

Uriin Nr. 1160-(LT) Kizakli Kombine Baglama Pabucu Product Nr. 1160-(LT) Combined Slinding Clamp

« (a) 22-36 T-Kanalda M20-M24 imbus civata DIN 508 T-Pabugla kullanilir. « (a) 22-36 is used in T-Slot and M20-M24 imbus bolt is used with DIN 508 T-Nut.

« Parga yikseklik sikma araligi 20-80mm. « Height clamping gap of the piece is 20-80mm.

« ileri-geri hareket mesafesi 123mm’dir. Sikma Kuvveti 5500 kgf. + Back and forth movement distance is 123mm. Clamping force is 5500 kgf.

Uriin Nr. 1165-(T) Kizakh Kombine Baglama Pabucu Product Nr. 1165-(T) Combined Slinding Clamp

« (a) 22-36 T-Kanalda M20-M24 imbus civata DIN 508 T-Pabugla kullanilir. « (a) 22-36 is used in T-Slot and M20-M24 imbus bolt is used with DIN 508 T-Nut.

« Parga yikseklik sikma araligi 30-80mm. - Height clamping gap of the piece is 30-80mm.

- lleri-geri hareket mesafesi 58mmvdir. Sikkma Kuvveti 10000 kgf. » Back and forth movement distance is 58mm. Clamping force is 10000 kgf.

< g e
£
1S i B i
[
1160-... LT
m
c_ si
S
min-max L
UYGULAMA; APPLICATION; Kullanim Alani
1- Alt kizag! is parcasina uygun sekle getir sabitle 1- Slide cradle is brought to suitable form with the Enjeksiyon makinalari presler, freze tezgahlari,
2- Ust gévdeyi kizaga s, istenilen pozizyona getir work piece and then it is fixed matkap tezgahlari ve cesitli sanayi makinalari
3- Pabug imbus civatasiyla is pargasini sabitle 2- Upper body is driven to the slide and it is brought Area of Use
4- Parca islenmek igin hazir to desired position Injection Machines, Presses, Milling Machines,
3- Work piece is fixed with the imbus bolt of the clamp Drilling Machines and various Industrial Machines
4- Then the work piece becomes ready to be machined.

1 2 3 4
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E1 ER-EL

Kizakli Kombine Baglama Pabucu

Combined Sliding Clamp

m .
Referans | ~0 | s | st et | d | ™| L e | b | o | Kk | cameer Nm gﬂ@
% min | max ~ Kgf ©
1120-010M | M10 | 0 | 50 | 12:66 | 25 | 100 | M14 | 8 | 104 | 355 | 38 | 13 | 20 1600 50 1740
1120-012M | M12 | 0 | 0 |12:66| 25 | 100| M14 | 8 | 104 | 355 | 38 | 13 | 20 1600 50 1755
1120-010LM | M10 | 0 | 50 | 12:81 | 25 | 100 | M14 | 8 | 130 | 355 | 38 | 13 | 20 1600 50 1980
1120-012LM | M12 | 0 | 50 | 12:81 | 25 | 100 | M14 | 8 | 130 | 355 | 38 | 13 | 20 1600 50 1995

Uréin Nr. 1120-(M) Kizakli Kombine Baglama Pabucu

* M10-M12 dis deliklerde (1120-310)-(1120-312) Referans Nr.
imbus civatayla kullanilir.

« Parga yikseklik sikma araligi 0-50 mm.

« ileri-geri hareket mesafesi 54mmvdir. Sikma Kuvveti 1600 kgf.

Uriin Nr.1120-(LM) Kizakli Kombine Baglama Pabucu

* M10-M12 dis deliklerde (1120-310)-(1120-312) Referans Nr.
imbus civatayla kullanilir.

* Parca yUkseklik sikma araligi 0-50 mm.

« ileri-geri hareket mesafesi 69mmrdir. Sikma Kuvveti 1600 kgf.

Product Nr. 1120-(M) Combined Sliding Clamp

* In the outer holes M10-M12 are used with the Reference Nr. imbus bolt
(1120-310)-(1120-312)

+ Height clamping gap of the piece is 0-50mm.

+ Back and forth movement distance is 54mm. Clamping force is 1600 kgf.

Product Nr.1120-(LM) Combined Sliding Clamp

* In the outer holes M10-M12 are used with the Reference Nr. imbus bolt
(1120-310)-(1120-312)

+ Height clamping gap of the piece is 0-50mm.

 Back and forth movement distance is 69mm. Clamping force is 1600 kgf.

1120-... M

c Ls1
S

min-max L

AVANTAJLARI;

+ 1600 kgf - 2000 kgf stkma kuvveti

* Delik ve T-Kanalda kullanim

« Kizak Uzerinde kaydirarak degisik pozizyonlarda sabitleme

« imbus civatasiyla desteksiz ylksek ve disiuk mesafeleri sikar
« Pratik yapisindan dolayi hizli ve kolay sekilde baglama saglar

1120-... LM

ADVANTAGES

+ 1600 kgf - 2000 kgf Clamping Force.

« Usings in the hole and T-Slot.

« Ability to be fixed in verious positions by sliding on the slide.

« It clamps high and low distances without support with the imbus bolt.
« It provides rapid and easy connection due to it's practical structure.
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E1 ER-EL

Kizakli Kombine Baglama Pabucu
Combined Sliding Clamp

m N
Referans | 72 | s Istlet | d | L | e bl | k| Gamese | nm ﬁ
% min | max ﬁ Kgf (9)
1130-012M | M12 0 60 | 15-83 | 30 | 113 | M18 10 170 39 48 |17,5| 22 2000 100 3040
1130-016 M | M16 0 60 | 15-83 | 30 | 113 | M18 | 10 170 39 48 [17,5| 26 2000 100 3055
1130-012LM| M12 | 0 | 60 |15-107| 30 [ 113 | Mi18 | 10 | 170 | 39 |48 |175| 22 2000 100 3820
1130-016 LM | M16 | 0 | 60 |15-107| 30 | 113 | M18 | 10 | 170 | 39 | 48 |17,5| 26 2000 100 3835

Uriin Nr. 1130-(M) Kizakli Kombine Baglama Pabucu

* M12-M16 dis deliklerde (1130-412)-(1130-416) Referans Nr.
imbus civatayla kullanilir.

« Parga ylkseklik sikma araligi 0-60 mm.

« ileri-geri hareket mesafesi 68mm’dir. Sikma Kuvveti 2000 kgf.

Uriin Nr. 1130-(LM) Kizakli Kombine Baglama Pabucu

« M12-M16 dis deliklerde (1130-412)-(1130-416) Referans Nr.
imbus civatayla kullanilir.

« Parga ylkseklik sikma araligi 0-60 mm.

« lleri-geri hareket mesafesi 92mmvdir. Sikma Kuvveti 2000 kgf.

Product Nr. 1130-(M) Combined Slinding Clamp

« In the outer holes M12-M16 are used with the Reference Nr. imbus bolt
(1130-412)-(1130-416)

« Height clamping gap of the piece is 0-60mm.

« Back and forth movement distance is 68mm. Clamping force is 2000 kgf.

Product Nr. 1130-(LM) Combined Slinding Clamp

« In the outer holes M12-M16 are used with the Reference Nr. imbus bolt
(1130-412)-(1130-416)

« Height clamping gap of the piece is 0-60mm.

« Back and forth movement. distance is 92mm. Clamping force is 2000 kgf.

1130-... M

c LS1
S

min-max L

AVANTAJLARI;

+ 1600 kgf - 2000 kgf sikma kuvveti

« Delik ve T-Kanalda kullanim

« Kizak Gizerinde kaydirarak degisik pozizyonlarda sabitleme

« imbus civatasiyla desteksiz ylksek ve disiuk mesafeleri sikar
« Pratik yapisindan dolayi hizli ve kolay sekilde baglama saglar

1130-... LM

ADVANTAGES

+ 1600 kgf - 2000 kgf Clamping Force.

« Usings in the hole and T-Slot.

« Ability to be fixed in verious positions by sliding on the slide.

« It clamps high and low distances without support with the imbus bolt.
« It provides rapid and easy connection due to it's practical structure.
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M E R- E E Kizakli Kombine Baglama Pabucu

Combined Sliding Clamp

m
o sw Sikma Kuvveti
Referans o h s | st |et| d L e | b | c | k | ClampngFoce | Nm ﬁ
7/ | min  max ~ Kgf (©

1150-116 M | M16 0 65 | 18-96 | 35 | 125 | M20 | 12 | 140 43 55 |19.5| 26 2500 150 4410
1150-118 M | M18 0 65 | 18-96 | 35 | 125 | M20 | 12 | 140 43 55 119.5| 30 2500 150 4460
1150-120 M | M20 0 65 | 1896 | 35 | 125| M20 | 12 | 140 43 55 [19.5| 30 2500 150 4515
1150-116 LM | M16 0 65 [18-128| 35 | 125 | M20 | 12 | 200 43 55 |19.5| 26 2500 150 5770
1150-118 LM | M18 0 65 |18-128| 35 | 125 | M20 | 12 | 200 43 55 | 19.5| 30 2500 150 5830
1150-120 LM | M20 0 65 |18-128| 35 | 125 | M20 | 12 | 200 43 55 |19.5| 30 2500 150 5885

Uriin Nr. 1150-(M) Kizakli Kombine Baglama Pabucu Product Nr. 1150-(M) Combined Slinding Clamp

« M16-M18-M20 dis deliklerde (1150-516)-(1150-518)-(1160-520) « In the outer holes M16-M18-M20 are used with the Reference Nr. imbus bolt
Referans Nr. imbus civatayla kullanihr. (1150-516)-(1150-518)-(1150-520).

« Parga ylkseklik sikma araligi 0-65mm. « Height clamping gap of the piece is 0-65mm.

« ileri-geri hareket mesafesi 78mm’dir. Sikma Kuvveti 2500 kgf. « Back and forth movement distance is 78mm. Clamping force is 2500 kgf.

Uriin Nr. 1150-(LM) Kizakli Kombine Baglama Pabucu Product Nr. 1150-(LM) Combined Slinding Clamp

* M16-M18-M20 dis deliklerde (1150-516)-(1150-518)-(1160-520) « In the outer holes M16-M18-M20 are used with the Reference Nr. imbus bolt
Referans Nr. imbus civatayla kullanilir. (1150-516)-(1150-518)-(1150-520).

« Parga ylkseklik sikma araligi 0-65mm. « Height clamping gap of the piece is 0-65mm.

« ileri-geri hareket mesafesi 110mm’dir. Stkma Kuvveti 2500 kgf.  Back and forth movement distance is 110mm. Clamping force is 2500 kgf.

<
©
cE 1150-... M
£
1S
i
c ‘ si
.S
min-max L
1150-... LM
AVANTAJLARI; ADVANTAGES
+ 1600 kgf - 2000 kgf stkma kuvveti + 1600 kgf - 2000 kgf Clamping Force.
* Delik ve T-Kanalda kullanim « Usings in the hole and T-Slot.
« Kizak Gizerinde kaydirarak degisik pozizyonlarda sabitleme « Ability to be fixed in verious positions by sliding on the slide.
« imbus civataslyla desteksiz ylksek ve diisuk mesafeleri sikar « It clamps high and low distances without support with the imbus bolt.
« Pratik yapisindan dolayi hizli ve kolay sekilde baglama saglar « It provides rapid and easy connection due to it’s practical structure.
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Kizakli Kombine Baglama Pabucu
Combined Sliding Clamp

Re‘ﬁ rans a7 h s | st |et| d K:;“‘Q L |e|b|c |k (ﬁéﬁnpailnlgul\:lgfct:e Nm ﬁ
% min  max Ko @
1160-220 M | M20 20 80 |17-92 |415|175| M24 | 12 24 178 | 55 | 74 | 24 | 34 5500 200 8880
1160-222 M | M22 20 80 |17-92 415|175 | M24 | 12 24 178 | 55| 74 | 24 | 38 5500 200 8900
1160-224 M | M24 20 80 |17-92 415|175 | M24 | 12 24 178 |55 | 74 | 24 | 44 5500 200 8920
1160-230 M | M30* | 20 80 | 17-92 |415|175 | M24 | 12 24 178 |55 | 74 | 24 | 51 5500 200 9110
1160-220 LM | M20 20 80 |[25-148|41.5|175| M24 | 12 24 256 |55 | 74 | 24 | 34 5500 280 12110
1160-222 LM | M22 20 80 |[25-148|41.5|175| M24 | 12 24 256 | 55| 74 | 24 | 38 5500 280 12210
1160-224 LM | M24 20 80 |[25-148|41.5|175| M24 | 12 24 256 |55 | 74 | 24 | 44 5500 280 12270
1160-230 LM | M30* | 20 80 |[25-148|41.5|175| M24 | 12 24 256 |55 | 74 | 24 | 51 5500 280 12310
1165-220 M | M20 30 80 |34-92 415|215 | M24 | 12 24 205 |55 | 85 | 24 | 34 10000 270 11820
1165-222 M | M22 30 80 |34-92 |415|215| M24 | 12 24 205 |55 | 85 | 24 | 38 10000 270 11900
1165-224 M | M24 30 80 |34-92 |415|215| M24 | 12 24 205 |55 | 85 | 24 | 44 10000 270 11960
1165-230 M | M30* | 30 80 |34-92 |415|215| M24 | 12 24 205 |55 | 85 | 24 | 51 10000 270 12000

Uriin Nr. 1160-(M) Kizakh Kombine Baglama Pabucu

+ M20-M22-M24-M30 dis deliklerde(1160-620)-(1160-622)
(1160-624)-(1160-724)-(1160-730) Referans Nr. imbus civatayla kullanihr.

« Parga yikseklik sikma araligi 20-80mm.

« lleri-geri hareket mesafesi 75mmvdir. Sikma Kuvveti 5500 kgf.

Uriin Nr. 1160-(LM) Kizakli Kombine Baglama Pabucu

» M20-M22-M24-M30 dig deliklerde(1160-620)-(1160-622)
(1160-624)-(1160-724)-(1160-730) Referans Nr. imbus civatayla kullanihr.

« Parga yikseklik sikma araligi 20-80mm.

« lleri-geri hareket mesafesi 123mm’dir. Stkma Kuvveti 5500 kgf.

Uriin Nr. 1165-(M) Kizakh Kombine Baglama Pabucu

« M20-M22-M24-M30 dis deliklerde(1160-620)-(1160-622)
(1160-624)-(1160-724)-(1160-730) Referans Nr. imbus civatayla kullanihr.

« Parga yikseklik sikma araligi 30-80mm.

« lleri-geri hareket mesafesi 58mmvdir. Sikma Kuvveti 10000 kgf.

Not: Nr.1160-230M - Nr.1165-230M kodlu Uriiniin alt T-Kizakli
govdesindeki civata yeri standart degildir. Civata yeri bu Urline 6zel
islenmektedir.

Product Nr. 1160-(M) Combined Slinding Clamp

« In the outer holes M20-M22-M24-M30 are used with the Reference Nr. imbus bolt
(1160-620)-(1160-622)-(1160-624)-(1160-724)-(1160-730)

* Height clamping gap of the piece is 20-80mm.

« Back and forth movement distance is 75mm. Clamping force is 5500 kgf.

Product Nr. 1160-(LM) Combined Slinding Clamp

* In the outer holes M20-M22-M24-M30 are used with the Reference Nr. imbus bolt
(1160-620)-(1160-622)-(1160-624)-(1160-724)-(1160-730)

* Height clamping gap of the piece is 20-80mm.

« Back and forth movement distance is 123mm. Clamping force is 5500 kgf.

Product Nr. 1165-(M) Combined Slinding Clamp

* In the outer holes M20-M22-M24-M30 are used with the Reference Nr. imbus bolt
(1160-620)-(1160-622)-(1160-624)-(1160-724)-(1160-730)

* Height clamping gap of the piece is 30-80mm.

+ Back and forth movement distance is 58mm. Clamping force is 10000 kgf.

Note: The drilling for cylinder head screw of the support element for 1160-230M -
Nr.1165-230M is not standard. It is specially manufactured for this product.

Cc

.S
min-max

AVANTAJLARI,

» 1600 kgf - 2000 kgf sikma kuvveti

« Delik ve T-Kanalda kullanim

« Kizak Uzerinde kaydirarak degisik pozizyonlarda sabitleme

« imbus civatasiyla desteksiz yiiksek ve diisiik mesafeleri sikar
« Pratik yapisindan dolayi hizli ve kolay sekilde baglama saglar

ADVANTAGES

+ 1600 kgf - 2000 kgf Clamping Force.
+ Usings in the hole and T-Slot.

« Ability to be fixed in verious positions by sliding on the slide.

« It clamps high and low distances without support with the imbus bolt.
« It provides rapid and easy connection due to it’s practical structure.

1160-... LM

1165-... M
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Kizakli Kombine Baglama Pabucu

Combined Sliding Clamp

Referans T m h s el e2 d sw L b e3 c Kg
Nr. %ﬁ% min | max ~
1120-014 DT 14 M12 36 86 12-66 136 71.5 M14 8 104 38 38 13 2540
1120-016 DT 16 M12 36 86 12-66 136 715 M14 8 104 38 38 13 2540
1120-018 DT 18 M12 36 86 12-66 | 136 71.5 M14 8 104 38 38 i3 2540
1120-014 LDT| 14 M12 36 86 12-81 136 71.5 M14 8 130 38 38 13 2980
1120-016 LDT| 16 M12 36 86 12-81 136 715 M14 8 130 38 38 13 2995
1120-018 LDT| 18 M12 36 86 12-81 136 71.5 M14 8 130 38 38 13 3000

Uréin Nr. 11 20-(DT) Alt Destekli
« M12 imbus civata DIN 508 T-Pabugla kullanilir.
« Parga yukseklik sikma araligi 36-86mm.

« ileri-geri hareket mesafesi 54mm’dir. Sikma Kuvveti 1600 kgf.

Uriin Nr. 1120-(LDT) Alt Destekli
+ M12 imbus civata DIN 508 T-Pabugla kullanilir.
« Parga ylkseklik stkma araligi 36-86mm.

« ileri-geri hareket mesafesi 69mmrdir. Sikma Kuvveti 1600 kgf.

~h
min-max

UYGULAMA,;

1- Alt destegi is pargasina uygun sekle getir sabitle

2- K.K.S.P destekler artirilarak istenilen mesafeye ulasilir

3- K.K.S.P imbus civata ile T-Pabuca karsilik T-Kanala tak
istenilen pozisyona getir.

4- Pabug imbus civatasiyla is parcasini sabitle

1 2

Product Nr. 1120-(DT) Bottom Supported

* M12 imbus bolt is used with DIN 508 T-Nut.

« Height clamping gap of the piece is 36-86mm

« Back and forth movement distance is 54mm. Clamping force is 1600 kgf.

Product Nr. 1120-(LDT) Bottom Supported

* M12 imbus bolt is used with DIN 508 T-Nut.

« Height clamping gap of the piece is 36-86mm.

« Back and forthmovement distance is 69mm. Clamping force is 1600 kgf.

APPLICATION

1- Bottom support is brought to suitable form with the work piece
and then it is fixed.

2- Desired distance is reached by increasing K.K.S.P. supports
3- K.K.S.P is applied in T-Slot with imbus bolt against T-Nut

4- Work piece is fixed with the imbus bolt of the clamp

3 4




E1 ER-EL

Kizakli Kombine Baglama Pabucu
Combined Sliding Clamp

Referans i m . s el e2 d W L b e3 c Kg
Nr. %ﬁ% min  max ~
1130-014 DT 14 M12 45 105 15-83 158 83 M18 10 130 48 45 17.5 4750
1130-016 DT 16 M12 45 105 15-83 158 83 M18 10 130 48 45 17.5 4775
1130-018 DT 18 M12 45 105 15-83 158 83 M18 10 130 48 45 17.5 4805
1130-020 DT 20 M12 45 105 15-83 158 83 M18 10 130 48 45 17.5 4885
1130-022 DT 22 M12 45 105 15-83 158 83 M18 10 130 48 45 175 4905
1130-014 LDT 14 M12 45 105 |15-107| 158 83 M18 10 170 48 45 17.5 5970
1130-016 LDT 16 M12 45 105 |15-107| 158 83 M18 10 170 48 45 17.5 5985
1130-018 LDT 18 M12 45 105 |15-107| 158 83 M18 10 170 48 45 17.5 6015
1130-020 LDT| 20 M12 45 105 |15-107| 158 83 M18 10 170 48 45 17.5 6045
1130-022 LDT| 22 M12 45 105 |15-107| 158 83 M18 10 170 48 45 17.5 6080

Uriin Nr. 1130-(DT) Alt Destek

+ M12 imbus civata DIN 508 T-Pabugla kullanilir.

« Parca yilkseklik sikma araligi 45-105mm

« ileri-geri hareket mesafesi 68mmvdir. Sikma Kuvveti 2000 kgf.

Uriin Nr. 1130-(LDT) Alt Destek
+ M12 imbus civata DIN 508 T-Pabugla kullanilr.

« Parga yikseklik sikma araligi 45-105mm

« lleri-geri hareket mesafesi 92mmvdir. Sikma Kuvveti 2000 kgf.

~h
min-max

UYGULAMA;

1- Alt destegi is pargasina uygun sekle getir sabitle
2- KK.S.P destekler artirilarak istenilen mesafeye ulasilir
3- K.K.S.R imbus civata ile T-Pabuca karsilik T-Kanala tak

istenilen pozisyona getir.

4- Pabug imbus civatasiyla is pargasini sabitle

1

2

Product Nr. 1130-(DT) Bottom Supported

» M12 imbus bolt is used with DIN 508 T-Nut.

« Height clamping gap of the piece is 45-105mm

« Back and forth movement distance is 68mm. Clamping force is 2000 kgf.

Product Nr. 1130-(LDT) Bottom Supported

* M12 imbus bolt is used with DIN 508 T-Nut.

« Height clamping gap of the piece is 45-105mm

» Back and forth movement distance is 92mm. Clamping force is 2000 kgf.

APPLICATION

1- Bottom support is brought to suitable form with the work piece
and then it is fixed.

2- Desired distance is reached by increasing K.K.S.P supports
3- K.K.S.P is applied in T-Slot with imbus bolt against T-Nut

4- Work piece is fixed with the imbus bolt of the clamp




E1 ER-EL

Kizakli Kombine Baglama Pabucu
Combined Sliding Clamp

Referans T m s el e2 d sw L b e3 c Kg
N, % min | max ~
1150-118 DT 18 M16 48 113 18-96 173 90 M20 12 140 55 48 19.5 6625
1150-120 DT 20 M16 48 113 18-96 173 90 M20 12 140 55 48 19.5 6690
1150-122 DT 22 M16 48 113 18-96 173 90 M20 12 140 55 48 19.5 6750
1150-124 DT 24 M16 48 113 18-96 173 90 M20 12 140 55 48 19.5 6840
1150-128 DT 28 M16 48 113 18-96 173 90 M20 12 140 55 48 19.5 6960
1150-118 LDT| 18 M16 48 113 |18-128 | 173 90 M20 12 200 55 48 19.5 8770
1150-120 LDT| 20 M16 48 113 |18-128 | 173 90 M20 12 200 55 48 19.5 8830
1150-122 LDT| 22 M16 48 113 |18-128| 173 90 M20 12 200 55 48 19.5 8885
1150-124 LDT| 24 M16 48 113 |18-128| 173 90 M20 12 200 55 48 19.5 8985
1150-128 LDT| 28 M16 48 113 | 18-128 | 173 90 M20 12 200 55 48 19.5 9000

Uriin Nr. 1150-(DT) Alt Destekli
+ M16 imbus civata DIN 508 T-Pabugla kullanilir.

« Parga ylkseklik sikma araligi 48-113mm

« ileri-geri hareket mesafesi 78mmdir. Stkma Kuvveti 2500 kgf.

Uriin Nr. 1150-(LDT) Alt Destekli
+ M16 imbus civata DIN 508 T-Pabugla kullanilir.

« Parga ylkseklik sikma araligi 48-113mm

« ileri-geri hareket mesafesi 110mmvdir. Sikkma Kuvveti 2500 kgf.

~h
min-max

UYGULAMA;

1- Alt destegi is pargasina uygun sekle getir sabitle
2- KK.S.P destekler artirilarak istenilen mesafeye ulasilir
3- K.K.S.R imbus civata ile T-Pabuca karsilik T-Kanala tak

istenilen pozisyona getir.

4- Pabug imbus civatasiyla is pargasini sabitle

1

2

Product Nr. 1150-(DT) Bottom Supported

» M16 imbus bolt is used with DIN 508 T-Nut.

* Height clamping gap of the piece is 48-113mm

* back-and- forth movement distance is 78mm. Clamping force is 2500 kgf.

Product Nr. 1150-(LDT) Bottom Supported

» M16 imbus bolt is used with DIN 508 T-Nut.

* Height clamping gap of the piece is 48-113mm

« back-and- forth movement distance is 110mm. Clamping force is 2500 kgf.

APPLICATION

1- Bottom support is brought to suitable form with the work piece
and then it is fixed.

2- Desired distance is reached by increasing K.K.S.P. supports
3- K.K.S.P is applied in T-Slot with imbus bolt against T-Nut

4- Work piece is fixed with the imbus bolt of the clamp




E1 ER-EL

Kizakli Kombine Baglama Pabucu
Combined Sliding Clamp

a

Referans a7 m s el e2 d sw L b e3 c Kg
Nr. %ﬁ% min max — | =
1160-222 DT 22 M20 79 139 17-92 235 114 M24 12 24 178 74 59 24 13330
1160-224 DT 24 M20 79 139 17-92 235 114 M24 12 24 178 74 59 24 13465
1160-228 DT 28 M24 79 139 17-92 235 114 M24 12 24 178 74 59 24 13580
1160-236 DT 36 M24 79 139 17-92 235 114 M24 12 24 178 74 59 24 13890
1160-222 LDT| 22 M20 79 139 |25-148| 235 114 M24 12 24 256 74 59 24 17910
1160-224 LDT| 24 M20 79 139 |25-148| 235 114 M24 12 24 256 74 59 24 18210
1160-228 LDT| 28 | M24 | 79 | 139 |25-148| 235 | 114 | M24 | 12 24 | 256 | 74 59 24 | 18270
1160-236 LDT| 36 M24 79 139 |25-148| 235 114 M24 12 24 256 74 59 24 18310

Uriin Nr. 1160-(DT) Alt Destekli

+ M20-M24 imbus civata DIN 508 T-Pabugla kullanilir.
« Parga ylkseklik sikma araligi 79-139mm

« ileri-geri hareket mesafesi 75mmdir. Sikma Kuvveti 5500 kgf.
Uriin Nr. 1160-(LDT) Alt Destekli

+ M20-M24 imbus civata DIN 508 T-Pabugla kullanilir.
« Parga ylkseklik sikma araligi 79-139mm

« leri-geri hareket mesafesi 123mm'dir. Stkma Kuvveti 5500 kgf.

~h
min-max

UYGULAMA;

1- Alt destegi is pargasina uygun sekle getir sabitle
2- KK.S.P destekler artirilarak istenilen mesafeye ulasilir
3- K.K.S.R imbus civata ile T-Pabuca karsilik T-Kanala tak

istenilen pozisyona getir.

4- Pabug imbus civatasiyla is pargasini sabitle

1

2

Product Nr. 1160-(DT) Bottom Supported

» M20-M24 imbus bolt is used with DIN 508 T-Nut.

* Height clamping gap of the piece is 79-139mm

+ Back and forth movement distance is 75mm. Clamping force is 5500 kgf.

Product Nr. 1160-(LDT) Bottom Supported

+ M20-M24 imbus bolt is used with DIN 508 T-Nut.

* Height clamping gap of the piece is 79-139mm

+ Back and forth movement distance is 123mm. Clamping force is 5500 kgf.

APPLICATION

1- Bottom support is brought to suitable form with the work piece
and then it is fixed.

2- Desired distance is reached by increasing K.K.S.P. supports
3- K.K.S.P is applied in T-Slot with imbus bolt against T-Nut

4- Work piece is fixed with the imbus bolt of the clamp

3 4




M E R- E LFD Kizakli Kombine Baglama Pabucu Yedek Parcalari

Combined Sliding Clamp Space Parts

a s
Referans | I © o oh sw ﬁ Ust Kizak Grubu
N %7/7%% min max | = |e=—" © Upper Slide Group
1120-0050 14-18 0 50 8 - 860
1120-0051 14-18 0 50 8 - 1050
1130-0060 14-22 0 60 10 - 1680
1130-0061 14-22 0 60 10 - 2150
1150-0062 18-28 0 65 12 - 2565
1150-0063 18-28 0 65 12 - 3360
1160-2080 22-36 20 80 12 24 5050
1160-2081 22-36 20 80 12 24 6900
1165-3080 22-36 20 80 - 24 6850
Uriin Nr. 1120-1130-1150-1160-1165  Product Nr. 1120-1130-1150-1160-1165
Ust Kizak Grubu Upper Slide Group
« Ust Kizak Grubu: Dévme Celik + Upper Slide Group: Forged Steel
* Sertlestirilmis + Hardened

T-Kizakh Govde

Referans -7 Body with Bottom T-Slide
Nr g ﬁ L b e
) %ij (9)
M10
1120-045 14-18 104 38 35.5 750
M12
M10
1120-145 14-18 130 38 39 950
M12
M12
1130-047 18-28 130 48 39 1275
M16
M12
1130-147 18-28 170 48 39 1700
M16
M16
1150-053 M18 18-28 140 55 42 1700
M20 b
M16
1150-153 M18 18-28 200 55 42 2500
M20
M20
1160-074 M22 22-28 178 74 55 3650
M24
1160-075 M30* 36 178 74 55 3650
M20
1160-174 M22 22-28 256 74 55 5400
M24
1160-175 M30* 36 256 74 55 5400
M20
1165-085 M22 36 205 85 55 5300
M24
1165-086 M30* 36 205 85 55 5300
Uriin Nr. 1120-1130-1150-1160-1165 Product Nr. 1120-1130-1150-1160-1165
Alt T-Kizakli Goévde Body with Bottom T-Slide
« Sertlestirilmis * Hardened
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E1 ER-EL

Alt Destek

a
Referans gﬂ@
Nr. g % % L b e

M10
1120-040 14 104 38 38 820
M12

M10
1120-140 14 130 38 38 1030
M12

M12
1130-045 14 130 48 45 1630
M16

M12
1130-145 14 170 48 45 2150
M16

M16
1150-048 M18 18 140 55 48 2070
M20

M16
1150-148 M18 18 200 55 48 3000
M20

M20
1160-059 M22 28 178 74 55 3980
M24

M20
1160-159 M22 28 256 74 55 5800
M24

Uriin Nr. 1120-1130-1150-1160
Alt Destek
« Sertlestiriimis

Product Nr. 1120-1130-1150-1160
Bottom Support
» Hardened

UYGULAMA,;

1- Alt destegi is pargasina uygun sekle getir sabitle

2- K.K.S.P destekler artirilarak istenilen mesafeye ulasilir

3- K.K.S.P imbus civata ile T-Pabuca karsilik T-Kanala tak
istenilen pozisyona getir.

4- Pabug imbus civatasiyla is pargasini sabitle

APPLICATION

1- Bottom support is brought to suitable form with the work piece
and then it is fixed.

2- Desired distance is reached by increasing K.K.S.P supports
3- KK.S.P is applied in T-Slot with imbus bolt against T-Nut

4- Work piece is fixed with the imbus bolt of the clamp

Bottom Support




M E R- E LFD Kizakli Kombine Baglama Pabucu Yedek Parcalari

Combined Sliding Clamp Space Parts

o Pabuc Kaldirma Civata ve Somunu
Referans ﬁ cl e
amp Lifting Bolt and Nut
Nr. m L ﬁ - @ p g
1120-0714 M14 72 8 - 138
1130-0818 M18 83 10 - 235
1150-0920 M20 96 12 - 360 m
1160-1024 M24 134 12 24 795 .
1165-1124 M24 149 = 24 950 .
Uriin Nr. 1120-1130-1150-1160-1165 Pabuc Kaldirma Civata ve Somunu
- Sertlestirilmis
« Siyah Kaplama
Product Nr. 1120-1130-1150-1160-1165 Clamp Lifting Bolt and Nut g \
- Hardened A

« Black Coating

Sabitleme imbus Civatasi

Referans Imbus Bolt for Fixing
m L d sw
Nr. (9)
1120-310 M10 29 16.5 8 28
1120-312 M12 29 16.5 8 34
1130-412 M12 30 20.5 10 45
1130-416 M16 34 20.5 10 75
1150-516 M16 34 24.5 12 75
1150-518 M18 38 24.5 12 90
1150-520 | M20 38 | 245 12 105 d
sw
1160-620 M20 45 34 12 170
1160-622 M22 49 34 12 95
1160-624 M24 45 34 12 390
-
1160-724 M24 55 34 12 405
1160-730 M30* 66 38.5 12 400
m
1165-820 M20 45 34 12 170
1165-822 M22 49 34 12 95
1165-824 M24 45 34 12 390
1165-924 M24 55 34 12 405
1165-930 M30* 66 38.5 12 400
Uriin Nr. 1120-1130-1150-1160-1165 Product Nr. 1120-1130-1150-1160-1165
Sabitleme Imbus Civatasi Imbus Bolt for Fixing
» M12-M16-M18-M20 dis delikler igin « For M12-M16-M18-M20 thread holes
« Kalite 10.9 « Quality 10.9
- Siyah kaplama « Black Coating
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Sabitleme imbus Civata ve T-Pabuc
Fixing Imbus Bolt and T-Nut

Referans - d
m L d Sw
Nr. %%% (@ sw
1120-512 12 M10 29 16.5 48 I
1120-514* M12 29 16.5 54
1130-614* 14 M12 30 20.5 10 80
1130-616 16 M12 30 205 | 10 | 100 . I
1130-618 18 M12 30 20.5 10 130 | :
1130-620 20 M12 36 20.5 10 | 180 ‘ - ‘
1130-622 22 M12 36 20.5 10 220 —
&J
1150-718* 18 M16 34 245 12 145
1150-720 20 M16 34 24.5 12 190
1150-722 22 M16 42 24.5 12 260
1150-724 24 M16 42 245 12 350
1150-728 28 M16 42 245 12 470
1160-822 22 M20 45 34 12 320
1160-824 24 M20 45 34 12 410
1160-826" 28 M24 45 34 12 550
1160-828 28 M24 55 34 12 580
1160-832 32 M24 61 34 12 603 .
Uriin Nr. 1120-1130-1150-1160-1165
1160-836 36 M24 66 38.5 12 | 865 Sabitleme imbus Civata ve T-Pabuc
* (a) 14-28 T-Kanal sabitleme imbus civata ve T-Pabug¢ DIN 508
« Kalite 10.9
1165-922 22 M20 45 34 12 320 + Siyah Kaplama
1165-924 o4 M20 45 34 12 410 « Yildizl olan kodlar alt destek civatalaridir.
1165-926" 28 M24 45 34 12 550 Prod. Nr. 1120-1130-1150-1160-1165
Fixing Imbus Bolt and T-Nut
1165-928 28 M24 55 34 12 | 580 « (a) 14-28 T-Slot fixing imbus bolt and T-Nut DIN 508
1165-932 32 M24 61 34 12 603 * Quality 10.9
« Black Coating
1165-936 36 M24 66 38.5 12 865 « Star-marked codes are bottom support bolts.
On Baski Pabucu
Referans Front Press Clamp
a b c 4; 4;
Nr. () .
1120-DP 13.5 26.5 12 15 A
1120-BSP 155 26.5 12 18
1120-ESP 18 265 12 21 Y bP
1130-DP 17 32 15 20 c b
1130-BSP 19 32 15 30 - o
1130-ESP 22 32 15 30
BSP
1150-DP 19 38 18 40
1150-BSP 21 38 18 40 Uriin Nr. 1120-1130-1150-1160-1165
1150-ESP 25 38 18 50 On Baski Pabucu
« Uriin DP : Dz parga sikma
+ Urlin BSP: Boyuna silindir sikkma
1160-DP 22 44 22 55 « Uriin ESP: Enine silindir sikma
1160-BSP 25 44 22 70 + Siyah Kaplama ESP
| Gl 2 44 22 £ Prod. Nr. 1120-1130-1150-1160-1165
Front Press Clamp
1165-DP 22 44 22 55 « Product DP : Straight piece clamping
« Product BSP: Longitudional cylinder clamping
1165-BSP 25 44 22 70 « Product ESP: Lateril cylinder clamping
1165-ESP 28 44 22 80 * Black Coating
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M E R- E LFD Kombine Baglama Pabucu

MIKSAN| bir ER-EL markasidir. Combined Clamp
Referans & Sikma Kuvveti |
Nr. % ;% Clamping Force (kg)
1168-MB101112 12 1600 1.70
1168-MB101114 14 1600 1.70
1168-MB101116 16 1600 1.70 !J:l—\
1168-MB101118 18 1600 1.70 o
1168-MB101120 20 1600 1.70
20
Uriin Nr. 1168 Kombine Baglama Pabucu = -
Product Nr. 1168 Combined Clamp -
© 45
15
105
Geniglik / Width 40 mm.
Kombine Baglama Pabucu
Referans =%~ | Sikma Kuvveti | Combined Clamp
Nr. % % Clamping Force (kg)
1168-MBU103112 12 1600 1.80
1168-MBU103114 14 1600 1.80
1168-MBU103116 16 1600 1.80 M
1168-MBU103118 18 1600 1.80
1168-MBU103120| 20 1600 1.80
Uriin Nr. 1168 Kombine Baglama Pabucu ° 2
Product Nr. 1168 Combined Clamp A
< 75
\
B -
107
Geniglik / Width 40 mm.
Kombine Baglama Pabucu Alt Destek
Referans - g Combined Clamp Bottom Support
Nr. % /E (kg)
1168-MK1021 16 1.80
Uriin Nr. 1168 Kombine Baglama Pabucu Alt Destek
Product Nr. 1168 Combined Clamp Bottom Support
o}
©
107
Geniglik / Width 40 mm.
Kombine Baglama Pabucu Alt Destek
Referans -2 g Combined Clamp Bottom Support
Nr. % E (kg)
1168-MK1022 16 1.10 )
Uriin Nr. 1168 Kombine Baglama Pabucu Alt Destek S
Product Nr. 1168 Combined Clamp Bottom Support
o
@

I

105

Uygulama Ornegi
Example Application

Geniglik / Width 40 mm.
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bir ER-EL markasid.

Kombine Baglama Pabucu

Combined Clamp

Referans =& Sikma Kuvveti |
Nr. % ;% Clamping Force (kg)
1168-MFB204112 12 1600 1.70
1168-MFB204114 14 1600 1.70
1168-MFB204116 16 1600 1.70 1
1168-MFB204118 18 1600 1.70
1168-MFB204120 20 1600 1.70 °
Uriin Nr. 1168 Kombine Baglama Pabucu o 2 @ ©
Product Nr. 1168 Combined Clamp 2
° 65
\ ———
e
117
Geniglik / Width 40 mm.
. Kombine Baglama Pabucu Alt Destek
Refﬁ:.a " % ;% Cslékr;]npailngul\:/;?;:e &};@ Combined Clamp Bottom Support

1168-MFK204212 12 1600 0.80
1168-MFK204214| 14 1600 ogo |
1168-MFK204216 16 1600 0.80
1168-MFK204218 18 1600 0.80
1168-MFK204220 20 1600 0.80

o
Uriin Nr. 1168 Kombine Baglama Pabucu 2
Product Nr. 1168 Combined Clamp

Y
e
Yo
f

Uygulama Ornegi
Example Application

Geniglik / Width 40 mm.

Referans i Sikma Kuvveti |
Nr. %W% Clamping Force (kg)
1168-MEP501116 16 5000 2.80
1168-MEP501118 18 5000 2.80
1168-MEP501120 20 5000 2.80
1168-MEP501124 24 5000 2.80

Uriin Nr. 1168 Kombine Baglama Pabucu
Product Nr. 1168 Combined Clamp

0-60

Kombine Baglama Pabucu
Combined Clamp

50

98

Geniglik / Width 72 mm.

Referans
Nr.

a
é(kg)é

1168-MPK5022

18 0.90

Uriin Nr. 1168 Kombine Baglama Pabucu Alt Destek
Product Nr. 1168 Combined Clamp Bottom Support

Uygulama Ornegi
Example Application

Kombine Baglama Pabucu Alt Destek

Combined Clamp Bottom Support

.

55

98

Geniglik / Width 72 mm.
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bir ER-EL markasid.

Referans - Sikma Kuvveti |
Nr. %777}% Clamping Force (kg)
1168-MP601214 14 2200 2.50
1168-MP601216 16 2200 2.50
1168-MP601218 18 2200 2.50
1168-MP601220 20 2200 2.50

Uriin Nr. 1168 Kombine Baglama Pabucu

« Pabucun cift tarafli kullanim &ézelligi; kendi icinde
bulunan yikseltici destedi ile kisitli alanlarda
kullanim kolayhg: saglar.

Product Nr. 1168 Combined Clamp
« Double-sided usage of the clamp and it’s stepped
lifter’s provides using advantage in restricted areas

Kombine Baglama Pabucu

a

Combined Clamp

. NG

Pozisyon 1
Position 1
Poz!syon 2 Pozisyon 3
famat Position 2 an Position 3
o
[}
o 8
0 30 - 60 . 10 - 40
[ [Te}
‘ MP 6012 « MP 6012 o MP 6012
. . 20/<—
Geniglik / Width 60 mm. 98

158

Kombine Baglama Pabucu Alt Destek

a
Referans b
Nr. % 777% (kg)

1168-MY602114 14 0.60
1168-MY602116 16 0.60
1168-MY602118 18 0.60
1168-MY602120 20 0.60

Uriin Nr. 1168 Kombine Baglama Pabucu Alt Destek
Product Nr. 1168 Combined Clamp Bottom Support

60

98

Uygulama Ornegi |
Example Application v

Geniglik / Width 58 mm.

Combined Clamp Bottom Support
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M E R- E LFD Ayarlanabilir Destek Civatali Kombine Baglama Pabucu

Combined Coupling Clamps with Adjustable Support Bolt

. Nr.1330 Nr1610 \
viay @ L el | e2 | bl Eﬂ]ﬁBﬂ h Q 1490 ﬁ
al b2 DxF (9
1170-1010080 | 10 80 15 30 15 | 30 | 11 M10x10x80 10-35 M10x42 370
1170-1212100 | 12 100 20 40 | 21 40 | 145 M12x12x100 12:40 M12x50 740
1170-1212125 | 12 125 20 40 | 21 50 | 145 M12x12x160 12-85 M12x95 940
1170-1214100 | 14 100 20 40 | 21 40 | 145 M12x14x100 12-40 M12x50 705
1170-1214125 | 14 125 20 40 | 21 50 | 145 M12x14x160 12-85 M12x95 965
1170-1616125 | 16 125 25 50 | 26 | 45 | 185 M16x16x125 15-50 M16x62 1115
1170-1616160 | 16 160 25 50 | 26 | 65 | 185 M16x16x160 15.85 M16x97 1870
1170-1618125 | 18 125 25 50 | 26 | 45 | 185 M16x18x125 15-50 M16x62 1540
1170-1618160 | 18 160 25 50 | 26 | 65 | 185 M16x18x160 15.85 M16x97 1900
1170-2020160 | 20 160 30 60 | 30 | 60 | 225 M20x20x160 15.45 M20x62 1675
1170-2020200 | 20 200 30 60 | 30 | 80 | 225 M20x20x200 15-80 M20x97 3295
1170-2022160 | 22 160 30 60 | 30 | 60 | 225 M20x22x160 15-45 M20x62 2730
1170-2022200 | 22 200 30 60 | 30 | 80 | 225 M20x22x200 15-80 M20x97 3340
1170-2424160 | 24 160 30 70 | 35 | 60 | 265 M24x24x160 16-60 M24x81 3465
1170-2424200 | 24 200 30 70 | 35 | 80 | 265 M24x24x200 16-95 M24x116 4660
1170-2428160 | 28 160 30 70 | 35 | 60 | 265 M24x28x160 16-60 M24x81 5560
1170-2428200 | 28 200 30 70 | 35 | 80 | 265 M24x28x200 16-95 M24x116 4755

Uriin Nr. 1170 Ayarlanabilir Destek Civatali Kombine Baglama Pabug
« Uriin DIN 650 T-Kanala uyumludur.

Product Nr. 1170 Combined Coupling Clamp with Adjustable Support Bolt

» Product is suitable to DIN 650 T-Slot ‘ L
@ D
1 T Rl
o] ]
L
el e2 T
a

b1

b2

e .1450 Nr.1610 NI 1490
w170 & e o | 0| LER sk
' al b2 (9)
1190-1010100 10 100 15 30 32 32 11 M10x10x80 26-50 M10x42 405
1190-1212125 12 125 20 40 40 40 14.5 M12x12x100 33-60 M12x50 870
1190-1214125 14 125 20 40 40 40 14.5 M12x14x100 37-60 M12x50 890
1190-1616160 16 160 25 50 49 50 18.5 M16x16x125 41-75 M16x62 1785
1190-1618160 18 160 25 50 49 50 18.5 M16x18x125 41-75 M16x62 1810
1190-2020200 20 200 30 60 55 70 22.5 M20x20x160 46-75 M20x62 3105
1190-2022200 22 200 30 60 55 70 22.5 M20x22x160 46-75 M20x62 3155
1190-2424200 24 200 35 70 72 60 26 M24x24x200 52-95 M24x81 4695
1190-2428200 28 200 35 70 72 60 26 M24x28x200 52-95 M24x81 4790

Uriin Nr. 1190 Ayarlanabilir Destek Civatali Kombine Baglama Z-Pabuc
* Kisith ylikseklik mesafelerinden kazanma amagli kullanilir.
« Uriin DIN 650 T-Kanala uyumludur.

Product Nr. 1190 Combined Coupling Z-Clamp with Adjustable Support Bolt
« This is used to gain from restricted height distances

* Product is suitable to DIN 650 T-Slot ; L
oy )
o N\ ]
IR

\EJO <

b2

el e2 “-“
Bl
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M E R- E LFD Cift Tarafli Baglama Pabucu

Coupling Clamps Double Sided

a
e
Refﬁ:ans %% al | a2 | a3 b2xL b3 | el | e | h2 | k | bl | m h1 kgf qgﬁ

1195-44115 10-12-14 27 | 125 | 12 44x115 30 25 30 21 11 13 | M12 0-55 3000 506
1195-65150 | 12-14-16-18 36 18 17 55x150 41 35 36 23 12 17 | M16 0-70 4000 1382
1195-63187 | 16-18-20-22 42 25 20 63x187 30 44 44 | 325 | 14 21 M20 0-80 6000 2241
1195-70235 | 20-22-24-28 51 | 36.5 | 24 70x235 30 60 47 34 17 25 | M20 | 0-100 | 7500 3550

Uriin Nr. 1195 Cift Tarafli Baglama Pabucu
» Malzeme: Dévme Celik

« Sertlestiriimis

« Siyah Kaplama

Product Nr. 1195 Coupling Clamps Double Sided
» Metarial: Forged Steel

» Hardened

« Black coating

m b1
L]
3 & -
\ .-
LI
L
Kombine Cift Tarafli Baglama Pabucu
Combined Coupling Clamps Double Sided
2 - el
Referans bi | b2xL | el | h1 | k m |7 & Bum(S= g;akﬁnﬂﬁn};“!ovriz
Nr %ﬁ% DIN 787 kef

1195-1010100 | 13 |44x115| 25 | 0-55| 11 M12 | 10 M10x10x100 2500
1195-1212125 | 13 |44x115| 25 | 0-55| 11 Mi2 | 12 M12x12x125 3000
1195-1214125 | 13 |44x115| 25 | 0-55| 11 Mi2 | 14 M12x14x125 3000
1195-1212160 | 17 |55x150| 35 |0-70 | 12 | M16 | 12 M12x12x160 3500
1195-1214160 | 17 |55x150| 35 |0-70| 12 | M16 | 14 M12x14x160 3500
1195-1616160 | 17 |55x150| 35 |0-70| 12 | M16 | 16 M16x16x160 4000
1195-1618160 | 17 |55x150| 35 |0-70 | 12 | M16 | 18 M16x18x160 4000
1195-1616200 | 21 |63x187| 44 |0-80| 14 | M20 | 16 M16x16x200 5500
1195-1618200 | 21 |63x187| 44 |0-80| 14 | M20 | 18 M16x18x200 5500
1195-2020200 | 21 |63x187| 44 |0-80| 14 | M20 | 20 M20x20x200 6000
1195-2022200 | 21 |63x187 | 44 |0-80| 14 | M20 | 22 M20x22x200 6000
1195-2020250 | 25 |70x235| 60 |0-100| 17 | M20 | 20 M20x20x250 7000
1195-2022250 | 25 |70x235| 60 |0-100| 17 | M20 | 22 M20x22x250 7000 4410 b1
1195-2424250 | 25 |70x235| 60 |0-100| 17 | M20 | 24 M24x24x250 7500 4895
1195-2428250 | 25 |70x235| 60 |0-100| 17 | M20 | 28 M24x28x250 7500 4966 H ‘ ‘ ‘ ‘ ‘ ‘

b2

Uriin Nr. 1195 Kombine Cift Tarafli Baglama Pabucu
- Uriin DIN 650 T-Kanala uyumludur, LTI ]]

L

Product Nr. 1195 Combined Coupling Clamps Double Sided
* Product is suitable to DIN 650 T-Slot

108



E1 ER-EL

Kombine Cift Tarafli Baglama Pabucu

BiR SR

Referans B1 DxF
Nr DIN 787 h

1195-10101005013 | 13 M12x50 M10x10x100 15-31

1195-12121605013 | 13 M12x50 M12x12x160 15-97
1195-12141605013 | 13 M12x50 M12x14x160 15-97
1195-12122006217 | 17 M16x62 M12x12x200 18-126
1195-12142006217 | 17 M16x62 M12x14x200 18-126
1195-16162006217 | 17 M16x62 M16x16x200 18-126
1195-16182006217 | 17 M16x62 M16x18x200 18-126
1195-12122009717 | 17 M16x97 M12x12x200 18-120
1195-12142009717 | 17 M16x97 M12x14x200 18-120
1195-16162509717 | 17 M16x97 M16x16x250 39-161
1195-16182509717 | 17 M16x97 M16x18x250 39-161
1195-16162506221 | 21 M20x62 M16x16x250 18-129
1195-16182506221 | 21 M20x62 M16x18x250 18-129
1195-20202506221 | 21 M20x62 M20x20x250 18-129
1195-20222506221 | 21 M20x62 M20x22x250 18-129
1195-16162509721 | 21 M20x97 M16x16x250 18-151
1195-16182509721 | 21 M20x97 M16x18x250 18-151
1195-20203159721 | 21 M20x97 M20x20x315 42-184
1195-20223159721 | 21 M20x97 M20x22x315 42-184
1195-20203156225 | 25 M20x62 M20x20x315 21-147
1195-20223156225 | 25 M20x62 M20x22x315 21-147
1195-24243156225 | 25 M20x62 M24x24x315 21-147
1195-24283156225 | 25 M20x62 M24x28x315 21-147
1195-20203159725 | 25 M20x97 M20x20x315 21-182
1195-20223159725 | 25 M20x97 M20x22x315 21-182
1195-24243159725 | 25 M20x97 M24x24x315 21-182
1195-24283159725 | 25 M20x97 M24x28x315 21-182

Uriin Nr. 1195 Kombine Cift Tarafll Baglama Pabucu
« Urtin DIN 650 T-Kanala uyumludur.

Product Nr. 1195 Combined Coupling Clamps Double Sided

* Product is suitable to DIN 650 T-Slot

Combined Coupling

Clamps Double Sided

b1

&)

_
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S-Baglama Pabucu

S-Connecting Lugs

a

Referans @ %@j bt | b2xL | d el | e2 h $ ———
1200-50140 | - . 17 |50x140| 60 | 30 | 55 | 75 | 900 : PQ =008
120060175 | - - 21 |60x175| 8 | 40 | 70 | 8 | 1600 L
1200-12125 | 12 | Mi2x12x125 | 17 |50x140| 60 | 30 | 55 | 0-50 | 1070 ~
1200-14125 | 14 | M12x14x125 | 17 | 50x140 60 | 30 | 55 | 0-55 | 1080
1200-16160 | 16 | M16x16x160 | 17 |50x140| 60 | 30 | 55 | 075 | 1270
1200-18160 | 18 | M16x18x160 | 17 |50x140| 60 | 30 | 55 | 075 | 1280
120020200 | 20 | M20x20x200 | 21 |60x175| 80 | 40 | 70 | 085 | 2300
120022200 | 22 | M20x22x200 | 21 |60x175| 80 | 40 | 70 | 085 | 2370

Uriin Nr. 1200 S-Baglama Pabucu
» Malzeme: Dévme Celik

« Sertlestirilmis

« Cinko Kaplama

e2

d2

Product Nr. 1200 S-Connecting Lugs
» Metarial: Forged Steel

» Hardened

« Zinc Coating

b1

&

Kademeli Baglama Pabucu

Stepped Coupling Clamp
a
Referans | 4 T m L oh bkl o d et K gig
N % DIN 787 x3 (kg)
1205-017 17 16-18 - 93 | 15-50 | 65x165 | 39 | 128 | 30 17 2.10 i
1205-021 21 20-22 - 111 | 20-65 | 75x189 | 43 | 146 | 33 19 3.20 - =
— i e
1205-025 | 25 | 24-28 - 126 | 20-75| 85x213 | 49 | 164 | 39 | 21 4.50 i ] S —
1205-031 31 36 = 143.5 | 20-85 | 95x238 | 56 | 182 | 46 | 23 6.30 \
1205-016 17 16 M16x16x125| 93 | 15-50 | 65x165 | 39 | 128 | 30 17 2.50
1205-018 17 18 M16x18x125| 93 | 15-50 | 65x165 | 39 | 128 | 30 17 2.50
1205-020 | 21 20 M20x20x160 | 111 | 20-65 | 75x189 | 43 | 146 | 33 19 3.90
1205-022 | 21 22 M20x22x160 | 111 | 20-65 | 75x189 | 43 | 146 | 33 19 3.90
1205-024 | 25 24 M24x24x200 | 126 | 20-75 | 85x213 | 49 | 164 | 39 | 21 5.70
1205-028 | 25 28 M24x28x200 | 126 | 20-75 | 85x213 | 49 | 164 | 39 | 21 5.70
1205-036 | 31 36 M30x36x250 | 143.5 | 20-85 | 95x238 | 56 | 182 | 46 | 23 8.80
Uriin Nr. 1205 Kademeli Baglama Pabucu
« Destek kullanmadan 15-85mm arasi
kullanim imkani saglar
» Malzeme: Dévme Celik
« Sertlestirilmis
« Cinko Kaplama
. £ () o
Product Nr. 1205 Stepped Coupling Clamp N
« It provides using between 15-85 mm

without supporting.
* Material: Forged Steel
« Hardened
« Zinc Coating

b1
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Kademeli Baglama Pabucu

Stepped Coupling Clamp

a
Referans b1 EE[B:H m h bxL c d el k ﬁ
N %7/77% DIN 787 x4 )]
1210-013 | 13 | 12-14 - 52 | 0-40 | 40x90 | 28 | 48 | 23 | 14 | 340 F-’
1210-017 18 16-18 - 80 0-60 | 58x130 | 38 | 74 | 29 | 18 990 o S—
i"%
1210-021 22 | 20-22 - 98 0-75 | 68x140 | 46 | 80 | 32 | 20 1450 e A
5,

1210-025 26 | 24-28 = 110 | 0-90 | 78x175 | 52 | 100 | 39 | 24 2360 3

1210-012 13 12 M12x12x100 | 52 0-40 40x90 28 | 48 | 28 14 400 .

1210-014 13 14 M12x14x100 | 52 0-40 40x90 28 | 48 | 23 14 420

1210-016 18 16 M16x16x160 | 80 0-60 | 58x130 | 38 | 74 | 29 | 18 1140

1210-018 18 18 M16x18x160 | 80 0-60 | 58x130 | 38 | 74 | 29 | 18 1145

1210-020 22 20 M20x20x200 | 98 0-75 | 68x140 | 46 | 80 | 32 | 20 1560
Uriin Nr. 1210 Kademeli Baglama Pabucu Product Nr. 1210 Stepped Coupling Clamp
+ Destek kullanmadan 0-75mm arasi « It provides using between 0-75 mm

kullanim imkani saglar without supporting.
» Malzeme: Dévme Celik » Material: Forged Steel
+ Sertlestirilmis » Hardened
* Cinko Kaplama « Zinc Coating
1S
| I
O ? |
el |k I
L b1
. Basamakli Kombine Pabuc
Referans h f c L b ﬁ Stepped Combined Clamp
Nr. % % min - max
@

1230-01 40 - 80 5 16 110 | 38 | 1200
1230-02 14-16-18-20-22) 70-125| 10 16 110 | 38 | 1490
1230-03 120-175| 10 18 110 | 38 | 2700
1230-04 170-225| 10 23 110 | 38 | 4260
Uriin Nr. 1230 Basamakli Kombine Pabug £

« Pabucun ¢ift tarafli kullanim 6zelligi; basamakli ylkselticisi

ile kisitl alanlarda kullanim avantaji saglar.

» DIN 650 T-Kanala uyumludur.
» Pabu¢ malzeme: Sertlestiriimis
« Civata 10.9 kalite

» Govde statik boyali diger parcalar siyah kaplama

Product Nr. 1230 Stepped Combined Clamp

« Double-sided usage of the clamp p
advantage in restricted areas

rovides using

« Product is suitable to DIN 650 T-Slot

» Clamp Material: Hardened
+ Bolt Quality: 10.9

« Body is statically painted and the other parts are black coated

min - max
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Kombine Baglama Pabucu

Combined Coupling Clamp

a :
Ref;\elrr-ans %} minf]max f c b m sw Cslgl:;npe?n};u;/;?; Nm ﬁ
Kgf (@)
1250 - 02 80-137 | 3 17 | 110 | 38 | M12 | 19 2250 85 | 2015
1250 - 03 | 14-16-18-20-22 | 125-224 | 3 17 | 110 | 38 | M12 | 19 2250 85 | 2910
1250 - 04 160-300 | 3 17 | 110 | 38 | M12 | 19 2250 85 | 3665

Uriin Nr. 1250 Kombine Baglama Pabuc

+ Pabucun cift tarafli kullanim 6zelligi; kendi iginde
bulunan kademeli yikseltici destegi ile kisitl alanlarda
kullanim kolayhg@i saglar.

+ DIN 650 T-Kanala uyumludur.

+ Pabu¢ Malzeme: Sertlestirilmis

« Civata 10.9 kalite

+ Siyah kaplama

Product Nr. 1250 Combined Coupling Clamp
* Double-sided usage of the clamp and it's stepped
lifter's support provides using advantage in restricted areas
« It is suitable to DIN 650 T-Slot
+ Clamp Hardness: Hardened
« Bolt Quality: 10.9
« Black coating

sw
R
—
m

x

©

s

£

S

a_l
Jle
Desteksiz Aski Pabu¢
a Unsupported Suspension Clamp
Referans h — b1 e 2 L b ﬁ
Nr. 7 é min-max DIN 787 ©
1270-1012 12 0-45 M10x12x125 11 48 61 109 40 660
1270-1214 14 0-45 M12x14x125 13 48 61 109 40 705 =
1270-1416 16 0-55 M14x16x125 15 57 72 | 129 50 1190 .
1270-1618 18 0-55 M16x18x125 17 57 72 | 129 50 1265 \
Uriin Nr. 1270 Desteksiz Aski Pabuc L
« Destek kullanmadan 0-55 mm arasi kullanim imkani saglar.
* Malzeme: Dévme ¢elik b1
« Pabug Malzeme: Sertlestiriimis |
- Civata 12.9 kalite N i
« Ginko Kaplama < S &
|

Product Nr. 1270 Unsupported Suspension Clamp

« Product provides using between 0-55 mm without using support
» Material: Forged Steel

« Clamp Hardness: Hardened

« Bolt Quality: 12.9

« Zinc Coating

min-max
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Kombine Bur¢lu Pabuc

Ref sikma kuvveti | Tork Degeri

eerans 1 a | b | ¢ | d | e | m | sw | ml |imbus fampingforce o EONETE
Nr. Kgf (N-m) ©
1275-3012 30 28 16 40 23 M12 30 M8 M10 750 20 300
1275-5012 50 32 20 45 40 M12 36 Mi12 | M12 1000 30 500
1275-5016 50 32 20 45 40 M16 36 M12 | M12 1000 30 510
1275-6016 60 40 25 45 45 M16 41 M16 | M16 1250 45 750

Uriin Nr. 1275 Kombine Burglu Pabug

« Kisitl alanlarda calisma 6zelligi
« Sertlestirilmis
« Siyah kaplama

Product Nr. 1275 Combined Clamp With Bush
« Function working in restricted areas

 Hardened

« Black coated

Combined Clamp With Bush

Kombine Burclu Pabuc

stkma kuvveti i i
Referans | , | gp | ¢ d o ¢ ) m m1 i |daming o ﬁ Combined Clamp With Bush
Nr. h7 Kgf (9)
1280-3010 30 22 58 80 | 28 16 30 M10 M8 23 750 220
1280-5012 50 26 70 90 | 32 20 40 M12 | M12 40 1100 400
1280-6016 60 32 74 95 | 40 25 40 M16 | M16 45 1250 610
Uriin Nr. 1280 Kombine Burglu Pabuc Product Nr. 1280 Combined Clamp With Bush
« Kisith alanlarda galigma ézelligi « Function working in restricted areas and
plaka Ustline uygulama secenegi variety application at plate m1
* Sertlestirilmis » Hardened
« Siyah kaplama « Black coated %
°l o
o))
TE
Bbnz
4%
° @ 9]
o
Referans a b | ¢ m 28
Nr. (F7)
1280-3010 | 22 | 30 | 20 | M10 "
1280-5012 26 40 25 | M12 m 9
1280-6016 32 40 25 | M16
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Oynar Basli Baski Pabucu

Pivoting Head Pad Printing

Referans a b m d sw ﬁ
Nr. (9
1282-0825 25 12 M8 8 14 10
1282-1030 30 17 M10 10 17 30
1282-1235 35 22 M12 12 22 60
1282-1642 42 | 26 | M14 | 14 | 27 125
Uriin Nr. 1282 Oynar Basli Baski Pabucu Product Nr. 1282 Moving Head Press Clamp
« Dereceli temiz yiuzeyler igin « Graded clean surfaces.
» Nr.1275 ve 1280 triinlerle uyumludur. « It is applicable with Nr. 1275 and 1280
« Sertlestirilmis  Hardened
« Siyah kaplama « Black coated
ﬁ
© | _
O)z =
LSL b
a
Oynar Basli Baski Pabucu (Uzun)
Pivoting Head Pad Printing (Long)
Referans | p1 | p2 | L | L1 | sw ﬁ
N. (9
1282-25D M8 8 36.6 | 25 13 26
1282-30D M10 | 10 | 45.7 | 30 17 42 \@*
1282-35D M12 12 50.7 35 17 53 -
1282-40D M16 | 14 | 60.7 | 40 24 117
1282-50D M20 | 14 | 773 | 50 30 240

Uriin Nr. 1282 Oynar Basli Baski Pabucu (Uzun)
« Dereceli temiz yiizeyler igin
» Nr.1275 ve 1280 Urinlerle uyumludur.
« Sertlestiriimis

« Siyah kaplama

rﬂj

Product Nr. 1282 Moving Head Press Clamp (Long)

« Graded clean surfaces.
« It is applicable with Nr. 1275 and 1280 '
» Hardened

« Black coated
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Referans a b m d sw
Nr.

(@)

1283-0825 25 12 M8 8 14 10

1283-1030 30 | 17

M10 | 10 | 17 30

1283-1235 35 | 22

Mi2 | 12 | 22 60

1283-1642 42 | 26 | M14 | 14 | 27

120

Urlin Nr. 1283 Oynar Basli Baski Pabucu

« Dereceli ve bozuk yiizeyler icin baski yiizeyi
tirtilh olarak tasarlanmistir.

» Sertlestirilmis

« Siyah kaplama

Product Nr. 1283 Moving Head Press Clamp
« Its clamping surface is designed with
bead graded bad surfaces.
» Hardened
« Black coated

Oynar Basli Baski Pabucu

Pivoting Head Pad Printing

Oynar Basli Baski Pabucu (Uzun)

Pivoting Head Pad Printing (Long)
Referans | p1 | p2 | L | L1 | sw ﬁ
Nr. (9)
1283-25T M8 8 36.6 25 13 26
1283-30T M10 10 45.7 30 17 42 ﬁ
1283-35T M12 12 50.7 35 17 53
1283-40T M16 14 60.7 40 24 117
1283-50T M20 14 77.3 50 30 240
Uriin Nr. 1283 Oynar Basli Baski Pabucu (Uzun) 9°
« Dereceli ve bozuk ylzeyler igin baski ylzeyi SwW
tirtilli olarak tasarlanmistir.
* Nr.1275 ve 1280 Urinlerle uyumludur.
« Sertlestirilmis _
« Siyah kaplama [a)
Product Nr. 1283 Moving Head Press Clamp (Long)
« Its clamping surface is designed with
bead graded bad surfaces. L1
« It is applicable with Nr. 1275 and 1280
* Hardened L |
« Black coated
Yiukseltme Kovani
] Support to The Hive
Referans a b c d e f m h
Nr. F7 (9
1285-12080 80 26 36 40 110 M12 M12 40 600
1285-12100 100 26 36 40 130 M12 M12 40 795
1285-16080 80 32 46 50 110 M16 M16 40 945
1285-16100 100 32 46 50 130 M16 M16 40 1230
Uriin Nr. 1285 Yiikseltme Kovani
« Nr.1280 (iriin ile yilksek parca f
baglamalarda kullanilir

« Sertlestiriimis
« Siyah kaplama

Product Nr. 1285 Support to The Hive

« It is used together with Nr. 1280 for
clamping high pieces.

» Hardened

« Black coated

Nr.1285
—_—|

=l ]

A
-
obFr
d

h (o]
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M E R' E LFD Baski Pabucu

Pressure Pad
Referans a b ﬁ
N, (-8.1 3) (9)

1287-CT9120 12 7.8 13

Uriin Nr. 1287 Baski Pabucu Product Nr. 1287 Pressure Pad
* Sertlestirimis * Hardened
« Siyah kaplama * Black coating

1201
F—‘
I
I
|
i
T

M5x0.8
- Baski Pabucu
Referans a ﬁ Pressure Pad
Nr. (813) | (S13) d P (9)
1287-HS9102 10 12 M5x0.8 2.3 7.5
1287-HS9122 12 12 M5x0.8 3 11
1287-HS9160 16 12 M6x1 3 17
1287-HS9202 20 12 M5x0.8 3 33.5
1287-HS9252 25 12 Me6x1 8 53
Uriin Nr. 1287 Baski Pabucu Product Nr. 1287 Pressure Pad
« Sertlestiriimis * Hardened a
« Siyah kaplama * Black coating
©
— 5 5 Baski Pabucu
eferans
c d é_ﬁ_é Pressure Pad
Nr. (813) | (813) (9)
1287-HS9122C 12 12 6.5 M4 10
1287-HS9160C 16 12 4.5 M4 16
1287-HS9202C 20 12 5.5 M5 31
1287-HS9252C 25 12 4.5 M6 49
Uriin Nr. 1287 Baski Pabucu Product Nr. 1287 Pressure Pad
« Sertlestiriimis » Hardened
« Siyah kaplama « Black coating
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Pressure Pad

Referans a b ﬁ
e (Ba) | B | ] ! g P8
1288-CT102 10 12 6 7.9 M5x0.8 8 2.3 6
1288-CT122 12 12 6 9.5 M5x0.8 8 3 9
1288-CT162 16 12 6 12.7 M6x1 7.8 3 17
1288-CT202 20 12 6 15.9 Mé6x1 7.8 3 28
1288-CT252 25 12 6 19.1 Mé6x1 7.8 3 43
Uriin Nr. 1288 Baski Pabucu Product Nr. 1288 Pressure Pad a
« Sertlestiriimis * Hardened _ d
« Siyah kaplama « Black coating |

Baski Pabucu

Referans a b ) . ﬁ Pressure Pad
Nr (81) | (1) P ()
1288-HS102 10 12 M5x0.8 6 2.3 6
1288-HS122 | 12 12 M5x0.8 6 3 9
1288-HS162 16 12 Mé6x1 6 3 15
1288-HS202 20 12 Mé6x1 6 3 25
1288-HS252 25 12 M6x1 6 3 40
Uriin Nr. 1288 Baski Pabucu Product Nr. 1288 Pressure Pad a
« Sertlestiriimis * Hardened ~
« Siyah kaplama » Black coating
Baski Pabucu
Referans a b q ﬁ Pressure Pad
Nr. (-813) (-8.13) ¢ (9)
1288-HS122C | 12 12 6.5 M4 8
1288-HS162C 16 12 6.5 M4 15
1288-HS202C 20 12 6.5 M5 23
1288-HS252C 25 12 6.5 M6 38
Uriin Nr. 1288 Baski Pabucu Product Nr. 1288 Pressure Pad
« Sertlestiriimis « Hardened a b
« Siyah kaplama * Black coating

3
|
P
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Merdiven Dis Baglama Pabucu

Serrated Thread Clamp

Referans | | py | TI0] | o4 | b2 | b3 | et | e2
: metrik whitworth (9)
1290-06050 50 6.6 M6 1/4 10 20 8 10 20 50
1290-06080| 80 30 95
1290-08060 | 60 22 100
M /1 12 2 1 1
1290-08100| 100 o 8 5/16 ° 0 8 45 170
129010080 80 | 4y | \iyg | 38 | 15 | 30 | 12 | 15 | S0 | 190
1290-10100| 100 45 | 225
1290-12100| 100 14.5 | M12-M14 | 1/2 20 40 14 | 21 45 | 435
1290-12125| 125 55 | 580
1290-16125| 125 55 | 855
18.5 | M16-M18 | 5/8 25 50 18 | 26
1290-16160| 160 65 | 1175
Uriin Nr. 1290 Merdiven Dis Baglama Pabucu
« Nr. 1310 Merdiven destek ile kullanilir
« Sertlestiriimis ©
« Siyah Kaplama g
d /1 s s |2
Product Nr. 1290 Serrated Thread Clamp |
* Product is used with Nr. 1310 Serrated Support
+ Hardened
« Black Coating el e2
,,,,,,,,,,,,,,,,,,,, Merdiven Dis Destek
Ref Serrated Thread Support
e ﬁ:ans h-H a b c min-max
) ©
1310-01 | 37-85 57 35 60 0-40 505
o
1310-02 | 48-112 73 45 76 0-60 825
1310-03 | 58-139 90 55 93 0-75 1250
1310-04 | 66-165 | 108 64 111 0-90 685
30
Uriin Nr. 1310 Merdiven Dis Destek
« Nr. 1290 Merdiven dis pabug ile kullanilir ™
« Siyah Kaplama *:
Product Nr. 1310 Serrated Thread Support s
« Product is used with Nr. 1290 Serrated Thread Clamp E;
« Black Coating E
1
Catal Pabuc
Referans | 1| |4 — a lb2 | b3 |2 | Ls ﬁ Bifurcated Clamp
. metrik whitworth (g)
1320-08100 9 100 M8 5/16 | 15 30 16 32 18 | 240
1320-10125| 11 125 M10 3/8 20 30 20 38 24 | 380
1320-12160| 14.5 | 160 | M12-M14 | 1/2 25 40 24 47 30 800
1320-12200| 14.5 | 200 | M12-M14 | 1/2 25 40 24 47 30 950
1320-16200| 18.5 | 200 | M16-M18 | 5/8 30 50 28 57 36 | 1500
1320-16250| 18.5 | 250 | M16-M18 | 5/8 30 50 28 57 36 | 1850
1320-20250 | 22.5 | 250 | M20-M22 | 3/4 40 60 35 68 45 | 2900
1320-20315| 22.5 | 315 | M20-M22 | 3/4 40 60 35 68 45 | 3600
1320-24250| 26 250 M24 1 40 70 43 83 56 | 3400
1320-24315| 26 315 M24 1 40 70 43 83 56 | 4300
1320-30315| 33 315 M30 1% | 50 80 50 88 56 | 6000
1320-30400| 33 400 M30 1% | 50 80 50 88 56 | 7300

Uriin Nr. 1320 Catal Pabug

« Sertlestiriimis
« Siyah Kaplama

Product Nr. 1320 Bifurcated Clamp

» Hardened
« Black Coating

o
T

N

b1
b2
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Destek Delikli Diiz Pabug
Straight Clamp with Support Hole

Referans || | b1 —=] a|b2| b3|et|e2]| d
r. metrik whitworth| (9)
1330-06050 50 6,6 M6 1/4 10 | 20 8 10 20| M8 | 50
1330-08060 60 9 M8 516 | 12 | 25 10 | 13 22| M8 | 105
1330-10080 80 11 M10 3/8 15 | 30 12 | 15 30 | M10| 210
1330-12100 | 100 21 40 465
1330-12125 | 125 145 M12-M14 | 1/2 20 | 40 14 o1 50 M12 590
1330-16125 | 125 45 930
1330-16160 | 160 18.5| M16-M18 | 5/8 | 25 | 50 18 | 26 65 M16 1200
1330-20160 | 160 30 60 | 22 60 1710
1330-20200 | 200 | 22.5 | M20-M22 | 3/4 30 60 | 22 30 80 | M20| 2170
1330-20250 | 250 35 70 | 30 100 3885
1330-24160 | 160 30 70 | 26 60 1965
1330-24200 | 200 35 70 | 26 80 2920
1330-24250 | 250 | 26 M24 T | 35| 70 | 26 | 35| 100| M24| 3720
1330-24315 | 315 40 | 80 | 35 100 6435
1330-30250 | 250 40 100 4825
1330-30315 | 315 | o5 | M0 [ TVA | 5o | 80 | 341 45 | 450 M24) sges
1330-36400 | 400 | 43 | M36-M42 | 11/2 | 58 | 100 | 43 | 100 | 150| M30| 14490
Uriin Nr. 1330 Destek Delikli Diiz Pabug
- Sertlestiriimis ‘ L
« Siyah Kaplama ‘
i 5 (Y
Product Nr. 1330 Straight Clamp with Support Hole ‘
» Hardened
« Black Coating el e2 d
3]
©
O- i T
] I}
Diz Pabuc
Straight Clamp
Referans ||| by 1] a| b2 b3| el e2 ﬁ
r. metrik whitworth (9)
1350-06050 | 50 | 6,6 M6 1/4 | 10] 20| 8 | 10| 20| 60
1350-08060 | 60 | 9 M8 516 | 12| 25 | 10 ] 13 [ 22 110
1350-10080 | 80 | 11 M10 38 | 15] 30| 12] 15| 30 | 185
1350-12100 | 100 21 | 40 | 480
1350-12125 | 125 14,5 M12-M14 | 172 20 | 40 14 21 50 | 610
1350-16125 | 125 45 | 980
1350-16160 | 160 18,5 | M16-M18 | 5/8 25 | 50 18 | 26 65 | 1240
1350-20160 | 160 3/4 o0 60 | 1795
1350-20200 | 200 | 225 | M20-M22 30| 60 30 | g0 | 2255
1350-24200 | 200 30 80 | 2570
1350-24250 | 250 | 26 | M24 1 35| 70| 26| 35 400 3875
1350-30250 | 250 40 100 | 4990
1350-30315 | 315 | 5° | M30 | 114 | 55| 80 | 34| 45 | 455 7gg5
1350-36400 | 400 43 | M36-M42 | 11/2 60 | 100 | 43 | 100 | 150 | 14450
DIN 6314
Uriin Nr. 1350 Dz Pabug
« Sertlestirilmis L
« Siyah Kaplama
Product Nr. 1350 Straight Clamp ™ ( —] o
» Hardened < I: = <
« Black Coating

el

e2
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Kademeli Destek Delikli Diiz Pabuc¢
Straight Clamp with Stepped Support Hole

Nr.
metrik | whitworth

Referans | | |\ | T1C] | 5 | oo | atxa2 |03 | el |e2 | d | i

1370-10080| 80 | 11 M10 3/8 | 15| 30 5x8 12 | 15 | 30 [M10| 180

1370-12100 | 100
1370-12125| 125

14.5|M12-14| 1/2 | 20 | 40 | 8x10 | 14 | 21 50 M12 590

40 410

1370-16125| 125

1370-16160 | 160 | 18-5|M16-18| 5/8 | 25| 50 | 10x12.5 | 18 | 26 | 55 [M16| 4g

45 910

1370-20160 | 160

1370-20200 | 200 | 22.5 |/ M20-22| 3/4 | 30 | 60 | 12x15 | 22 | 30 | g |M20| 515

60 1575

1370-24160 | 160 30

1370-24250 | 250 35

1370-24200| 200 | 26 M24 1 35|70 | 14x17 | 26 | 35 | 80 |M24| 2875

12x15 60 1800

14x17 100 3500

Uriin Nr. 1370 Kademeli Destek Delikli Diiz Pabug
« Kisith alanlarda yiikseklikten kazanma amaglh kullanilir.

» Sertlestirilmis
« Siyah Kaplama

Product Nr. 1370 Straight Clamp with

Stepped Support Hole

« This product is used in restricted areas with the
purpose of gaining height

|
» Hardened ([ |
 Black Coating 21[ | = 9 Q
el e2 d
Referans | L | bt C—T | 2 | b2 | b3 | bs ﬁ
r. metrik whitworth (9)
1390-06060 | 60 6.6 M6 1/4 12 19 6.2 3 65
1390-08080 | 80 9 M8 516 | 15 25 8 4 140
1390-10100| 100 | 11 M10 3/8 | 20 30 9.5 5 240
1390-12125| 125 700
1390-12160| 160 | 145 | M12-M14 | 1/2 | 25 38 12 6 915
1390-12200| 200 1235
1390-16160| 160 27 8 945
1390-16200| 200 | 185 | M16-M18 | 5/8 | 27 48 15 8 | 1215
1390-16250| 250 37 10 | 2000
1390-20200| 200 37 52 15 1650
1390-20250 | 250 37 62 20 2765
1390-20315| 315 | 22° | M20M22 | 34 | o 62 20 101 3510
1390-20500| 500 47 62 0 7200
1390-24200| 200 37 2260
1390-24250| 250 37 2740
1390-24315| 315 | 2° M24 1| g7 | 68| 20 |10 o50p
1390-24500| 500 47 7100
1390-30250| 250 47 73 20 3500
1390-30315| 315 47 73 20 4190
1390-30400| 400 | 33 M30 11/4 | 47 73 20 12 | 5735
1390-30600| 600 46 73 20 8455
1390-301000, 1000 57 93 30 28000
1390-36400| 400 10800
1390-36600| 600 | 40 M36 11/2 | 57 | 100 | 30 12| Lccoo
1390-42600| 600 | 43 M42 11/2 | 77 | 123 | 40 12 | 28800

DIN 6315B

Uriin Nr. 1390 Catal Pabuc

» Kademeli ylzeylerde sekilli is
parcalarinin baglanmasinda pabucun
yapisi itibari ile kolaylik saglar

» Sertlegtirilmig

- Siyah Kaplama

Product Nr. 1390 Bifurcated Clamp

« Due to the structure of the clamp, this
product provides convenience for the couplings
of formed work pieces on graded surfaces

» Hardened

« Black Coating

b3

Catal Pabuc
Bifurcated Clamp
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Plaka Baglama Pabucu
Plate Sliding Clamp

Refﬁians L b1 M:E[(j a b2 |atxaz| el | e2 h ﬁ
’ metrik  |whitworth (g)
1387-12070| 70 13 | M12 | 1/2 | 21.5| 40 | 8x6 | 11 40 14 | 255
1387-16070| 70 17 | M16 | 5/8 | 29.5| 40 | 10x7| 11 40 22 | 290
Uriin Nr. 1387 Plaka Sikma Pabucu
« Yikselticisiz calisma &zelligi avantaji saglar
« Sertlestiriimis
« Siyah Kaplama
e2 el
L
Product Nr. 1387 Plate Sliding Clamp — | |
* Provides the advantage of working e i © I f‘:'\ |
without support. I ! ! H—L ! - Y
* Hardened © — ) = : “ | “
. | |
Black coated i J aJ»z - | |
Kademeli Destek Delikli Catal Pabuc¢
Bifurcated Clamp with Stepped Support Hole
Ref  —
el L b , _ a | e2 |alxa2 | b2 | d Q‘A‘g
: metrik | whitworth (9)
1400-10100 | 100 11 M10 3/8 20 70 10x10 30 M10 260
1400-12125 | 125 145 M12-14 1/2 25 90 12x12 40 M12 565
1400-16160 | 160 185 | M16-18 5/8 30 110 | 15x15 50 M16 1235
1400-20200 | 200 22.5 | M20-22 3/4 40 135 | 20x20 60 M20 2460
Uriin Nr. 1400 Kademeli Destek Kademeli ve kisith alanlarda kullanim
Delikli Catal Pabug avantaji saglar.
: Sgrtle§tirilmi§ It provides usage advantage in gradual
- Siyah Kaplama and limited areas.
Product Nr. 1400 Bifurcated Clamp with ‘ L ‘ :
stepped support Hole " —TT] ‘_ ¥-=\ o
+ Hardened = L\ Lo ‘ﬂ o Re!
- Black Coatng Vg e i
o i a2 o2 d
Destek Delikli Catal Pabu¢
Bifurcated Clamp with Support Hole
Referans I
NI L b1 _ . a et e2 b2 d ﬁ
: metrik | whitworth (9)
1410-10100 | 100 11 M10 3/8 20 5 70 30 M10 260
1410-12125 | 125 145 | M12-14 1/2 25 6 90 40 M12 560
1410-16160 | 160 18.5 | M16-18 5/8 30 8 110 50 M16 1230
1410-20200 | 200 225 | M20-22 3/4 40 10 135 60 M20 1490

Uriin Nr. 1410 Destek Delikli Catal Pabuc
« Sertlestirilmis
- Siyah Kaplama

Product Nr. 1410 Bifurcated
clamp with support hole

» Hardened

« Black Coating

Kademeli pargalarda ileri sikkmalarda
haraket ve kullanim avantaji saglar.

It provides usage advantage for gradual
parts during forward tightenings.

b2
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Destek Delikli Z-Baglama Pabucu

Z-Type Clamp with Support Hole

Referans | L | bt 10 |, a2 b2 63| c|et|e2] d
T metrik whitworth @
1450-06060| 60 | 6.6 M6 1/4 110 |20 | 20 [ 10| 8 | 20 | 20 | M8 | 80
1450-08080| 80 9 M8 516 |12 |24 | 25 |12 | 9 | 25|25 | M8 | 170
1450-10100| 100 | 11 M10 38 |15 30|30 |15 | 12 | 32 | 32 |M10| 245
1450-12125| 125 |14.5|M12-M14| 1/2 | 19 | 40 | 38 | 20 | 16 | 40 | 40 |M12| 600
1450-16125| 125 40 925
1450-16160 | 160 18.5|M16-M18| 5/8 | 24 | 50 | 48 | 25 | 20 | 49 50 M16 1205
1450-20160 | 160 55 1705
1450-20200 | 200 225|M20-M22| 3/4 | 29 | 58 | 58 | 30 | 24 | 55 70 M20 2145
1450-24160 | 160 53 | 55 2110
1450-24200 | 200 | 26 M24 1 33 |70 | 70 | 35 | 28 | 72 | 60 |[M24| 3070
1450-24250 | 250 72 | 80 3710
1450-30250 | 250 38 | 80 80 4635
1450-30315 | 315 | 33 | M0 | 114 | 4g 1400| 77 | 40 | 40| 91 400 |M24| 7050
DIN 6316
Urin Nr. 1450 Destek Delikli
Z-Baglama Pabucu ]
« Yikseklikten kazanma ve somun % i i
gegislerinde avantaj saglar fat ‘ r - ‘f T
« Sertlestirimis = ; | e %E_;‘_.L_
« Siyah Kaplama ==t =
c d :
Product Nr. 1450 Z-Type Cranked ;
Clamp with Support Hole GE ! ' N —| © N
o ; o] el

« This product provides advantage to gain from
the height and in the passings of the bolt

» Hardened el e2
« Black Coating
L
Silindir Bash Catal Pabuc
Forked Clamp with Pin Head
Referans | L1 | by T | , |2 |od| 12 | 18|53
r. metrik whitworth ©
1470-08100| 100 9 M8 5/6 15 30 12 30 18 180
1470-10125| 125 | 11 M10 3/8 20 30 16 36 24 290
1470-12160 | 160 715
1470-12200 | 200 145 | M12-M14 | 1/2 25 40 20 45 30 815
1470-16200 | 200 1210
1470-16250 | 250 18.5 | M16-M18 | 5/8 30 50 24 55 36 1550
1470-20250 | 250 2680
1470-20315 | 315 22,5 | M20-M22 | 3/4 40 60 30 65 45 3435
1470-24250 | 250 3060
1470-24315| 315 26 M24 ! 40 70 38 80 56 4120
1470-30315| 315 5600
1470-30400 | 400 34 M30 11/4 | 50 80 45 85 56 7135
DIN 6315C
Uriin Nr. 1470 Silindir Bash Catal Pabuc
» Muhtelif is pargalarinin delikli yiizeylerine
girerek is pargasini sabitler
« Sertlestiriimis
- Siyah Kaplama L3
|
Product Nr. 1470 Forked Clamp SE‘ ‘ EI Q
with Pin Head l
« This product fixes the work pieces by entering
in the holed surfaces of various work pieces L2
» Hardened L1

* Black Coating
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Referans i H1-He | StkmaKuvveti
Nr (mm) Clamping Force
: %W;}ZF Kgf (9
1472-02530 25-30 1000 1000
1472-03035 30-35 1000 1150
1472-03540 | 14-16-18-20-22 35-40 1000 1225
1472-04045 40-45 1000 1245
1472-04550 45 - 50 1000 1275

Uriin Nr. 1472 Ustten Baglama

« Sertlestirilmis
« Siyah Kaplama

Product Nr. 1472 Above Clamping
» Hardened
« Black Coating

Ustten Baglama

Above Clamping

: 1_(
I T
} i
55
Rof H A d
eferans Haraket (+0.1
Nr. PN) D (_?) D1 H Travel 0 ()
1473-06001 76 10 11 10.7 1 10 4
1473-08001 102 12 13 13.9 1.3 12 8
1473-10001 204 16 17 10 16.7 1.6 16 16
1473-06002 76 10 11 10.7 1 10 4
1473-08002 102 12 13 13.9 1.3 12 8
1473-10002 204 16 17 10 16.7 1.6 16 16

Uriin Nr. 1473 Sikistirma Pimi

Ozellikler

* Gegici bir is baglama profili igin idealdir.

Not

» Pimin haraket etmesi icin gerekli olan
minimum “P” degeri
» Parga : 90 °C’ye kadar

Kullanim Sekli / How To Use

Product Nr. 1473 Spring Locating Pins

Features
» |deal for temporary clamping of
low-profile workpieces.

Note
» The stated value "P" denotes the
minimum force needed to move the pin.
» Heat resistance : 90 °C

o

Cesitli Uygulamalar / Application Examples

Sikistirma Pimi
Spring Locating Pins

d

.

%

Montaj Deligi
Installation Hole

Mevcut Kullanim
Existing Application

4

ST -

O]

=

Diistik Maliyetli is Pargasi Baglama Metodu
Simpler workholding method for cost reduction.

—X=%

Sikistirma Pim Kullanimi

Spring Locating Pins

o
i -
i

o

==
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Tek Dokunus Pimli Baglama

Pull Clamps
d H
Refﬁll:-ans S (F7) H2 D1 (£0.01) D M Dp R
1474-06000 2 12 10 28 50 65 M8 40 160
1474-08000 2.5 16 12 34 63 80 M10 50 180
izin Verilen Sikma Onerilen Kalinlik
Yik (N) Kuvveti Toleransi
Referans D2 H1 Allowable Clamping Recommended
Nr. Operating Force ~ Workpiece (kg)
Load (N) Kgf Thickness Tolerance
1474-06000 26 36 600 600 +0.5 1.2
1474-08000 28 45 600 800 +0.8 2.2

Uriin Nr. 1474 Tek Dokunus Pimli Baglama
« Siyah Kaplama

Not
« Pimler ve ¢ektirme civatalari

Product Nr. 1474 Pull Clamps

« Black coated

Note
« Clamping Pins or Screws must be

ayrica siparis edilir.

o

_13
-t
K]

Acik Pozisyon

Unclamping Position

)

5

ordered separately.

Sikmaya Bagladigi Pozisyon

Onerilen Sikma Pozisyonu

Kol, t¢ ayr noktadan baglanabilir.
Baglama pozisyonu 3 opsiyonlu.

The handle can be removed by loosening the
locking screw. To keep the handle mounted
permanently, make sure that the locking screw is
fully tightened. 3 options of handle mounting position.

“Cp

o
o

Throw

1 R
T

H\x

T

! \T‘ Sikma S
\ﬁ\’— Cllagiingrlgjnd

Calisma Alani

Recommended Clamping Position

ey

£

o8

®

a

2 D= nlyg
5 <o _|c
2 3o o
5 g2 3e
2 >2 <2
Do Qs w©lo
9T EE EgIE
@©| oL X\ T
g2 O woﬁj
E'-E il
<|S '
g|0

=\

w|T
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Tek Dokunus Baglama Pimi

Clamping Pins
D2 D1 L
Refﬁl;'ans 7) (7) (By 0.1mm) D L2 L1 L3 D3 M M1 %
1475-00012 12 12 0<L<100 18 23 38 21.5 6.5 M8 M8 70 ~ 160
1475-00016 16 16 0<L<100 24 23 38 21.5 6.5 M8 M8 175 ~ 265

Uriin Nr. 1475 Tek Dokunus Baglama Pimi

Pim
« Sertlik: Indiksiyon
« Taglama

Kafa
- Siyah Kaplama

Product Nr. 1475 Clamping Pins
Shank

« Hardness: Induction

* Precision ground

Head
« Black coated

£ )

Not Note
* Talebe gore Uretim. » Custom Clamping Pins are available on request.
2
©
g5 g 3
H < ) é:u 3 is)) 2
L2 Lls pargas! kgllnlgl Ble 3 Kullanim Sekli / How To Use
Workpiece Thickness Kilitleme Civatasi g “g z SF
L1 Locking Scrow 8 5o g8
M1 1 L3 Kafa I g2
Head \. HH 22
M - Kilitleme Civatas! Y ! o ~/ Nr.1474
M - Hex. Socket 7z 7 Pim (G ) 1 ( r
Setscrew ‘ - T Shank
r AN~
of B | &l - u
= L Is pargasi kalinliginda
1 / a + 1mm ayarlanabilir.
‘ /A L dimension is adjustable by £ imm
T / to fit actual workpiece thickness.
irtilh Kafa
Knurled Head
Tek Dokunus Baglama Civatasi
Clamping Screws
Referans D1 M L1 L D L2 L3 D2 w L4 ﬁ
Nr. (9)
1476-00012 12 M12 13 38 20 21.5 2 6.5 10 4 40
1476-00016 12 M16 17 38 20 21.5 2 6.5 10 4 55)

Uriin Nr. 1476 Tek Dokunus Baglama Civatasi

« Siyah Kaplama

Not

« Ozel baglama vidalar (farkl vida boylari) istek
Gzerine Uretim yapilr.

L1 L
M L2
BN
~_
iy
===t
L

Product Nr. 1476 Clamping Screws
« Black coated

Note

» Custom Clamping Screws (different screw thread sizes)

are available on request.

Gektirme civatalar 6nerilen aralik toleransinda olmali
Recommended Spacing Tolerancein Use of Clamping Screws

Nr. 1476

isparcasi

Tespit Pimi
Locating Pin
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Sikma Kuvveti
Ref'?l:ans Clamping Force Tork ﬁ
. Kgf N-m (kg)
1477-00012 1200 40 2.3

Uriin Nr. 1477 Pimli Baglama

Product Nr. 1477 Power-tool Actuated Block Pull Clamps

25

70

1. 5 Eksen isleme icin ideal Kullanim
Is pargasinin biitlin agik ylzeylerini
isleme olanagi saglar.

1. Ideal for 5-Axis Machining

Block Pull Clamps mount under a
workpiece making its surfaces to be
machined fully open for the cutting tool.
This allows completing multiple
machining processes at a time.

2. Daha iyi islenebilirlik
Blok cekme ile daha kolay is baglama
ve klasik yéntemden daha kullanighdir.

2. Better Workability

Block Pull Clamps allow fastening a
workpiece easily, unlike the conventional
method of fastening with hexagon head
screws from below.

is Parcas! Is Parcasi
Workpiece @& Anahtar Workpiece
] Spanner
1 Civata
Head Screw

Pimli Baglama

Power-tool Actuated Block Pull Clamps

63+0.01
57

Sabitleme Civata Yeri
For M10 Cap Screws

Cektirme Civatasi
Clamping Screws

3. Uzun Anahtar Unite Kullanimi
Birden fazla farkli parcalari isleme
olanag@i saglar.

3. Actuated Remote-Control Units

If used in conjunction with Power-Tool
Actuated Remote-Control Units, Block
Pull Clamps can be installed at the best
possible position under the workpiece.

is Parcas!
Workpiece

Uzun Anahtar Aktuatdrii Unitesi

‘ t
ﬁMerkezleme Pimi

Kullanim Sekli / How To Use

Locating Bushings(included)

Cektirme Civatasi
Clamping Screws

Blok Gévde
Block Pull Clamps

Hava Tabancasi
Air Gun

iki Civata Arasindaki Bosluk
Spacing Between Two Clamping-Screw Holes

’ﬂm

i

T T
\ Onerilen Tolerans: + 0.3 \
I |

* Recommended Tolerance : £0.3 *

@l

I

Yan Kapaklar

Cover Removal

Merkezleme Pimleri
Locating Pins

Mekanizmayi temizlemek
icin yan kapaklar sokuldr.

To remove metal chips in
the mechanism, take off

the side covers and blow
air from above.

Mevcut Uyguluma Cektirme Civatasi ile Uygulama Power-Tool Actuated Remote-Control Urit
Conventional Method Application with pull stud —
Baglama Civatasi
Clamping Screws
Referans M L ﬁ
. (9)
1478-00012 M12x 21 75
1478-00016 M16 28 98
Uriin Nr. 1478 Baglama Civatasi Product Nr. 1478 Clamping Screws
* Sertlestirilmis * Hardened
« Siyah Kaplama * Black coated
L 30
3 1,13 1904
[Te) : o] ® ;’2
Y - L H =1 =
Q E{ @# Ql &
i 1l Q|
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Swing Clamps For Torque Control

Sikma Yiksekligi
Clamping Height
Ref Finis Yiizey Temas Kaba Yiizey Temas | Sikma
eterans Finished Surface Contact| Rough Surface Contact| _Torku | |2 | |3 | L1 | 14 | W | L | H4 | B | Dp
Nr. Clamping
Stroke
Min. Max. Min. Max.
21.8 23.8 21.4 23.4
1479-0618 | 51'8-24.8) | (23.8-26.8) | (21.4-24.4) | (23.4-26.4)  ° 22 | 6 | 26 (1157 36 | 18 | 6 |43 2
30.3 32.3 31.2 33.2
1479-0823 | (303-34.3)| (32.3-36.3) | (31.2-35.2) | (33.2-37.2)| 4 80 | 8 | 3% 153] 45 | 23 | 8 | 53 34
30.5 37 31.5 38
1479-1030 (30.5-34.5)| (37-41) |(31.5-35.5)| (38-42) 4 37 8 45 | 20.7 | 65 30 12 8.4 48
34.5 44 37 46.5
1479-1240 (34.5-39.5)| (44-49) (37-42) | (46.5-51.5) 5 45 8 55 | 254 | 85 40 15 | 105 | 64
Stkma | jzin verilen
Kuvveti Tork
Refﬁ:ans H D W1 W2 H2 H1 M1 H3 W3 M Clamping| ajiowable Screw
. Force ) (9)
Kof Torque (N-m)
1479-0618 56.5 18 8 4.3 10 29 M4 22.8 10 M6 230 6 94
1479-0823 73.5 23 10 5.3 14 39 M5 28.5 13 M8 360 10.5 210
1479-1030 91 30 16 8.4 18 48 M8 455 17 M10 600 30 515
1479-1240 114 40 20 10.4 22 58 M10 57 19 M12 750 45 1100
Uriin Nr. 1479 Dénmeli Ustten Baglama Product Nr. 1479 Swing Clamps For Torque Control
Govde Body
* Sertlestirilmis * Hardened
« Siyah Kaplama * Black coated
Sikma Mili Clamping Spindle
- Siyah Kaplama « Black coated

1 o 4
]2 i - \
T ‘
‘ i b
AN 7 e |
——— e %
I [ T ge
‘ S| o ‘
(= !
—WJ g e L
2|3
»|O
Not Note
» Baglama islemini tork anahtari ile yapin. » Do not use a power tool (impact wrench etc.) to
turn the flange nut, for damage prevention.
Kullanim Sekli / How To Use
) Kaba Ylzey Temas Finis Yuzey Temas
Anahtar Yeri Rough Surface Finished Surface
Flange Nut Contact Contact

i Uriin pozisyon aldiktan sonra
baglama iglemi yapin

Turning the flange nut allows
the clamp arm to swing into
position for clamping.

Sikma Pimi
Clamping Spindle

Sikma Yuksekligi
Clamping Height
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Dénmeli Ustten Baglama

Uriin Nr. 1480 Donmeli Ustten Baglama
Govde

» Sertlestiriimis

« Siyah Kaplama

Sikma Pabucu
« Sertlestirilmis
- Siyah Kaplama

Ozellikler

* Hizli baglama i¢in Uriinde sikma anahtarina
tepkili mekanizma vardir.

« Kisa bir harekette baglama islemi yapar.

Not

» Baglama islemini kesinlikle tork anahtari
ile teknik tabloda verilen tork degerine uygun
sikma iglemi yapiniz.

Kullanim Sekli / How To Use

Tork Anahtari
Impact Wrench
Altigen Somun
Hex. Head
Sikma Pabucu
Clamp Arm

Product Nr. 1480 Swing Clamps
Body

« Hardened

« Black coated

Clamping Arm

» Hardened
« Black coated

Features

* The clamp arm swings in swift response to the turning

speed of an impact wrench, for quick clamping.
* A short clamp-arm travel allows quick clamping.

HE

Ik
|

Swing Clamps
Referans Nr. HA1 S Si M L2 L1 w L H4 d P H D W1 H2 w2 H3
1480-00012 80 10 11 M12 55 66 90 50 15 11 70 139 | 50 22 30 19 29
1480-00016 95 10 15 M16 65 79 100 | 60 20 13 80 165 | 60 28 35 24 35
Sikma Kuvveti Tork Degeri -
Refs;ans Clamping Force Allowable Screw CISe:r‘:Fit::mSi:(e%rt]ich)n ZS @
: Kaf Torque (N - m) ping (kg)
: Saat Yoninde
1480-00012 600 28 Clockwise 1.6
1480-00016 1000 55 Saat Yén(nde 2.9
Clockwise

S

S1 Kol gitme mesafesi
Clamp-Arm Travel

H2 | H3

H1

4
S Baglama mesafesi,
Clamping Range

Note

» Do not use applying higher torque than allowable
for a long period of time, to avoid damage. Using a
torque-settable impact wrench is recommended.

Robot heraketleri icin
sipral dénmeli baglama

For robotized production lines,
use Spiral-Acting Swing Clamps.
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Tek Dokunus Dénmeli Ustten Baglama

Swing Clamps With Cam Handle

Sikma Yiksekligi
Clamping Height Sikma inme
Referans Finis Yuzey Temas Kaba Yiizey Temas Torku | Torku | |5 | 13 | |1 | 14| W L | H5 | B
Nr. L Clamping | Advance
Finished Surface Contact Rough Surface Contact Stroke | Stroke
Min. Max. Min. Max.
1481-0150R
31.3 33.3 32.2 34.2
1481-0150L (30.6-32) | (32.6-34) |(31.5-32.9)|(33.5:34.9) 4 1 13 )8 3153 4523 8 |53
1481-0200R
32.5 39 33.5 40
1481-0200L (31.7-33.2) | (38.2-39.7) | (32.7-34.2) | (39.2-40.7) 15 14 87| 8 | 45 1207 65 ) 30 | 12 | 84
1481-0300R 36.5 46 39 485
: : 1. 1.7 4 25.4 4 1 10.
1481-0300L (33.5-37.4) | (45-46.9) | (38-39.9) | (47.5-49.4) o 5 8 % |2 8 0 5 | 105
izin Verilen Sikma
Calisma YUk | Kuvveti
Referans Dp | H D | WI | W2 | H3 | H2 | M | H4 | R A | H1 |~ Allowable | Clamping
Nr. Operating Force (9)
Load (N) Kgf
1481-0150R
34 66 23 10 5.3 14 40 M5 | 28.5 63 20 | 61.3 150 180 250
1481-0150L
1481-0200R
48 82 30 16 8.4 18 50 M8 | 45.5 80 26 | 76.5 200 220 570
1481-0200L
1481-0300R
64 | 100 | 40 20 | 104 | 22 60 | M10 | 57 | 100 | 33 93 300 350 1200
1481-0300L

Uriin Nr. 1481 Tek Dokunus Dénmeli Ustten Baglama

Govde
« Sertlestirilmis
« Siyah Kaplama

Sikma Mili
« Siyah Kaplama

Kaba Yizey Temas
Rough Surface
Contact

Sikma Pimi
Clamping Spindle

Sikma Yiksekligi
Clamping Height

(H3,

H2

Finis Yuzey Temas
Finished Surface
Contact

Kullanim Sekli / How To Use

® @ ® @ 5

inme Torku

Advance Stroke |

Product Nr. 1481 Swing Clamps
Body

« Hardened

« Black coated

Clamping Spindle
« Black coated

Saat Yonuniin Tersi
Counterclockwise Clamping

Onerilen Sikma
Pozisyonu

Sikma Sonu

Sikma Alani

/Clamping Throw

Clamping End\,(L“

Montaj Delikleri
Mounting Holes

Acik ;
Pozisyon ,
Unclamping ¢

Position

Acik
Pozisyon p
Unclamping ~

Position

End

G
3

n, Bosluk Alani

'S~ Advance Throw

Sikma Baslangi¢ Pozisyonu
Clamp Starting Position

Pabug Dénme Alani

Clamp-Arm Swing

Saat Yonu / Clockwise Clamping

Pabu¢ Dénme Alani
/ Clamp-Arm Swing

Sikma Baslangig Pozisyonu
Clamp Starting Position

g Bosluk Alani
° (_Advance Throw

[+ Onerien Skma

Pozisyonu
Recommended
Clamping Position Sikma Alani

Clamping Throw
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M E R- E E Tek Dokunus Dénmeli Ustten Baglama
IMAOC

Swing Clamps With Cam Handle

%llkma _YUszle!(liﬁji
Referans — amping Reight Sikma | Inme
N Finis Yuzey Temas Kaba Yiizey Temas Torku Torku L2 L3 L1 L4 w L H5 B
r Finished Surface Contact| Rough Surface Contact |Clamping | Advance
i i Stroke | Stroke
Min. Max. Min. Max.
1482-0150R
31. 33.3 32.2 34.2
(30.8-31.8) | (32.8-33.8) | (31.7-32.7) | (33.7-34.7)| ! 15 30 | 8 | 35 153 45 | 23 | 8 |53
1482-0150L
1482-0200R
32.5 39 33.5 40
1.2 1.8 37 8 45 | 20.7| 65 | 30 12 | 84
1.9-33.1 8.4-39.6 2.9-34.1 .4-40.6
1482-0200L (31.9-33.1) | (38.4-39.6) | (32.9-34.1) | (39 )
1482-0300R
36.5 46 39 48.5
1.5 2.3 45 8 55 | 254 | 85 | 40 15 | 10.5
.7-37.2) | (45.2-46.7 8.2-39.7) | (47.7-39.2
1482-0300L (35.7-87.2) | (45 )| (88.2:39.7)  ( 89.2)
izin Verilen Sikma_
Referans Qe;l\ll ma bY|UkU Cl|<uvv¢_at|
owable ampin
Nr. Dp H D Wi | w2 | H3 H2 M H4 R A H1 | Operating Load For(’?eg (9)
(N) Kgf
1482-0150R
34 | 131 23 10 5.3 14 40 M5 | 285 | 63 19 68 150 150 272
1482-0150L
1482-0200R
48 | 167 | 30 16 8.4 18 50 M8 | 455 | 80 24 87 200 210 625
1482-0200L
1482-0300R
64 | 207 | 40 20 | 104 | 22 60 | M10 | 57 100 | 30 107 300 280 1340
1482-0300L
Uriin Nr. 1482 Tek Dokunus Dénmeli Ustten Baglama Product Nr. 1482 Swing Clamps With Cam Handle
Govde Body
« Sertlestirilmis » Hardened
- Siyah Kaplama » Black coated
Sikma Mili Clamping Spindle
« Siyah Kaplama « Black coated

Saat Yonunun Tersi Saat Yonu / Clockwise Clamping
Counterclockwise Clamping L1 R
L2
L3, Acik Pozisyon
D Unclamping Position
SEie=0r3' 2 N T
IR 2 cos) <
o ‘
L4
Kaba Yizey Temas Finis Yizey Temas
Rough Surface Finished Surface /]

Contact Contact

Sikma Pimi
Clamping Spindle

Overall Stroke

Genel inme

Sikma yuksekligi
Clamping Height

Montaj Delikleri
Mounting Holes

Onerilen Sikma Pozisyonu

Kullanim Sekli
How To Use

Recommended Clamping Position

] *\ ~ Sikma sonu

~ ./ Clamping End
-]
(-]

H1

Sikma Torku

Clamping Stroke
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M E R- E LFD Tek Dokunus Ustten Baglama
imAO

One-Touch Above Clamping

Sikma YUksekligi
Clamping Height

Sikma
Finis Yluzey Temas |Kaba Ylzey Temas| Torku
Ref’s;.ans Finished Surface | Rough Surface , L2 | L5 | W L | H4 | d P H L1 | L3 | Wi
Contact Contact CISampkmg
Min. | Max. | Min. | Max. | >'°Ke
32 40 35 43
148303240 | (355 5) | (40-37.5)| (35.32.5) | (43-40.5) 25 20 | 11 | 42 | 18 | 8 | 55| 32 | 81 | 255| 25 | 26
37 48 42 53]
1483-03748 | (37"33 5) | (48-44.5) | (42-38.5)| (53.49.5)| 35 25 | 14 | 52 | 22 | 10 | 66 | 40 | 100 | 32 | 31 | 32
. |izin Verilen|  S'kma Stkma
Ayarlanabilir i Kuvveti Mekanizmasi
Referans Kol Allowable | Clamping : ﬁ
Nr. w2 H2 Hi M H3 R HS L4 | Adjustable Opccjavrvéatine Force Clamping ()
Handles | Load (N Kgf Mechanism
1483-03240 22 10 45 M6 24 40 47 16 FKF8-BR 170 240 S\Qlfje%v 242
148303748 | 28 | 12 | 55 M8 | 305 | 65 | 63 | 20 | FKF8-BR | 210 420 onda | 490
Uriin Nr. 1483 Tek Dokunus Ustten Baglama Product Nr. 1483 One-Touch Above Clamping
Govde Body
« Sertlestirilmis » Hardened
« Siyah Kaplama « Black coated
Sikma Mili Clamping Spindle
- Siyah Kaplama « Black coated
L L3
)T T 2-d WL
| I N @
iy (i i
‘ S A T

M @ ]
! L5

- ,’ L2
Sikma pozisyonu

Clamping Position

H1

Finis Yizey Temas
Finished Surface [

Kaba Ylzey Temas
Rough Surface

Contact Contact
Mil =TE B
Spindle ERES S| 2
=2 L)
ElE L2
>18 o|a
. E|E
2|8
Acik Pozisyon wlo Ayarlanabilir Mesafe
Unclamped Clamping Throw

Kullanim Sekli / How To Use
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Dis Cap Baglama

Outer Diameter Clamp

G J P
Referans Nr. A B C D E F (6) H (h6) K L M N (£0.02) Q R
1484-06501 65 57 10 47 39 70 28 12 6 5 19 M6 42 26 32 25
1484-09001 90 72 15 57 46 95 42 14 8 7 23 M8 60 36 38 28
Sikma Kuvveti Tork Degeri

Referans Nr. T U \ w z Clamping Force | Allowable Screw

Kgf Torque (N - m) (kg)
1484-06501 15 18 4 M4 M8 400 60 1.1
1484-09001 17 22 6 M5 M10 600 100 2.6

Uriin Nr. 1484 Dis Cap Baglama

Teknik Ozellikler
* Parca tekrarlama hassasiyeti: +0.03
* Yumusak ayak tekrarlama hassasiyeti : £0.02

Not
* |s parcasi olmadan kilit civatasini sikmayin.
» Ceneye izin verildiginden daha derin islemeyin.

icindekiler
+ 1 adet kilitteme pulu

Product Nr. 1484 Outer Diameter Clamp

Technical Data
« Part locating repeatability: £0.03
« Jaw locating repeatability: +0.02

Notes

* Never tighten the locking screw without a part mounted,
to avoid damage and deformation

» Do not machine the jaw deeper than allowed.

Included
« 1 of locking ring
+ 1 of diamond pin

* 1 adet elmas pim £
1 imbus civata + 1 of socket-head cap screw =8
_on 5%
P oL =
Kama “—" ol £2
Parallel Key | -
O—— -
w 1 ‘ - Elmas Pim oo U]
@7 T Diamond Pin 7}5}‘5‘?{"“ o @
[N S w
)t i 1N T
U T I 7 -
Govde Sabitleme > M/(_f__’ o) ‘ [
Civata Yuvasi oz v 2] Locking Screw H Yumu
sak Ayak
For Socket-Head Cap Screws Sikma Stop Pul @G Sabitleme Civatasi
Locking Ring OF ZSocket-Head Cap Screw
Yumusak Ayak
Jaws
Referans Nr. A B C D E F G H J K ﬁ
(9
1485-06501 65 25 10 15 19 28 18 4 M4 M10 170
1485-09001 90 34 15 19 23 39 22 6 M5 M12 470
Uriin Nr. 1485 Yumusak Ayak Ozellik / Feature

- Malzeme: A7075

Yumusak Ayak
Product Nr. 1485 Jaws Jaw

» Material: A7075

Yumusak Ayak Sikistiginda

QA .
Kullanilan Civata Yeri oF .
Jaw-Removing Tapped Hole

T : T

C lzin verilen derinlik

N S

Gévde Saglec_e yumU§a_k_ayakIar|

Body degistirerek cesitli uygulamalar
Just changing jaws allows
holding different parts.

;

g J

@

8 @ Cene Cikarma Sekli / How To Remove Jaw

;:é Q)é | Eger yumusak ayak el ile ¢ikartilamiyorsa

= ‘ﬂ T civata kullaniniz.

- (7.2 7] ‘ When it is hard to remove the jaw by hand,
! screw a bolt into the jaw-removing tapped hole

- ml Sikma Stop Pulu ‘ to push it against the body, for easier removal.
T

Locking Ring
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E1 ER-EL

ic ve Dis Cap Baglama

Uriin Nr. 1486 i¢ ve Dis Cap Baglama

* Nikel Kaplama

« Parca Tekrarlanabilirlik £0.03

* Yumusak Ayak Tekrarlanabilirlik +0.03

« Nickel Coating

» Part locating repeatability:
« Jaw locating repeatability:

+0.03
+0.03

Product Nr. 1486 Inner and Outer Diameter Clamp

Dis Gap Form Yumusak Gene Civatasi

Tapered Screw For Internal Form Holding

CP126

IMmAOC Inner and Outer Diameter Clamp
izin Verilen
Referans h d1 p Vida Torku ﬁ
N 4 Jroon| @ | M | M | N2 1 0P Juggy W | NS Mo 2aitiie | Okg)
1486-CP125.06501 65 25 28 12 Mé 27 42 22 8 12 M8x1.25 15 0.8
1486-CP125.09001 90 30 42 14 M8 30 60 30 8 14 M10x1.5 25 1.7
1486-CP125.12001 120 35 55 18 M10 33 80 43 10 16 M10x1.5 40 35
1486-CP125.16001 160 40 63 24 M12 36 110 60 10 18 M12x1.75 40 71
Uygun Cene / Proper Jaws
Dis Form Tutamag igin / For External Form Holding | i¢ Form Tutamag icin / For Internal Form Holding
Sikma Kuvveti Sikma Kuvveti
Referans i Sikma Torku Referans . Sikma Torku
Nr. Clam[zE’\gl;)Force Clamping Torque Nr. Clampzll(r}%Force Clamping Torque
1486-CP126.06501 45 1486-CP127.06501 4.5
1486-CP126.09001 7 1486-CP127.09001 7
0.3 0.3
1486-CP126.12001 10 1486-CP127.12001 10
1486-CP126.16001 12 1486-CP127.16001 10

Not: Yumusak Ayak Ayri Siparis Verilir.
Note: Jaws must be ordered separately.

ic Gap Form Yumusak Cene
Jaw For External Form Holding

ic Cap Form Yumusak Cene
Jaw For External Form Holding

CP127

< C\l7
<
IE
‘ 2-Pin
di
di
d2 I
| ‘ 1 LH | (B
sl o - P L
Wzl
1
L P1_ e
Pim Olgtleri / Pin Dimensions
Referans Cap
Referans I-(lj71 Lf g; L (&L) M2 dpf Nr. Diameter
14 C:ré 1 (28) 13 : 6) 6 _éz M 6x1 42 1486 CP125.06501]  6h6
1486_CP125.06501 42 | 15 8 8|3 M8 1X25 60 1486-CP125,09001, 0 8ho
1486-CP125.(1)§001 55 | 19 | 10 | 11 | 43 M1(;(1.5 80 1486-CP125.12001 © 10h6
86- 51200 X1 o 1486-CP125.16001| @ 12h6
1486-CP125.16001| 63 | 25 | 12 | 13 | 60 | M12x1.75 | 110
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M E R' E LFD Dis Cap Form Yumusak Cene

IMAO Outer Diameter Soft Jaw

Referans ﬁ
Nr D d h1 h2 M h M d1 t (@)

1486-CP126.06501 | 65 21 25 10 | M8x20 | 29 | M5 | 20 4 200
1486-CP126.09001 | 90 25 35 15 |M10x20| 40 | M6 | 24 5 500
5
6

1486-CP126.12001 | 120 | 25 40 20 |M10x25| 46 M6 | 24
1486-CP126.16001 | 160 | 29 45 25 |M12x25| 52 M8 | 28

1100
2200

Uriin Nr. 1486 Dis Cap Form Yumusak Gene Product Nr. 1486 Outer Diameter Soft Jaw

* Malzeme: Aliminyum A7075 » Material: Aluminum A7075

» Mavi kaplama * Blue coating

» Stkma Torku 0.15mm * Clamping Torque 0.15mm
M1

d1 _C
- o5
o O

? 532

Form isleme Pulu % 8
L SieT £
Locking Ring E S
=

Pl

. -
- 1 _ - <

e I
Cyry J
LH \ 2 Pim Deligi

Yun?ug,ak ane 2-Locating Holes
SabitlemeCivatasi
M-For Hex Socket
Button Head Screw

is Parcasi
@ / Workpiece
£
5| & 12 CP126-16001
£la
o5 10
% © 6 CPT26-12001
E5 CP126-09001
[S]
Q' ©
D=

——1CP126-06501

0 5 10 15 20 25 30 35 40

Sikma Kuvveti / Clamping Force (kN)
(=2}

Tork Degeri / Tightening Force (N+m)
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E1 ER-EL

ic Cap Form Yumusak Cene

IMAO Inner Diameter Soft Jaw
Referans ﬁ
NI D h1 h2 h ()
1486-CP127.06501 65 25 10 28.5 200
1486-CP127.09001 90 30 15 34.5 400
1486-CP127.12001 120 35 20 40.5 900
1486-CP127.16001 160 40 25 46.5 1900

Uriin Nr. 1486 ic Cap Form Yumusak Cene
» Malzeme: Aliminyum A7075

» Glimus kaplama

» Sikma Torku 0.15mm

isleme Derinligi

Product Nr. 1486 Inner Diameter Soft Jaw
» Material: Aluminum A7075

« Silver coating

» Clamping Torque 0.15mm

Machinable Depth

H1

\ 2 Pim Deligi

2-Locating Holes

I

‘/g
isleme Derinligi :

Machinable Depth

Silindir Kami
Cam Cylinder

CP127-12001

10 | | CP127-16001

[ ]
8 CPT27030]

— CP127-06501 ’

is Pargasi
Workpiece

0 5 10 15 20 25 30 35 40

Sikma Tuvveti / Clamping Force (kN)
[e>]

Tork Degeri / Tightening Force (N+m)

]
Wi
il
]
L]

ic Cap Form Yumusak Cene Civatasi

Referans o Y | g w ﬁ Inner Diameter Soft Jaw Bolt
Nr. (9)
1486-CP127.06501B | 22.5 29 M8 10 13.2 6 50 -
1486-CP127.09001B | 27 35 M10 11 16 8 80
1486-CP127.12001B | 29 41 M10 13 16 8 100
L L1
1486-CP127.16001B | 33 47 M12 14 18 10 150 2 ‘ —
Uriin Nr. 1486 i¢ Cap Form Product Nr. 1486 Inner 7 S _
Yumusak Cene Civatasi Diameter Soft Jaw Bolt o
» GUmus kaplama « Silver coating 41—
M
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M E R' E LFD Delik ici Baglama
IMAOC

I.D. Holding Clamps

D Ho Uygun Sikma
Referans Civatalar Kuvveti ﬁ
Nr H H R L Proper Cap | Calmping (@)
. s Force
min. max. min. max. crews Kgf
1487-04001 19.5 24 9 2.5 R9.5 8 2.6 9.4 M4 200 20
1487-06001 23.5 29 13 4 R11.5 115 5 13 M6 500 45
1487-08001 28.5 36 17 5.5 R14 15 6 19 M8 900 90
Uriin Nr. 1487 Delik ici Baglama Product Nr. 1487 1.D. Holding Clamps
« Sertlestirilmis « Hardened
- Siyah Kaplama « Black coated
Ozellik

» Bu pabuglar is parcasini i¢c captan sikma islemi yapar.

« Kamanin konik yapisindan dolayi gii¢li bir baglama yapar.

» Uzun strok 6zelligi ile dokulmis deliklerde ve kaba deliklerde
kullanim olanagi saglar.

Feature
» These clamps hold the inside diameter of the workpiece.
» The wedge construction allows powerfully clamping
the workpiece.
» Long clamping stroke is ideal for holding as-cast or
roughly-finished holes.

Kullanim Sekli / How To Use

Not
» Dogru bir merkezleme islemi agagidaki

( i§_ pargasini sikkma aninda gorsel gibidir.
¢izgi halinde temas eder. Finis
delikler icin tavsiye edilmez. Notes
(D Delik icinde deforme olabilir. - For accurate locating, use these clamps with
a locator as shown below.

The clamp makes a line

contact with the workpiece at .

the clamping mode. This Is Parcasi
contact can mar the surface Workpiece

I of the workpiece depending
on its materials, and using
) these clamps for accurately Tespit Pimi
finished holes is not Custom Locator
= recommended. N \é%/
Acik Konum Kapall Konum
Unclamping Mode Clamping Mode

2’li baglama uygulama &érnegidir.
Example of application where two |.D. Holding Clamps are used.
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M E R' E L® Delik ici Baglama

IMAO I.D. Holding Clamps
d h Sikma TXHk Degleri
K ti owable
Refﬁrans h1 M L1 W Cle;m;?nlg Sc\?ew é_ﬁ_é
- min. | max. |d min. |d max. Fﬁgfe {ﬁrf“rine) @
1487-04001A 8 10.3 | 55 46 | 0.9 M4x12 73 | 25 900 2.1 3
1487-05001A | 10 | 123 | 6.4 56 | 1.1 M5x15 9.1 3. 1500 4.3 5
1487-06001A | 12 | 16.3 | 8.6 7 1.3 M6x18 | 11.2 | 4. 2100 7.3 9
1487-08001A | 16 22 115 | 94 | 1.6 M8x25 | 162 | 5 4000 18 22
1487-04001B 8 10.3 | 55 46 | 51 M4x12 7.1 3 1500 2.7 4
1487-05001B | 10 | 123 | 6.4 56 | 6.2 M5x15 9 4 2500 5.4 7
1487-06001B | 12 | 16.3 | 8.6 7 7.9 M6x18 | 106 | 5 5000 9.1 11
1487-08001B | 16 22 | 115 | 94 | 104 M8x25 | 154 | 6 9000 25 28
Uriin Nr. 1487 Delik i¢i Baglama Product Nr. 1487 I.D. Holding Clamps
« Sertlestiriimis » Hardened
« Siyah Kaplama * Black Coated
M-Havsa Basli Civata
dzellik M-Countersunk Head Screw = -

+ Bu baglamalar / clampler is pargasinin i¢ gapindan tutar.
* Is pargasini Kama Konstriksiyon giigli sikmasini saglar. ((
» Uzun sikma stroku dékim veya kabaca bitmis delikleri N

Amna . Nz NS
tutmak igin idealdir. = M-imbus Civata

Features M-Hex. Socket-Head

» These clamps hold the inside diameter of the workpiece. Cap Sorew
» The wedge costruction allows powerfully clamping in the workpiece.
» Long clamping stroke is ideal for holding as-cast or -
roughly-finished holes. <
< C >
l (ceneler asagi egik hareket) b
(jaws move obliquely downward) hr

®ﬂ @N@

@

@ s pargasina kars! yatay basing
Horizontal pressure against workpiece

@ s pargasinin yiikselmesini engelleyen dikey basing.
Vertical pressure preventing workpiece lift

Kullanim Sekli / How To Use

Not
» Pabug isparcasini skkma modundayken baglanti hattina temas eder. Delik ici baglamalarin kullanildigr iki kompakt
Kendi meteryallerine bagli is pargasi ylzeyini isaretleyebilirsiniz ama uygulamalardan &érnek.

bitmis / finish delikler i¢in bu pabuglarin kullaniimasi tavsiye edilmez.
Example of applications where two compact ID
holding clamps are used.

Notes
» The clamp makes a line contact with the workpiece at the clamping mode.
This contact can mark the surface of the workpiece depending on its meterials Not

and using these clamps for accurately finished holes is not recomended. - Asagida gbsterildigi gibi dogru yer tespiti icin

bir konum belirleyici ile bu pabuclari kullanin.

Notes
« For accurate locating, use these clamps with
a locator as shown below.
is Parcas!
Workpiece
<=y
-
=
N

Tespit Pimi
Custom Locator
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B1 EREL

Delik ici Baglama
I.D. Holding Clamps

e d Gy Novase | "l |
Referans [isparcas, capian | g4 | gp | h2 | hi (Se)| N | M | L | w | M |Lt|dp |Clamping| Sorew Recomees | Alowable Q_A_Q
Nr. Work;ﬁ:ﬁe Sia‘ 005 Force " | Torque | Rengeol | Expansion (9)
Kgf (N-m) |ExpansionofDia)  of Dia

1488-00004 | ©7.1-@012.4 (124|741 | 15 | 16 |29.72|21.8| M4 | 72 | 3 M3 | 6 21 420 5 0.07 0.13 45
1488-00006 |@12.2-@14.2|14.2{12.2| 15 | 19 | 31.5 |249| M6 |11.2]| 5 | M3 | 6 |[23.1 440 17 0.08 0.23 60
1488-00008 | @13.5-020 | 20 |13.5| 15 | 19 | 37.5 |24.9| M8 |13.2| 6 | M3 | 6 | 29 1100 34 0.08 0.30 95
1488-00010 018-@27 27 | 18 |17.5|22.2| 50 |28.6| M10 |16.3| 8 | M4 | 7 |39.4 | 2000 60 0.08 0.35 190
1488-00012 | ©23-@35.3 [35.3| 23 |20.6(25.4| 56 |31.8| M12 |20.3| 10 | M4 | 7 |45.5 | 2600 150 0.08 0.35 300
1488-0016A | ©29.3-@42 | 42 |29.3| 27 |31.8| 69.5 |39.6| M16 |21.4| 14 | M5 | 13 |55.9 | 4400 280 0.08 0.35 570
1488-0016B |©29.3-@51.5/51.5|29.3| 27 |31.8| 75.5 |39.6| M16 |21.4| 14 | M5 | 13 [63.9 | 4400 280 0.08 0.35 750
1488-0016C |©29.3-@77.7|77.729.332.3|37.6|107.5|45.5| M16 |19.3| 14 | M6 | 14 |92.6 | 4400 280 [0.15-0.4| 0.60 1800
1488-0016D |©29.3-0103| 103 |29.332.3|37.6|132.9|45.5| M16 |{19.3| 14 | M6 | 14 [118.1| 4400 280 [0.15-0.4| 0.60 2900
1488-0016E | ©29.3-@175|175 129.3|32.3(37.6|132.9|45.5| M16 |19.3| 14 | M6 | 14 [118.1| 4400 280 |0.15-0.4| 0.80 6500
1488-0016F |©29.3-0250.2[250.2|129.3 | 32.3 |37.6 | 152.4 |45.5| M16 |19.3| 14 | M6 | 14 [133.4| 2600 170 |0.15-0.4| 0.80 | 4800

Uriin Nr. 1488 Delik i¢i Baglama

Govde

« Siyah Kaplama

Civata
« Sertlestirilmis

Ozellik

« Delik ¢gapindan tutma islemi yapar

» Mikkemmel kullanimiyla birden fazla
sikma segenegi saglar
« Sag tarafta goéruldigu gibi hidrolik gcekme ile de
kullanim olanagi saglar.
- Is pargasina gére ayarlama olanag saglar

Not

« Islenmis olan parcalarin késeleri minimum
0.5 kése olmali. Radus olabildigince biyik olmali

« Is parcasinin deligi radiise denk gelirse
burg kullanin
* Istege bagli dis ¢ap 6l¢u degisikligi yapabiliriz.

Alyan

Hex Wrench

Applied Plate

Adaptasyon Plakasi

Product Nr. 1488 I.D. Holding Clamps
Body
« Black coated

Tapered Screw
» Hardened

Features
» Can hold workpieces on an inside diameter.
« Perfect for multiple-parts holding arrangement.
» Using hydraulic pull cylinders to clamp instead
of using hex wrenchs allows automation.
» Can be machinable to suit your workpieces.

Notes

» The minimum radius of corners at the machined part
should be 0.5mm for clamping small workpieces.
To prevent stress concentration on these corners,
make the radius as large as possible.

« If the radius will interfere with the bottom of the workpiece
bore, we suggest a ring or rest-pads be fixed to the flange.

‘ Sabitleme Civatasi
M1 Hex Socket Countersunk
Head Screw

‘(?)/‘;\\(m?

TM

Workpiece

D Sikigtirma Civatasi

Hidrolik Komponent D1 Tapered Screw
Hydraulic Pull Cylinder D2 islenebilir Derinlik
| | Machinable Depth
‘ \ ‘
! o
DI T
flasik ok
. ) (., ( .
<T7 i I <717
o M N
HJ \ B
| - _l
.}
M
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E1 ER-EL

Tek Dokunus Baglama

Single Touch Clamp

Sikme Kuvveti

Kaldirma Kuvveti

Referans Clamping Force Lifting Force éS( )25
N (N) (N) ¢
1489-0840R.06 600 100 220 0840R.06 0840R.06N
1489-0840R.06N 700 - 215

Uriin Nr. 1489 Tek Dokunus Baglama
« Siyah Kaplama

“xX
Sikma Sonu / Clamping End
040
i ‘\)
<
] !
]
|
08

45

95,155

7

26

02596
0840R.06
Referans ﬁ
1489-0840R 32

Uriin Nr. 1489 Tek Dokunus
Baglama Burcu
« Siyah Kaplama

Product Nr. 1489 Single Touch Clamp
* Black coating

4-03.4

g ., 4034
3 H €0.5
= | N
g
4065 | [\cos

0840R.06N

Fikstur Pleyti
Fixture Plate

e

L2

Product Nr. 1489 Single Touch
Clamping Bush
* Black coating

Tek Dokunus Baglama Burcu
Single Touch Clamping Bush

@32H7
% C0.5 co.5
N~ /7

18
%4

R

R0.4

4-M3x0.5

Tolerans / Tolerance+0.02
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M E R- E E Konumlama Burcu (Kapali)

Flex Locator Bushings (Blind)

Kaldirma Kuvveti
Referans ( De) H | Dt | HI | M | H | ™1 Dp | Lifting Force gA@
' 9 M) @

1489-16032K | 32 6.5 20 7 M3 3 M3x0.5 | 25.5 110 60
1489-25050K | 50 10 32 9 M4 5 M4x0.7 | 42 180 160
1489-38070K | 70 15 48 14 M5 9 M5x0.8 60 400 508
1489-56095K | 95 22 70 21 M6 15 | M6éx1.0 84 690 1451

Uriin Nr. 1489 Konumlama Burcu (Kapali) Product Nr. 1489 Flex Locator Bushings (Blind)

« Kaldirma kuvveti hareketli konik burcu « The lifting force is the power of the inner spring of the
yukari itmek igin yay kuvvetini kullanir.(N) body to push up the movable tapered bushing.(N)

« Vidalar dogru sirayla sikimadiginda « If the screws are not tightened in the correct order,
tekrarlanabilirlik 0.01 agabilir. the locating repeatability may exceed 0.01

« Toplam yiik, maksimum ylk kapasitesini asiyorsa, « If the total load exceeds the maximum loading capacity,
tekrarlanabilirlik 0.01 asabilir. the locating repeatability may exceed 0.01

H2
HA1

D
Montaj Detayi / Mounting Details
Referans d H4 d
NI, H7) |z0.05) 91 | H3 | M " cos ﬂ‘
1489-16032 32 7 21 18 | M3x0.5 4 } = Ves vi
1489-25050 50 10.5 | 33 24 | M4x0.7 : ‘ : /T ~Ia
1489-38070 70 155 | 49 35 | M5x0.8 R04 ! %
1489-56095 95 | 225 | 71 51 | M6x1.0 \ SN M2
d1i

Tolerans / Tolerance £0.02

T

Uygulama Ornegi / Aplication Example

®
o
c
©
i
I
Q<
o
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M E R' E LFD Konumlama Pimi

Flex Locator Pins

Referans D ﬁ
ol @) | M2 | H M H1 | d Q@

1489-16032 16 55 | 11.5 | M5x0.80 6 8 18
1489-25050 25 10 20 | M8x1.25 | 11.5 | 11 49
1489-38070 38 15 | 29.5 | M10x1.50 | 18 14 176
1489-56095 56 22 | 43.5 | M16x2.00 | 28.5 | 20 569

Uriin Nr. 1489 Konumlama Pimi Product Nr. 1489 Flex Locator Pins
M
C\l‘ ( 7wf+1~% 11
I NHEE:
T . 1
Hlas
——
‘ d ‘ M1 R0.4

D 7 7/
| | b2

Montaj Detayi / Mounting Details 1 T i

Tolerans / Tolerance +0.02 ‘
|

Referans d1 H3
Nr. (H7) |(x0.05)

M1

1489-16032 16 6 M4x0.7

1489-25050 25 10.5 | M6x1.00 .
1489-38070 38 15.5 | M8x1.25 7
1489-56095 56 | 22,5 | M12x1.75

Konumlama Pimi Kapagi

Refﬁ:ans D H M w ﬁ Flex Locator Protecting Covers
: (9
1489-16032P | 12 4 M3x0.5 2 3
1489-38070P 19 6 M4x0.7 25 5
1489-25050P 29 7 M5x0.8 3 14
1489-56095P | 44 8 M6x1.0 4 35

Uriin Nr. 1489 Konumlama Pimi Kapag
Product Nr. 1489 Flex Locator Protecting Covers

Montaj Detayi / Mounting Details
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M E R' E E Konumlama Burcu (Aclk)

Flex Locator Bushings (Through)

Referans D H | H1 M K?_Iﬁ{ir%aéur\é\éeﬁ gA@
: (N) €¢)
1489-12025A | 25%%% | 16 | 8 |M8x1.25 540 46
1489-15032A | 323% | 20 | 9 |M10x1.50 600 92
1489-20045A | 453% | 26 | 11 |M14x1.50 780 230

Urlin Nr. 1489 Konumlama Burcu (Agik)

« Kaldirma kuvveti hareketli konik burcu
yukari itmek igin yay kuvvetini kullanir.(N)

« Vidalar dogru sirayla sikimadiginda
tekrarlanabilirlik 0.01 asabilir.

« Toplam yiik, maksimum ylk kapasitesini asiyorsa,
tekrarlanabilirlik 0.01 agabilir.

Product Nr. 1489 Flex Locator Bushings (Through)
« The lifting force is the power of the inner spring of the
body to push up the movable tapered bushing.(N)
« If the screws are not tightened in the correct order,
the locating repeatability may exceed 0.01
« If the total load exceeds the maximum loading capacity,
the locating repeatability may exceed 0.01

D
Montaj Detayi / Mounting Details
Referans d H2
NI, (He) |(x0.05)| 91 | H3 M1 M2

1489-12025 25 16.5 | 25.2 8 | M6x1.00 | M10x1.50
1489-15032 32 | 205 | 822 | 11 | M8x1.25 | M12x1.75
1489-20045 45 | 26.5 | 45.2 | 15 | M12x1.75 | M16x2.00

_Tolerans / Tolerance +0.02

| | d1 = M2
| | o YT— RO.4 3
T T B
I I
s /g of /| a

30°

Uygulama Ornegi / Aplication Example
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M E R' E E Konumlama Pimi

Flex Locator Pins

Referans D1 ﬁ
NI (P6) H1 D H M d )

1489-12025 12 4.5 15 10 | M10x1.50 | 8.5
1489-15032 15 7.5 20 15 | M12x1.75 | 10.2 16
1489-20045 20 10 30 20 | M16x2.00 | 14 47

Uriin Nr. 1489 Konumlama Pimi Product Nr. 1489 Flex Locator Pins

Montaj Detayi / Mounting Details

Referans d
NI (H6) H2 M1 M2

1489-12025 12 55 | M8x1.25 | M6x1.00
1489-15032 15 8.5 | M10x1.50 | M8x1.25
1489-20045 20 11 M14x1.50 | M12x1.75

Tolerans / Tolerance +0.02
I | Plaka

| P

Konumlama Pimi Kapagi

Refﬁians D H D1 M ﬁ Flex Locator Protecting Covers
' ()
1489-12025P | 15 | 10 9 | M4x0.7 2
1489-15032P | 19 13 11 M5x0.8 5
1489-20045P | 29 18 16 M6x1.0 17

Uriin Nr. 1489 Konumlama Pimi Kapag

Product Nr. 1489 Flex Locator Protecting Covers

y —
SR
oL

Montaj Detayi / Mounting Details
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M E R' E E Pnématik Baglama

Pneumatic Clamp

Refﬁ:.ans gé b3 | d2 | hi D h (gg) he | d Lf | d4 | dp Mo A ﬁz%%ss)'u?& csf;krrnnpezr’l%“,‘:/gfc"e g(é)@
1489-18L4S 24 8 234 | 295 | 40 8 12 11 4.5 3.5 8 32 - 0.5 250 154
1489-26L.4S 32 | 85 | 314 |31.7 | 51 9.5 | 16 16 | 55 4 9.5 | 41 - 0.5 350 289
1489-18L4SG 24 8 234 | 295 | 40 8 12 11 4.5 3.5 8 32 M4x0.7 0.5 250 136
1489-26L4SG 32 85 | 314|317 | 51 9.5 16 16 515 4 Of5 41 M5x0.8 0.5 350 252

Uriin Nr. 1489 Pnomatik Baglama Product Nr. 1489 Pneumatic Clamp
* Nikel Kaplama * Nickel Coating
* Tekrarlama Hassasiyeti £10pym *» Repeat Accuracy £10pm

L4SG

h2
et |

= (] | =
= | %
: o — || 4
| - |
d2
di
L4S L4SG

Pnématik Baglama Burc
Pneumatic Clamping Bush

Referans D1 d gA@
NI 96 h2 d2 h1 D h o7 d1 Lf d3 M dp )

1489-18BU 20 | 75 | 19.6 | 10.5| 36 8 121 | 45 | 3.5 8 M4x0.7 28 57
1489-26BU 25 7 | 246 | 11 44 | 95 | 16.1 | 5.5 4 9.5 | M5x0.8 34 97

Uriin Nr. 1489 Pnématik Baglama Burg Product Nr. 1489 Pneumatic Clamping Bush
« Nikel Kaplama * Nickel Coating
* Tekrarlama Hassasiyeti £10pym * Repeat Accuracy £10pm
Degisken Plaka Burg
D1 Fixture Plate Bushing

d2 di1

Bilye Sikma Kuvveti
@ Balls Clamping Force
= % '
T Il '
Sabit Plaka
Base Plate "
Hava Giri
< AirvSup;)II)? Hava Cikis
Air Release
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Pabuc Destek Civatasi
Clamp Support Bolt

Referans DxF d1 K ﬁ b
. g
1490-08032 M8x32 25 8 40 —rj
1490-10042 M10x42 30 8 60
1490-12050 M12x50 36 10 110
1490-12095 M12x95 36 10 150 v
1490-16062 M16x62 45 13 240
1490-16097 M16x97 45 13 285
1490-16117 |  M16x117 45 13 310 _Q*Z
1490-20062 M20x62 50 13 320 i
1490-20097 M20x97 50 13 390 L——J‘“
1490-20117 |  M20x117 50 13 430
1490-24081 M24x81 50 14 445
1490-24116 | M24x116 50 14 555
1490-30180 | M30x180 70 24 1650
Uriin Nr. 1490 Pabuc Destek Civatasi
« Siyah Kaplama
Product Nr. 1490 Clamp Support Bolt Destek civatas!
« Black Coating ﬁ Support Bolt
Trapez Dis Yikseltici Destek
Reflc\elrans {Eﬂ g % ”%“ L gt ﬁ Trapeze Thread Lifter Support
r. e —— — @
1510-023030| 23-30 M16 34 32 1000 140
1510-040060| 40-60 M16 34 32 1800 250
1510-042052| 42-52 | Tr30x4 50 50 6000 570
1510-050070| 50-70 | Tr30x4 50 50 6000 680 d
1510-070100| 70-100 | Tr 30x4 50 50 6000 960
1510-100140| 100-140 | Tr 30x4 50 50 6000 1395
1510-140220 | 140-220 | Tr 30x4 54 54 6000 2285
1510-210330| 210-330 | Tr 30x6 58 58 8000 3950
1510-260430| 260-430 | Tr 30x6 68 68 8000 7250

Uriin Nr. 1510 Trapez Dis Yiikseltici Destek
< Nr. 1510 yUkselticiler DIN 6314-6315-6316 pabuclarda yiikseltici destek amagli kullanilir.
« Hareketli parga Ustlinde bulunan @12mm delik Referens Nr. 1555-1560-1565-1570-1575

yukselticiler Ust Uste ve farkl amagl kullanihr

« Siyah Kaplama

- Destek Civatasi : Sertlestirilmis

Product Nr. 1510 Trapeze Thread Lifter Support

« Nr.1510 Lifters are used in DIN 6314-6315-6316 clamps as the lifter support

« Hole with @12mm taking place on the moving part are used with the lifters
with the Reference Nr.1 555-1560-1565-1570-1575 on top of each other and
also used with different purpose.

« Black Coating

 Support Bolt : Hardened

146




E1 ER-EL

Uriin Nr. 1515 Manyetik Vidal Yiikseltici

@12x50 @12x80
Referans H min. | Hmax. | D1 H1 min.- | H1min- | J& Kgf ﬁ
Nr. H1max. | Himax. |~ @
1515-065085| 65 85 50 93-113 123-143 | 3000 810
1515-085125| 85 125 50 | 113-153 143-183 | 3000 1050
o212

Manyetik Vidal Yukseltici

Magnetic Screw Booster

« Urlin manyetik olugundan dolay kendi agirhigini —E
tasidig icin yatay baglamalarda 6zellikle enjeksiyon
makinalarinda kullanim avantaji saglar.
« Sertlestirilmis
« Siyah kaplama )
g
Product Nr. 1515 Magnetic Screw Booster = %
« Because of magnetic it holds its own weight. = 1S
Therefore it provides using advantage in horizontal ‘€ T
clamping especially on injection machines. =
» Hardened
« Black coating DR——
Vertical Clamping 'IJ | |
Modiiler Manyetik Yikseltici
Modular Magnetic Booster
Referans H min-max.| H min-max.
o n " TR dt d2 d3 | <5 kg ﬁ(g)
1517-04262 42-52 52-62 30x4 50 50 53.5 6000 700
1517-05080 50-70 60-80 30x4 50 50 53.5 6000 770
1517-70110 70-100 80-110 30x4 50 50 53.5 6000 1050
Uriin Nr. 1517 Modiiler o12 d2
Manyetik Yiikseltici R
. Sivah Kapl E———
iyah Kaplama @ 0
1
Product Nr. 1517 Modular TR e -
Magnetic Booster N N
« Black coating = ple =2
©
£
T £
E d1
T T
- Modller Manyetik
M38x2 Modular Magnetic
d3
iy Blok Destek
e;rans Hmin. | Hmax. | bl b2 | L | sw ? kgf o Support Block
r. g
1520-050063 50 63 - 40 | 63 8 4000 1890
1520-100125 100 125 115 60 | 125 | 14 | 10000 | 9910
1520-170190 170 190 145 | 80 | 1756 | 22 | 25000 | 28480
Uriin Nr. 1520 Blok Destek
« Urtin Ozellikle agir pargalarin desteklenmesi b2
ve kaldiriimasi igin tasarlanmistir. [
« Sertlestirilmis e

« Siyah kaplama

Product Nr. 1520 Support Block

« Designed for supporting and lifting
of heavy work pieces

» Hardened

« Black coating

H min.
H max.

IE
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M E R- E LFD Trapez Dis Yukseltici Destek

Trapeze Thread Lifter Support

Referans I

Nr. iﬁ d g K i et (kg)
1530-200 00-300 Tr40x7 69 28 8000 10.0
1530-280 280-460 Tr40x7 69 28 6000 11.8
1530-430 | 430-750 Tr40x7 69 28 5000 14.2
1530-710 | 710-1250 Tr40x7 69 28 4000 20.9

Uriin Nr. 1530 Biiyiik Boy Yiikseltici Destek
« Yiksek pargalarda kullanim amagh trapez dis ylkseltici destek
» Govde statik boyali. Alti kdsede bulunan @12mm delik
Referans Nr. 1555-1560-1565-1570-1575 Urinlerle kullanildiginda farkli kullanim avantaji saglar.

Product Nr. 1530 King Size Lifter Support
« This is a trapese thread lifting support having the purpose of using with High Pieces.
+ Body and statical painting. It provides different usage advantages
when @12mm hole is used with 1555-1560-1565-1570-1575 reference numbered products taking place.

y T Sabitleme vidas!
T % Fixing Screw

< g

20

Trapez Dis Yukseltici Destek

Referans | - % ) . ) a5 o ﬁ Trapeze Thread Lifter Support
Nr. | i == (ka)

1550-100 100-140 Tr30x6 49 18 6000 2.05

1550-140 | 140-200 | Tr30x6 49 18 6000 2.45

1550-200 | 200-320 | Tr30x6 49 22 4000 3.90

1550-320 320-550 Tr30x6 49 22 2500 5.1

Uriin Nr. 1550 Biiyiik Boy Yiikseltici Destek
« Yiksek parcalarda kullanim amagl trapez dis ylkseltici destek
» Govde statik boyali. Alti kdsede bulunan @12mm delik
Referans Nr. 1555-1560-1565-1570-1575 Urinlerle kullanildiginda farkl kullanim avantaji saglar.

Product Nr. 1530 King Size Lifter Support
« This is a trapese thread lifting support having the purpose of using with High Pieces.
» Body and statical painting.It provides different usage advantages
when @12mm hole is used with 1555-1560-1565-1570-1575 reference numbered products taking place.

i Kontra
‘ ‘ ‘ Sabitleme Somun
T [ " Contra Fixing Nut

< gO
\_Iéi
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M E R_ E LFD Trapez Dis Yiikseltici Yedek Pargalari Trapeze Thread Lifter Spare Parts

Product Nr. 1555 Trapeze Thread Lifter Rad-top Support

Radiisli Destek

Referans h od I Bu drinler Nr. 1510-1517-1530-1550 rinler ile kullanilir Rad-top Support
Nr. ()] These products are used with the product Nos 1510-1517-1530-1550
1555 10 37 75 taking place.
Uriin Nr. 1555 Trapez Dis Yiikseltici Radiislii Destek od
« Acili ylizeylerde kullanim kolayligi saglar
« Siyah Kaplama R50
e 1~

« This part provides usage convenience on angled surfaces
« Black Coating

=
or2

Referans ﬁ
N, h 0d i. Kof| 8
1560 25 45 3000 220

Uriin Nr. 1560 Trapez Dis Yukseltici Bilyali Destek
« Bozuk ylizeylerde kullanim kolayligi saglar
« Siyah Kaplama

Product Nr. 1560 Trapeze Thread Lifter Ball Support
« This part provides usage convenience on irregular surfaces
« Black Coating

Bilyali Destek

@ di
Referans : ﬁ
NI h Qd min max ©

1565 15 45 10 50 | 130

Uriin Nr. 1565 Trapez Dis Yiikseltici V-Yatak
« Silindirik pargalarda V yatak destegi
« Siyah Kaplama

Product Nr. 1565 Trapeze Thread Lifter V-Clamping Block
« V clamping block support for cylindrical pieces
« Black Coating

Ball Support
Ll =
012
@d
Qd1 V-Yatak

V-Clamping Block

Referans h od | @d1 L é_ﬁ_é
Nr. (9)

1570 12 50 15 20 220

Uriin Nr. 1570 Trapez Dis Yiikseltici Pimli Destek
« Sekilli parcalarda araya giderek destek saglar
« Siyah Kaplama

Product Nr. 1570 Trapeze Thread Lifter Pin Support
« This part provides support for formed pieces by entering in between
« Black Coating

@12
Qd
Pimli Destek
Pin Support
Qd1

h

Jotz.

Qd

Referans | | 64 | od1 | @d2 ﬁ
Nr. ©

1575 8 45 | 35.8 30 105

Uriin Nr. 1575 TDY Ara Merkezleme Vasati

« Trapez dis ylkselticiler st Uste kullanildiginda ara merkezleme
vasati olarak kullanilir

« Siyah Kaplama

Product Nr. 1575 TDY Intermediary Centering Mean

« This part is used as Intermediary Centering Mean when used with
Trapeze Thread Lifters

« Black Coating

Ara Merkezleme Vasati
Intermediary Centering Mean

Qd1

@12
@d

l
ﬁJ

149



E1 ER-EL

Basamakli Destek

Stepped Support

Referans | a c K b L | b1 | b2 Q"LQ
Nr. (9)
1580-050 13 8 13 37 52 50 52 78 460
1580-060 16 10 17 47 64 60 64 96 860
1580-070 19 13 18 57 76 70 76 114 | 1420
Uriin Nr. 1580 Basamakli Destek
« Siyah Kaplama
Product Nr. 1580 Stepped Support
« Black Coating
[
Tr
o 51: <
M L
Refsrans h-H e @ kg ﬁ
r. — (g)
1585-050 110-150 48x48 4000 1120
1585-060 155-220 60x58 5000 2710
1585-080 220-340 80x78 6000 6560

Uriin Nr. 1585 Merdiven Dis Kombine Destek
« Ylkseltme araligi (hatve) 3mm’dir
« Siyah Kaplama

Product Nr. 1585 Serrated Thread Combined Support
« Lifting gap (screw pitch) is 3 milimeters
« Black Coating

Merdiven Dis Kombine Destek
Serrated Thread Combined Support
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Ayarl Destek

Adjustable Support

izin Verilen| Destek | Piston Yay
Referans Vida Torku| Kapasitesi Kuvveti ﬁ
er h s M1 d1 d M L w hi L1 M2 | Sen| Support | Pision Sorng | O (q)
Torque(Nm) | Capacity (kgf)| Force (N)
1588-060 33 6 M6x12 14 28 M6 10 4 22 14.1 M6éx16 7.5 400 10~22 | 150
1588-080 42 10 M8x16 19 35 M8 15 5 28.5 18.8 | M8x20 14 600 10~27 | 300
1588-100 50 10 M10x20 22 42 M10 14 6 34 23.8 | M10x25 18 750 14~28 | 540
1588-120 60 10 M12x24 26 50 M12 17 8 42 28.5 | M12x30 22 900 15~30 | 865
1588-160 70 10 | M16x32 | 33 60 M16 22 10 47 26.5 |M12x30| 25 900 | 15~35 | 1.390
Uriin Nr. 1588 Ayarh Destek Product Nr. 1588 Adjustable Support
+ Siyah kaplama * Black coating
Alyan / Allen key

]

L1 d 5

M1 d1 @

\ﬁ ”

L
P
| c
= |
]
-

Sabitleme Civatasi

Mounting Screw

Uygulama Ornegi / Application Example

Ayarli Destek
Adjustable Support
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L

Kalite Dayanim Siniflari
Quality Strength Classes

10 10.9 12.9
DIN767  (—— ; . X
e —
DIN 6379 - X -
- ——
DIN 6330B
DIN 6331 . . X - -
Nr. 1830
Sembol gerilme mukavemeti [N/mm?] : ; i
Nominal tensile strength [N/mm?] 000 000 00
Minimum akma noktasi [N/mm2] |
Minimum yield point [N/mm2] . 900 080

kN

M6 M8 M

1400

1000
600

=

400

200
100

60

40
20

10

Standart Anahtar ile Ongerilme Kuvveti
Pre-stress Force With Standard Spanner

0 M12 M14 M16 M18 M20 M22 M24 M27 M30 M36 M42 M43

12.9
10.9

Civata Kalite ve Tork Degerleri

Bolt Quality and Torque Values

Cizelge Ozelliklerinin Agiklanmasi:

- izin Verilen Civata Yiikii : Maksimum gerilim y(ikii ve vida hesab! alinarak
vurgu yapildi. Aktif kuvvetler, akma noktasi, sadece glvenlik i¢in %80 kullanilir.

« izin Verilen On Gerilme Kuvveti : Yiik, vida ve somun uygulamasinda,
tablodaki rakamlarin slrtinmeye karsilik, itme ylzeyleri ve parganin p = 0,14
slrtinme kat sayisi gecerlidir.

« izin Verilen On Gerilme Kuvveti Yagh Hesaplama : Y(ik, vida ve somun
uygulamasinda, parganin p = 0,1slrtinme kat sayisi hesaplanmalidir.

Explanation Of Table Characteristics:

« Permissible Bolt Load: is the maximum tension load, the screw can be
stressed with talcing into account all active forces. The yield point is only utilized
to 80% for safety.

- Permissible Pre-stress Force: is the load, the screw can be pre-stressed at
most, when tightening the matching nut. Figures of table are valid for a friction
of y = 0,14 in thrust faces and thread, corresponding to the friction of greased
medium faces.

- Allowed pretension with oil calculation: At an application with screws and
nuts, the load must be calculated with a p = 0,1 frictional factor of the workpiece.

Civata ve Somun Igin Mukavemet 10.9 ve 12.9 Kalite ve Momentleri / Strength Figures And Torques For Bolts And Nuts:

Dis / Threads Kalite | M6 | M8 | M10 | M12 | M14 | M16 | M18 | M20 | M22 | M24 | M27 | M30 | M36 | M42 | M48
Hatve / Pitch of thread mm |Quality| 4 125 | 150 | 1.75 | 2 2 250 | 250 | 250 | 3 3 350 | 4 450 | 5
Somun / Nuts
Sertlik / Hardeness
DIN 6330/6331/6334  HRC| 10 28-32
Test Kuvveti (AS x Sp) kN

1 20. A 121 | 1 2 2 21 74 | 4 - -
Testforce  DIN EN 20898.2 0 0.9 | 38 60 88 65 03 60 | 3 3 86 | 595 | 866
“T” Pabu¢ DIN 508/ Nr. 1710  Nuts for T-Slots DIN 508 / Nr. 1710
Olgii / Size M6x8 | M8x10[Miox12[Mi2x14] - [Mi6x18] - [M20xe2] - [M24x28] - [M30x36] M36x42] M42x48] M48x54
Sertlik / Hardeness HRC 22-30
Test Kuvveti / Test Force kN 16 | 29 [ 46 [ 67 [ - [ 128 - [ 196 ] - [ 282 [ - [ 448 ] 653 | 653 | 653
Civata / Bolts
Sertlik / Hard HRC|2:9 92-39
ertl ardeness 12.9 39 -44

Sikma Verileri / Tightening Data ‘
38 60 88 (120) (163) (200) (255) (315) (367) (477) (583) (850) (1165) (1531)
Minimum Breaking Force (AS x Rm) PR RN 2] (45) 71 103  (140) 192 (234) 299 (370) 431 (560) (684) (997) (1367) (1797) |

Minimum Kirilma Kuvveti Q] 10.9 21
o ramssonaron oy |_109 | 14 | 27 | 43 | 63 | 86 | 116 | 144 | 184 | 208 | 265 | 345 | 421 | 614 | 843 | 107
max. Verimnoktes % 60 ek 80% ofield po [ 129 17 | 82 | 51 [ 74 [ 101 | 138 [ 169 | 215 | 266 | 310 | 404 | 493 | 719 | 986 | 1296
(KSpAS) Testhuweli  Tostforoe (S x ) o kN[ 109 ] 17 [ 30 [ 48 | 70 (96) [ (130) [ (159) | (203) [ (252) [ (293) | (381) [ (466) [ (678)] (930) [ (1222)
DINENISO8%,biiim 1~ DINEN SO 886, part [ 129 (20) | (35) | 56 | 82 | (112)| 152 | (186)| 238 | (294) | 342 | (445)| (544)| (792) | (1087)[ (1428)
i e i orine ke Pemisbloprosiessioe (T 109 [ 13 [ 25 [ 38 [ 55 77 [ 107 ] 130 [ 167 | 208 [ 240 [ 315 [ 384 [ 561 [ 773 [ 1018
Rokiavosirinme =014 Pantand rfon =014 [ 129 15 | 29 | 44 | 65 91 | 125 | 152 | 196 | 243 | 281 | 369 | 449 | 657 | 904 | 1191
Gerime drcesi isade edlen_Required orgue for [ 109 14 [ 8 | 67 | 120 | 191 | 302 | 405 | 580 | 772 | 994 [ 1455 1930 [ 3378 [ 5415[ 8162
tork degeri permissible pre-stress Nm
Kuwwetve srtinme 5= 014 Foroe and iton = 014 [ 129 17 | 43 | 79 | 141 | 223 | 354 | 474 | 679 | 903 | 1163 | 1703 | 2258 | 3953 | 6337 | 9571
Visadoedlenicluriiy Peiredrghfrievris T 10.9 | 42 90 175 [ 300 [ 450 [ 700 [ 920 [ 1200[ 1560 - [ - [ - [ - T - ] -
i prosiose orcs | 129 51 | 110 [ 210 | 360 | 550 | 830 [ 1foo| 1470 1860 - [ - [ - [ - | - [ -
Standart anatar e tork degeri Possible torque to obtain with ||y _ 60 80 90 100 110 125 140 150 170 185 295 240 300 330 410
elde etmek mimkindir standard spanner, resulting
Ongerilme kuvveti Prestress force kN - 54 53 48 43 43 43 43 42 42 43 45 43 45 46 50
permanent
Bu ongerime kuvvei il With this pre-siress force 109 Kiriima | hareket kuvvetinin baslangicinda baglama unitesinin gevsemesi
pfkestar terelsdangerof 159 breakage iomasyon '—‘ loosening of clamping unit at start of motive force

As = Sembolik kesit mm?
As = Nominal cross section in mm?

Sp =Min. N/ mm? cinsinden sikma kuvveti

Sp = min. Clamping force in N/mm?

Rm = Min. N/mm? yiik faktérii u = siirtlinme

Rm = min. load factor in N/mm? p = friction
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M E R' E LFD T-Ayakli Saplama

T-Slot Bolt
2 Sikma Verileri - Sikma Verileri
Refﬁ';ans dx <L| b a | e | k |Tightening Data ﬁ Refﬁ:ans dx x L b | a | e| k | TighteningData ﬁ
: %W% Nm | kN (@) : %W% Nm | kN ©
1590-0606025 x25 | 15 8 1590-2224080 x80 | 55 465
1590-0606040| M6x6 x40 | 28 57 |10 4 |17 | 17 11 1590-2224100 x100 | 65 515
1590-0606063 x63 | 40 15 | |1590-2224125 x125| 85 580
1590-0808032 x32 | 22 13 | |1590-2224160 | M22x24 x160|110|23.7 40| 16 | 903 | 266 | 660
1590-0808050| M8x8 x50 | 35 7.7 |12 |6 | 43 | 32 16 | |1590-2224200 x200 | 125 775
1590-0808080 x80 | 50 20 | |1590-2224250 x250 | 150 805
1590-1010040 x40 | 23 35 | |1590-2224315 x315|190 1050
1590-1010063 X63 | 45 45 | 11590-2424100 x100| 70 550
1590-1010080| M10X10 380 | 50 | 97 |15 6| 79151 | 45 | |1590-2424125 x125 | 85 630
1590-1010100 x100| 60 70 1590-2424160 x160 | 110 725
1590-1012050 x50 | 35 50 1590-2424200 | M24x24 x200|125|23.7|40| 16 |1163| 310 | 850
1590-1012063 x63 | 40 60 | |1590-2424250 x250 | 150 990
1590-1012080 x80 | 55 65 1590-2424315 x315 (190 1180
1590-1012100| M10x12 x100| 60 |11.7 /18| 7 | 79 | 51 75 1590-2424400 x400 | 240 1410
1590-1012125 x125| 75 90 | 11590-2428100 x100 | 70 660
1590-1012160 x160| 90 105 | |1590-2428125 x125| 85 730
1590-1012200 x200| 120 120 1590-2428160 x160| 110 820
1590-1212050 x50 | 35 65 | |1590-2428200 | M24x28 x200|125|27.7|44 | 18 |1163| 310 | 950
1590-1212063 x63 | 40 70 | |1590-2428250 x250 | 150 1090
1590-1212080 x80 | 55 80 1590-2428315 x315 (190 1300
1590-1212100| M12x12 x100| 65 |11.7|18 | 7 |141| 74 100 | |1590-2428400 x400 | 240 1530
1590-1212125 x125| 75 110 | |1590-2428500 x500 | 290 1800
1590-1212200 x200| 120 160 | 11590-3036160 x160| 110 1440
1590-1214050 x50 | 35 80 1590-3036200 x200 | 135 1620
1590-1214063 x63 | 45 90 | |1590-3036250 | M30X36 1550 | 150|35-6] 54 | 22 2258 493 | 444
1590-1214080 x80 | 55 100 | |1590-3036315 x315 | 200 2150
1590-1214100| M12x14 x100| 65 187122 | 8 |141| 74 110 | |1590-3036500 x500 | 300 3010
]ggg'] g] i] gg i] ég 17050 ]gg 1590-3642160 x160 | 100 2260
: 1590-3642250 250|175 2890
1590-1214200 x200| 120 180 | |1200-3642400 | M36x42 300 050 41:6| 65 | 26 |3953| 719 | 45y
1590-1416063 x63 | 45 115 | |1590-3642600 x600 | 340 5900
1590-1416080 x80 | 55 140 | 11590-4248160 x160 | 100 3550
1590-1416100 x100| 65 160 | [1590-4248250 | M42x48 x250 | 175|47.6| 75 | 30 |6337 | 986 | 4530
15690-1416125| M14x16 x125| 75 |15.7 25| 9 |223|101| 180 | |1590-4248400 x400 | 250 6160
1590-1416160 x160| 100 220
1590-1416200 x200| 120 255
1590-1416250 250
1590-1616063 : 63 14550 :1328 DIN 787 ’]i[‘
- X Uriin Nr. 1590 T-Ayakh Saplama

1590-1616080 x80 | 55 160 | . Kalite 12.9 v P 1
1590-1616100 x100| 65 190 . Siyah kaplama
1590-1616125| M16x16 x125| 85 |15.7|25| 9 |354|138| 225
1590-1616160 x160| 100 270
1590-1616200 x200| 120 315 | Product Nr. 1590 T-Slot Bolt
1590-1616250 x250| 150 380 | - Quality 12.9 o
1590-1618063 x63 | 45 170 | *Black coating
1590-1618080 x80 | 55 185
1590-1618100 x100| 65 220 4
1590-1618125| M16x18 x125| 85 |17.7 |28 |10|354|138| 245
1590-1618160 x160| 100 295
1590-1618200 x200| 120 340 Loctite |
1590-1618250 x250| 150 405 | 8150
1590-1820080 x80 | 55 260
1590-1820100 x100| 65 290 a
1590-1820125 x125| 85 340 o )
1590-1820160| M18x20 x160| 110 |19.7 |32 |12|474|169| 390 | Not: 150 °C zerindeki ortamlarda
1590-1820200 x200| 125 455 5|kma islemi yapilirken diglerin tzerine E
1590-1820250 x250| 150 535 Loctite 8150 kullanilir. Qe
1590-1820315 x315| 190 650 Note: Environments on the 150 °C when
1590-2020080 x80 55 300 | clamping action on the thread Loctite 8150 is used.
1590-2020100 x100| 65 330
1590-2020125 x125| 85 380
1590-2020160| M20x20 x160| 110 | 19.7 | 32 |12|679|215| 450
1590-2020200 x200| 125 535
1590-2020250 x250| 160 635
1590-2020315 x315| 190 760
1590-2022080 x80 | 55 345
1590-2022100 x100| 65 380
1590-2022125 x125| 85 435
1590-2022160| M20x22 x160| 110 |21.7 | 35 |14 (679|215| 500
1590-2022200 x200| 125 590
1590-2022250 x250( 150 695
1590-2022315 x315| 190 820
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Somunlu Pullu T-Ayakli Saplama
T-Slot Bolt with Nut and Washer

a Sikma Verileri a Sikma Verileri
Refﬁ::ans dxﬂ—" YL b a e | k [Tightening Data é—ﬁg Refﬁ;ans dx@ x L b a | e | k | Tightening Data é_n_é
i ??7775 Nm kN (@ ) Nm kN (9)

1610-0606025 x25 | 15 19 | |1610-2224080 x80 | 55 700
1610-0606040, M6x6 x40 | 28 |57 |10 |4 |17 |17 | 25 | |1610-2224100 x100 | 65 740
1610-0606063 x63 | 40 36 | |1610-2224125 x125 | 85 805
1610-0808032 x32 | 22 39 | |1610-2224160 | M22x24 x160 | 110|23.7 |40 |16| 903 | 266 | 890
1610-0808050, M8x8 x50 | 35 |77 12| 6|43 | 32| 45 | |1610-2224200 x200 | 125 1000
1610-0808080 x80 | 50 56 | |1610-2224250 x250 | 150 1115
1610-1010040 x40 | 23 65 1610-2224315 x315 | 190 1280
1610-1010063 x63 | 45 80 | [1610-2424100 x100 | 70 885
1610-1010080| M10X10 480 | 50 |97 | 15| 6|79 |51 | 99 | |1610-2424125 x125 | 85 970
1610-1010100 x100| 60 110 | |1610-2424160 x160 | 110 1060
1610-1012050 x50 | 35 85 | |1610-2424200 | M24x24 x200 | 125 |23.7 |40 |16|1163| 310 | 1180
1610-1012063 X63 | 40 95 | |1610-2424250 x250 | 150 1320
1610-1012080 x80 | 55 100 | |1610-2424315 x315 | 190 1515
1610-1012100 M10x12 x100| 60 |11.7| 18| 7| 79 | 51 | 110 | |1610-2424400 x400 | 240 1750
1610-1012125 x1251 75 125 | 11610-2428100 x100 | 70 1000
1610-1012160 x160| 90 140 | |1610-2428125 x125 | 85 1065
1610-1012200 x200| 120 160 | |1610-2428160 x160 | 110 1150
1610-1212050 x50 | 35 120 | [1610-2428200 | M24x28 x200 | 125 |27.7 | 44|18|1163| 310 | 1280
1610-1212063 x63 | 40 128 | |1610-2428250 x250 | 150 1425
1610-1212080 x80 | 55 140 | |1610-2428315 x315 | 190 1640
1610-1212100) M12x12 x100| 65 |11.7| 18| 7 |141| 74 | 160 | |1610-2428400 x400 | 240 1870
1610-1212125 x125| 75 170 | |1610-2428500 x500 | 290 2170
1610-1212160 x160| 100 195 1 11610-3036125 x125 | 80 1900
1610-1212200 x200| 120 220 | 11610-3036160 x160 | 110 2065
1610-1214050 x50 | 35 140 | |1610-3036200 x200 | 135 2250
1610-1214063 x63 | 45 150 | 1610-3036250 | M30X36 550 | 150 | 35-6 54 22/2258] 493 | 5500
1610-1214080 x80 | 55 155 | |1610-3036315 x315 | 200 2770
1610-1214100 M12x14 x100| 65 |13.7| 22| 8 |141| 74 | 175 | |1610-3036500 x500 | 300 3630
]g]g-}gmgg Qgg 17050 ;gg 1610-3642160 x160 | 100 3310
0 | IS e 1 1 10 05 2 0 10|
1610-1416063 x63 | 45 200 | |1610-3642600 x600 | 340 6900
1610-1416080 x80 | 55 230 | |1610-4248160 x160 | 100 4600
1610-1416100 x100| 65 245 | 11610-4248250 | M42x48 x250 | 175 | 47.6 | 75|30|6337| 986 | 5600
1610-1416125| M14x16 x125| 75 |15.7| 25| 9 |223|101| 270 1610-4248400 x400 | 250 7200
1610-1416160 x160| 100 310
1610-1416200 x200| 120 340
1610-1416250 x250| 150 300 | DIN787
1610-1616063 x63 | 45 260 .Lllzg”rleN1r.21961O Somunlu Pullu T-Ayakh Saplama
1610-1616080 x80 | 55 285 | g ot
1610-1616100 x100| 65 310 yah fap
1610-1616125| M16x16 x125| 85 [15.7| 25 | 9 |354|138/| 345
1610-1616160 x160| 100 385 | Product Nr. 1610 T-Slot Bolt with Nut and Washer
1610-1616200 x200| 120 435 | . Quality 12.9
1610-1616250 x250| 150 505 | . Black coating
1610-1618063 x63 | 45 290 d
1610-1618080 x80 | 55 305 T
1610-1618100 x100| 65 340 =]
1610-1618125 M16x18 x125| 85 |17.7| 28 | 10|354|138| 370
1610-1618160 x160| 100 415
1610-1618200 x200| 120 460
1610-1618250 x250| 150 525
1610-1820080 x80 | 55 405
1610-1820100 x100| 65 435 o
1610-1820125 x125| 85 480
1610-1820160) M18x20 x160| 110 |19.7| 32 | 12|474|169| 535
1610-1820200 x200| 125 610 B
1610-1820250 x250| 150 680
1610-1820315 x315| 190 790
1610-2020080 x80 | 55 480
1610-2020100 x100| 65 515
1610-2020125 x125| 85 570
1610-2020160, M20x20 x160| 110 |19.7| 32 | 12|679|215| 635
1610-2020200 x200| 125 725 a | —
1610-2020250 x250| 160 820
1610-2020315 x315| 190 950 —i
1610-2022080 x80 | 55 530 —
1610-2022100 x100| 65 565 Oe
1610-2022125 x125| 85 620
1610-2022160| M20x22 x160| 110 [21.7| 35 | 14|679|215| 690
1610-2022200 x200| 125 775 Not: 150 °C lizerindeki ortamlarda Loctite
1610-2022250 x250| 150 880 sikma iglemi yapilirken dislerin tizerine e 8150
1610-2022315 x315| 190 1050 Loctite 8150 kullanilr.

Note: Environments on the 150 °C when
clamping action on the thread Loctite 8150 is used.
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Kombine T-Ayakli Saplama

Combined T-Slot Bolt

Referans - T?éﬁ?;ﬁl\rlmegnllnzrt'a é—ﬁ—é
NI dx w «| ale k| hH | e1| e2 c s f | sw i o o

1630-2022200| M20x22x200 | 21.7| 35| 14| 25-75| 49| 69| 92 | 12| 30 30 679 | 215 | 1635
1630-2022250| M20x22x250 | 21.7| 35| 14 |70-120] 49| 69| 92 | 12| 30 30 679 | 215 | 1720
1630-2424200| M24x24x200 | 23.7| 40 | 16| 25-75 | 53 74| 92| 12| 30 36 | 1163 | 310 | 2075
1630-2424250| M24x24x250 | 23.7| 40| 16 |70-120| 53 | 74| 92 | 12| 30 36 | 1163 | 310 | 2250
1630-2428200| M24x28x200 | 27.7| 44 | 18 | 25-75 | 53 74| 92| 12| 30 36 | 1163 | 310 | 2180
1630-2428250| M24x28x250 | 27.7| 44 | 18 |70-120| 53 | 74| 92 | 12| 30 36 | 1163 | 310 | 2340
1630-3036200| M30x36x200 | 35.6| 54 | 22 | 25-75 | 68| 88| 94 | 14 | 30 46 | 2258 | 493 | 3660
1630-3036250| M30x36x250 | 35.6| 54 | 22 |70-120| 68| 88| 94 | 14 | 30 46 | 2258 | 493 | 3910

Uriin Nr. 1630 Kombine T-Ayakli Saplama

« Agir preslerde, blyuk kaliplarda ¢alisma esnasinda vibrasyondan

kaynaklanan olabilecek gevsemeyi somunun kontra sikma yapisindan dolayi énler

« Kalite 12.9
« Siyah kaplama

Product Nr. 1630 Combined T-Slot Bolt

« Because of it’s contra tightening structure, it prevents loosening which may be
generated by the vibration during working with heavy presses and big moulds.

* Quality 12.9
« Black coating

|t

| o

Not: 150 °C izerindeki ortamlarda
sikma iglemi yapilirken diglerin lzerine
Loctite 8150 kullanilir.

Note: Environments on the 150 °C when
clamping action on the thread
Loctite 8150 is used.

Loctite
| 8150
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Dereceli T-Ayakli Saplama

a -

Refﬁ::ans dx TF XL b a e k Tlséthﬂe?ll\rﬁznlljzrtla ﬁ

] %W//% Nm_ | KN © =

1650-1214050 x50 35 70
1650-1214080 | M12x14  x80 55 13.7 22 8 141 74 100
1650-1214125 x125 75 120 o
1650-1618063 x63 45 160
1650-1618100 | M16x18 x100 65 17.7 28 10 354 | 138 | 220
1650-1618160 x160 | 100 280
1650-2022080 x80 55 330
1650-2022125 | M20x22 x125 85 21.7 35 14 679 | 215 | 430
1650-2022200 x200 | 120 570 ]
1650-2428100 x100 70 650 i 1
1650-2428125 | M24x28 x125 85 27.7 44 18 | 1163 | 310 | 770 ]
1650-2428250 x250 | 150

Uriin Nr. 1650 Dereceli T-Ayakh Saplama
« T-Kanal pleytlerde Ustten T-Kanala girip baglama 6zelligi vardir

« Kalite 12.9
» Siyah kaplama

Product Nr. 1650 Graded T-Slot Bolt
« In T-Slot plates it has the feature of making the coupling by
entering T-Slot the top.

* Quality 12.9
* Black coating

Not: 150 °C tzerindeki ortamlarda
sikma islemi yapilirken dislerin tzerine
Loctite 8150 kullanilhr.

Note: Environments on the 150 °C when
clamping action on the thread
Loctite 8150 is used.

P &

1150 e

Loctite
] 8150

Graded T-Slot Bolt

Sikma Verileri
Refﬁ;ans d L b b1 m sw Tightening Data ﬁ
Nm kN

1670-12130 130 | 65 160
1670-12160 | M2 | 160 | 90 | | ™ 14 120 | 83 | 455
1670-14130 130 | 65 216
1670-14160 | M | 160 | 00 | 2 | 10 15 | 191 186 | 545
1670-16140 140 | 70 310
1670-16160 | M8 | 160 | 95 | 3% | 16 1713802 1 118 | 445
1670-18150 150 | 70 395
1670-18180 | M1 | 180 | o5 | 3® | 19 19 405 | 1441 45,
1670-20150 150 | 70 520
167020180 | M20 | 1g0 | o5 | 40 | 22 22 | 580 | 184 | 5op
1670-22150 150 | 70 610
167022180 | M?? | 180 | o5 | 40 | 22 24 | 772 1 228 | 405
1670-24170 170 | 75 875 @
1670-24205 | M24 | 205 | 105 | 47 | 22 27 | 994 | 265 | 990 %
1670-24250 250 | 140 1125
1670-30250 250 | 135 1950
1670-30315 | M30 | 315 | 195 | 55 | 32 86 11930 | 421 | 555,

Uriin Nr. 1670 Anahtar Agizli Saplama

« Kullanim alani; Enjeksiyon makinalarinda ve

M12-14-16-18-20-22-24-30 dis agiimis pleytlerde kullanlir.

« Kalite 10.9
+ Siyah kaplama

Product Nr. 1670 Wrench Mouth Stud
« Area of Use: This stud is used in injection machines and
in plates with M12-14-16-18-20-22-24-30 threads

* Quality 10.9
* Black coating

Not: 150 °C Uzerindeki ortamlarda
sikma iglemi yapilirken diglerin izerine
Loctite 8150 kullanilir.

Note: Environments on the 150 °C when
clamping action on the thread
Loctite 8150 is used.

Loctite
1' 8150

Anahtar Agizl Saplama

d

T

Wrench Mouth Stud
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Dliz Saplama

Straight Stud
Referans Sikma Verileri Referans Sikma Verileri
Tightening Data ﬁ Tightening Data ﬁ
Nr. dx L b1 b Nm KN (@ Nr. d x L b1 b Nm KN (©
1690-08040 x40 20 10 1690-36160 x160 80 1100
1690-08063 Xx63 40 15 1690-36200 x200 125 1340
1690-08080 M8 x80 11 50 36 57 20 1690-36250 x250 160 1710
1690-08100 x100 63 30 1690-36315 | M36 x315 | 51 | 200 [3378 | 614 2150
] ggg'gg] gg X] gg 17050 gg 1690-36400 X400 250 2700
) X 1690-36500 x500 315 3450
1690-10050 x50 25 20 1690-36700 x700 400 4750
1690-10063 x63 32 25 1690-42315 x315 200 2950
1690-10080 X80 50 35 1690-42400 | M42 x400 | 59 | 250 |5415| 843 3750
1690-10100 | M10 x100| 13 63 67 43 45 1690-42500 500 315 4690
1690-10125 x125 75 55 i K
1690-10160 x160 100 70
1690-10200 x200 125 95 |_'._)|N 6379
Uriin Nr. 1690 Diiz Saplama
1690-12050 x50 25 35 - Kalite 10.9
1690-12063 X63 32 40 .Q
1690-12080 X80 50 55 Siyah kaplama
1690-12100 | M12 x100| 15 63 120 63 70
1690-12125 x125 75 90 .
1690-12160 x160 100 115 Product Nr. 1690 Straight Stud
1690-12200 x200 125 140 * Quality 10.9
* Black coating
1690-14063 X63 32 60 d
1690-14080 x80 50 75
1690-14100 x100 63 95
1690-14125 | M14  x125| 17 75 191 86 120
1690-14160 x160 100 is0 [T
1690-14200 x200 125 195
1690-14250 x250 160 240
1690-16063 Xx63 32 85
1690-16080 x80 50 105
1690-16100 x100 63 130
1690-16125 x125 75 160 | a
1690-16160 | M16 x160| 19 100 302 | 118 205 ‘
1690-16200 x200 125 260
1690-16250 x250 160 325
1690-16315 x315 180 405
1690-16500 x500 315 650 —
1690-18080 x80 50 130
1690-18100 x100 60 160
1690-18125 x125 75 200 | R —
1690-18160 | M18 x160| 23 100 405 | 144 260
1690-18200 x200 125 320
1690-18250 x250 150 400
1690-18315 x315 180 510
1690-20080 x80 32 155
1690-20100 x100 60 200
1690-20125 x125 70 250
1690-20160 x160 100 330
1690-20200 | M20 x200| 27 125 580 | 184 400
1690-20250 x250 160 510
1690-20315 x315 200 640
1690-20400 x400 250 815
1690-20500 x500 315 1020
1690-22100 x100 45 250
1690-22125 x125 70 305
1690-22160 x160 100 400
1690-22200 | M22 x200 | 31 125 772 | 228 500
1690-22250 x250 160 620 Not: 150 °C (izerindeki ortamlarda
1690-22315 x315 180 780 sikma iglemi yapilirken dislerin tzerine
1690-22400 x400 250 1010 Loctite 8150 kullanilir.
1690-24100 x100 45 290 Note: Environments on the 150 °C when
1690-24125 x125 70 365 clamping action on the thread
1690-24160 x160 100 470 Loctite 8150 is used.
1690-24200 x200 125 580
1690-24250 | M24 x250 | 35 | 160 | 994 | 265 730
1690-24315 x315 200 920 Locti
1690-24400 x400 250 1170 | Sﬁ’gtge
1690-24500 x500 315 1470 A
1690-24630 x630 315 1860
1690-30125 x125 56 570
1690-30200 x200 125 910
1690-30250 x250 160 1150
1690-30315 | M30 x315 | 43 200 | 1930 | 421 1435
1690-30500 x500 315 2315
1690-30700 x700 400 3215
1690-301000 x1000 400 4700
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Uzun T-Pabuc

Long T-Nut
-2
Referans dx a e | h K ﬁ
N 0 ©
1710-0608 M6x8 7.7 13 26 10 6 14
1710-0810 M8x10 9.7 15 30 12 6 25
1710-1012 | M10x12 11.7 18 36 14 7 49
1710-1214 | M12x14 13.7 22 44 16 8 82
1710-1416 | M14x16 15.7 25 50 18 9 120
1710-1618 | M16x18 17.7 28 56 20 10 165
1710-1820 | M18x20 19.7 32 64 24 12 260
1710-2022 | M20x22 21.7 35 70 28 14 365
1710-2224 | M22x24 23.7 40 80 32 16 535
1710-2428 | M24x28 27.7 44 88 36 18 745 a
1710-3036 | M30x36 35.6 54 108 44 22 1390 ~ >
Uriin Nr. 1710 Uzun T-Pabug —
» Hassas makina pleytlerinde T-Kanali korur }
+ Sertlestirilmis < :
« Siyah kaplama I T
- Kalite 10 !
Product Nr. 1710 Long T-Nut
« This clamp protects T-Slot in sensitive machine plates
» Hardened e
* Black coating
* Quality 10
A
MO
Y
Deliksiz T-Pabu¢
a .
Referans = . . A ) | T-Nut without Hole
Nr. %773 ()
1730-06 6 5.7 10 8 4 4
1730-08 8 7.7 13 10 6 10
1730-10 10 9.7 15 12 6 16
1730-12 12 11.7 18 14 7 27
1730-14 14 13.7 22 16 8 50
1730-16 16 15.7 25 18 9 70
1730-18 18 17.7 28 20 10 95
1730-20 20 19.7 32 24 12 150
1730-22 22 21.7 35 28 14 210
1730-24 24 23.7 40 32 16 310
a
1730-28 28 27.7 44 36 18 430 F—T
1730-36 36 35.6 54 44 22 800 ;
1730-42 42 41.6 65 52 26 1400

U_rl'.]n Nr. 1730 Deliksiz T-Pabuc
« Istege gore delik delme dis cekme uygulanabilir

Product Nr. 1730 T-Nut without Hole
« Arbitrary thread cutting can be applied
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T-Nut
-2
Refs:-ans dx a e h K ﬁ
1750-0506 M5x6 5.7 10 8 4 4
1750-0608 M6x8 7.7 13 10 6 10
1750-0810 M8x10 9.7 15 12 6 12
1750-0812 | M8x12* 22
1750-1012 | M10x12 1.7 18 14 ! 20
1750-0814 | M8x14* 40
1750-1014 | M10x14* 13.7 22 16 8 37
1750-1214 | M12x14 30
1750-0816 | M8x16* 60
1750-1016 | M10x16* 55
1750-1216 | M12x16* 15.7 25 18 ° 55
1750-1416 | M14x16 45 a
1750-0818 | M8x18* 90
1750-1018 | M10x18* 87 . -
1750-1218 | Mi2x18* | 17.7 28 20 10 80 J
1750-1418 | M14x18* 75 -
1750-1618 | M16x18 65 in
1750-1620 | M16x20* 115 )
1750-1820 | M18x20 19.7 32 24 12 105
1750-1622 | M16x22*% 170 Oe
1750-1822 | M18x22* 21.7 35 28 14 160
1750-2022 | M20x22 150
1750-1624 | M16x24* 260
1750-2024 | M20x24* 23.7 40 32 16 240
1750-2224 | M22x24 220
1750-1628 | M16x28* 375
1750-2028 | M20x28* 350
1750-2228 | M22x28* 2r7 4 % 18 330 © O
1750-2428 | M24x28 330
1750-2436 | M24x36* 665
1750-3036 | M30x36 8.6 >4 4 2 585
1750-3642 | M36x42 41.6 65 52 26 1025
1750-4248 | M42x48 47.6 75 60 30 1600
DIN 508
Uriin Nr. 1750 T-Pabuc Product Nr. 1750 T-Nut
« T-Pabucun mukavemeti icin disli kisminin + Screwing must be done on the entire thread part
timine vidalama yapiimasi gerekir for the endurance of T-Nut
« Sertlestiriimis * Hardened
« Siyah kaplama « Black coating
« Kalite 10 * Quality 10

Dereceli T-Pabuc

a
—r Graded T-Nut
Referans dx a e h K ﬁ
Nr. ©
1770-0810 M8x10 9.7 15 12 6 10
1770-1012 | M10x12 11.7 18 14 7 15
1770-1014 | M10x14* 30
1770-1214 | M12x14 13.7 22 16 8 25
1770-1416 | M14x16 15.7 25 18 9 40
1770-1018 | M10x18* 70 a
17.7 2 2 1
1770-1618 | M16x18 8 0 0 60
1770-1620 | M16x20* 95 C—
19.7 2 24 12 ;
1770-1820 | M18x20 ° 3 90 - :
1770-1622 | M16x22* 135 xfr
1770-2022 | M20x22 217 35 28 14 125 ]
1770-1628 | M16x28* 330 g
1770-2028 | M20x28* 27.7 44 36 18 295
1770-2428 | M24x28 265 d
Uriin Nr. 1770 Dereceli T-Pabug Product Nr. 1770 Graded T-Nut %
« T-Kanal pleytlerde tstten T-Kanala « It has the feature of making the coupling by entering
girip baglama 6zelligi vardir T-Slot plates from the top
« Sertlestiriimis * Hardened

« Siyah kaplama « Black coating
« Kalite 10 * Quality 10
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Takviyeli Somun

Hexagon Nut

Referans | | sw e m | g 7
1790-06 M6 10 11.5 9 9 5
1790-08 M8 13 15 12 12 9 \’\1 =
1790-10 M10 17 19.6 15 15 20
1790-12 M12 19 21.9 18 17 25 A |
1790-14 M14 22 25.4 21 20 40
1790-16 M16 24 27.7 24 22 55 e
1790-18 M18 27 31.2 27 24 80 ~
1790-20 M20 30 34.6 30 27 110
1790-22 M22 32 36.9 33 30 130
1790-24 M24 36 41.5 36 32 190 S
1790-30 M30 46 53.1 45 41 400 ®
1790-36 M36 55 63.5 54 50 680 Y
1790-42 M42 65 75 63 58 1150
DIN 6330B
Uriin Nr. 1790 Takviyeli Somun Product Nr. 1790 Hexagon Nut
« Diiz ylizey DIN 6340 pul ile kullanihr « Flat surface is used with DIN 6340 Washer
» Radusli yizey DIN 6319D ve « This nut is used with Rad-top surface DIN 6319D and
DIN 6319G pullar ile kullanilir DIN 6319G washers
» Sertlestiriimis * Hardened
« Siyah kaplama * Black Coating
« Kalite 10 * Quality 10
Pullu Somun
Refﬁ:ans C— T sw e m a a1 ﬁ Nut with Washer
1810-08 M8 13 14.7 12 3.5 18 12
1810-10 M10 17 19.2 15 4 22 25
1810-12 M12 19 21.5 18 4 25 30
1810-14 M14 22 24.9 21 4.5 28 50
1810-16 M16 24 27.2 24 5 31 65
1810-18 M18 27 30.6 27 5 34 90
1810-20 M20 30 34 30 6 37 130
1810-22 M22 32 36.3 33 6 40 155
1810-24 M24 36 40.8 36 6 45 220
1810-30 M30 46 52.3 45 8 58 465
1810-36 M36 55 62 54 10 68 500
1810-42 M42 65 75 63 12 80 1340
DIN 6331

Uriin Nr. 1810 Pullu Somun

Product Nr. 1810 Nut with Washer

« Sertlestiriimis  Hardened
« Siyah kaplama « Black Coating
« Kalite 10 * Quality 10
Uzatma Somun
Refﬁ:'ans (— sw e m ﬁ Extension Nut
1830-06 M6 10 11.7 18 8
1830-08 M8 13 15 24 19
1830-10 M10 17 19.6 30 40 c
1830-12 M12 19 21.6 36 55
1830-14 M14 22 25.4 42 90
1830-16 M16 24 27.7 48 115
1830-18 M18 27 31.2 54 165 -
1830-20 M20 30 34.6 60 230 e
1830-22 M22 32 36.9 66 245
1830-24 M24 36 415 72 400 /—\
1830-30 M30 46 53.1 ) 840 ( @ ) z
1830-36 M36 55 63.5 108 1430 \ /
1830-42 M42 65 75 126 2330
DIN 6334

Uriin Nr. 1830 Uzatma Somun
* DIN 787 T-Ayakl saplama ve DIN 6379
diiz saplamalarda uzatma amagli kullanilir

« Sertlestiriimis

« Siyah kaplama

« Kalite 10

Product Nr. 1830 Extension Nut

« Itis used in DIN 787 T-Studs and DIN 6379
Straight Studs as extension

« Hardened

« Black Coating

* Quality 10
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Hizli Somun

Refﬁ:ans metrik a di e m sw
1840-16 M16 11.5 34 30.7 27.5 27
1840-20 M20 14 44 38.8 33 34
1840-24 M24 18.5 50.4 46 85 41

Uriin Nr. 1840 Hizli Somun

» Somun agik konumda uzun diglerde
hizli ilerleme kolayligi saglar.

» Sertlestirilmis

* Ginko Kaplama

« Kalite 10

Product Nr. 1840 Quick Nut

* Enables fast sliding on long threads,
with nut at open position.

» Hardened

* Zinc Coating

* Quality 10

SwW

Quick Nut

Oynar Basli Pullu Somun

Referans ﬁ Ball Head Nut
( sw d1 m
Nr. ()
1850-08 M8 13 17 14 10
1850-10 M10 17 21 18 30
1850-12 M12 19 24 22 40 E -
1850-16 M16 24 30 28 70 v
1850-20 M20 30 36 35 140 !
1850-24 M24 36 44 43 260 d1
Uriin Nr. 1850 Oynar Basli Pullu Somun
« Acili yizeylerde pulun kendi igindeki hareketinden
dolay kullanim avantaji saglar VT
« Sertlestiriimis 3
+ Siyah kaplama
« Kalite 10 & —
Product Nr. 1850 Ball Head Nut N—A %
« It provides advantage for using on angled surfaces due
to the movement of the washer within itself
» Hardened
+ Black Coating
* Quality 10
Pul
Referans — d1 42 S ﬁ Washer
Nr. metrik whitworth (9
1870-06 M6 1/4 6.4 17 3 6
1870-08 M8 5/16 8.4 23 4 10
1870-10 M10 3/8 10.5 28 4 16
1870-12 M12 1/2 13 35 5 30
1870-14 M14 - 15 40 5 40
1870-16 M16 5/8 17 45 6 60
1870-18 M18 - 19 45 6 60 di
1870-20 M20 3/4 21 50 6 70 %) * >
1870-22 M22 7/8 23 50 8 90 W % V %
1870-24 M24 7/8 25 60 8 140
1870-30 M30 11/8 31 68 10 215 ‘ d2 ‘
1870-36 M36 11/4 38 80 12 360 ‘
1870-42 M42 11/2 44 98 15 640
DIN 6340 DIN 6340
Uriin Nr. 1870 Pul Product Nr. 1870 Washer
« Sertlestiriimis  Hardened
« Siyah kaplama + Black Coating
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Referans
N [ di d3 h2 r ﬁ

1890-06 M6 6.4 12 2.3 9 1.5
1890-08 M8 8.4 17 3.2 12 25
1890-10 M10 10.5 21 4.0 15 5
1890-12 M12 13 24 4.6 17 7
1890-14 M14 15 28 5.0 22 10
1890-16 M16 17 30 5.3 22 15
1890-20 M20 21 36 6.3 27 20
1890-24 M24 25 44 8.2 32 40
1890-30 M30 31 56 11.2 41 95
1890-36 M36 37 68 14.0 50 190
1890-42 M42 43 78 17.0 58 297

DIN 6319C

Uriin Nr. 1890 Radiislii Pul

+ DIN 6319D DIN 6319G pullar ile
acili ytzeylerde kullanihr

« Sertlestiriimis

+ Siyah kaplama

Product Nr. 1890 Rad-top Washer

« This washer is used with DIN 6319G washers on
angled surfaces

« Hardened

« Black Coating

Raduslu Pul

s
5

h2

g

Rad-top Washer

Referans —] max.
Nr. KN

d2 d4 h3 ﬁ
(@
2
4
6.5

1910-06 M6 9 71 12 2.8

1910-08 M8 17 9.6 17 3.5

1910-10 M10 26 12 21 4.2

1910-12 M12 38 14.2 24 5 10
1910-14 M14 53 16.5 28 5.6 10
1910-16 M16 73 19 30 6.2 15
1910-20 M20 117 23.2 36 7.5 25
1910-24 M24 168 28 44 9.5 55
1910-30 M30 269 35 56 12 120
1910-36 M36 394 42 68 15 220
1910-42 M42 542 49 78 18 365

DIN 6319D

Uriin Nr. 1910 Dereceli Pul

+ DIN 6319C raduslu pul ile
acili ytzeylerde kullanihr

« Sertlestiriimis

+ Siyah kaplama

Product Nr. 1910 Graded Washer

* This washer is used with DIN 6319C rad-top
washers on angled surfaces

» Hardened

« Black Coating

120°

o

7.2

e

[sp)
ey
d2
d4
NS

Dereceli Pul
Graded Washer

Referans |——11(] do da h3 ﬁ
Nr. (9

1930-06 M6 71 17 4 5.5
1930-08 M8 9.6 24 5 13
1930-10 M10 12 30 5 19
1930-12 M12 14.2 36 6 32
1930-14 M14 16.5 40 6 45
1930-16 M16 19 44 7 65
1930-20 M20 23.2 50 8 90
1930-24 M24 28 59 10 150
1930-30 M30 35 68 10 180
1930-36 M36 42 79 12 285
1930-42 M42 49 100 15 640

DIN 6319G

Uriin Nr. 1930 Dereceli Pul
+ DIN 6319C radusli pul ile
acili yizeylerde kullanilir
» DIN 6319D ye goére daha
biyik ¢apli deliklerde kullanihr
« Sertlestiriimis
« Siyah kaplama

Product Nr. 1930 Graded Washer

* This washer is used with DIN 6319C rad-top
washers on angled surfaces

« According to DIN 6319D, it is used in the
holes with bigger diameter

» Hardened

« Black Coating

120°

Dereceli Pul
Graded Washer
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M E R' E E T-Kanal Temizleyici

T-Slot Scraper
a

Referans gh@

N, (] © ’
1950-1214 12-14 25 P -
1950-1618 16-18 45 7
1950-2022 20-22 45 g
1950-2428 24-28 70

Uriin Nr. 1950 T-Kanal Temizleyici

« T-Kanallari temizlemek igin kullanilir

Product Nr. 1950 T-Slot Scraper
« This scraper is used to clean T-Slots

T-Kanal Koruyucu

Referans Geniglik Boy Miktar Milling T-Slot Cover
Nr Width (mm) Length (mm) Quantity
1955-T010 10 300 6
1955-T012 12 400 6
1955-T014 14 400 6
1955-T016 16 400 6
1955-T018 18 450 6
1955-T181 18 1000 5
1955-T205 20 500 10
1955-T020 20 1000 5
1955-T022 22 1000 5
1955-T024 24 1000 5
1955-T028 28 1000 5
1955-T036 36 1000 5

Uriin Nr. 1955 T-Kanal Koruyucu

 T-Kanal aralarini gereksiz talas dolmasini kirlenmesini énler.
T-Kanalinizi korur ve temizligini kolaylastirir.

» Malzeme: Altiminyum

Product Nr. 1955 Milling T-Slot Cover

« It prevents unnecessary shavings filling and become dirty.
Itis used to clean T-Slots.

« Material: Aluminum




M E R' E E Modiiler T-Blok
Refﬁ:ans %Z ﬁ
: g

1960-110 14-16-18-20 1160

Modular T-Block

Uriin Nr. 1960 Modiiler T-Blok Tezgah pleytine baglanacak is pargasinin orantisiz
+ Sertlegtirilmig durusunda pleytin uygun bir yerine sabitlenerek is
- Siyah kaplama parcasini baglamada kolaylik saglar.

Product Nr. 1960 Modular T-Block It provides convenience to fix the work piece on
« Hardened a suitable place of the plateduring the non-proportional
+ Black coating g}otﬁgnggeﬁéghe work piece to be applied on the plate
70
I 1T
14 o i !
[} = ! ! ~
] | ) 3P
il s =2 |4
1 il LAy O 2
O i ol o2 g T
m Loy 16O
50 AND/2 B RN
AN N D%

Pabuc Kaldirma Yayli Pul

Refsrans ——]| oD od L L1 ﬁ for Lifting the Washer
8 @
1970-10 M10 27 10.5 35 20 65
1970-12 M12 27 12.5 40 33 70
1970-14 | M14 28 145 40 30 60
1970-16 M16 37 16.5 45 30 110
1970-18 | M18 37 18.5 45 40 115
1970-20 M20 37 21 45 42 105
1970-22 | M22 37 23 45 45 120
1970-24 M24 45 25 50 45 170

Uriin Nr. 1970 Pabug Kaldirma Yayh Pul

» Baglama ve sékme isleminde pabucu dengeli
sekilde kaldirarak ¢alisma kolayhgi saglar

« Siyah kaplama

Product Nr. 1970 Springed Washer for Lifting the Washer

« This washer provides convenience of using in coupling and
dismantling processes by lifting the clamp evenly

* Black coating

Pl
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Referans = ‘ é_ﬂ_é DIN 6379
Nr. %7//3 (kg) dxL OO
1990-1012 M10x12 265x255 6.44 M10x80-100-160-200
1990-1214 M12x14 305x255 8.72 M12x80-100-160-200
1990-1416 M14x16 435-255 12.98 M14x80-100-160-200
1990-1618 M16x18 435-255 16.30 M16x80-100-160-200
1990-1820 M18x20 495x255 17.82 M18x80-100-160-200
1990-2022 M20x22 540x255 23.10 M20x100-125-160-200

Vidal Yikselticili Baglama Set
Screwed Coupling Set with Lifter

Uriin Nr. 1990 Vidah Yiikselticili Baglama Set
« Tabla Uzerine is pargasi ve aparatlarin hizli ve giivenli bir sekilde baglanmasi
icin ¢elik mamdlden Uretilmis pargalardan olusan baglama seti

Product Nr. 1990 Screwed Coupling Set with Lifter
« This is the coupling set produced from steel product in order to couple the
work piece or apparatuses on the table in a rapid and safe way.

NL L | b a | e2| b2 K | K
1330 80 | 11 15 | 30 | 30 .
1330 100 ‘ ‘
i |

1330 1o5 | 145 M12-M14 20 | 40| 40 ‘ Jj
1330 125 45 = %
1330 160 18.5 M16-M18 25 65 50 e} } E_D J
1330 160 60
e o | 228 M20-M22 30 | gy |60 e2

a — -
77 e _—

JuBe
DIN 508 DIN 6330 B Nr 1830 DIN 6331 DIN 6340
12 M10 M10 M10 M10 M10
a

14 M12 M12 M12 M12 M12 N T

16 M14 M14 M14 M14 M14 1618

18 M16 M16 M16 M16 M16 1950 % % 00-0

20 M18 M18 M18 M18 M18

22 M20 M20 M20 M20 M20

N, h H d D

1510 23 30 M16 34 T

1510 40 60 M16 34

1510 70 100 Tr 30x4 50

1510 100 140 Tr 30x4 50

Uriin: 52 Parca Vida Yiikselticili is Baglama Set Product: 52 piece set of Screwed Coupling Set with Lifter

+ 6 adet DIN 508 T-Pabu¢ (M20x22'de 4 adet) « 6 pieces of DIN 508 T-Nut (M20x22 4 piece)

+ 16 adet DIN 6379 saplama « 16 pieces of DIN 6379 Stud

+ 6 adet DIN 6330B takviyeli somun « 6 pieces of DIN 6330B Supported Nut

* 4 adet DIN 6331 pullu somun » 4 pieces of DIN 6331 Nut with Washer

+ 2 adet Nr. 1830 uzatma somun « 2 pieces of No. 1830 Extension Nut

* 4 adet DIN 6340 kalin pul » 4 pieces of DIN 6340 Thick Washer

* 4 adet Nr. 1330 destek delikli pabug + 4 pieces of No. 1330 Clamp with Support Hole

+ 8 adet Nr. 1510 vida dis yikseltici destek + 8 pieces of No. 1510 Screw Thread Lifter Support

+ 1 adet Nr. 1950 T-Kanal temizleyici » 1 piece of No. 1950 T-Slot Scraper

+ 1 adet statik boyali celik set » 1 piece of Steel Set with Statical Paint

» Not: M20 VBS’de somun ve pul 4’er adet » Note: 1990-2022= Hexagon nut and washer = 4 pcs
M10-12 VBS'de 1510 ylkseltici 6 adet konulmaktadir. 1990-1012 and 1990-1214= 1510 support 6 pcs
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Referans e ﬁ DIN 6379
N, x7 % . (kg) dxL C O
2010-1012 M10x12 330x255 7.27 M10x80-100-160-200
2010-1214 M12x14 380x255 9.26 M12x80-100-160-200
2010-1416 M14x16 435x255 12.29 M14x80-100-160-200
2010-1618 M16x18 435x255 15.62 M16x80-100-160-200
2010-1820 M18x20 495x255 18.00 M18x80-100-160-200

Merdiven Yiikselticili Baglama Set

Coupling Set with Serrated Hell Block

Uriin Nr. 2010 Merdiven Yiikselticili Baglama Set

« Tabla Uzerine is pargasi ve aparatlarin hizli ve
giivenli bir sekilde baglanmasi igin ¢elik mamiilden ""”"' ; S ]
uretilmis pargalardan olugan baglama seti. | § : | o

Product Nr. 2010 Coupling Set with Serrated Hell Block
« This is the coupling set produced from steel product in order
to couple the work piece or apparatuses on the table in a rapid and safe way.

Nr. | L | bl CTE— a | e2|b2 ] fﬂv
i
80 30 L
1290 100 11 M10 15 45 30 ‘ | V% J:L ﬂf
1290 100 14.5 M12-M14 20 45 40 R YA [ 3 \
125| '™ . 55 = N § 1 ]
125 65
1290 160 185 M16-M18 25 65 50 e2
a
W/E DIN 508 DIN 6330 B Nr 1830 DIN 6331 DIN 6340
12 M10 M10 M10 M10 M10
a
14 M12 M12 M12 M12 M12 Nr. - 12-14
16 M14 M14 M14 M14 M14 :
18 M16 M16 M16 M16 M16 1950 16-18
20 M18 M18 M18 M18 M18 20-22
Nr. h-H a min-max | i/ -
1310 37-85 57 0-40 «
©
1310 48-112 73 0-60 © I E
1310 58-139 90 0-75 € L E_D J
1310 66-165 108 0-90
28
Uriin: 52 Parca Merdiven Destekli is Baglama Set Product: 52 piece set of Coupling Set with Serrated Hell Block
+ 6 adet DIN 508 T-Pabug « 6 pieces of DIN 508 T-Nut (M20x22 4 piece)
+ 16 adet DIN 6379 saplama « 16 pieces of DIN 6379 Stud
+ 6 adet DIN 6330B takviyeli somun « 6 pieces of DIN 6330B Supported Nut
* 4 adet DIN 6331 pullu somun » 4 pieces of DIN 6331 Nut with Washer
+ 2 adet 1830 uzatma somun « 2 pieces of No. 1830 Extension Nut

* 4 adet DIN 6340 kalin pul

* 4 adet Nr.1290 merdiven pabug

« 8 adet Nr. 1310 merdiven dig destek

+ 1 adet Nr. 1950 T-Kanal temizleyici
1 adet statik boyali ¢elik set

4 pieces of DIN 6340 Thick Washer

4 pieces of No. 1290 Serrated Clamp

8 pieces of No. 1310 Clamp with Support Hole
1 piece of No. 1950 T-Slot Scraper

1 piece of Steel Set with Statical Paint

e o o o o
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Zincirli Sikma

Fixture Chain

a Tork | SikmaKuveti
Flef’(\al ;ans ﬂj@ & T:l:?]e Clamanggf Force | | m n ﬁ
2020-120125| Mi2 45 | 1500 |125 | 20 | 15 | 1414
2020-120250| M12 45 | 1500 |250 | 20 | 15 | 1528
2020-120500| M2 | 141618 45 1500 | 500 | 20 | 15 | 1755
2020-121000| M12 45 | 1500 1000 | 20 | 15 | 2210
2020-160125| M16 90 | 4000 |125 | 33 | 21 | 3495
2020160250 M16 | g o0 5p ps| 90 | 4000 |250 | 33 | 21 | 3810
2020-160500| M16 90 | 4000 |500 | 33 | 21 | 4480
2020-161000| M16 90 | 4000 1000 | 33 | 21 | 5820

Uriin Nr. 2020 Zincirli Sikma
« Silindir ve oval is pargalarinin baglanabilmesi igin tasarlanmistir.

* Sertlestiriimis
+ Siyah kaplama

Product Nr. 2020 Fixture Chain

« ltis designed for clamping of cylinder and oval workpieces.
« Hardened

« Black coated

Ayar Unitesi

a Siafoned 1 Setting Unit
Referans oy h1 | hi m ikma Kuvvet
2 1 f1 X 1 |Clamping Force :
Nr. @5 a b c e min | max [c=1d| S kg 5(9)3 é
2020-12125 | 14-16-18 36 | 36 18 | 49 | 21 96 | 125 |M12| 35 | 1500 | 580 L -
2020-16162 [18-20-22-24| 37 | 44 | 25 | 64 | 29 | 117 | 162 |[M16| 45 | 4000 | 1275 @ <
Uriin Nr. 2020 Ayar Unitesi el £
« Sertlestiriimis =
« Siyah kaplama b H
Product Nr. 2020 Setting Unit u
« Hardened
« Black coated J_Lm
Roforans : i T Trelre| ml T[S sw . Kanca Unitesi
7 c le : T lamping Force| ﬁ ;
Nr. aﬂg a min|max| =4 S sw ’?lrr%e ket (© Hook Unit
2020-12127 | 14-16-18 | 36 | 36|18 |54 |49 |111|127|M12| 16 | 36 | 45 | 1500 | 945 m )
2020-16170 [18-20-22-24| 37 | 44|25 |70 |62 |140/170|M16| 30 | 46 | 90 | 4000 | 1890 o D é
Uriin Nr. 2020 Kanca Unitesi (r 1) L o
« Sertlestirilmis De2 o £
« Siyah kaplama €
[aV}
Product Nr. 2020 Hook Unit <
« Hardened T’t
« Black coated U U
I, a
b f2
Referans P P | Zincir Soketi
Nr © Chain Socket
2020-127 127-173 97 0.35
2020-164 164-225 126 0.80 L1

Uriin Nr. 2020 Zincir Soketi
« Zincir burkulmalarini énlemek

icin kullanihir
« Sertlestiriimis
« Siyah kaplama

Product Nr. 2020 Chain Socket
« Used to prevent chain buckling.

« Hardened
« Black coated

Referans SW SW1
N @
2020-46 36 1/2 0.32
2020-36 46 1/2 0.52
Uriin Nr. 2020 Tork Product Nr. 2020 Torque

Anahtari Soketi
« Tork anahtari igin kullanilir.

« Sertlestiriimis
« Siyah kaplama

Wrench Socket

+ Used to for torque wrench.
» Hardened

* Black coated

|

L2

SW

Tork Anahtari Soketi
Torque Wrench Socket
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YANDAN BAGLAMA PABUCLAR
SIDE CLAMPS
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Dereceli Yandan Baglama Set
Graded side Wrench Set

a i i
Refﬁrans e L b n | k ki Kke L1] d|dl|d2| swimmone A:E’f:x'e -
v | 4,0 ket | s | O [’EE g
2030-14 14 3490 \
5 |90 | 23|47 | 47 | 26 | 26 | 65 |[M12|M12|M12| 10 | 2000 | 35 \
2030-16 16 3670 I . ,
2030-18 18 5000 f E ._g...\ '
2030-20 20 5355 | | '
2030-22 22 | 5 | 95|28 |57 |52 26| 26|65 Mi2/Mi2/M12| 10 | 2000 | 35 | 5720
2030-24 24 6190
2030-28 28 6650

Uriin Nr. 2030 Dereceli Yandan Baglama Set
« Is pargasini dayama y6niinde siktiginda parganin
6zgun yapisini degisiklige sebep vermez

« Sertlestirilmis
« Siyah kaplama

* Plastik kutuda set

Product Nr. 2030 Graded side Wrench Set

» When the product clamps the work piece in the direction of rest,
it does not cause alteration in the genuine structure of the piece.

» Hardened

« Black coating

« Set is in the plastic box

L
k k1
\
O (N | <
A AN
|
sw
Set igindekiler / The set consists of —
Parca —
o 0| F |
Adet 2 2 10 10 1 1
Quantity
Dereceli Yandan Baglama Goévde
Referans a Graded side Wrench Body
Nr. % %
2035-14 14
2035-16 16
2035-18 18
2035-20 20
2035-22 22
2035-24 24
2035-28 28 !
Dereceli Yandan Baglama Dayama
Referans i Graded side Wrench Pluggable
Nr. % %
2040-14 14
2040-16 16
2040-18 18
2040-20 20
2040-22 22 Not: Sabit dayamanin dereceli tarafi ince pargalar, diiz tarafi ise kalin
2040-24 24 pargalarda kullanilmak Uzere iki farkli sekilde kullanilabilmektedir.
2040-28 28 S e i e s 904301 s o
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M E R- E E Dereceli Yandan Baglama (Paralelli) Set

Graded side Wrench Set (With Parallel)

Tork

a kmakuweti| pegeri [
Refdrans) 2% ¢ L |11 12|18 | b b1 | n | k|Kki k2| d|di|d2 | sw e Erbe ﬁ I"
%7//;% +0.01 Kof (N?m) ()
2050-14 | 14 5920

5 110/ 90| 85 | 65 | 41| 18 | 47 | 47|26 | 26 M12M12M12| 6 | 1000 | 15 o0

2050-16 16
2050-18 18 8090
2050-20 | 20 8440

2050-22 | 22 | 5 |115/ 95 |85 |65 | 46 |18 | 57 | 52 | 26 | 26 [M12|M12M12| 8 | 1250 | 20 | 8825

2050-24 24 10080
2050-28 28 10750
Uriin Nr. 2050 Dereceli Yandan Baglama (Paralelli) Set ~ Product Nr. 2050 Graded side Wrench Set (With Parallel)
- s parcasini dayama yéniinde siktiginda parganin * When the product clamps the work piece in the direction of rest,
6zgiin yapisini degisiklige sebep vermez. it does not cause alteration in the genuine structure of the piece.
Paralelli olusundan dolayi islenen parcaya delik Because of being with parallel, hole process can be applied on the
islemi uygulanabilir. machined piece.
« Sertlestiriimis « Hardened
« Siyah kaplama « Black coating
« Plastik kutuda set « Set is in the plastic box
L2 L
L3 L1

b1

()
A\

AR 2l 5 S N T N -~

SRR ‘ ‘ T T O
A SR !
IR i | _

d2 SW

a1 e

Set igindekiler / The set consists of

Parca 00 Lo 5 -
Part
Adet 2 2 10 10 2 1
Quantity
Dereceli Yandan Baglama (Paralelli) Gévde
Graded side Wrench (Parallel) Body
Referans =2
Nr. % ;%
2055-14 14
2055-16 16
2055-18 18
2055-20 20
2055-22 22
2055-24 24
2055-28 28
Dereceli Yandan Baglama (Paralelli) Dayama
Referans a Graded side Wrench (Parallel) Pluggable
Nr. % %
2060-14 14
2060-16 16
2060-18 18
2060-20 20
2060-22 22 Not: Sabit dayamanin dereceli tarafi ince parcalar, diiz tarafi ise kalin
2060-24 24 pargalgrda kullanilmak tzere iki fgrkh sekilde kuIIanlla.biImektedir. .
2060-28 28 et s o S S & o e s 2100 v r i
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M E R- E LFD Kizakh Yandan Baglama Set

Sliding Side Wrench Set

Tork

Ref : slwkma kuyven Apegeri
eferans clamping force |~ Serew -
[¢ L b | b1 n|nt | n2j| k k1 | k2 | sw | 1 h | h1]| d | dil oraue
Nr. b Kot | Nem) | (@
2070-14 14 10 142 | 24 | 8 | 37 |125]/185| 65 | 54 | 2 2 1 M12|M 3575
5070-16 16 . . 6| 6 | 65 3 0 12/M12| 850 15 3710
2070-18 18 5215
2070-20 20 14 |145| 28 | 10 | 48 [125(185| 74 | 56 | 26 | 8 | 65 | 28 | 11 |[M12|M12| 1000 35 5400
2070-22 22 5610
Uriin Nr. 2070 Kizakli Yandan Baglama Set Product Nr. 2070 Sliding Side Wrench Set
« Hareketli cenenin kizakli yapisindan dolay! is pargasini « Because of the sliding structure df the moving jaw it clamps \
dayama ve pleyt yonine sikar. Cenenin genis hareketi the work piece in the direction of resting and plate. . .
is pargasini baglama ve sékmede kolaylik saglar. Wide movement of the jaw provides convenience in coupling
« DIN 650 T-Kanala uyumludur and dismantling of the workpiece.

* Cene Sertlik : Sertlestiriimis « Itis in compliance with DIN 650 T-Slot \
« Siyah kaplama « Hardness of jaw: Hardened
* Plastik kutuda set « Black coating

« Set is in the plastic box

==t

Movement Distancee

Calupma § Suemay
e /L\_m,;_._m...
Py
e

Not: Sabit dayamanin dereceli tarafi ince parcalar, diiz tarafi ise kalin
parcalarda kullanilmak tzere iki farkli sekilde kullanilabilmektedir.
Note: Fixed rest can be used as two different ways: Graded side is used for thin
pieces and the Straight side is used with thick pieces.

Set Icindekiler / The set consists of

e el | LY ]| |

Adet

Quantity 2 2 8 8 2 1
Kizakh Yandan Baglama Gévde
Reforans a Sliding Side Wrench Body
Nr. % %
2075-14 14
2075-16 16
2075-18 18
2075-20 20
2075-22 22
2075-24 24
2075-28 28
Kizakli Yandan Baglama Dayama
Ref . Sliding Side Wrench Pluggable
eterans i
Nr. % %
2040-14 14
2040-16 16
2040-18 18
2040-20 20
2040-22 22 Not: Sabit dayamanin dereceli tarafi ince parcalar, diiz tarafi ise kalin
2040-24 24 parcalarda kullanilmak tzere iki farkli sekilde kullanilabilmektedir.
2040-28 28 e, o0 s s i
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M E R' E LFD Yandan Baglama Set

bir ER-EL markasidr. Side Wrench Set

Referans =2 | Sikma Kuvveti | ﬁ
Nr. %7773 Clamping Force (kg) il
2070-MBS701212 12 2500 3.14
2070-MBS701214 14 2500 3.14 \"h
2070-MBS701216 16 2500 3.14
2070-MBS701218 18 2500 3.14
2070-MBS701220 20 2500 3.14

Uriin Nr. 2070 Yandan Baglama Set
« Mafsall tasarimiyla diiz olmayan ylizeylerde dahi mevcut
ylzey seklini alarak emniyetli baglama yapar.

Product Nr. 2070 Side Wrench Set
« With its articulated design, it makes safe bonding even on
uneven surfaces by taking the existing surface shape.

‘ | - ‘
| | of | 1 [
8 i T8
15| 40 40 |15
120
Geniglik / Width 40 mm. Geniglik / Width 40 mm.
Yandan Baglama Gévde
Referans -8 Side Press Body
Nr. % (kg) ﬁs
2070-MS701114 14 0.87 ;
2070-MS701116 16 0.87 c
2070-MS701118 18 0.87 )
2070-MS701120 20 0.87 3
Uriin Nr. 2070 Yandan Baglama Gévde
» Mafsall tasarimiyla diiz olmayan ylizeylerde dahi mevcut
ylizey seklini alarak emniyetli baglama yapar.
Product Nr. 2070 Side Press Body
« With its articulated design, it makes safe bonding even on
uneven surfaces by taking the existing surface shape.
Yandan Baglama Dayama
Referans ~ 2 ﬁ Side Press Stopper
Nr. % 7}% (kg)
2070-MD702114 14 0.65 eﬁs
2070-MD702116 16 0.65 o
2070-MD702118 18 0.65
2070-MD702120 20 0.65

Uriin Nr. 2070 Yandan Baglama Dayama
Product Nr. 2070 Side Press Stopper
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M E R- E LFD Yandan Baglama (Paralelli) Set

bir ER-EL markasidir. Side Wrench Set (With Parallel)
Referans =& Sikma Kuvveti
Nr. 7 % Clamping Force | 8xgl ‘ﬁll

2070-MBS801112 12 2500 6.15 E

2070-MBS801114 14 2500 6.15

2070-MBS801116 16 2500 6.15

2070-MBS801118 18 2500 6.15

2070-MBS801120 20 2500 6.15

Uriin Nr. 2070 Yandan Baglama (Paralelli) Set
« Mafsall tasarimiyla diiz olmayan ylizeylerde dahi mevcut
ylzey seklini alarak emniyetli baglama yapar.

Product Nr. 2070 Side Wrench Set (With Parallel)
« With its articulated design, it makes safe bonding even on
uneven surfaces by taking the existing surface shape.

TR N g 2 : w ﬁ
11 E E AR
15 40 * ‘ 40 |15
90 140
Geniglik / Width 40 mm. Geniglik / Width 40 mm.
Yandan Baglama Gévde
Referans -a - Side Press Body
Nr. 2% Buob ‘ﬁs
2070-MS801214 14 1.86 E
2070-MS801216 16 1.86
2070-MS801218 18 1.86
2070-MS801220 20 1.86
Uriin Nr. 2070 Yandan Baglama Gévde
« Mafsall tasarimiyla diiz olmayan ylizeylerde dahi mevcut
ylzey seklini alarak emniyetli baglama yapar.
Product Nr. 2070 Side Press Body
« With its articulated design, it makes safe bonding even on
uneven surfaces by taking the existing surface shape.
Yandan Baglama Dayama
Referans -2 | Side Press Stopper
Nr. % (kg) ﬁlﬁ
2070-MD802214 14 1.18
2070-MD802216 16 1.18 &
2070-MD802218 18 1.18
2070-MD802220 20 1.18

Uriin Nr. 2070 Yandan Baglama Dayama
Product Nr. 2070 Side Press Stopper

176



E1 ER-EL

Yandan Baglama

Side Clamps
Tork
Kuwet |2
Referans A B C D E F G H J K L M cl 7" |Allowable ﬁ
Nr amping | Screw | S (q)
. Force | Torque
Kgf (N-m)
2072-08016 395 | 65 75 25 45 16 7 1.5 7 4 M8 25 400 8 160
2072-12022 60 85 10 40 60 22 12 2 9 6 | M2 | 35 900 26 450
2072-16030 77 100 14 50 70 30 14 2 13 8 M16 | 40 1700 60 900
Uriin Nr. 2072 Yandan Baglama Product Nr. 2072 Side Clamps
« Siyah Kaplama « Black Coating
A
D

s
adl
T2 AN |
ol 1 S
\ E t
I = RN — w| oo
‘ ‘ N Sabitleme Delikleri [ 1
‘ HJ} | L-For Hex. Socket
2T IRy Head Cap Screws
T _’?
Yandan Baglama
Side Clamps
Sikma Tqu )
Kuvveti | Degeri
Referans A B C D E F G H J K L M |Clamping Allowable
Nr. Force Screw (g)
Torque
Kgf (N-m)
2073-08016 39.5 65 19.5 25 45 16 7 1.5 7 4 M8 25 400 8 180
2073-12022 60 85 29 40 60 22 12 2 9 6 M12 35 900 26 500
2073-16030 77 100 38 50 70 30 14 2 13 8 M16 40 1700 60 1010

Uriin Nr. 2073 Yandan Baglama

* Cene Sertlik: Sertlestirilmis

« Siyah Kaplama

Product Nr. 2073 Side Clamps
» Hardness of jaw: Hardened
« Black Coating

Sabitleme Delikleri
L-For Hex. Socket
Head Cap Screws
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Yandan Baglama

Side Clamps
Referans Nr. A B C D E F G H J K L M N
2077-08001 44 32 20 8 28.5 4 26.5 23 7 15 19 10 M8x1.25
2077-10001 54 40 25 10 35 5 33 29 9 16 24 12 M10x1.5
2077-12001 62 46 30 12 39.5 55 37.5 35 11 17 27 14 M12x1.75
Sikma Kuvveti Tork Degeri
Referans Nr. P Clamping Force |Allowable Screw
Kof Torque (N-m) (9)
2077-08001 6 350 45 160
2077-10001 8 550 55 310
2077-12001 10 700 70 490
Uriin Nr. 2077 Yandan Baglama Product Nr. 2077 Side Clamps
» Siyah Kaplama « Black Coating b

Sabitleme Civatasi

Sabitleme Civatasi

Kullanim Sekli / How To Use

« Once parcayi sabitleyip sonra anahtar ile
stkma islemi yapilir.

» Secure the body and the flanged collar with a
socket head cap screw, and then turn the the
cam with a wrench to clamp a workpiece.

‘ N-Socket Head Cap Screw Socket Head Cap Screw

Civata Pulu

-/ Flanged Collar
Sikma Somunu
‘ Cam

Govde
Body

Yandan Baglama

Side Clamps
Refﬁrans T A H L S Cslélkgp?ngu;;?;:e ﬁ
r. %7/7}% Kgf )
2080-014 14 61 57 108 5 1500 1850
2080-016 16 61 57 108 5 1500 1850
2080-018 18 61 57 108 5 1500 1850
2080-020 20 61 57 108 5 1500 1850
2080-022 22 61 57 108 5 1500 1850
2080-024 24 61 57 108 5 1500 1850
2080-028 28 61 57 108 5 1500 1850

Uriin Nr. 2080 Yandan Baglama
« Vida kaldirmasi ile dikey ve yatay
stkma kuvveti saglamakta.
Govde
» Statik Boya
Cene
« Sertlestiriimis

Product Nr. 2080 Side Clamps

« Vertical down thust and horizontal clamping force
available simultaneously with the operation of leverage screw
Body

« Statical Painting
Jaw

» Hardened
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Kollu Yandan Baglama Set
Armed Side Press Set

- :
Referans | 272 | ¢ | b k1 | k2 | k8 | k4 | L | h | ht| d | dl ot ﬁ

: %W% Kgf (9)
2000-14 | 14 7925
2000-16 | 16 8490
2090-18 | 18 4610
209020 | 20 | 35|30 | 95| 99 | 26 | 26 | 65 | 28 | 10  Mi2|M12| 3500 8850
200022 | 22 9030
200024 | 24 9490
209028 | 28 9800

Uriin Nr. 2090 Kollu Yandan Baglama Set
« Uriiniin eksantrik galisma sistemi saat yéniinde
sikildiginda is parcasini dayama ve pleyt
yonilne &zel dizayn anahtari ile ylksek kuvvette sikar.
1-Kollu yandan sikma pabucun eksantrik hareketi 3.5 mm’dir.
2-Uriin is pargasina 1.5 - 2 mm yakinlagtirilir.
3-10 mm alyan ile imbus civatalar sabitlenir.
4-UriinG anahtar! ile saat yéniinde gevirerek is pargasini
sabitleme islemi gergeklestirilir.
« DIN 650 T-Kanala uyumludur
» Somun Sertlik : Sertlestirilmis
« Siyah kaplama
« Plastik kutuda set

Product Nr. 2090 Armed Side Press Set

» When the eccentric working system of the product is tightened
clockwise, it clamps the work piece with high force in the direction
of resting and plate with it's special designed wrench.

1-Eccentric movement of Armed Side Clamp 3.5 mm.

2-1t brings the product 1.5 - 2mm close to the work piece

3-imbus bolts are fixed with 10mm allen.

4-Fixing of the work piece is implemented by turning the product
clockwise with the wrench.

« It is in compliance with DIN 650 T-Slot

« Hardness of nut: Hardened

« Black coating

« Set is in the plastic box

Movement Distance
Hareket mesafesi

Set icindekiler / The set consists of
Parca T 5 ﬁ% J—
Part [1] ||
Adet ot: Sabit dayamanin dereceli tarafi ince parcalar, diiz tarafi ise kalin
. 2 2 1 8 8 1 1 ya:gjalt')d‘adkallIanllmakd[]zerelilii fa:'kll §ekﬁld§ klulléﬂl\aéwlmfektedikr.l
Quantlty Note: Fixed rest can be used as two different ways: Graded side is used for thin pieces
and the Straight side is used with thick pieces
Kollu Yandan Baglama Gévde
Referans - Armed Side Press Body
Nr. % ;%

2090-114 14
2090-116 16
2090-118 18
2090-120 20
2090-122 22
2090-124 24
2090-128 28

Kollu Yandan Baglama Dayama
Referans a Armed Side Press Pluggable

Nr. % %

2040-14 14
2040-16 16
2040-18 18
2040-20 20
2040-22 22 Not: Sabit dayamanin dereceli tarafi ince pargalar, diiz tarafi ise kalin
2040-24 24 pargalarda kullanilmak Gzere iki farkli sekilde kullanilabilmektedir.
2040-28 28 Pisces anthe Srght S s e with ek paces,
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Blok Yandan Baglama

i F1 [ F2 [}
Referans c ; i
- 7, a1 a2 b b-' c h L S S\kma. kuvveti Slkmq kuvveti
Nr' E_/EI/ min-max w Clamp}g? force] Clamp}g? force] (kg)
2095-571 14-16-18 37 | 37|57 |19 | 8 | 78-98 | 185 | 10 | 2250 | 350 | 3.68
2095-761 20-22-24-28 | 37 | 45|76 | 26 | 11 | 98-118 | 240 | 14 | 3000 | 450 | 7.66

Uriin Nr. 2095 Blok Yandan Baglama

- is pargasini dayama ve pleyt yoniine sikar

ozellikle yiiksek is parcalari igin tasarlanmigtir

« Gene Sertlik: Sertlestirilmis
« Siyah kaplama

Product Nr. 2095 Block Side Press

« It clamps the workpieces in clamp rest direction and plate
direction, it is designed especially for high workpieces.

* Hardness of jaw: Hardened
* Black coating

Block Side Press

Blok Yandan Baglama

5 ®©
c &
£
£
o F1 | F2
Referans c ; ;
: 7 1 h L Sikma kuvvet | Sikma kuvveti ﬁ
Nr' g_,/g a1 a2 b b C min-max sw Clamp}l(ré? force] Clamp}ing% force (kg)
2095-572 14-16-18 37 | 37|57 |19 | 8 | 78-98 | 185 | 10 | 2250 | 350 | 3.6
2095-762 20-22-24-28 37 | 45|76 | 26 | 11 | 98-118 | 240 | 14 | 3000 | 450 | 6.7

Uriin Nr. 2095 Blok Yandan Baglama

« is pargasini dayama ve pleyt yoniine sikar

buyuk plakalarin baglanabilmesi igin tasarlanmigtir

« Cene Sertlik: Sertlestirilmis
« Siyah kaplama

h
min-max

Product Nr. 2095 Block Side Press
« It clamps the workpieces in clamp rest direction and

plate direction, it is designed for clamping big plates.
* Hardness of jaw: Hardened
* Black coated

i

Y

Block Side Press
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Blok Yandan Baglama Dayamasi

Block Stopper Side Press

Referans o ﬁ
a2 b b1 h L
N &7 ko)
2098-571 14-16-18 37 57 19 85 124 2.025
2098-761 20-22-24-28 45 76 26 105 154 4.185

Uriin Nr. 2098 Blok Yandan Baglama Dayamasi

» 2095-571 ve 761 pabuglar icin dayama

olarak tasarlanmistir.

« Siyah kaplama

Product Nr. 2098 Block Stopper Side Press
« It is designed as clamp rest for clamps
2095-571 and 761.

« Black coating

=
j
©
L
i
5
Y
i
Re’,ﬁ:ans i a2 | b | b h L ﬁ
) . ko)
2098-572 14-16-18 37 | 57 | 19 | 47 | 112 | 2.800
2098-762 20-22-2428 | 45 | 76 | 26 | 49 | 140 | 4.185

Uriin Nr. 2098 Blok Yandan Baglama Dayamasi
» 2095-572 ve 762 pabuglar i¢cin dayama

olarak tasarlanmigtir.
« Siyah kaplama

i

Product Nr. 2098 Block Stopper Side Press
« It is designed as clamp rest for clamps

2095-572 and 762.
« Black coating

Blok Yandan Baglama Dayamasi
Block Stopper Side Press
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bir ER-EL markasid.

a

Referans b Sikma Kuvveti |
Nr. % ;% Clamping Force (kg)
2105-MYB404114 14 3600 2.80
2105-MYB404116 16 3600 2.80
2105-MYB404118 18 3600 2.80
2105-MYB404120 20 3600 2.80
2105-MYB404122 22 3600 2.80
2105-MYB404124 24 3600 2.80
Uriin Nr. 2105 Blok Yandan Baglama
Product Nr. 2105 Block Side Press
e .-
_ = '

I T AR

Y] | / =~
o |
() =) |

© | I I I I
| P om el
(e |
([ (BN
! 162 42

Geniglik / Width 54 mm.

Blok Yandan Baglama

Block Side Press

a

Blok Yandan Baglama
Block Side Press

Referans o Sikma Kuvveti |
Nr. % % Clamping Force (kg)
2105-MYB901120 20 6000 6.85
2105-MYB901122| 22 6000 6.85
2105-MYB901124| 24 6000 6.85
2105-MYB901128] 28 6000 6.85
Uriin Nr. 2105 Blok Yandan Baglama
Product Nr. 2105 Block Side Press
|
Q|
wn| [N
m
g L 105
= \
L%J L%J
C i Dl
‘ 230 | 70 20
Geniglik / Width 68 mm.
Referans e Sikma Kuvveti |
Nr. % ;&6 Clamping Force (kg)
2105-MYB303114 14 3600 2.80
2105-MYB303116 16 3600 2.80
2105-MYB303118 18 3600 2.80
2105-MYB303120 20 3600 2.80
2105-MYB303122 22 3600 2.80
2105-MYB303124 24 3600 2.80
Uriin Nr. 2105 Blok Yandan Baglama
Product Nr. 2105 Block Side Press
I I I I
i a9 o
[ [ (<2}
| | | |
159 42

Geniglik / Width 54 mm.

Blok Yandan Baglama
Block Side Press




M E R- E LFD Blok Yandan Baglama Dayamasi

bir ER-EL markasidr. Block Stopper Side Press
Referans e ]

Nr. %777%% (kg)
2105-MD404214 | 14 1.86
2105-MD404216 | 16 1.86 =
2105-MD404218 | 18 1.86 -
2105-MD404220 | 20 1.86 @
2105-MD404222 | 22 1.86 r
2105-MD404224 | 24 1.86 ) .

Uriin Nr. 2105 Blok Yandan Baglama Dayamasi
Product Nr. 2105 Block Stopper Side Press

40

70

i—‘ 42 B |

115 Geniglik / Width 54 mm.

75

30

A Blok Yandan Baglama Dayamasi
Refs;ans %77;}% &(ﬂ;é Block Stopper Side Press
2105-MD902120 20 4.50
2105-MD902122 22 4.50
2105-MD902124 24 4.50 g :
2105-MD902128 28 4.50 ]
. L2
Uriin Nr. 2105 Blok Yandan Baglama Dayamasi =)
Product Nr. 2105 Block Stopper Side Press @
—

40

105 ‘ﬁ_
1] R
9 | (T 3 )
L L
2~ - 165‘ Genislik / Width 68 mm.
For a Blok Yandan Baglama Dayamasi
eferans L :
Nr. % ;% AT Block Stopper Side Press
2105-MD303214 14 1.17
2105-MD303216 16 117
2105-MD303218 18 117
2105-MD303220 20 117
2105-MD303222 22 117
2105-MD303224 24 117

Uriin Nr. 2105 Blok Yandan Baglama Dayamasi
Product Nr. 2105 Block Stopper Side Press

40
42

42

30
—

95 Geniglik / Width 54 mm. St
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Cift Ceneli Yandan Baglama Pabucu
Side Press Clamp with Double Claw

Referans =& Cﬁ;wpailnléul\:/g?éia
v %7;7}% c h b L L1 L2 sw d P ) ﬁ
Kgf Kof (9
2110-12 12 1600 60 415
2110-14 14 3 20 40 80 39 26 6 M10 2200 90 425
2110-16 16 3200 120 785
2110-18 18 4 25 50 | 100 | 46 34 8 M14 | 3600 140 810
2110-20 20 3600 140 850
2110-22 22 3600 140 2275
2110-24 24 5 | 285 78 | 140 | 65 50 | 10 | M20 | 3600 140 2360
2110-28 28 4000 160 2500

Uriin Nr. 2110 Cift Ceneli Yandan Baglama
« |s pargasini dayama ve pleyt yoniinde sikar,
pabucun yapisindan dolayi kuvvetli sikma yapar.

« Sertlestiriimis
« Siyah kaplama

Product Nr. 2110 Side Press Clamp with Double Claw
* Product clamps the work piece in the direction of rest and plate.
It achieves powerful clamping because of the clamp’s structure.

» Hardened
« Black coating

3 . .
- ISO 4762 Silindir Dayama
Referans ah6 | b-06 | \C. | d0.01 |h1£0.01 h120.02| h2 | h3 |'o047® ﬁ , y
Nr. % % DIN 650 i (9) Cylinder Pluggable
2120-1425 14 ]0-0.011 14 24 32 25 - 9 8 M8x35 200
2120-1450 14 ]0-0.011 14 24 32 - 50 9 8 M8x60 355
2120-1825 18 |0-0.011 18 30 40 25 - 15 | 10 | M10x40 360
2120-1850 18 |0-0.011 18 30 40 - 50 15 | 10 | M10x65 600
2120-2225 22 |0-0.013| 22 38 40 25 - 15 | 14 | M10x50 410
2120-2250 22 |0-0.013| 22 38 40 = 50 15 | 14 | M10x75 650
Uriin Nr. 2120 Silindir Dayama ©d
» Sertlestiriimis c Imbus
« Siyah Kaplama e
Q U L H
= T
Product Nr. 2120 Cylinder Pluggable = .
« Hardened % v b
« Black coating g a
el [ 11 ]
Referans =G Dayama
Nr %7//7% n e c d b h k L sw 5 3 Clamp Rest
' (9
2130-12 12 11.7 18 18 M8 9 3 7 36 6 100
2130-14 14 13.7 22 22 M8 11 4 8 44 6 180
2130-16 16 15.7 25 25 M12 12.5 5 9 50 10 270
2130-18 18 17.7 28 28 M12 14 5 10 56 10 355
2130-20 20 19.7 32 32 M16 16 5 12 64 14 570
2130-22 22 21.7 35 35 M16 17.5 6 14 70 14 770
2130-24 24 23.7 40 40 M20 20 6 16 80 17 1180
2130-28 28 27.7 44 44 M20 22 6 18 88 17 1560
Uriin Nr. 2130 Dayama w
» Dayama referans alma, uzunlamasina j—r
ve enlemesine kullanihr.
« Sertlestiriimis
+ Siyah kaplama
Product Nr. 2130 Clamp Rest
« Clamp Rest is used for reference taking,
longidutional and cross-wise.
» Hardened c b
+ Black coating Lf—L_» d

184



M E R' E I_® Yandan Baglama

Side Clamps
Stopersiz Kullanim Stoperli Kullanim
In Use Without Slip Stopper In Use With Slip Stopper
Ref’\el:ans Sikma Kuvveti Tork Degeri Sikma Kuvveti Tork Degeri 4; Z;
: Clamping Force Allowable Screw Torque Clamping Force Allowable Screw Torque (kg)
Kgf (N-m) Kgf (N-m)
2135-1260 2900 38 6900 90 2.4
M12 civata icin 4 adet pul dahildir.
4 washers for M12 bolts are included.
Uriin Nr. 2135 Yandan Baglama Product Nr. 2135 Side Clamps
Govde Body
» Malzeme: Dékme Demir » Material: Cast Iron
« Siyah kaplama « Black coating
Cene Jaw
» Sertlestiriimis * Hardened
« Siyah Kaplama « Black coating
Civata Bolt
« Sertlik: indiiksiyon « Hardness: Induction
« Siyah Kaplama « Black coating
50 4 155
M1 2x1.75 55 80 4 Adet Civata kullanin
Washer x 4
[1]
: o 0 & — 338
Tt ] g
1 \ \
Yandan Baglama
Side Clamps
Sikma Kuvveti Tork Degeri
Referans Clamping Force Allowable Screw Torque
Nr. Kof (N-m) (kg)
2137-16060 5800 150 2.9

M12 ve M16 vidalar i¢in 2 adet dereceli pul dahildir.
2 spherical washers for both M12 and M16 screws are included.

Uriin Nr. 2137 Yandan Baglama Product Nr. 2137 Side Clamps
Govde Body
» Malzeme: Dékme Demir » Material: Cast Iron
« Siyah kaplama « Black coating
Cene Jaw
« Sertlestiriimis + Hardened
« Siyah Kaplama « Black coating
Civata Bolt
« Sertlik: indiiksiyon * Hardness: Induction
« Siyah Kaplama « Black coating
50 80 30  Sperical Washerx2

18
50
(97)

4
-

I
:3
A
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Tek Dokunus Yandan Baglama

B4 ER-EL

Cam Edge Clamps

Referans Nr. Wi1 w2 H1 H2 M P1 H4 L4 W L3 H5 d L5 P
2139-32150 45 15 27 18 | M4x0.7| 30 18 13 75 20 8 6.6 3 60
2139-40200 60 20 83 22 |M5x0.8 40 22 17 100 26 10 8.6 4 80
Referans Nr. H L L2 R L1 H3 M1
2139-32150 32 51 48 63 51.5 18 M4x0.7
2139-40200 40 67 63 80 67 22 M5x0.8
Sikma Torku Calisma YUki Sikma Kuvveti
Referans Nr. A Clamping Stroke | ©Operating Load Clamping Force
png (N) Ko ()
2139-32150 19 1.6 150 200 620
2139-40200 24 2.2 200 300 1360
Uriin Nr. 2139 Tek Dokunus Yandan Baglama Product Nr. 2139 Cam Edge Clamps
« Siyah kaplama « Black coating
L
L2 Acik Pozisyon
P1 M <|-_3,‘ Unclamping Position
L5
L/ I

H5

Onerilen Sikma Pozisyonu
Recommended Clamping Position

“9
S I I e | A
| Emégﬁﬂ I8l &3

Sikma torku L
Clamping Stroke L4 L1

Calisma Alani
Clamping Throw

Ozellikler
« Kol ile tek dokunusta sikma.
* Finis islerde mikemmel baglama.
« Parganin kalkmamasi i¢in ¢eneyi asagi ve ileri iter.

Sikma Sonu

Clamping End

Setskur Civata
2-M1 Hex-Socket Setscrew

Features
» The cam handle allows fast clamping in single operation.
* Precision-ground jaw is perfect for clamping

the workpiece on its finished surface.
* In clamping, the jaw provides downward

force to prevent part lift.

Kol Konumunu Degistirme
90 derece 4 opsiyonlu kullanim

Jaw
<

=1

Changing Handle Position
The handle shaft has 4 countersinks which are
provided every 90° for 4 options of handle position

Kullanim Sekli
How To Use
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M E R' E I_® Yandan Baglama

Side Clamp
Sikma Torku
Referans Nr. Clamping Stroke Wi1 w2 H3 H4 L2 W L H2 d P H5 L1
2141-00010 1 38 8 6 3 15 45 335 10 5.2 36 5 30.5
2141-00015 2 60 12 9 5 22 70 50 15 8.2 55 7 46
izin Verilen Tork | g,xma Kuvveti
Referans Nr. H D H1 R A W3 M1 Scég\?vw'lgobrlgue Clamping Force ﬁ
(Nm) Kof )
2141-00010 30 13 20 63 12 6 M4x0.7 10 400 85
2141-00015 46 19 30 100 18 10 M5x0.8 27 600 290
Uriin Nr. 2141 Yandan Baglama Product Nr. 2141 Side Clamps
Govde Body
« Siyah kaplama » Black coating %
Cene Jaw
« Sertlestiriimis + Hardened
« Siyah Kaplama « Black coating
L
L1

m-/ Agik Pozisyon
iy Unclamping Position

Jily
BN I % Onerilen Sikma Pozisyonu

=
i g2
b ° Recommended Clamping Position [9F
T 52
ey £2
=zl — { o b E
i Bl
R 1P
N E 8 Hex Wrench
™| O
Sikma Torku e =<
Clamping Stroke | Calisma Alani —
L2 — Clamping Throw I
~~._Sikma sonu D
Clamping End &
Yandan Baglama
Sikma - .
b Kuweti | Tork Degeri ﬁ Side Clamp
ReferansNr.| S | W | W1 | Hi1 | L1 P w7y | H2 | M L H T | Clamping owable
(h7) Force Screw (9)
Kgf Torque (N-m)
2143-08015 | 3 | 25 | 10 | 25 |21.5| 10 6 7 | M8 |32 | 15 | 1.6 700 25 115
2143-10019 | 4 | 30 | 11 | 32 | 26 | 12 6 7 |M10| 40 | 19 2 850 50 225
2143-12023 | 5 | 35 | 12 | 38 | 33 | 16 8 10 |M12| 50 | 23 | 2.3 | 2000 90 390
2143-16025 | 6 | 40 | 14 | 45 | 40 | 20 | 10 | 10 |M16| 60 | 25 | 3.2 | 3000 150 640
Uriin Nr. 2143 Yandan Baglama Product Nr. 2143 Side Clamps s
« Sertlestiriimis * Hardened 1)
* Sj * Black i =
Siyah Kaplama ack coating \E‘Q
| '

H1

£

Kurulum ve Kullanim Sekli / How To Use and Install b @Zﬂ
P

Sikma Civatasi
N M1l d Lt P ?!} S M- Hex. Socket
Locking Pin CP107-08015 |M 8 10 Head Cap Screws
d 250 6] 8
| H‘i CP107-10019 |M10 12 = ==
| CP107-12023 M12| 8 11 16 I — B ==
K M1 [CP107-16025 |M16] 10 20 =25 = ==
= Ust tarafta gorildugt gibi il a cap-screw hole and = =
sabitlemek i¢in bir pim, a locking-pin hole as
bir civata deligi gerekli. specified on the up.
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Yandan Baglama

Side Clamp
izin Verilen
d Sikma Kuvveti Vida Torku ﬁ
Referans s w wi h1 L1 =) h2 M L h t Clamping Force Allowable Q)
Nr. (h7) (N) Screw Torque g
(N-m)
2144-08015 3 25 10 6 24.5 10 6 7 M8 35 15 1.6 7.000 25 100
2144-10019 4 30 11 8 29 12 6 7 M10 | 43 19 2 8.500 50 185
2144-12023 5 35 12 9 37 16 8 10 Mi12 | 54 23 2.3 20.000 90 320
2144-16025 6 40 14 10 45 20 10 10 M16 | 65 25 3.2 30.000 150 520

Uriin Nr. 2144 Yandan Baglama

« Sertlestiriimis
« Siyah kaplama

S

M- Sikma imbusu

Product Nr. 2144 Side Clamp
» Hardened

« Black coating

Hex. Socket Head Cap Screws

TT =

h2 hi

Uygulama Ornegi / Application Example

.
—

Referans
N M1 | d | Lf | pt
2144-08015 M8 10
2144-10019 M10 12
2144-12023 M12 11 | 16
2144-16025 M16 | 10 | 11 | 20

B

\\V
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M E R' E LFD Kanal ici Yandan Baglama

In-Slot Side Clamp

a '
Referans st | m |sw| L | h | k| n | b (camre ﬁ
N (o kst )
2150-08 8 1.4 5 4 23 | 95 6 7.7 13 310 25
2150-10 10 1.4 5 4 23 14 6 9.7 15 310 35
2150-12 12 1.2 7 5 28 15 7 | 11.7| 18 340 60
2150-14 14 1.7 7 7 30 22 8 13.7 | 22 800 95
2150-16 16 1.7 10 8 30 22 9 15.7 | 25 1500 | 130
2150-18 18 2 10 8 35 28 10 | 17.7| 28 1500 | 190
2150-20 20 2.5 13 10 40 32 12 | 19.7 | 32 2000 | 290
2150-22 22 2.5 13 12 45 38 14 | 21.7 | 35 | 2000 | 390
Uriin Nr. 2150 Kanal ici Yandan Baglama Product Nr. 2150 In-slot Side Clamp
« Uriiniin T-Gévdesi tamamiyla tezgah kanalina girer. « T-Slot of the product enters in the slot of the
Sadece Urliniin eksantrik basli tabla ytizeyinde kaldigi bench completely. Since only the eccentric
icin ince pargalarda sikma kolayligi saglar. headpiece remains on the surface of the table,
« DIN 650 T-Kanala uyumludur this provides easy clampings of the thin pieces.
« Sertlestiriimis « Itis in compliance with DIN 650 T-Slot
« Siyah kaplama + Hardened
* Black coating
1
e [l 1

Sabitleme
Civatasi

Fixing Bolt

-[[

Yandan Baglama Pence Pabuc¢

f1 f2
kaf kgf

a n Sikma Kuvvei Jaw Clamp
Referans = . Clamping Force
%ﬁ% ¢ |minjmax| x | L b |m1| sw
Nr. (9)
2170-12 12 2 2 6 4 |46 |21 | 10| 5 500 60 120
2170-14 14 25 |25|75| 5 |51 )26 | 10| 6 550 70 200
2170-16 16 25|85 6 | 61275/ 12| 6 800 90 290
2170-18 18 2 8 6 |67 |3 13| 8 900 | 100 420
2170-20 20 25|11 /85|78 | 38 | 13| 10 | 1200 | 140 640
2170-22 22 45 | 25| 12 |95|87 | 39 |16.5] 10 | 1600 | 190 830
Uriin Nr. 2170 Yandan Baglama Penge Pabug Product Nr. 2170 Jaw Clamp
+ Is pargasini dayama ve pleyt ydniine sikar * This product clamps the workpiece in the
« T-Kanal icinde calismasi yikseklik avantaji saglar direction of resting and plate
« DIN 650 T-Kanala uyumludur « It's working in T-Slot provides height advantage
« Sertlestiriimis * It is in compliance with DIN 650 T-Slot
« Siyah kaplama  Hardened

* Black coating

f2

n max

n min
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M E R' E E Cift Acilir Yandan Baglama

Side Press with Double Opening

Referans c

Nr. min | max

-2 e CS||kquu¥veti
lamping Force
(. m k| b L pere "R |18 8

2190-5055 | 50

55

14-16-18-20-22 35| 4 | 30 | 42 M12 1750 390

Uriin Nr. 2190 Cift Acilir Yandan Baglama Product Nr. 2190 Side Press with Double Opening
« Bir noktadan iki ydne ve pleyt yoéniine » This product makes press process from one point to two

dogru stkma islemi yapar.

» M12 dis pleytlerde ve (a) 14-16-18-20-22 * Itis used in M12 thread plates and (a) 14-16-18-20-22

T-Kanal él¢tlerinde kullanilir.

« Sertlestirilmis
« Siyah kaplama

ki

/Clamps in two directions and downwards

directions and towards the direction of the plate.
T-Slot measurings

» Hardened
« Black coating

yone ve asagiya sikar

Cc
max
[¢]
min X~
‘
o R N8
$88¢8
£ BE g8 ¢ g
| SO
| —p
M12
Cift Acilir Yandan Baglama
Referans c - Sima Kuwel Side Press with Double Opening
. m K b L e Clamping Force
Nr. min | max % % DIN 912 kgt ©
2210-4954 | 49 | 54 14-16-18-20-22 23| 4 | 30 | 42| M12 | 1500 | 280

Uriin Nr. 2210 Cift Agilir Yandan Baglama Product Nr. 2210 Side Press with Double Opening
« Bir noktadan iki yéne sikma islemi yapar. « This product makes press process from one point to two directions.
« M12 dis pleytlerde ve (a) 14-16-18-20-22 « It is used in M12 thread plates and (a) 14-16-18-20-22

T-Kanal élgllerinde kullanilir.

« Sertlestirilmis
« Siyah kaplama

C
max

min

/ Clamps in two directions

T-Slot measurings
» Hardened
« Black coating

iki yone sikar

M12

190



E1 ER-EL

Referans
Nr.

hxbxL

tolerans
tolerance
h

tolerans
tolerance
b

(kg)

Adet
Piece

14x10x150
16x10x150
18x10x150
20x10x150
22x10x150
24x10x150
26x10x150
2230-028 28x10x150 +0.01
30x10x150
32x10x150
35x10x150
40x10x150
45x10x150
50x10x150

+0.01

10.8

NN (N[N NN N[NNI NN NN

Uriin Nr. 2230 Paralel Set-28

« Urin is pargalarinin paralel baglanmasinda
ve hassas islenmesinde altlik olarak kullanilir.
* 28 parca

« Sertlestiriimis

* Ahsap kutuda set

Product Nr. 2230 Parallel Set-28

* This product is used for parallel coupling
of the workpieces and as the base for
sensitive machinings of the work pieces.

* 28 pieces.
» Hardened

« Set is in the wooden box

//10.002]B]

Paralel Set

Parallel Set

tolerans
Referans hxbxL tolerance
Nr. h

tolerans
tolerance
b

Adet
Piece

20x6x100
23x8x100
28x10x100
36x12x150
2250-016 42x14x150 +0.01
48x16x150
58x18x150

65x22x150

+0.01

10.6

NN

Uriin Nr. 2250 Paralel Set-16

« Urin is parcalarinin paralel baglanmasinda
ve hassas islenmesinde altlik olarak kullanilir.
+ 16 parca

« Sertlestiriimis

* Ahsap kutuda set

0.002

[OF
-

Product Nr. 2250 Parallel Set-16

* This product is used for parallel coupling
of the workpieces and as the base for
sensitive machinings of the work pieces.

16 pieces.
» Hardened

« Set is in the wooden box

Paralel Set
Parallel Set
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M E R- E |_® V-Yatak

V-Clamping Block
Referans Qv ﬁ
N, a b ¢ min max

2270-140 140 82 40 20 110 1980

2270-204 204 115 66 15 150 6150

Uriin Nr. 2270 V-Yatak

» Malzeme : Dékim

« Silindir pargalarin paralel baglanmasinda ve
hassas islenmesinde altlik olarak kullanilir.

« ikili takim

Product Nr. 2270 V-Clamping Block

* Material: Casting

» This product is used in parallel couplings of cylindrical
pieces and it is also used as the base for sensitive
machinings of the workpieces.

+ Set of two pieces

XV-Yatak

Referans @v1 Qv2 Qv3 Qv4 XV-CIamplng Block
Nr. min | max | min | max | min | max| min | max 5(9)@

2290-120 120 | 100 | 60 | 12 40 | 12 60 12 | 75 | 12 | 90 2840

2290-150 152 | 132 | 74 | 15 80 | 15 95 15 | 110 | 15 | 120 4975

Uriin Nr. 2290 XV-Yatak Product Nr. 2290 XV-Clamping Block

» Malzeme : Dkim » Material: Casting

« Silindir pargalarin paralel baglanmasinda hassas « This product is used in parallel couplings of cylindrical
islenmesinde altlik olarak kullanilir, X formunda pieces and it is also used as the base for sensitive machinings
olmasindan dolay! 4 ayri yiizeyi kullanma avantaji saglar. ~ of the workpieces. It provides using advantage in 4 different

« ikili takim surfaces because of being in X form.

« Set of two pieces

Qv
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M E R- E E CNC 5 Eksen Parca Baglama Aparati

CNC 5 Axis Clamping Parts Apparatus

Referans L h a at b | b sw
' )
2205090 | 90 | 39 | 55 | 73 7 | 2135 | 8 | 1480

2295-115 115 49 65 82.5 8.5 31-42 10 2690
2295-130 130 56 75 98 10 37-48 12 4160

Uriin Nr. 2295 CNC 5 Eksen Parca Baglama Aparati
« Is pargasina kirlangi¢ yuva agilarak aparata baglanir.

« Sertlestiriimis
« Siyah kaplama ' '

Product Nr. 2295 CNC 5 Axis Clamping Parts Apparatus
« Apparatus is connected at workpiece, swallow nest opening.

» Hardened

« Black coating

b1
Gezer GCene Sabit Cene
portable jaw o) % resting

O T@

\._ Gektirme Civatasi

‘ ‘ screw

sw a

ail

CNC 5 Eksen Parca Baglama Takozu
CNC 5 Axis Clamping Parts Wedge

Referans

NI a h L d

=i | (9

2297-090 55 58 87 M10 2110
2297-115 65 68 110 M12 3750
2297-130 7% 80 126.5 | M12 5830

Uriin Nr. 2297 CNC 5 Eksen Parca Baglama Takozu
« Sertlestiriimis
« Siyah kaplama

Product Nr. 2297 CNC 5 Axis Clamping Parts Wedge
» Hardened
« Black coating
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E1 ER-EL

Hidrolik Cift Acilir Mengene

Hydraulic Centering Vice

A
Referans | @ iwmax |Stok| B | C | D | E | F |@G| H | K | KI | N|N | S |st| M| at|Q| &b
2300-130 | 162142 |10x2| 90 | 83 | 60 | 130 | 10 | 86 | 143 | © | 22 | 76 | 64 | 106 | 60 | M8 | 11 | 6 | 850
2300-170 | 210-170 |20x2| 100 | 96 | 78 | 170 | 12 | 98 | 174 | 11 | 30 | 136 | 74 | 106 | 80 |M10| 11 | 8 | 14
2300-190 | 242202 | 20x2| 125 | 101 | 80 | 190 | 16 | 121 | 181 | 11 | 36 | 144 | 96 | 106 | 100 [M12| 13 | 8 | 21
Nr.2300-130 Nr.2300-170 Nr.2300-190
g 0 A =g 100 g
- ~ B L Z
2c s00 2 80 2c
H i mmva - £ w
BO 200 [ZXS I hO
100 400 700
20 30 40 50 60 70 80 30 40 50 70 80 30 40 50 60 70 80

Hidrolik Bar Basinci
Hydraulic Bar Pressure

U[ﬁn Nr. 2300 Hidrolik Cift Acilir Mengene

Urlin islem yapilacak malzemeyi sabitlerken ayni
zamanda da merkezleme yapmaktadir. Bu sistemin
avantaji ézellikle dis cap 6lglleri dedisken malzemelerde
merkez degismeden islem yapilabilir. Diger 6zelligi ise
yumusak genelere islenecek parganin formu uygulanabilinir.
(1-2-3 sekillerde gorildugl gibi.)

Hareketli ylizeylerin tamami hassas taglanmig

ve sertlestirilmistir.

Sistem hidrolik ¢alisir

Yag gidis - Yag donus

Siyah Kaplama

A min-max
F H7
T 1 [T] — I
|
o U H
a G
E
K K1 K1 K
‘ N ‘
2Q1 ‘ ‘
1 G1/8 [
Unclamp
z %)
| I V2N

©Q2 H7/ s

Hidrolik Bar Basinci
Hydraulic Bar Pressure

Hidrolik Bar Basinci
Hydraulic Bar Pressure

Product Nr. 2300 Hydraulic Centering Vice

« This product fixes the material to be processes and at the same
time it makes centering. The advantage of this system specially
shows itself when making machinings of the materials having
different outer diameter measurements as it implements this
process without changing the center. It’s other characteristic is to apply
the form of the piece to be machined with soft claws
(as seen in Figures: 1-2 and 3).

« Entire moving surface is sensitevely grinded and hardened.

» Hydraulic system works

« Qilinlet - Oil outlet

« Black coating Sekil 1

Figures 1 ™

Sekil 2

" Figures 2

Sekil 3

Figures 3 ™\

195



E1 ER-EL

Hidrolik Cift Acilir Mengene

Hydraulic Centering Vice

: Sikma Kuvveti
Referans . Hydraulic : h
A min-max Strok Clamping Force
Nr. Bar pkggf (kg)
30 750
40 1000
2305-0251 0 - 251 13x2 15.2
50 1250
60 1500

Uriin Nr. 2305 Hidrolik Cift Acilir Mengene

« Uriin iglem yapilacak malzemeyi sabitlerken ayni
zamanda da merkezleme yapmaktadir. Bu sistemin
avantaji ézellikle dis cap 6lglleri degisken malzemelerde
merkez degismeden islem yapilabilir. Diger ézelligi ise
yumusak ¢enelere islenecek parcanin formu uygulanabilinir
(1-2-3-4 sekillerde géruldigu gibi.)

« Hareketli ylizeylerin tamami hassas taglanmis
ve sertlestirilmistir.

« Sistem hidrolik ¢alisir

* Yag gidis - Yag donus

« Siyah Kaplama

Product Nr. 2305 Hydraulic Centering Vice
« This product fixes the material to be processes and at the same
time it makes centering. The advantage of this system specially
shows itself when making machinings of the materials having
different outer diameter measurements as it implements this
process without changing the center. It’s other characteristic is to apply
the form of the piece to be machined with soft claws
(as seen in Figures: 1-2-3-4-5 and 6).
« Entire moving surface is sensitevely grinded and hardened.
* Hydraulic system works .
+ Oilinlet - Oil outlet Sekil
« Black coating Figure

251 %
© 12H7 22
aEn 1o
i — % /_E_E
] [ 2
5\l ° |
[o0)
| | © Sekil
0012 Figure
e ©110 g6 -0.034
195
130
80
‘ . Sekil
/@ @_@ Y Figure
M12 9 00 ©O0 00 C
& Z 8
10 T \e 60 00 ©
15 S 2 : -
@8 H7 / M10 imbus /
- Pnématik Cift Acilir Mengene
) lkma Kuvveti
Referans | A in-max Strok Pneumatic | ciamning Force JAVSVAY Pneumatic Centering Vice
N Bar kgf (kg)
2307-0188 0-188 8.5x2 6 750 18.5

Uriin Nr. 2307 Pnématik Cift Acilir Mengene
« Sistem pnématik calisir.

Product Nr. 2307 Pneumatic Centering Vice
» Pneumatic system works

10 | | .10 38
—H u — =
3 | |
f 230 | [ T
© Lo ° o I otes @ 150
° | /e © © o e —
B [deo o oot &
© 0 © 0,
1 \ | I ——
180 \ 230 \ 150
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M E R' E E Cift Acilir Celik Mengene

Steel Vice with Double Opening

isbalema kaestesi Sikma | Tork Dederi
Referans agihr | ViokPice b2 Kuweti | Alowable

X . Clampin Screw
a | L |cr 205?;1; CopingCaey| B | 01 |1000 D3 | p1| p2| s1 | s2 For[():eg e
(rm) kof (N-m)

2310-060 | 60 |120| 90 | 20 120 |23.5|70.5(67.5| 91 |174/124|150|100| 800 45

2310-078 | 78 | 180|130 | 30 180 | 33 | 97 | 93 | 126 224|124 |200|100| 1500 | 110
2310-100 [100| 220 | 154 | 38 220 |35 |99 | 95 | 130 |274|174|250|150| 1500 | 110
2310-125 | 125|260 | 174 | 47 260 | 38 |108 103|141 |324|174|300|150| 2000 | 190
2310-157 | 157|350 | 208 | 75 350 | 46 (123 118|164 |424| 224|400 |200| 2200 | 210

Nr.

Urlin Nr. 2310 Cift Acilir Celik Mengene

« Urlin islem yapilacak malzemeyi sabitlerken ayni zamanda da merkezleme yapmaktadir.

Bu sistemin avantaji 6zellikle dis ¢ap o6lcileri degisken malzemelerde merkez degismeden islem yapilabilir.

Diger 6zelligi ise yumusak cenelere islenecek parganin formu uygulanabilinir (1-2-3-4-5-6 sekillerde gorildigu gibi.)
« Kullanim alani: CNC ve mekanik frezeler, taslama, matkap gibi ¢esitli sanayi makinalarinda kullanihr.

« Hareketli ylizeylerin tamami hassas taglanmis ve sertlestirilmistir.

« Geneleri ayri olarak satin almaniz gerekir.

« Siyah Kaplama

Product Nr. 2310 Steel Vice with Double Opening

« This product fixes the material to be processes and at the same time it makes centering. The advantage of

this system specially shows itself when making machinings of the materials having different outer diameter
measurements as it implements this process without changing the center. It’s other characteristic is to apply

the form of the piece to be machined with soft claws (as seen in Figures: 1-2-3-4-5 and 6).

« Area of Using: This product is used in various industry machines such as CNC and mechanical milling machines,
grinding and auger.

« Entire moving surface is sensitevely grinded and hardened.

* You need to purchase jaws separate.

« Black coating

p1
‘ t ‘ hub stroke hub stroke
012.5_.@< 1‘7,‘ agilr :%:
[:700 007:1 Tf”"iif“ o
OH ERSEY ‘ H ‘
n N = 5
00 | oo 5 = = N
N - - _ , _
o ‘ | Sekil Sekil
c/2 Figure Figure
L
Changeable Soft Claw
Degistirebilinir
yumusak gene
//10.01
[ 7‘ ‘7 T I
| ‘ ‘ |
Sekil Sekil
Figure Figure
[#To.01TA]B}
Degistirebilinir
zl;;: ueil?)!c(e goeftncelaw Sek“ s.ek"
Gezer gene 9 Figure Figure
Portable Claw

Gezer ¢cene kamas! yumusak ceneleri
sOkup takma hassasiyeti +0.02 dir
Demounting and mounting of portable jaw wedge
soft claws is +0.02.
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E1 ER-EL

Cift Acilir 5-Eksen Mengene
Double Opening 5-Axis Vice

| }?lkmat\' 'I;n\)ﬁk Degleri
agilir uvveti | Allowable
Referans a L | ¢/2 | opens | bi +g%2 p1 p2 s1 |Clamping | Screw | sw gﬂ@
Nr. 2 x mm - Force Torque K
kit | (Nm) (kg)
2315-060 | 60 | 120 | 90 20 |117.5/1145| 174 | 56 | 150 | 800 45 9 | 441
2315-078 | 78 | 180 | 130 | 30 159 | 155 | 224 | 73.5 | 200 | 1500 | 110 |12 | 10
2315-100 | 100 | 220 | 154 | 38 159 | 185 | 274 | 95 | 250 | 1500 | 110 | 12 | 17.2

ﬁ[l‘.‘lh Nr. 2315 Cift Acilir 5-Eksen Mengene

» Urlin islem yapilacak malzemeyi sabitlerken ayni zamanda da merkezleme yapmaktadir.
Bu sistemin avantaji 6zellikle dis ¢cap 6lclleri degisken malzemelerde merkez degismeden islem yapilabilir.

* Kullanim alani: CNC ve CNC 5-Eksen sanayi makinalarinda kullanilir.
« Hareketli ylizeylerin tamami hassas taglanmis ve sertlegtirilmistir.

« Ceneleri ayri olarak satin almaniz gerekir.
« Siyah Kaplama

Product Nr. 2315 Double Opening 5-Axis Vice
« This product fixes the material to be processes and at the same time it makes centering. The advantage of

this system specially shows itself when making machinings of the materials having different outer diameter

measurements as it implements this process without changing the center.
« Area of Using: This product is used in various industry machines such as CNC and CNC 5-Axis mechanical milling machines,
« Entire moving surface is sensitevely grinded and hardened.
* You need to purchase jaws separate.
* Black coating

c/2

b2

=)

=)

b1
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E1 ER-EL

Referans f
Nr. min-max h h1 L1

2310-23150601
2310-23150781
2310-23151001
2310-23151251
2310-23151571

10-50 16.5| 235 | 45 60
10-70 26 33 65 78
10-86 28 35 77 | 100
10-104 31 38 87 | 125
10-160 39 46 104 | 157

« Hardened
« Nickel Coating

« Sertlestiriimis
* Nikel Kaplama

f
min - max

Cift Acilir 5-Eksen Mengene Cene Cesitleri

Double Opening 5-Axis Vice Jaw Types

Nr.2310 ve Nr.2315 Kodlu
Uriinlere Uyumludur.

Referans f
Nr. min-max h ht L1

2310-23150602 8-48 20.5| 235 | 45 60
2310-23150782 8-68 29 33 65 78
2310-23151002 8-84 31 35 77 | 100
2310-23151252 8-102 34 38 87 | 125
2310-23151572 8-158 46 46 104 | 157

» Hardened
« Nickel Coating

« Sertlestiriimis
* Nikel Kaplama

f
min - max

-

Nr.2310 ve Nr.2315 Kodlu
Urtinlere Uyumludur.

Referans f
Nr. min-max h h1 L1

2310-23150603
2310-23150783
2310-23151003

10-50 16.5| 235 | 47 60
10-70 26 33 67 78
10-86 28 35 79 | 100

» Hardened
« Nickel Coating

« Sertlestiriimis
* Nikel Kaplama

f
min - max

!

5° max

©O

©O

~ Tl

h1

L]

Nr.2310 ve Nr.2315 Kodlu
Urtinlere Uyumludur.
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E1 ER-EL

f
Referans min-max
NI . . h h1 L1 a
2310-23150604 | 46-72 | 23-63 | 23.5| 27.5 45 60
2310-23150784 | 59-95 | 23-83 | 33 37 65 78
2310-23151004 | 77-124 | 23-99 | 35 39 77 | 100

« Satin almadan &énce ¢ene
6zelligini belirtiniz. (Tirtil veya Diiz)

« Sertlestiriimis
« Siyah Kaplama

* You should specify the jaw feature
before make purchase.(Serrated or Straight)

» Hardened

« Black Coating

f

Cift Acilir 5-Eksen Mengene Cene Cesitleri

Double Opening 5-Axis Vice Jaw Types

min - max
Tirtil E:
<t
c
L1
o f
min - max
a
‘ ‘ Diiz 11.5
r1. 1 o —
@ O - =
O O <
Nr.2310 ve Nr.2315 Kodlu
[ | Uriinlere Uyumludur.
L1
Referans f 1
Nr. min-max | min-max h h1 9 L1 a
2310-23150605 10-50 20-60 7 235 | 95 45 60
2310-23150785 10-70 20-80 10 33 16 65 78
2310-23151005 10-86 20-96 10 35 18 77 | 100
2310-23151255 10-104 20-114 10 38 21 87 | 125
2310-23151575 10-160 20-170 10 46 29 104 | 157
« Sertlestirilmis » Hardened
« Nikel Kaplama « Nickel Coating
f1
a min - max )
| | -5
O O L
min - max
O O °
[T -Cr
L]
‘ L1 Nr.2310 ve Nr.2315 Kodlu
Urlinlere Uyumludur.
-
i e ¥
Refﬁ;ans a b c 5
2310-23150606 60 | 23.5| 45 —
2310-23150786 78 33 65 .c[
2310-23151006 | 100 | 35 77 ﬁﬁ
2310-23151256 | 125 | 38 87
2310-23151576 | 157 | 46 | 104
? - =
Yumusak Cene

Soft Jaw

Nr.2310 ve Nr.2315 Kodlu
Urlinlere Uyumludur.




E1 ER-EL

Referans
Nr.

2310-2315-060AG
2310-2315078AG
2310-2315100AG
2310-2315125AG
2310-2315157AG

Alt Govde
Sub-body

Cift Acilir Celik Mengene Yedek Parcalar
Spare Parts of Steel Vice with Double Opening

Referans
Nr.

2310-2315060GC
2310-2315078GC
2310-2315100GC
2310-2315125GC
2310-2315157GC

Gezer GCene
Portable Jaw

Referans
Nr.

2310-2315060M
2310-2315078M
2310-2315100M
2310-2315125M
2310-2315157M
Mil

Pin
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E1 ER-EL

5-Eksen Mengene

5-Axis Vice
Referans a h L c ci c2 b b1 b2 e el i d géwp?nguggsg; Nm | sw ﬁ
Nr. 0 Kof (kg)
2315-046120| 46 77 120 6-63 | 45-100 | 39-95 | 27 13 | 100 | 25 | M5 | 52 600 30 12 3.00
2315-046160 | 46 77 160 | 6-103 | 45-140 | 39-135 | 27 3 13 | 100 | 25 | M5 | 52 600 30 12 3.90
2315-077105| 77 77 105 6-40 | 72-85 | 66-80 | 27 3 13 | 80 | 27 | M6 | 52 1400 70 12 3.30
2315-077130| 77 77 130 6-65 | 72-110 | 66-105 | 27 3 13 | 100 | 27 | M6 | 52 1400 70 12 3.50
2315-077160| 77 77 160 | 6-95 | 72-140 |66-135| 27 | 3 13 | 100 | 27 | M6 | 52 1400 70 | 12 4.40
2315-077180| 77 77 180 | 6-115 | 72-160 | 66-155 | 27 3 13 | 100 | 27 | M6 | 52 1400 70 12 4.80
2315-077210| 77 77 210 | 6-145 | 72-190 | 66-185 | 27 3 13 | 100 | 27 | M6 | 52 1400 70 12 5.50
2315-097105| 97 77 105 6-40 | 72-85 | 66-80 | 27 3 13 | 80 | 27 | M6 | 52 1400 70 12 6.50
2315-097130| 97 77 130 6-65 | 72-110 | 66-105 | 27 3 13 | 100 | 27 | M6 | 52 1400 70 12 6.70
2315-097160 | 97 77 160 6-95 | 72-140 | 66-135 | 27 3 13 | 100 | 27 | M6 | 52 1400 70 12 7.60
2315-097180| 97 77 180 | 6-115 | 72-160 | 66-155 | 27 3 13 | 100 | 27 | M6 | 52 1400 70 12 8.00
2315-097210| 97 77 210 | 6-145 | 72-190 | 66-185 | 27 3 13 | 100 | 27 | M6 | 52 1400 70 12 8.70
2315-125160 | 125 92 160 6-70 | 92-138 | 86-130 | 32 3 13 | 100 | 35 | M8 | 96 2000 100 | 14 9.50
2315-125210| 125 92 210 | 6-120 | 92-188 | 86-180 | 32 3 13 | 100 | 35 | M8 | 96 2000 100 | 14 11.50
2315-125260 | 125 92 260 | 6-170 | 92-238 | 86-230 | 32 3 13 | 150 | 35 | M8 | 96 2000 100 | 14 13.70
2315-125310| 125 92 310 | 6-220 | 92-288 | 86-280 | 32 3 13 | 150 | 35 | M8 | 96 2000 100 | 14 15.80
2315-125360 | 125 92 360 | 6-270 | 92-338 |86-330| 32 | 3 13 | 150 | 35 | M8 | 96 2000 100 | 14 | 17.50

Uriin Nr. 2315 5-Eksen Mengene

« Uriin islem yapilacak malzemeyi sabitlerken ayni zamanda da
merkezleme yapmaktadir. Bu sistemin avantaji 6zellikle dis ¢ap
Olcileri degisken malzemelerde merkez degismeden islem yapilabilir.

* Kullanim alani: CNC ve CNC 5-Eksen sanayi makinalarinda kullanilir.

« Hareketli ylizeylerin tamami hassas taglanmis ve sertlegtiriimistir.

« Ceneleri ayri olarak satin almaniz gerekir.

« Siyah Kaplama

L

Product Nr. 2315 5-Axis Vice

» This product fixes the material to be processes and at the same time
it makes centering. The advantage of this system specially shows
itself when making machinings of the materials having different outer
diametermeasurements as it implements this process without
changing the center.

» Area of Using: This product is used in various industry machines
such as CNC and CNC 5-Axis mechanical milling machines,

« Entire moving surface is sensitevely grinded and hardened.

« You need to purchase jaws separate.

* Black coating
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Nr.2315-046160
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E1 ER-EL

ER-EL Point Clamp

ER-EL Point Clamp

Nm

Referans a L h b b1 b2 c sw d .
Nr.
2315-052 | 116 | 150 | 27 | 100 | 50 - 52 8 12 13
2315-006 | 156 | 192 | 27 | 150 | 50 | 100 | 96 8 12 13

Uriin Nr. 2316 ER-EL Point Clamp

Product Nr. 2316 ER-EL Point Clamp

]
N A

Sl =
(]
=l []
Referans ﬁ
m h h1 d d1

Nr. (9)
2315-08 M8 20 12 16 35
2315-10 M10 20 16 20 50

Uriin Nr. 2316 Cektirme Civatasi

- ad
°
lg o

Product Nr. 2316 Pull Stud

el o

v @

Cektirme Civatasi
Pull Stud

‘

e

v @

Ikl |
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Yiksek 5-Eksen Mengene
High 5-Axis Vice

E1 ER-EL

Sikma Kuvveti
Referans a al h L c ci b e d Clamping Force Nm sw ZE Z;
Nr. Kaf (kg)
2315-100160 100 125 175 220 10-160 22 200 96 2500 150 14 13.70
2315-130225 130 155 175 285 10-225 22 250 96 2500 150 14 20.50

Uriin Nr. 2315 Yiiksek 5-Eksen Mengene

« Uriin islem yapilacak malzemeyi sabitlerken ayni zamanda da merkezleme yapmaktadir.
Bu sistemin avantaji ézellikle dis ¢ap 6lcileri degisken malzemelerde merkez de@ismeden
islem yapilabilir.

+ Kullanim alani: CNC ve CNC 5-Eksen sanayi makinalarinda kullanilir.

« Hareketli ylizeylerin tamami hassas taslanmis ve sertlestiriimistir.

» Ceneleri ayri olarak satin almaniz gerekir.

« Siyah Kaplama

Product Nr. 2315 High 5-Axis Vice

* This product fixes the material to be processes and at the same time it makes centering.
The advantage of this system specially shows itself when making machinings of the
materials having different outer diametermeasurements as it implements this process
without changing the center.

« Area of Using: This product is used in various industry machines such as CNC and
CNC 5-Axis mechanical milling machines,

» Entire moving surface is sensitevely grinded and hardened.

* You need to purchase jaws separate.

* Black coating

12,5
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E1 ER-EL

Hidrolik Mengene

Sikma Kuvveti

Referans b Clamping Force 4; é;
Nr. kgf (kg)
2320-160200 0-200 4500 60

Uriin Nr. 2320 Hidrolik Mengene

« Kullanim alani: CNC ve mekanik frezeler, matkap
tezgahlari, gesitli sanayi makinalari.

« Hareketli yiizeylerin tamami hassas taslanmis
ve sertlestirilmistir.

Product Nr. 2320 Hydraulic Vice

* Area of Using: CNC and mechanical milling machines,
drilling machines, various industrial machines

« Entire moving surface is sensitevely grinded and
hardened.

90 160

Hydraulic Vice

142
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Fixing Shaft

Uzatma Kolu
Extension Arm
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M E R' E LFD Mekanik Celik Mengene

Mechanical Steel Vice

Referans Simaunef Tﬂhﬁvbvﬁﬁfe”
NI a b c L d e f h | n s |Clamping Force S Tomae
kgf (N-m)

2330-127160 | 127 | 0-160| 60| 422 | 99 | 78 | 160 | 115 | 125 | 55 | 200 4500 170 28
2330-157200| 157 | 0-200| 60| 462 | 99 | 78 | 160 | 115 | 150 | 55| 200 4500 170 46
2330-157300| 157 | 0-300| 60| 562 | 99 | 78 | 160 | 115 | 150 | 55| 250 4500 170 51
2330-197300| 197 | 0-300| 60| 562 | 99 | 78 | 160 | 115 | 150 | 55 | 250 4500 170 66
2330-197400 | 197 | 0-400| 60| 662 | 99 | 78 | 160 | 115 | 150 | 55 | 350 4500 170 73
2330-197500| 197 | 0-500| 60| 762 | 99 | 78 | 160 | 115 | 150 | 55 [250/250| 4500 170 80

Uriin Nr. 2330 Mekanik Celik Mengene

» Mekanik ¢elik mengene sertlestiriimis ve hassas taslanmis olarak mikemmel kullanima sahiptir.
Kullanim 6zelligi islenecek malzemeyi sabitlerken sabit ve hareketli genelerde bulunan moduiler
geneler yayli sisteminden dolayl malzemeyi mengene tabanina dogru ¢eker ve giivenli galisma saglar.
Kamali sabitleme 6zelligiyle hareketli gene mesafesi hizli ayarlanabilir, kolay kullanilr.

» Kullanim alani: CNC ve mekanik frezeler, taglama ve matkap tezgahlari, gesitli sanayi makinalari

» Hareketli ylizeylerin tamami hassas taslanmis ve sertlestirilmistir.

Product Nr. 2330 Mechanical Steel Vice

» Mechanical Steel Vice is hardened and it has excellent way of using because of being sensitevely grinded.
It’s usage characteristic fixes the material to be machined and at the same time it pulls the material to the base
of the vice because of having springed system of modular jaws taking place in the moving jaws. Entire moving
surface is sensitevely grinded. With it's wedged fixing characteristic, moving jaw distance can be adjusted rapidly
and can be used with convenience.

« Area of Using: CNC and mechanical milling machines, grinding and drilling machines, various industrial machines

» Entire moving surface is sensitevely grinded and hardened.

cO
o

5 e | om ]

[

2’li Baglama icin Ara Vasat

Medium Part to Connect Two Work Piece

Referans b1

Nr.
(ko)
2330-127 50 3.1 Not: Coklu baglamalar igin aravasat
2330-157 50 3.8 Notes: To be able to clamp several workpieces,

intermediate pieces are required.

2330-197 50 4.7

PIs s

o) | parcas! | | parcas! |
L [vesat I
| — \
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M E R- E E Modiiler Mekanik Celik Mengene

Moduler Mechanical Steel Vice

sikma kuweti | Tork Degeri
Refﬁ:ans a L L1 b1 b c h I n @d | clamping force Scﬁle"?vv%l;ﬁue ﬁ
. kaf tm) | (kg)

2345-127 | 127 | 202 | 260 | 53 |0-58| 60 | 115 |163.5| 55 |12.5| 4500 | 170 | 28

Uriin Nr. 2345 Modiiler Mekanik Celik Mengene
+ Urin genelarinin hareketli olusu is pargasini karsiya ve

asaglya cekerek sikar. Mengenenin iki pargali ve paralel olusu

buyuk is pargalarini baglamada delik dis vs. gibi islemlerde kolaylik saglar.
» Hareketli ylizeylerin tamami hassas taslanmis ve sertlestirilmistir.

Product Nr. 2345 Modular Mechanical Steel Vice
« Because of sliding clamping jaws it clamps the workpieces

in opposite direction and down. The vice consists of two parts and it is

parallel which provides clamping big tools, threading and similar processes easy.
 Entire moving surface is sensitevely grinded and hardened.

L ‘ L1
©s© o O—C ‘
< © 00 ©) |
c ©°© © Ome®
|
@d
[/T0.01/150[ B}
[#To.01]B} :I[]B
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M E R- E E Mekanik Celik Mengene Faturali Ceneler

Mechanical Steel Vice Jaws with Stopper
Referans a b c d e f ﬁ
Nr. (

9)

a
\ \

—i

JUSSNEEENNEEESNNNEENEN NS
2333-127 (127 | 45 | 7 - 5 - 760 a
2333-157 | 157 | 45 | 7 - 5 - 935
2333-197 | 197 | 45 | 7 = 5 - 11180

Uriin Nr. 2333 Mekanik Celik Mengene Faturali Cene
Product Nr. 2333 Mechanical Steel Vice Jaws with Stopper
« Sertlestiriimis » Hardened

Refsrans a b c d e f ﬁ a

" © ‘
2334-127 | 127 | 45 - - - - 765 a
2334-157 | 157 | 45 - - - - 960

2334-197 | 197 | 45 | - = = - | 1185

Uriin Nr. 2334 Mekanik Celik Mengene Diiz Cene
Product Nr. 2334 Mechanical Steel Vice with Straight Jaw
« Sertlestiriimis * Hardened

Referans a b c d e f ﬁ
Nr. (

9)

P

T
2335-127 | 127 | 45 | 7 - 5 - 760 — o
2335-157 | 157 | 45 | 7 - 5 - 935
2335-197 | 197 | 45 | 7 = 5 - | 1180

Uriin Nr. 2335 Mekanik Celik Mengene Faturali Cene
Product Nr. 2335 Mechanical Steel Vice Jaws with Stopper
« Sertlestiriimis * Hardened °

Referans b

d e f ﬁ a
Nr. ¢ ( e !

a

9) —
2340-127 |127| 45 | 7 | 34 | 5 5 | 950 a
2340-157 | 157 | 45 | 7 | 34 | 5 5 | 1010

2340-197 |197| 45 | 7 | 34 | 5 5 | 1290

Uriin Nr. 2340 Mekanik Celik Mengene Faturali Cene
Product Nr. 2340 Mechanical Steel Vice Jaws with Stopper

* Sertlestiriimis » Hardened )
b“
— J
Refs;ans a b c d e f ﬁ e OVD& ‘ a ‘ _
’ (g) \4& I T TITI T T TITITITTTITT —
2336-127 | 127 | 45 7 34 5 5 950 o
2336-157 |157| 45 | 7 | 34 | 5 5 | 1010 J
2336-197 |197| 45 | 7 | 34 | 5 5 | 1290
Uriin Nr. 2340 Mekanik Celik Mengene Faturali Cene
Product Nr. 2340 Mechanical Steel Vice Jaws with Stopper
« Sertlestiriimis * Hardened
(2]
b“
= J
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M E R- E E Mekanik Celik Mengene Yedek Parcalari

Spare Parts of Mechanical Steel Vice

Referans
Nr.
2330-127160AG iy . : -\i-"'
Not: Coklu baglamalar icin aravasat T
2330-157200AG Notes: To be able to clamp several workpieces, b

intermediate pieces are required.

2330-157300AG
2330-197300AG
2330-197400AG
2330-197500AG

Uriin Nr. 2330 Alt Govde
Product Nr. 2330 Sub-body

Referans
Nr.

2330-127SC
2330-157SG
2330-197SG

Uriin Nr. 2330 Sabit Cene
Product Nr. 2330 Fixed Jaw

Referans
Nr.

2330-127GC
2330-157GC
2330-197GC

Uriin Nr. 2330 Gezer Cene
Product Nr. 2330 Portable Jaw 4

Referans
Nr.

2330-127GS

2330-157GS

2330-197GS

Uriin Nr. 2330 Gezer Somun
Product Nr. 2330 Portable nut

Referans
Nr.

2330-127SK

2330-157SK

2330-197SK

Uriin Nr. 2330 Stop Kamasi
Product Nr. 2330 Wedge of Stop

Referans
Nr.

2330-127157197M

Uriin Nr. 2330 Mil
Product Nr. 2330 Pin
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M E R- E E Modiiler Mekanik Celik Mengene Yedek Parcalari

Moduler Spare Parts of Mechanical Steel Vice

Referans
Nr.

2345-127SAG

Uriin Nr. 2345 Sabit Alt Govde
Product Nr. 2345 Fixed Sub-body

I3
:

Referans
Nr.

2345-127GAG

Uriin Nr. 2345 Gezer Alt Govde
Product Nr. 2345 Portable Sub-body

T
¥

Referans
Nr.

2345-127SC

Uriin Nr. 2345 Sabit Cene

Product Nr. 2345 Fixed Jaw _F
| I

Referans
Nr.

2345-127GC

Uriin Nr. 2345 Gezer Cene
Product Nr. 2345 Portable Jaw

|

Referans
Nr.

2345-127SS

Uriin Nr. 2345 Sabit Somun
Product Nr. 2345 Fixed Nut

Referans
Nr.

2330-127157197M

Uriin Nr. 2330 Mil
Product Nr. 2330 Pin




M E R' E E Pnomatik Mengene

Pneumatic Vice

sikma haral;et
kuvveti | mesafesi
Referans a b c K L d e h | N | clamping | Moving é Z>
Nr. +0.01| force | Distance (k )
kgf Torque g

2350-160E [160| 160 | 58 | 310|530 | 130 | 145|160 | 190 | 105 | 2000 | 4 62

Uriin Nr. 2350 Pnomatik Mengene 160E Product Nr. 2350 Pneumatic Vice 160E
« 6 Bar hava ile galigir. Pndmatik yapisindan dolayi « It works with 6 Bar Air. It provides speed in
sikma-a¢ma islemlerinde hiz kazandirir. clamping-opening processes because of it's
« 2000 kgf sikma kuvvetiyle is pargasini sabitler. pneumatic structure.
istege bagl bar ayar butonuyla sikma kuvveti « It fixes the workpiece with it's 2000 kgf clamping
ayarlanabilir. force. Clamping force can be adjusted with it
« Kullanim alani: CNC ve mekanik frezeler, matkap arbitrary bar adjustment button.
tezgahlari, gesitli sanayi makinalari. * Area of Using: CNC and mechanical milling
« Hareketli ylizeylerin tamami hassas taslanmis machines, drilling machines, various industrial machines
ve sertlestiriimistir. « Entire moving surface is sensitevely grinded and
hardened.
k
d b e L
i ‘——“—‘L’? ‘ ‘

ot [T, . ;
= (O EREL (O OO © ‘H [
+0.02 | 18 <
|

< “k” 6lcustne yedek cenelerle ulasilir. Yedek

{1]0.02[60[A] ceneler takima dahil degildir.
[/10.07/15018] .
« “k” measurement is reached by the spare -
°‘ T H ‘ = jaws. The spare jaws are not included in the set. s
[ EREL (O OO
o Tt Pnomatik Mengene
Referans | n | daming | ‘owno | 55 7§ Pneumatic Vice
Nr. al|al|b|c | k| L|]d]| e h +0.01| e [35::;;9 (kg)
2370-051 (130|188 | 60 | 58 | 135|327 | 64 | 209 | 160 - 1051|1100 4 37
2370-052 [130|185]140| 63 |225|400| 69 | 300 | 160 | 173 | 105 | 2200 4 44
2370-053 |160[201]200| 63 | 300 |485| 93 | 353 | 166 | 170 | 105 | 3300 4 63
2370-054 |200 | 240|250 | 63 |360|530| 93 | 410 | 166 | 185 |105|4100| 4 81
Uriin Nr. 2370 Pnomatik Mengene B Product Nr. 2370 Pneumatic Vice B
« 6 Bar hava ile galigir. Pndmatik yapisindan dolayi « It works with 6 Bar Air. It provides speed in
sikma-agma iglemlerinde hiz kazandirir. clamping-opening processes because of it's
» 1100 kgf ile 4100 kgf sikma kuvvetiyle is pargasini pneumatic structure.
sabitler. istege bagli bar ayar butonuyla « It fixes the workpiece with it's 1100 kgf and 4100
sikma kuvveti ayarlanabilir. kgf clamping force. Clamping force can be adjusted
« Kullanim alani: CNC ve mekanik frezeler, matkap with it arbitrary bar adjustment button.
tezgahlari, gesitli sanayi makinalari. « Area of Using: CNC and mechanical milling
« Hareketli ylizeylerin tamami hassas taslanmis machines, drilling machines, various industrial machines
ve sertlestiriimistir. « Entire moving surface is sensitevely grinded and
hardened.
K L
‘ e
‘m ‘ U w8
1= — ]
- ®©
= i il [ : 2370-051 Detay / Detail
.18
+0.02 I 80 75
o— Iy
{/10.01/150[B] « "k” dlglsiine yedek genelerle ulasilir. Yedek b‘?)
Dﬁ ceneler takima dahil degildir. — ° °
o
I , ( « “k” measurement is reached by the spare L /
H d jaws. The spare jaws are not included in the set
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M E R_ E L@ 5D Dayama

5D Pluggable
Referans "i" H L @D S B M ﬁ
Nr. min. - max. min. - max.
[ )
2377-12512 12 85-125 90 6 30-50 37 M10 780
2377-12514 14 85-125 90 6 30-50 37 M10 780
2377-12516 16 85-125 90 6 30-50 37 M10 780
2377-12518 18 85-125 90 6 30-50 37 M10 780
2377-16512 12 85-165 90 6 95-50 37 M10 865
2377-16514 14 85-165 90 6 95-50 37 M10 865
2377-16516 16 85-165 90 6 95-50 37 M10 865
2377-16518 18 85-165 90 6 95-50 37 M10 865
Uriin Nr. 2377 5D Dayama Uriin Nr. 2377 5D Pluggable
» 5 Eksen ayarlama 6zelligi ile makinalarda » With its 5 axis adjustment feature,
ve montaj ¢alismalarinda hizli ve esnek it provides fast and flexible usage in
sekilde kolay kullanim olanagi saglar. machines and assembly works.
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HIDROLIK FIKSTUR UYGULAMALARI
HYDRAULIC FIXTURE APPLICATION




M E R- E LFD Hassas Delik isleme Aparati

Precision Hole Making Tool

Referans d d1 h hi L
Nr. (kg)
2385-130 48 32 91 60 151 3.05

Uriin Nr. 2385 Hassas Delik isleme Aparati

« Urlin 0.01 isleme hassasiyetli olup 9mm’den 130mm ¢apa 145 mm
derinlige islem yapabilir degistirilebilir bara ve kartus 6zelligi ile
mukemmel kullanima sahiptir.

Product Nr. 2385 Precision Hole Making Tool
« It works with 0.01 sensitivity in diameter 9-130 mm and 145 mm depth.
Because of replaceable function kater and cartouche it is perfect in using.

b=
Q@ d1
numarator
ad
-
= )
e}
o
H (o] \77 Z SO
$ @ 50-82 @ 80-130
oo}
™ o
[Te]
@9-18 Lol 0
D 14-24 °
Q 22-32
Uzatma Bara
LN
Q 28-44 @ 36-56
Referans Cinsi #prgigif Devir ilerleme ap
Nr. Type Inserts Rotation | Progress
2386-00918 | 09-18 Bara | CCMT 06 {2700 d/dk. F 75 0.1 -0.5mm
2386-01424 | 14-24 Bara | CCMT 06 |2500 d/dk. F 75 0.1-0.5mm
2386-02232 | 22-32 Bara | CCMT 09 | 2000 d/dk. F 50 0.1-1mm
2386-02844 | 28-44 Kartus | CCMT 06 | 1800 d/dk. F 60 0.1-1mm
2386-03656 | 36-56 Kartus | CCMT 06 | 1500 d/dk. F 65 0.1-1.5mm
2386-05082 | 50-82 Kartus | CCMT 09 | 1500 d/dk. F 70 0.1-2mm
2386-80130 [80-130 Kartus| CCMT 09 | 360 d/dk. F 75 2 mm
Note; from diameter 52: It reachs 105 mm depth with its slot and 2386-00055 | Uzatma Bara _ 400 d/dk. F 75 1.5 mm
145 mm depth with its extended kater
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E1 ER-EL

Delik isleme Aparati

Referans

NI JxM k h h1 e L L1 L2

(9

2390-010 | ISO30-M12
2390-015 | 1SO40-M16 85
2390-020 | ISO50-M24
2390-025 | BT40-M16
2390-030 | BT50 - M24 83 | 99 | 35 | 18 | 95 | 128 | 26
2390-035 | SK40- M16
2390-040 | SK50- M24
2390-045 | MK4 - M16 132
2390-050 | MK4 Kamali
2390-055 | MKS5 - M20

2390-060 | MK5 Kamali

6030

6555

9110

6900

9840

6750

8970

6180

6880

7785

7450

Uriin Nr. 2390 Delik isleme Aparati

« Uriin 0.02 isleme hassasiyetli olup 18mm’den 210mm’ye kadar islem yapabilir.
Modadiler sistem olusu kullanim igin kolaylk saglar.
Tutucu degistirilerek CNC ve Mekanik tezgahlarda kullanim avantaji saglar.
Uriin, 4 ad. delik barasi, 1 ad. T-Kanal temizleyici ile ahsap kutudadir.
Degistirilebilir Tutucular:
ISO-30-40-50 BT40-50 SK40-50 MK4-5 ile kullanim imkani.

Product Nr. 2390 Hole Machining Apparatus

* Product has 0.02 machining sensitivity and it can implement processes from 18mm to 210mm.

It's modular system structure provides convenience in using.

It provides the possibility of using in CNC and Mechanical benches by changing the holder.
The product takes place in a wooden box with it's 4 hole bar, 1 T-Slot scraper.

Changeable Holders:

Possibility to be used with ISO30-40-50 BT 40-50 SK40-50 MK4-5.

Ke?_ic_i
uc tipi
Refﬁl :ans L L1 e Cutting

Edge type (9)

—5 | d

« Urtintin kizagindaki alt deliklerine baralari takarak 18mm’den
100mm ¢apa kadar biyitme 0-100mm kadar derinlige inebilir.

« It is possible to have enlargement from 18mm to 100mm by
attaching bars to the bottom holes taking place in the slide of
the product and it can go down to depth up to 0-100mm.

devir dk.
Revolution per minute

90-170

90-170

« Uriiniin kizagindaki yan delige ara vasati takarak, sekilde
g6ruldigu gibi 95mm’den - 210mm c¢apa kadar blyultme,
0-65mm kadar derinlige inebilir

* By applying intermediary means to the side hole of the product’s
slide, it is possible to have enlargement from 95mm to 210mm
and it can go down to depth up to 0-65mm as seen in the figure.

2395-1 85 - 18 DCMT 112 numarator
2395-2 95 - 18 DCMT | 130 numerator
2395-3 132 - 18 DCMT | 200 -
2395-4 - 128 18 - 360
%) devir dk.

min max cl Revolution per minute

18 95 50 400-450 :
18 95 63 400-450 \
20 100 100 170-220

Hole Machining Apparatus

Modiilerdir, sabitleme islemi saat

yo6niine dogru vidalanarak yapilir.
Itis modular. Fixing process is done
screwing towards clockwise
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E1 ER-EL

Referans | 150 d d1 L L1 m m
2410-3016| 1SO30 | 16 48 125 17 M2 | g5
2410-3022| 1SO30 | 22 48 125 19 M2 | 780
2410-3027| 1S030 | 27 48 125 21 Mi2 | 700
2410-3032| 1SO30 | 32 635 125 22 Mi2 | 1020
2410-4016| 1S040 | 16 635 153 17 M6 | 1170
2410-4027| 1S040 | 27 635 153 19 M16 | 1360
2410-4032| 1SO40 | 32 635 153 24 M16 | 1605
2410-4040| 1SO40 | 40 735 153 27 Mi6 | 1795
2410-5016| 1SO50 | 16 98 195 17 M24 | 3250
2410-5022| 1SO50 | 22 98 195 19 M24 | 3350
2410-5027| 1S050 | 27 98 195 21 M24 | 3400
2410-5032| 1SO50 | 32 98 195 24 M24 | 3590
2410-5040| 1SO50 | 40 98 195 27 M24 | 3750

Uriin Nr. 2410 1SO 30-40-50
Freze Tarama Kafa Tutucusu
« Sertlestiriimis

« Hassas taslama

Product Nr. 2410 ISO 30-40-50
Milling Machine Hatching Headpiece Holder

 Hardened
« Sensitive Grinding

Freze Tarama Bash@ Tutucusu
Milling Machine Hatching Headpiece Holder

L
L

Refﬁf‘”s MK d d1 L L1 m ﬁ
2415-0416] MK 4 16 40 168 17 M16 | 945
2415-0422| MK 4 22 48 168 19 M6 | 1010
2415-0427| MK 4 27 53 168 21 Mi6 | 1135
2415-0432| MK 4 32 63.5 168 24 M16 | 1255
2415:0516] MK5 16 635 208 17 M20 | 2145
2415-0522| MK5 22 635 208 19 M20 | 2375
2415-0527| MK5 27 635 208 21 M20 | 2360
2415:0532| MK5 32 63.5 208 24 M20 | 2500
2415:0540| MK5 40 735 208 27 M20 | 2700

Uriin Nr. 2415 MK4-MK5
Freze Tarama Kafa Tutucusu
« Sertlestiriimis

 Hassas taglama

Product Nr. 2415 MK4-MK5
Milling Machine Hatching Headpiece Holder

 Hardened
« Sensitive Grinding

Freze Tarama Bash@ Tutucusu
Milling Machine Hatching Headpiece Holder

I

i

m

e

Kes'icj
TR e o e e e Siate | 5
Edge type 9
2420-0403 40 44 16 8.5 16 3 TPKN 230
2420-0503 50 44 22 10.5 16 3 TPKN 310
2420-0633| 63 44 22 10.5 16 3 TPKN 410
2420-0634 63 44 22 10.5 16 4 TPKN 480
2420-0804 80 52 32 14.5 22 4 TPKN 800
2420-1005| 100 52 32 14.5 22 5 TPKN 1320

Uriin Nr. 2420 Freze Tarama Basligi

Product Nr. 2420 Milling Machine Hatching Headpiece

« Sertlestiriimis  Hardened
« Siyah kaplama « Black Coating

Referans . Alyan

N, d Metrik Allen

2420-06 40-50-63 M6x0.75 4

2420-08 80-100 M8x1 5
Uriin Nr. 2420 Yedek Baski Vidasi Product Nr. 2420 Spare Press Screw
« Sertlestiriimis  Hardened
« Siyah kaplama « Black Coating

Freze Tarama Bashg
Milling Machine Hatching Headpiece
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COK CENELIi SERI MENGENELER
MULTI JAWED WRENCH TOOLING

Cok Ceneli Seri Mengene Tek Yéne Sikma Sekli

One Direction Clamping of Multi Jawed Wrench Tooling

Cok Ceneli Seri Mengene Cift Yone Sikma Sekli

Two Direction Clamping of Multi Jawed Wrench Tooling
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M E R' E L® Cok Ceneli Seri Meng_jene

Multi Jawed Wrench Tooling

Referans | | h | h2 | f b K H7 et camnet| e ﬁ
n (o] e C | "

N i Couﬁi(rng(lj’liece kgf SC(TGIXI\I_T?TF]Q)UB (kg)
2430055300 | 300 | 55 | 50 | 32 | 72 | 125 | 36 | 65 | 100 | 50 | 100 | 100 | 18 | 2 | 0| o5 | O
2430-055500 | 500 | 55 | 50 | 32 | 72 | 125 | 36 | 65 | 100 | 50 | 100 | 300 | 18 | 4 15
2430075400 | 400 | 75 | 65 | a7 | 102 | 125 | 48 | 77 | 100 | 50 | 100 | 200 | 18 | 2 | .o | 20
2430-075600 | 600 | 75 | 65 | 37 | 102 | 125 | 48 | 77 | 100 | 50 | 100 | 400 | 18 | 4 33
2430-100400 | 400 | 100 | 65 | 37 | 102 | 125 | 48 | 80 | 100 | 50 | 100 | 200 | 18 | 2 27
2430100600 | 600 | 100 | 65 | 37 | 102 | 125 | 48 | 80 | 100 | 50 | 100 | 400 | 18 | 3 | 2200 50

Ul:l'.'ln Nr. 2430 Cok Ceneli Seri Mengene

« Urline birden fazla is baglama imkani saglar. Geneler moddlerdir, istenen 6lclye ayarlanir.
« Gruplara baglanan yumusak ayaklara is par¢asi formu uygulanabilir.

» Hassas taglama

» Ceneleri ayri olarak satin almaniz gerekir.

Product Nr. 2430 Multi Jawed Wrench Tooling

« It provides the attachments of more than one workpieces to the product. Jaws are modular
and can be adjusted to the desired measurement.

» Form of the workpiece can be applied on the soft legs connected to the groups.

« Sensitive Grinding

* You need to purchase jaws separate.
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GEZER CENE ILE iS PARCASI BAGLAMA ADETLERI / Numbers of Portable Jaw with Workpiece Couplings

1 is pargasi 2 s pargasi 3 is pargasi 4 is pargasl 5 is parcasi
Refﬁ:ans 1 Workpiece 2 Workpiece 3 Workpiece 4 Workpiece 5 Workpiece
' = m e e e g e s m | E e e s
2430-055300 196mm 65mm 22mm - -
2430-055500 394mm 165mm 88mm 50mm 26mm
2430-075400 268mm 95mm 38mm - -
2430-075600 472mm 197mm 106mm 60mm 32mm
2430-100400 265mm 93mm 35mm - -
2430-100600 469mm 195mm 103mm 57mm 30mm
Not: is baglama adetleri élgilerinde yumusak ayak dahil degildir. Note: It does not include binding units of measure soft feet in business.




M E R' E I.® Cok Ceneli Seri Mengene

Multi Jawed Wrench Tooling

Standart | Sima Kuneti T&%\nggi
Referans L n h1 h2 h o e f b c k p H7 | Badiama. Gamping Fore) g o oo
Nr. Adedi q
Coupling Pece |~ KOf (N-m)
2435-055300 | 300 55 50 32 82 12.5 32 37 100 50 100 100 18 2 1750 | 25
2435-055500 | 500 55 50 32 82 12.5 32 37 100 50 100 | 300 18 4
2435-075400 | 400 75 65 37 102 12.5 37 57 100 50 100 | 200 18 2 2000 | 35
2435-075600 | 600 75 65 37 102 12.5 37 57 100 50 100 | 400 18 4
2435-100400 | 400 100 65 37 102 12.5 37 57 100 50 100 | 200 18 2 2500 | 50
2435-100600 | 600 100 65 37 102 | 125 37 57 100 50 100 | 400 18 4

Uriin Nr. 2435 Cok Ceneli Seri Mengene
« Gift agilir baglama modelidir.
* Ceneleri ayri olarak satin almaniz gerekir.

Product Nr. 2435 Multi Jawed Wrench Tooling
* Double opening clamp model.
* You need to purchase jaws separate.
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CiFT ACILIR GENE iLE iS PARCASI BAGLAMA ADETLERI / Numbers of Double Opening Jaw with Workpiece Couplings

2 is pargasi 2 Workpiece 3 is pargasi 3 Workpiece 4 s pargasi 4 Workpiece
Referans
O = = e I= D

2435-055300 75mm 37mm 16mm
2435-055500 173mm 103mm 66mm
2435-075400 107mm 55mm 28mm
2435-075600 209mm 123mm 79mm
2435-100400 104mm 53mm 26mm
2435-100600 206mm 121mm 77mm

5is pargasi 5 Workpiece 6 is pargasi 6 Workpiece 7 is pargas! 7 Workpiece

2435-055300 - - _

2435-055500 45mm 30mm 20mm
2435-075400 13mm - -
2435-075600 54mm 45mm 24mm
2435-100400 12mm - -
2435-100600 52mm 34mm 22mm
Not: is baglama adetleri élciilerinde yumusak ayak dahil degildir. Note: It does not include binding units of measure soft feet in business.
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E1 ER-EL

Cok Ceneli Seri Mengene Sert Ceneler

Hard Jaws of Multi Jawed Wrench Tooling

Ref'c\alltans a b c
: 5
2430-24350551 | 53 | 14 | 34 I’j L)
2430-24350751 | 73 14 39 ™ ‘
2430-24351001 | 98 14 39 R
« Sertlestirilmis » Hardened @ @
* Nikel Kaplama * Nickel Coating
b |
s |, o
2430-24350552 | 53 | 14 | 34 | | o
2430-24350752 | 73 14 39 < H Y
2430-24351002 | 98 14 39
« Sertlestirilmis « Hardened ©
* Nikel Kaplama « Nickel Coating @ @
b |
Referans - '.‘

NI a b c d . ‘-"!‘ \.
2430-24350553 | 53 22 34 | 17 5 a .%
2430-24350753 | 73 25 39 | 20 [F 8
243024351003 | 98 | 25 | 39 | 20 ~ HEEEEEEN

» Sertlestiriimis * Hardened d

* Nikel Kaplama

* Nickel Coating

2430-24350551
b
2430-24350751 L—’J
2430-24351001
Refs;ans a b c
2430-24350554 | 583 19 34 19
2430-24350754 | 73 19 39 Y
2430-24351004 | 98 19 39 4
« Sertlestiriimis » Hardened o
* Nikel Kaplama « Nickel Coating
.
b
Referans |
NI, a b c
2430-24350555 | 53 14 34
2430-24350755 | 73 14 39
2430-24351005 | 98 14 39 %)
Seri Mengene Yumusak Gene
Serial Vice Soft Jaw
b
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M E R- E E Cok Ceneli Seri Mengene Yedek Parcalar

Spare Parts of Multi Jawed Wrench Tooling

Referans
Nr.

2430-2435055300AG | 55 300 50
2430-2435055500AG | 55 500 50
2430-2435075400AG | 75 400 65
2430-2435075600AG | 75 600 65
2430-2435100400AG | 100 400 65
2430-2435100600AG | 100 600 65

Seri Mengene Alt Gévde
Serial Vice Sub-Body

Referans

NI, a b c

2430-2435055GC | 54 65 32
2430-2435075GC | 74 77 37
2430-2435100GC | 99 80 37

Seri Mengene Gezer Cene
Serial Vice Portable Jaw

Referans

NI, a b c

2430-2435055DA | 54 36 32
2430-2435075DA | 74 48 37
2430-2435100DA | 99 48 37

Seri Mengene Dayama
Serial Vice Resting

Referans

NI a b c

2430-2435055CA | 54 36 32
2430-2435075CA | 74 48 37
2430-2435100CA | 99 48 37

Seri Mengene Cift Acilir
Serial Vice Double Opening
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SERI MENGENE
SERIAL VICE
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M E R' E E Seri Mengene

Serial Vice
Refﬁ:.ans a b c d
2440-SL.080400 35 400 80 0-289
2440-SL080500 35 500 80 0-389
2440-SL080600 35 600 80 0-489

Uriin Nr. 2440 Seri Mengene
Product Nr. 2440 Serial Vice

Gezer Cene Cesitleri / Portable Jaw Types

Seri Mengene

Serial Vice
Refﬁ:-ems a b c d

2440-SL.120300 60 300 120 0-90

2440-SL.120600 60 600 120 0-390

2440-SL.120800 60 800 120 0-590
Uriin Nr. 2440 Seri Mengene
Product Nr. 2440 Serial Vice

Gezer Cene Cesitleri Dayama

Seri Mengene Dayamasi
Serial Vice Workpiece Stop

Referans
Nr.

2440-SL80120

Uriin Nr. 2440 Seri Mengene Dayamasi
Product Nr. 2440 Serial Vice Workpiece Stop

225



E1 ER-EL

Hidrolik Cok Ceneli Seri Mengene

Hydraulic Multi Jawed Wrench Tooling

Standart Stkma Kuvveti
Referans | L | 'n | mt | h | ht | h2| o | e | f | a | b | c| k | 1 |pH7 a8 sue CampingForce
r Coupling Piece Kgf
2443-055300 | 300 | 125 | 55 | 148 | 105 | 43 | 125 | 38 |81.5| 100 | 50 | 100 | 100 | 200 | 18 1 8 750
2443-055500 | 500 | 125 | 55 | 148 | 105 | 43 | 125 | 38 |81.5| 100 | 100 | 150 | 200 | 300 | 18 2 8 750
2443-075400 | 400 | 175 | 75 | 158 | 115 | 43 | 125 | 48 88 | 150 | 50 | 100 | 200 | 300 | 18 2 8 1100
2443-075600 | 600 | 175 | 75 | 158 | 115 | 43 | 125 | 48 88 | 150 | 100 | 150 | 300 | 400 | 18 2 8 1100
2443-100400 | 400 | 175 | 100 | 158 | 115 | 43 | 125 | 48 88 | 150 | 50 | 100 | 200 | 300 | 18 2 8 1100
2443-100600 | 600 | 175 | 100 | 158 | 115 | 43 | 125 | 48 88 | 150 | 100 | 150 | 300 | 400 | 18 2 8 1100
Uriin Nr. 2443 Hidrolik Cok Ceneli Seri Mengene
+ Satin almadan 6nce baglama adetlerini belirtiniz
* Ceneleri ayri olarak satin almaniz gerekir.
Product Nr. 2443 Hydraulic Multi Jawed Wrench Tooling
 Please, you specify about number of clamping before
you make purchase.
* You need to purchase jaws separate.
L
Gezer Dayama Haraketli Cene 1
b ) Manometre ’—Q—‘
,- | | -
: il & e —=
= O @ 93 - m e
Yaj Girisi =
- - 4 & ' 0
p H7 c ‘ K ‘\ Jak n
e f o
-1l [ -]
= [a=) o a 2443-075400
2443-055600
= = 2443-100300
2443-100500
800 — 120
700
600 — oo
. 500 — _ 800
400 L 2 600
300 400
g
0 0
0 50 100 150 200 250 300 350 400 0 50 100 150 200 250 300 350 400
Bar Bar
GEZER CENE ILE iS PARCASI BAGLAMA ADETLERI / Numbers of Portable Jaw with Workpiece Couplings
Referans 1 is parcasi 1 Workpiece 2 is parcasi 2 Workpiece 3is pargasi 3 Workpiece
Nr. O
2443-055300 182 mm - -
2443-055500 - 128 mm -
2443-075400 - 68 mm -
2443-075600 - 170 mm 68 mm
2443-100400 - 68 mm -
2443-100600 - 170 mm 68 mm

Not: is baglama adetleri élgilerinde yumusak ayak dahil degildir.

Note: It does not include binding units of measure soft feet in business.




E1 ER-EL

Hidrolik Cok Ceneli Seri Mengene

Hydraulic Multi Jawed Wrench Tooling

Standart Sikma Kuvveti

Referans Ll n|nt | h|h |h| o e | f a | b | ¢c | k || pH7 | Badama | groye | Ciamping Force
) Coupling Piece Kgf
2445-055300 | 300 | 125 | 55 | 148 | 105 | 43 | 125 | 38 | 515 | 100 | 50 | 100 | 100 | 200 | 18 2 8x2 750
2445-055500 | 500 | 125 | 55 | 148 | 105 | 43 | 125 | 38 | 51.5| 100 | 100 | 150 | 200 | 400 | 18 4 8x2 750
2445-075400 | 400 | 175 | 75 | 158 | 115 | 43 | 125 | 48 | 51.5| 150 | 50 | 100 | 200 | 300 | 18 2 8x2 | 1100
2445-075600 | 600 | 175 | 75 | 158 | 115 | 43 | 125 48 | 51.5| 150 | 100 | 150 | 300 | 500 | 18 4 8x2 | 1100
2445-100400 | 400 | 175 | 100 | 158 | 115 | 43 | 125 | 48 | 51.5| 150 | 50 | 100 | 200 | 300 | 18 2 8x2 | 1100
2445-100600 | 600 | 175 | 100 | 158 | 115 | 43 | 125 | 48 | 51.5| 150 | 100 | 150 | 300 | 500 | 18 4 8x2 | 1100

Uriin Nr. 2445 Hidrolik Cok Ceneli Seri Mengene
» Ceneleri ayri olarak satin almaniz gerekir.

Product Nr. 2445 Hydraulic Multi Jawed Wrench Tooling

* You need to purchase jaws separate.

L
Hareketli Gene Eeznerb?aﬁamtg
e Moving Jaw f ortable Resting "
-+ @7 == O | ! | Manomete
N o] strok % stok [ . .
-] L1 g =+ o @
= o a3y O o a» O 93 — Vag Girgi
° Oil Entry
- - b 4 4 b
f ‘
acl
p H7 | c ! k o
T
] []
- O ao» O
2445-075400
- — 2445-055600
2445-100300
2445-100500
800 120
700 —
600 /, 100
. 500 L . 800
2400 L 2 600
300 400
w0
0 0
0 50 100 150 200 250 300 350 400 0 50 100 150 200 250 300 350 400
Bar Bar
CiFT ACILIR GENE iLE iS PARCASI BAGLAMA ADETLERI
Numbers of Double Opening Jaw with Workpiece Couplings
2 is parcasi 2 Workpiece 4 is pargasi 4 Workpiece
Referans
Nr. . @ .- g .
O o O o o o a» O
2445-055300 87 mm -
2445-055500 - 60 mm
2445-075400 125 mm -
2445-075600 - 75 mm
2445-100400 125 mm -
2445-100600 = 75 mm

Not: is baglama adetleri élgiilerinde yumusak ayak dahil degildir.

Note: It does not include binding units of measure soft feet in business.
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E1 ER-EL

Hidrolik Cok Ceneli Seri Mengene Sert Ceneler

Hard Jaws of Hydraulic Multi Jawed Wrench Tooling

Refﬁ:ans a b c
. 5 A \
2443-24450551 | 55 | 14 | 38 I’j
2443-24450751 75 14 38 ™ \
2443-24451001 | 100 14 38 o
* Sertlestirimis * Hardened @ @
* Nikel Kaplama « Nickel Coating
b
4 a 1
] | | "“t.tt.
Referans < { PEosoro=o=o=o=q
N a | b | o o] N
2443-24450552 | 55 14 | 38 o @ @ ‘
2443-24450752 75 14 38
2443-24451002 | 100 14 38
« Sertlestirilmis » Hardened LL—J
* Nikel Kaplama * Nickel Coating
s a =2
Refﬁ:ans a b c d EP A \
~ [
2443-24450553 55 22 38 17 | H | H | H | | L \
2443-24450753 75 25 38 20 d %) \
2443-24451003 | 100 25 38 20 @ @
« Sertlestiriimis * Hardened

Yumusak Cene

* Nikel Kaplama « Nickel Coating 2443-24450551 b
2443-24450751
2443-24451001
x_\.._m
a S
Referans a b . 19 N
Nr. B “ ‘H"‘t
—
2443-24450554 55 19 38 A"
2443-24450754 75 19 38 o O
2443-24451004 | 100 19 38
« Sertlestiriimis  Hardened o jﬁ
* Nikel Kaplama * Nickel Coating b
a 5
Refﬁ:-ems a b c
2443-24450555 55 14 38
2443-24450755 75 14 38 o
2443-24451005 | 100 14 38
Soft Jaw b
a o
Refﬁlr’.ans a b c -_:-&'-h.
2443-24450556 55 14 38 \
2443-24450756 | 75 14 | 38 o H‘&_\\
2443-24451006 | 100 | 14 38 “
L b |

Soft Jaw
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M E R- E E Hidrolik Cok Ceneli Seri Me@ene Yedek Parcalar

Spare Parts of Hydraulic Multi Jawed Wrench Tooling

Referans

NI a b c e

2443-055300AG | 55 300 | 105 | 125
2443-055500AG | 55 500 | 105 | 125
2443-075400AG | 75 400 | 115 | 175
2443-075600AG | 75 600 | 115 | 175
2443-100400AG | 100 400 | 115 | 175
2443-100600AG | 100 600 | 115 | 175

Hidrolik Alt Govde
Hydraulic Sub-body

Referans
Nr.

2443-055HC 55 81.5 43
2443-075HC 75 88 43
2443-100HC 100 88 43

Hareketli Cene
Moving Jaw

Refﬁlr"ans a b c

2443-055MHC 55 81.5 43
2443-075MHC 75 88 43
2443-100MHGC | 100 88 43

Manyetik Hareketli Cene
Moving Jaw

Referans
Nr.

2443-2445055GD 55 38 43
2443-2445075GD 75 48 43
2443-2445100GD | 100 48 43

Gezer Dayama
Portable Resting

Refs;ans a b c

2443-2445055MGD | 55 38 43
2443-2445075MGD | 75 48 43
2443-2445100MGD | 100 48 43

Manyetik Gezer Dayama
Magnetic Portable Resting
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E1 ER-EL

Hidrolik Cok Ceneli Seri Mengene Yedek Parcalar

Spare Parts of Hydraulic Multi Jawed Wrench Tooling

Refg;ans a b c e
2445-055300AG | 55 300 105 | 125
2445-055500AG | 55 500 105 | 125
2445-075400AG | 75 400 115 | 175
2445-075600AG | 75 600 115 | 175
2445-100400AG | 100 400 115 | 175
2445-100600AG | 100 600 115 | 175
Hidrolik Alt Govde
Hydraulic Sub-body

Ref'c\al:.ams a b
2445-055HC 55 51.5
2445-075HC 75 51.5
2445-100HC 100 | 51.5
Hareketli Cene
Moving Jaw

Refﬁ;.ams a b
2445-055MHC 55 51.5
2445-075MHC 75 515
2445-100MHC 100 | 51.5

Manyetik Hareketli Cene

Moving Jaw
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HIDROLIK EKIPMANLAR
HYDRAULIC EQUIPMENT

231



DIViZOR KULELERI
INDEX TABLE TURRETS
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M E R' E E Divizér Kulesi

Index Table Turret

Referans ©16H7|@16H7 gﬁ@
NI L I f n b k c e S i it (ko)

2450-415L | 503.5 | 415 | 45 - 125 35 31 30 72 100 | 100 | 29.25

2450-615L | 703.5 | 615 | 50 - 160 35 31 30 90 100 | 300 | 46.75

Uriin Nr. 2450 Divizor Kulesi (Dikdértgen)

« Divizor kulesi dik isleme tezgahlarinda divizére baglanarak, dérdiincii ekseni 360 derece kullanma imkani saglar.
« Divizor kulesi Gzerine is pargasi direk baglanabildigi gibi, mengene gruplari veya farkli aparatlarda kullanihr.

« Sipariste divizér marka model numurasini bildiriniz.
« Yatak merkezi yikseklik i¢in alt plakalar mevcuttur. Yatak = Nr.2460
» Malzeme : Dékiim

Product Nr. 2450 Index Table Turret (Rectangular)

+ Index Table Turret is connected to the index table of vertical machining benches and this application provides the possibility to use the fourth axis in 360 degrees.
» Workpiece taking place on the Index Table Turret can be applied directly and at the same time it can be used in vice groups and with different apparatuses.

* Please, let the dividing brand, model number in the order.

* The lower plate is available for the center height.

* Material : Casting

L
[ 1 k I
‘ M12
0T Fﬁﬁ 5
® é} {‘ o o o @
o] B € M S Y =
¢ % Heem=r—
b c : " -
105 ) i1 Jgenr
Divizor Kulesi
Referans ©16H7/016H7 Index Table Turret
Nr. L | n k e C J i (k )
g
2470-415K | 502 415 - 35 30 31 100 100 33
2470-615K | 702 615 - 85 30 31 100 300 42

Uriin Nr. 2470 Divizér Kulesi (Kare)

« Divizor kulesi dik isleme tezgahlarinda divizére baglanarak, dérdiinci ekseni 360 derece kullanma imkani saglar.
« Divizor kulesi tizerine is pargasi direk baglanabildigi gibi, mengene gruplari veya farkli aparatlarda kullanilir.

« Sipariste divizér marka model numurasini bildiriniz.

« Yatak merkezi yukseklik icin alt plakalar mevcuttur.

* Malzeme : Dékim

Product Nr. 2470 Index Table Turret (Square) Yatak= Nr.2460
« Index Table Turret is connected to the index table of vertical machining benches and this application provides

the possibility to use the fourth axis with 360 degrees.

» Workpiece taking place on the Index Table Turret can be applied directly and at the same time it can be used
in vice groups and with different apparatuses.

« Material : Casting
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M E R- E E ER-EL Zero Clamp Uygulamali Tabla

ER-EL Zero Clamp Plate Application

sikma kuvveti
Referans a b c d Zero Clamp @ clamping force ﬁ -
Nr. adet / pcs. Kgf (kg) = ‘_Eﬂf =
2475-50400 | 50 | 400 | 160 | 200 4 @120 |4x2500=10000 kgf| 24 @ r=e -
-
2475-50500 | 50 | 500 | 200 | 350 4 @120 |4x2500=10000 kgf| 30 b &= =
2475-50630 | 50 | 630 | 250 | 200 6 @120 |6x2500=15000 kgf| 44 Cud
Uriin Nr. 2475 ER-EL Zero Clamp Uygulamali Tabla ?1 —
+ Malzeme: Aliminyum ~ g ]
Product Nr. 2475 ER-EL Zero Clamp Plate Application < .
« Material: Aluminium
b
+0.02
e
d b b }
« Urliniin uygulama alani gizelgede sunulan ile
sinirli degildir. Farkli uygulamalarda yapilabilir.
- Product application area is not limited to the
- alues given in tables. Various applications are
possible.
s 018
d
ER-EL Zero Clamp Uygulamali Kule
ER-EL Zero Clamp Turret Application
ektirme Civatas sikma kuvveti
Refﬁgans a b c d g |“erCamp @ : Pull Stud clamping force ﬁ o
: adet/pes. adet / pes. Kgf (ka) ) i;-l',
2480-400200 | 680 | 400 | 200 | 200 | 50 12 @120 4 3x2500=7500 kgf | 100 = e
2480-500200 | 680 | 500 | 200 | 350 | 50 12 | @120 4 3x2500=7500 kgf | 111 - R
2480-630250 | 680 | 630 | 250 | 200 | 50 12 @138 6 3x4000=12000 kgf| 178 - i
Uriin Nr. 2480 ER-EL Zero Clamp Uygulamali Kule e d
+ Malzeme: Aliiminyum % ‘ Q‘h"
L]
Product Nr. 2480 ER-EL Zero Clamp Turret Application L  *
« Material: Aluminium
= .
] '. i
c L '] ‘
1 e » N
A i
(o) 2 |
N4 =
200 b [
i’“\' B “
(o)
a N
200 .
TN “ﬁ « Urlintin uygulama alani ¢gizelgede sunulan ile
() d b sinirli degildir. Farkli uygulamalarda yapilabilir.
N0 P « Product application area is not limited to the
9 200 d alues given in tables. Various applications are
T ® T e possible.
t % ¥ v
Lo |
b
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E1 ER-EL

5-Eksen Zero Clamp Tabla

Referans a b c d o @ ﬁ
Nr.

(kg)
2481-50630 50 630 | 800 | 200 | 200 | @120 60

Uriin Nr. 2481 5-Eksen Zero Clamp Tabla Product Nr. 2481 5-Axis Zero Clamp Plate
» Malzeme: Alliminyum  Material: Aluminium
)
i L“’i—" [ ‘\ ] \ I \‘ ] 1—‘
Sabitleme Delikleri d d
Fixing Holes

\ Hava Girisi

Air Input

5-Axis Zero Clamp Plate
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Sikma kuvveti
Refﬁ:ans Clamping force é_l_é
. kgf (ko)
2482-0120 2500 134

Uriin Nr. 2482 Modiiler Zero Clamp

« Siyah Kaplama

Modiiler Zero Clamp

Product Nr. 2482 Modular Zero Clamp

* Black coating

Modular Zero Clamp

« Taglama « Stoning
R 25 2
N R70
@135
@ 120
1
25 65.01
31.39 115.01
Referans | a | b | ¢ | d | e |h |hl  Campingforce é_ﬁ_é Modular Zero Clamp
" kgf (ka)
2483-0090| 105 | 90 (220 [160 | 13 | 50 | 36 1250 4.2
2483-0120| 135 | 120 |180 [130 | 13 |65 | 51 2500 8.4
2483-0138| 160 | 138 |250 (200 | 17 |80 | 61 4000 15.7

Uriin Nr. 2483 Modiiler Zero Clamp
« Siyah Kaplama

« Taglama

QDa

Qb

Product Nr. 2483 Modular Zero Clamp

* Black coating

« Stoning

h1
h

14
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ZERO CLAMP UYGULAMA ORNEKLERI
ZERO CLAMP APPLICATION EXAMPLES
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KULE ve SERI MENGENE UYGULAMALARI
TOWER and MULTI JAWED WRENCH TOOLING APPLICATIONS
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M E R- E E CNC Yatay isleme Tablasi
Referans a b c d e f g h ﬁ

Nr. £0.02 $0.02 | (kg)

2490-7540014| 75 400 | 320 14 55 18 160 80 71
2490-7550014| 75 500 | 400 14 75 18 200 100 115
2490-7563014| 75 630 | 500 14 100 18 250 125 188
2490-7540018| 75 400 | 320 18 55 18 160 80 65
2490-7550018| 75 500 | 400 18 75 18 200 100 107
2490-7563018| 75 630 | 500 18 100 18 250 125 178

CNC Horizontal Clamping Pallet

Uriin Nr. 2490 Yatay isleme Tablasi (T-Kanalli) Product Nr. 2490 Horizontal Clamping Pallet (with T-Slot)
* Malzeme : Dékim » Material : Casting
+ Standart baglama ekipmanlarina uyumludur. « It is in compliance with Standard Coupling Equipment.
+ T-Kanal 6lgtisti 14mm - 18mm DIN 650 standartindadir. * T-Slot measurement of 14mm - 18mm is in DIN 650 Standard.
; [¢] [¢]
h

-

-
—

M16
i

18 dge2

=
[
[
|

e

—{ L]

c/.
c 110.02/300]
b
Lm, CNC Yatay Isleme Tablasi
Referans a b c d e ’ .
Nr. 0.02 K CNC Horizontal Clamping Pallet
7 | (kg)
2510-7540012 75 400 320 55 25 M12 80
2510-7550012 75 500 400 75 25 M12 127
2510-7563012 75 630 500 100 40 M12 204
2510-7540016 75 400 320 55 25 M16 79
2510-7550016 75 500 400 75 25 M16 125
2510-7563016 75 630 500 100 40 M16 200
Referans a | é—ﬁ—é
Nr 0,02 b ¢ d e % (k)
2520-7540012| 75 400 320 55 25 M12 80 O1EE
2520-7550012 75 500 400 75 25 M12 127 Govdeye disli % 7=
2520-7563012| 75 630 500 100 40 Mi2 | 204 Referans Nr. 2510 v.e
2520-7540016 75 400 320 55 25 M16 79 Threaded body iz
2520-7550016] 75 500 400 75 25 Mi6 | 125 Reference No. 2510
2520-7563016 75 630 500 100 40 M16 200 1698
Uriin Nr. 2510 - 2520 Yatay isleme Tablasi (Disli)  Product Nr. 2510 - 2520 Horizontal Clamping Pallet (with Grid Threaded) % 2 ;
» Malzeme : D6kim * Material : Casting ! S
« Standart baglama ekipmanlarina uyumludur. « It is in compliance with Standard Coupling Equipment. Z %4
* Yuzeyinde M12 - M16 dis merkez araligi 50 + 0.02 * M12 - M16 thread gap on it’s surface is 50 + 0.02. M6
« Nr. 2510 Govdeye disli + Nr. 2510 Threaded body
* Nr. 2520 Celik burgl  Nr. 2520 Steel bush
r. Celik burglu r. eel bus Celik burclu
Referans Nr. 2520
Steel bush
— oég & — Reference No. 2520
=] © [ =] =] o] © [+] @1 8 g
a o VO o c o Lo c o 9/ - Eg*%
N o6 6 6 6 & o o .L.ﬁ ‘ ‘ ) & & ‘ ‘ ©
S Q e} c < = o =] =]
(&) ©
o o [+ el o] o o] =] FT M
éfﬂ N 0@ o B |
c/2 o
c
b
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M E R- E |_® CNC Dik isleme Pleyti

CNC Vertical Processing Plate

Referans ﬁ Referans
Nr. a b Qd e f t kg) Nr. a b @d e f t kg)
2530-040012| 400 600 18 - - M12 73 2530-040016| 400 600 18 - - M16 87
2530-050012| 500 600 18 - - M12 112 2530-050016| 500 600 18 - - M16 108
2530-060012| 600 800 18 - - M12 162 2530-060016| 600 800 18 - - M16 155
2530-140012| 400 800 18 - - M12 119 2530-140016| 400 800 18 - - M16 115
2530-145012| 450 900 18 - - M12 151 2530-145016| 450 900 18 - - M16 146
2530-150012| 500 | 1000 18 - - M12 173 2530-150016| 500 | 1000 18 - - M16 171
Referans % ﬁ Referans % ﬁ
Nr. a b Qd e f kg) Nr. a b @d e f kg)
2540-040012| 400 600 18 - - M12 73 2540-040016| 400 600 18 - - M16 87
2540-050012| 500 600 18 - - M12 112 2540-050016| 500 600 18 - - M16 108
2540-060012| 600 800 18 - - M12 162 2540-060016| 600 800 18 - - M16 155
2540-140012| 400 800 18 - - M12 119 2540-140016| 400 800 18 - - M16 115
2540-145012| 450 900 18 - - M12 151 2540-145016| 450 900 18 - - M16 146
2540-150012| 500 | 1000 18 - - M12 173 2540-150016| 500 | 1000 18 - - M16 171
Uriin Nr. 2530 - 2540 Product Nr. 2530 - 2540
CNC Dik Isleme Pleyti (Disli) CNC Vertical Processing Plate (with Threaded) S
« Malzeme : Dékiim « Material : Casting __- ol R ~o—anag BN =
« Standart baglama ekipmanlarina uyumludur. « It is in compliance with Standard Coupling Equipment - e e e e - - @ - \
« Yiizeyinde M12-M16 dis Merkez araligi 50 £0.02 + M12 - M16 thread gap on it's surface is 50 + 0.02. B &L Ceaes e o gy
« Nr. 2530 Govdeye digli « Nr. 2530 Threaded body ]
« Nr. 2540 Gelik burglu «+ Nr. 2540 Steel bush
t L0025
ad — t 012 158 0
> < - ‘ ‘V S
Q [o I =) =] o] Q ] \3 =] 0%»0 =] [ % 1 é
,,@, - » .
©o oo o © 0lo © o © 0 o /
o (o] o o o] [s] o a o (o] o] o] - . / M12
Gdvdeye digli
o] © o o] (o] o o o Q o o o - Refel’ans NI’ 2530 Q1etgg%5
[e] (o] o] ] o] o (o] o] o] o] o] [o] Threaded body z
o o o b o o/lo @ Do O O ©O B Reference No. 2530 A l 7
o o;,0 ©o O 0|0 ©O O ©O,0 O ! &
© @ © 7
o (o] ; o [« o o o o] o [o] o (o] . M16
e ‘ e 50:0.02 .
‘ Celik burglu Steel bush
b Referans Nr. 2540  Reference No. 2540

CNC Dik isleme Pleyti
CNC Vertical Processing Plate

Referans | o b c|d|e |t |@g| h| 1] %ﬁ;@ Referans | o | bl c|d|e |t |@g|h| 1| é(_kt%
2550-040014|400| 600 | 60 | 14 | 50 |100 | 18 | - - 1509 2550-040018|400|600| 75 | 18 | 50 |100 | 18 | - - 1 50108
2550-050014|500| 600 60 | 14 | 50 [100 | 18 | - - | 50115 2550-050018/500|600| 75 | 18 | 50 [100 | 18 | - - | 50135
2550-060014/600| 800 60| 14 | 50 (100 | 18 | - - | 50198 2550-060018/600 800 | 75 | 18 | 50 [100 | 18 | - - | 50216
2550-140014/400| 800,60 | 14 | 50 (100 | 18 | - - | 50120 2550-140018/400|800| 75 | 18 | 50 [100 | 18 | - - | 50143
2550-145014|450| 900 | 60 | 14 | 75 |100 | 18 | - - | 50162 2550-145018|450|900| 75 | 18 | 75 |100 | 18 | - - | 50183
2550-150014|500 | 1000/ 60 | 14 | 50 |100 | 18 | - - | 50| 199 2550-150018|500 [1000| 75 | 18 | 50 |100 | 18 | - - | 50 | 225
Uriin Nr. 2550 Dik isleme Pleyti (T-Kanalli) Product Nr. 2550 CNC Vertical Processing Plate (with T-Slot)

* Malzeme : Dékim  Material : Casting
+ Standart baglama ekipmanlarina uyumludur. « It is in compliance with Standard Coupling Equipment.
+ T-Kanal dl¢tisti 14mm - 18mm DIN 650 standartindadir. « T-Slot is in the standard of 14mm - 18mm DIN 650.

Qg | I | I |

ERMEE
IR EEE

\
! ]
i — 0.02
1 0

d
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110.02/300]

f+0.02
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VAKUMLU TABLA UYGULAMALARI
VACUUM PLATE APLICATION
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Pompa Unitesi

Pump Unit
Reffl:_ans m¥h | Volt Vgﬁ:”;ﬁ:;’“ Kw Hz| A | B | C ol
2557-022 | 22 |400 [150-50 mbar| 0.83 | 50 |463 | 432|602 | 45.5
2557-045 | 45 |400 [150-50 mbar|1.20| 50 | 515|572 |743| 57
2557-065 | 65 |400 [150-50 mbar|2.40| 50 |515|572|743| 72
2557-100 | 100 | 400 |150-50 mbar|3.85| 50 |525|620|920| 110
2557-150 | 150 | 400 |150-50 mbar| 4.00| 50 | 710|845 (1100, 200
2557-198 | 198 | 400 |150-50 mbar|5.50 | 50 | 710 | 845 (1100, 220
2557-232 | 232 | 400 |150-50 mbar| 7.50 | 50 | 710 | 845 (1100, 240
Uriin Nr. 2557 Pompa Unitesi mle
* Su ve talag ayristirici sistem § 200
Product Nr. 2557 Pump Unit
» Water and chip parser system O &)
- = —
B
Adaptasyon Tablasi
Adaption Plate
Referans a L h
Nr.
2560-200300 200 300 10
2560-300400 300 400 10
2560-400400 400 400 10
2560-400600 400 600 10
2560-600900 600 900 10

Uriin Nr. 2560 Adaptasyon Tablasi

Referans
Nr.

\

2563-200300

200x300

Uriin Nr. 2563 Mavi Vakum Ped
Product Nr. 2563 Blue Vacuum Pad

Product Nr. 2560 Adaption Plate

Mavi Vakum Ped

Blue Vacuum Pad




M E R' E I_® Vakumlu Tabla

Vacuum Plate

Referans A L Kare Araligi |Pompa Unitesi / Pump Unit ﬁ
Nr. Square Range Nr. Nr. (kg)
2565-200300 200 300 20 *2557-022 | *2567-095969 | 6.20
2565-300400 300 400 20 *2557-022 | *2567-095969 | 12.30
2565-400400 400 400 20 *2557-022 | *2567-082105| 16.40
2565-400600 400 600 20 *2557-022 | *2567-082105 | 24.60
2565-600900 600 900 20 *2557-022 | *2567-080156 | 55.40
Uriin Nr. 2565 Vakumlu Pleyt Product Nr. 2565 Vacuum Plate
» Malzeme: Aliminyum * Material : Aluminium
« *Pompa Unitesini ayri olarak satin almaniz gerekir. * *You need to purchase Pump unit separate.
L

\ |
A
A
A
A
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O e e e O s g

Vakum Pompasi
Vacuum Pump

Vakum Gict ; é_ﬁ_é
Referans Nr. méh | Volt | Hz End Press. Kw RPM DB Qil A B C D E F G (kg

2567-095969 10 | 230 | 50 |20 mbar | 0.37 | 3000%w| 59 0.31 | 301 234 | 297 | 100 83 150 M8 24
2567-281548 10 | 400 | 50 |20 mbar | 0.37 | 3000"m| 59 0.3 | 301 234 | 297 | 100 83 150 M8 24
2567-082115 16 | 230 | 50 |20 mbar | 0.55 | 3000 | 60 0.3 | 301 234 | 297 | 100 83 150 M8 | 10.3
2567-082116 16 | 400 | 50 |20 mbar | 0.55 | 3000%w| 60 0.3I | 301 234 | 297 | 100 83 150 M8 | 10.3
2567-080156 21 | 230 | 50 |20 mbar | 0.75 | 3000 | 62 0.51 | 401 223 | 254 | 131 127 | 210 M8 22
2567-080078 21 | 400 | 50 |20 mbar | 0.75 | 3000 /| 62 0.5 | 401 223 | 254 | 131 127 | 210 M8 22

Uriin Nr. 2567 Vakum Pompasi
* Kuru sistem

Product Nr. 2567 Vacuum Pump

* Dry system a
=
1T g i o
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CNC YATAY ISLEME KULELERI
CNC HORIZONTAL CLAMPING CUBE

Nr.2670 Dikdértgen kuleye
Nr.2310 cift acilir mengenelerle
is parcasi baglama sekli.

Nr.2670 clamping cube
with Nr.2310 vice applications

Nr.2650 kare kuleye
Nr.2430 mengenelerle
is parcasi baglama sekli

Nr.2650 clamping cube
with Nr.2430 vice applications

Nr.2650 kare kulenin
CNC yatay isleme tezgah
pleytine montaj sekli.

Nr.2650 clamping cube
CNC Horizontal machines
applications
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L Gonye

L Setsquare

Refg;ans a b c d e f g h (6] i k s s1
2570-30012 | 300 | 300 | 220 | 100 | 250 | 90 40 30 18 | M12 | 75 25 170
2570-40012 | 400 | 400 | 280 | 160 | 320 | 90 40 30 18 | M12 | 75 30 | 240
2570-50012 | 500 | 500 | 345 | 200 | 400 | 90 50 35 18 | M12 | 75 35 | 300
2570-63012 | 630 | 630 | 435 | 250 | 500 | 100 | 50 40 18 | M12 | 105 40 | 360
2570-30016 | 300 | 300 | 220 | 100 | 250 | 90 40 30 18 | M16 | 75 25 170
2570-40016 | 400 | 400 | 280 | 160 | 320 | 90 40 30 18 | M16 | 75 30 | 240
2570-50016 | 500 | 500 | 345 | 200 | 400 | 90 50 35 18 | M16 | 75 35 | 300
2570-63016 | 630 | 630 | 435 | 250 | 500 | 100 | 50 40 18 | M16 | 105 40 | 360
Refg;ans a b c d e f g h Qi % k s st
2575-30012 | 300 | 300 | 220 | 100 | 250 | 90 40 30 18 | M12 | 75 25 170
2575-40012 | 400 | 400 | 280 | 160 | 320 | 90 40 30 18 | M12 | 75 30 | 240 88 | Gévdeye disli
2575-50012 | 500 | 500 | 345 | 200 | 400 | 90 | 50 | 35 | 18 | Mi2 | 75 | 35 | 300 | 175 | ReferansNr.2570
2575-63012 | 630 | 630 | 435 | 250 | 500 | 100 | 50 | 40 | 18 | M12 | 105 | 40 | 360 | 298 | Threaded body
Reference No. 2570
2575-30016 | 300 | 300 | 220 | 100 | 250 | 90 40 30 18 | M16 | 75 25 170 45
2575-40016 | 400 | 400 | 280 | 160 | 320 | 90 40 30 18 | M16 | 75 30 | 240 84 012 148 -
2575-50016 | 500 | 500 | 345 | 200 | 400 | 90 50 35 18 | M16 | 75 35 | 300 | 170 ‘ % ;
2575-63016 | 630 | 630 | 435 | 250 | 500 | 100 | 50 40 18 | M16 | 105 40 | 360 | 293 'y e
Uriin Nr. 2570 - 2575 L Gonye (Disli) Product Nr. 2570 - 2575 L Setsquare (with Threaded)
* Malzeme : Dékiim + Material : Casting M2
« CNC yatay ve dik isleme tezgahlarinda kullanilir. + Itis used in CNC Horizontal end Vertical processing benches.
« Standart baglama ekipmanlarina uyumludur. + itis in compliance with Standard Coupling Equipment. 0163885 o
« Ylzeyinde M12 - M16 dis merkez araligi 50 +0.02 * M12 - M16 thread gap on it’s surface is 50 + 0.02. °
< Nr. 2570 Govdeye dis « Nr. 2570 Threaded body e
« Nr. 2575 Celik burglu * Nr. 2575 Steel bush Th S
50 zoe2 g» e M16
o ‘ ‘? e er J e/2 o Sili‘,iﬁ?,'q“r_ 2575
© o 0o o o0 0 : ‘ Steel bush
o 6 o o o & b @* ”*@* - Reference No. 2575
(o] ©
o ¢ © 0 0o © j j i
o (o] [o] o] [e] ,,,%ﬁ - 7 @% - —1 N @77 — ﬁ@?
. £ _ R —
L b J L—JC Ly s :
L Goénye
Referans a b c d o f g h o j K L s o L Setsquare
Nr. (ka) i
2590-30014 | 300 | 300 | 220 | 100 | 250 | 90 | 60 | 30 | 18 14 | 100 | 50 25 170 | 50
2590-40014 | 400 | 400 | 300 | 160 | 320 | 90 | 60 | 30 | 18 14 | 100 | 50 30 | 240 | 100
2590-50014 | 500 | 500 | 350 | 200 | 400 | 90 | 60 | 35 | 18 14 | 100 | 50 35 | 300 | 185
2590-63014 | 630 | 630 | 450 | 250 | 500 | 100 | 65 | 40 | 18 14 | 125 | 65 40 | 360 | 315
2590-30018 | 300 | 300 | 220 | 100 | 250 | 90 | 60 | 30 | 18 18 | 100 | 50 25 170 | 50
2590-40018 | 400 | 400 | 300 | 160 | 320 | 90 | 60 | 30 | 18 18 | 100 | 50 30 | 240 | 98
2590-50018 | 500 | 500 | 350 | 200 [ 400 | 90 | 60 | 35 | 18 18 | 100 | 50 35 | 300 | 174
2590-63018 | 630 | 630 | 450 | 250 | 500 | 100 | 65 | 40 | 18 18 | 125 | 65 40 | 360 | 286

Uriin Nr. 2590 L Gonye (T-Kanalli)

* Malzeme : Dékim

« CNC yatay ve dik isleme tezgahlarinda kullanilir.
« Standart baglama ekipmanlarina uyumludur.

« T-Kanal élglleri 14mm - 18mm DIN 650 standartindadir.

HIN

Product Nr. 2590 L Setsquare (with T-Slot)
* Material : Casting
« It is used in CNC Horizontal end Vertical processing benches.
«itisin compliance with Standard Coupling Equipment.

9

>%r—

0.02/300 | B

* T-Slot is in the standard of 14mm - 18mm DIN 650.
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E1 ER-EL

Catal Kule

Fork Tower

Referans Sikma kuvveti ... -
Nr b d c cl A min. | A max. | Clamping force Y
. kgt & 1
2600-400400 400 160 320 - - - 4000
2600-500500 500 200 400 - - - 4000
2600-630630 630 250 500 - - - 4000

Uriin Nr. 2600 Catal Kule

« Kullanim alani: CNC yatay isleme,
Borwekt tezgahlarinda silindir pargalarin
iki yuzeyinide isleme kolayligi saglar.

« Hareketli yizeylerin tamami hassas
taglanmis ve sertlestirilmistir.

Oynar Basli Cene
Head Moving Jaw

Product Nr. 2600 Fork Tower

« Application area: Provides better operation on
both sides of cylinderic workpieces on cnc
horizontal machines and bohrwerks.

« Entire moving surface is sensitevely
grinded and hardened.

is Parcasi

3
Ak
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M E R- E E Ekstriizyon Kalib1 Tesviye Mengenesi

Extrusion Mold Leveling Vise

Referans ; : Sikma Kuvveti
NI E H C min. | C max. A min. A max. Clamping Force kgf
2600-160350 250 275 0 130 160 350 2500

Uriin Nr. 2600 Ekstriizyon Kalibi Tesviye Mengenesi

« Ozellikler: Ekstriizyon kaliplarini tesviye ederken operatdriin bedensel zorlanmasini 6nemli
6lgude azaltir. kalibin kendi ekseninde 360° donmesi diger sabit mengenelere gore pargay!i
déndlrme ve her yerine midahale kolayhgi saglar.

Product Nr. 2600 Extrusion Mold Leveling Vise

« Specifications: Significantly reduces operator strain when smoothing extrusion mould.
The 360° rotation of the mold on its own axis makes it easy to rotate the part and
intervene in all parts relative to other fixed vices.

C min-max.

+15°

Degisebilir Cene

Changeable Jaw
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CNC Yatay isleme Kulesi

CNC Horizontal Processing Cube

Referans b d f
Nr. a c e 9 (kg)
2610-400250 500 400 250 320 200 55 50 180
2610-500300 600 500 300 400 250 75 50 240
2610-630350 700 630 350 500 SIS 100 50 390
Uriin Nr. 2610 Yatay isleme Kulesi Kare
« Istege gore uygulama yapilabilmesi igin ylzeyler deliksizdir.
» Malzeme : D&kim
Product Nr. 2610 Horizontal Processing Cube Square
« Application on the surface according to desired way.
* Material : Casting
E] [//10.02/300]8]
c .T_L_ r%
SO
o LD, o
« i ‘
1]0.02/300] A
~ o N (I
S —— Fapra ﬁ 218
%, = u ﬂ b
e e
CNC Yatay Isleme Kulesi
Referans J ﬁ CNC Horizontal Processing Cube
Nr. a b c d e f g I k (392) | kg
2630-40025014| 500 | 400 | 250 | 320 | 200 55 50 150 100 14 165
2630-50030014| 600 | 500 | 300 | 400 | 250 75 50 150 100 14 227
2630-63035014| 700 | 630 | 350 | 500 | 315 | 100 50 150 125 14 375
2630-40025018| 500 | 400 | 250 | 320 | 200 55 50 150 100 18 155
2630-50030018| 600 | 500 | 300 | 400 | 250 75 50 150 100 18 223
2630-63035018| 700 | 630 | 350 | 500 | 315 | 100 50 150 125 18 370
Uriin Nr. 2630 Yatay isleme Kulesi Kare (T-Kanalli)
« Dért ylizeyine is parcasi baglanabilir.
« Standart baglama ekipmanlarina uyumludur.
» T-Kanal él¢ust 14mm - 18mm DIN 650 standartindadir.
» Malzeme : Dékim
Product Nr. 2630 Horizontal Processing Cube Square (with T-Slot)
» Workpiece can be applied on four faces.
« It is in compliance with Standard Coupling Equipment.
« T-Slot is in tha standard of 14mm - 18mm DIN 650.
» Material : Casting
[E}<
C
©
M16
;i
| f, f B [1]0.02/300]
e L’J
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M E R- E LFD CNC Yatay isleme Kulesi

CNC Horizontal Processing Cube

?
e f S
Referans L ﬁ —
a b c d e f U
e M .
2650-40025012 | 500 400 250 320 200 55 50 M12 170 D,
2650-50030012 | 600 500 300 400 250 75 50 M12 230 : : : : : e
2650-63035012 | 700 630 350 500 315 100 50 M12 380 :: iy e
2650-40025016 | 500 400 250 320 200 55 50 M16 168 ad
2650-50030016 | 600 500 300 400 250 75 50 M16 228 OO -
2650-63035016 | 700 630 350 500 315 100 50 M16 376 s F <5
——
Uriin Nr. 2650 Yatay isleme Kulesi Kare (Disli) Product Nr. 2650 Horizontal Processing Cube Square (with Threaded)
* Malzeme : Dékiim * Material : Casting
« Dort yuzeyine is pargasi baglanabilir. » Workpiece can be applied on four faces.
- Standart baglama ekipmanlarina uyumludur. « It is in compliance with Standard Coupling Equipment.
« Her yiizeye M12 - M16 dis merkez araligi 50mm +0.02 * M12 - M16 thread gap on it's surface is 50 + 0.02.
« Gévdeye disli * Threaded body
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Govdeye digli
218 b ye dis

S 1£1f | Threaded body
e e
CNC Yatay Isleme Kulesi
CNC Horizontal Processing Cube
}1‘...
Referans ﬁ T
Nr. a b C d e f g % (kg) S PR
BV , - ¢ 77
2660-40025012 | 500 400 250 320 200 55 50 M12 170 :nl:' i
2660-50030012| 600 | 500 300 400 250 75 50 M12 230 L
2660-63035012 | 700 630 350 500 315 100 50 M12 380 ::‘ln_ S g
2660-40025016 | 500 400 250 320 200 55 50 M16 168 'H' ki
2660-50030016 | 600 500 300 400 250 75 50 M16 228 - O -
2660-63035016 | 700 630 350 500 315 100 50 M16 376 g ;

Uriin Nr. 2660 Yatay isleme Kulesi Kare (Celik Burclu) Product Nr. 2660 Horizontal Processing Cube Square (with Steel Bush)

» Malzeme : D6kiim « Material : Casting

« Dort ylzeyine is pargasi baglanabilir. » Workpiece can be applied on four faces.

« Standart baglama ekipmanlarina uyumludur. « Itis in compliance with Standard Coupling Equipment.
* Her ylizeye M12 - M16 dis merkez araligi 50mm +0.02 * M12 - M16 thread gap on it's surface is 50 = 0.02.

* Celik burglu « Steel bush
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M E R- E LFD CNC Yatay isleme Kulesi

CNC Horizontal Processing Cube
Referans ﬁ
f
NI a b c d e g k)
2670-400150 500 400 150 320 200 55 50 175
2670-500200 600 500 200 400 250 75 50 265
2670-630250 700 630 250 500 315 100 50 484

Uriin Nr. 2670 Yatay isleme Kulesi Dikdortgen
- istege gore uygulama yapilabilmesi icin ylzeyler deliksizdir.
* Malzeme : Dékim

Product Nr. 2670 Horizontal Processing Cube Rectangular
« Application on the surface according to desired way.
» Material : Casting

B] (//10.02/500[B|
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CNC Yatay isleme Kulesi
Referans k J CNC Horizontal Processing Cube
Nr. 2 ° ¢ S ! g ' | ooa)| (8%) %kﬁéﬁ

2690-40015014 | 500 | 400 | 150 | 320 | 200 55 50 150 | 100 14 | 165
2690-50020014 | 600 | 500 | 200 | 400 | 250 75 50 150 | 100 14 | 240
2690-63025014 | 700 | 630 | 250 | 500 | 315 | 100 | 50 150 | 125 14 | 455
2690-40015018 | 500 | 400 | 150 | 320 | 200 55 50 150 | 100 18 | 152
2690-50020018 | 600 | 500 | 200 | 400 | 250 75 50 150 | 100 18 | 238
2690-63025018 | 700 | 630 | 250 | 500 | 315 | 100 | 50 150 | 125 18 | 450

Uriin Nr. 2690 Yatay Isleme Kulesi Dikdortgen (T-Kanalli)
- iki ylizeyine is pargasi baglanabilir.

« Standart baglama ekipmanlarina uyumludur.

« T-Kanal élglst 14mm - 18mm DIN 650 standartindadir.

* Malzeme : Dékim

Product Nr. 2690 Horizontal Processing Cube Rectangular (with T-Slot)
» Workpiece can be applied on four faces.

« It is in compliance with Standard Coupling Equipment.

« T-Slot is in the standard of 14mm - 18mm DIN 650.

« Material : Casting
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E1 ER-EL

CNC Yatay isleme Kulesi

CNC Horizontal Processing Cube

t
Refﬁ;"’ms a b c d e f g % W
2710-40015012 500 400 150 320 200 55 50 M12 170
2710-50020012 600 500 200 400 250 75 50 M12 250
2710-63025012 700 630 250 500 315 100 50 M12 475
2710-40015016 500 400 150 320 200 55 50 M16 164
2710-50020016 600 500 200 400 250 75 50 M16 248
2710-63025016 700 630 250 500 315 100 50 M16 470

Uriin Nr. 2710 Yatay isleme Kulesi Dikdértgen (Disli)

» Malzeme : Dékim

« Iki ylizeyine is pargasi baglanabilir.

» Standart baglama ekipmanlarina uyumludur.

« ki ylizeye M12 - M16 dis merkez araligi 50mm +0.02
» Govdeye disli

Cc

]

Product Nr. 2710 Horizontal Processing

Cube Rectangular (with Threaded)

*» Material : Casting

» Workpiece can be applied on two faces.

« It is in compliance with Standard Coupling Equipment.
* M12 - M16 thread gap on it's surface is 50 + 0.02.

* Threaded body

d
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L Bl e u l] b Threaded body
e e
CNC Yatay Isleme Kulesi
CNC Horizontal Processing Cube
R o b | e | @ | e |t 9 | TGP
2720-40015012 500 400 150 320 200 55 50 M12 170
2720-50020012 600 500 200 400 250 75 50 M12 250
2720-63025012 700 630 250 500 315 100 50 M12 475
2720-40015016 | 500 400 150 320 200 55 50 M16 164
2720-50020016 | 600 500 200 400 250 75 50 M16 248
2720-63025016 700 630 250 500 315 100 50 M16 470

Uriin Nr. 2720 Yatay isleme Kulesi Dikdértgen (Celik Burglu)

* Malzeme : Dékim

- iki ylizeyine is parcasi baglanabilir.

« Standart baglama ekipmanlarina uyumludur.

« ki ylizeye M12 - M16 dis merkez arali§i 50mm +0.02
« Celik burglu
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Product Nr. 2720 Horizontal Processing

Cube Rectangular (with Steel Bush)

 Material : Casting

» Workpiece can be applied on two faces.

« It is in compliance with Standard Coupling Equipment.
*M12 - M16 thread gap on it’s surface is 50 + 0.02.

« Steel bush
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E1 ER-EL

Kalip Tasima Mapasi

Ringbolt for Mould Carrying

Referans Bi.r mapanin tasima lfuweli ﬁ
Nr_ m a b C sSw e g h Lifting ForceKongne Ringbolt (g)
2730-016 | M16 | 39 85 35 30 30 45 10 660 370
2730-020 | M20 | 39 85 85) 30 30 45 10 1000 390
Uriin Nr. 2730 Kalip Tasima Mapasi
- Baglama 6l¢iisi M16 - M20
« Siyah Kaplama
Product Nr. 2730 Ringbolt for Mould Carrying
« Coupling Measurement: M16 - M20
« Black Coating
© < S
. o Je
b
Kalip Tasima Mapasi
Bi k i i
Referans | o | b | o | a | e | f | g | h | || s wemne gy Ringbolt for Mould Carrying
I. Kgf g
2750-044 44 | 108 | 32 | 27 |15 | 22 | 283 11 | 37 |11 | 22 400 525

Uriin Nr. 2750 Kalip Tasima Mapasi
- Baglama civata 6l¢ust DIN 912 M10x35 inbus
« Siyah Kaplama

Product Nr. 2750 Ringbolt for Mould Carrying
 Coupling Bolt Measurement: DIN 912 M10x35 Inbus
« Black Coating

LR l@
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M E R' E LFD CNC Yumusak Ayak

CNC Soft Podous

Referans | hatve n ) (%)
NI inch | haive L b h t7 ¢ k j e m S | min o

2770-0612 | 6”inch |1.5x60 | 72 32 32 12 5 15 20 11 22 10 | 6.5 | 1460

2770-0814 | 8”inch [1.5x60 | 98 37 | 37 | 14 5 24 | 25 | 13 | 22 | 14 | 85 | 2785

2770-1016 |10”inch|1.5x60 | 110 | 42 | 42 | 16 5 30 | 30 | 13 | 29 | 14 | 10 | 4060

2770-1218 |12”inch|1.5x60 | 130 | 50 | 52 | 18 5 39 | 30 | 15| 32 | 17 | 12 | 6510

2770-1221 |12”inch|1.5x60 | 130 | 50 | 52 | 21 5 39 | 30 | 17 | 32 | 19 | 12 | 6575

2775-0612| 6”inch | 1.5x60| 72 | 28 | 37 | 12 5 15 | 20 | 11 17 | 10 | 6.5 | 1415

2775-0814 | 8”inch | 1.5x60| 95 | 35 | 67 | 14 5 24 | 25 | 13 | 19 | 14 | 85 | 4465

2775-1016 |10”inch| 1.5x60| 110 | 38 | 77 | 16 5 30 | 30 | 13 | 19 | 14 | 10 | 6850

2775-1218|12”inch| 1.5x60| 130 | 48 | 77 | 18 5 39 | 30 | 15 | 23 | 17 | 12 | 10075

2775-1221 |12”inch| 1.5x60| 130 | 48 | 77 | 21 5 39 | 30 | 17 | 23 | 19 | 12 | 9600
Uriin Nr. 2770 - 2775 CNC Torna Yumusak Ayak
* 67-8"-10"- 12" inch aynalar igin

L -
Product Nr. 2770 - 2775 CNC Lathe Chuck Soft Podous . b
« For chucks of 6” - 8" - 10” and 12” J k
S
1S
<
S = =
1.5 hatve e n o
1.5 halve
Yumusak Ayak T-Pabucu
Refﬁll:ans inch L h _||_16 1 hi d j ﬁ CNC Soft Podous T-Nut

2790-0610 | 6”inch | 38 185 | 12 18 75 | M10 | 20 55
2790-0812 | 8”inch | 45 | 215 | 14 21 85 | M12 | 25 85
2790-1012 |10”inch| 52 | 21,5 | 16 22 85 | M12 | 30 115
2790-1214 |12”inch| 55 | 335 | 18 | 265 | 135 | M14 | 30 225
2790-1216 | 12”inch| 55 27 21 29 | 135 | M16 | 30 210

Uriin Nr. 2790 CNC Torna Yumusak Ayak T-Pabucu
« 6”-8"-10"- 12" inch aynalar igin

« Sertlestiriimis

« Siyah Kaplama

Product Nr. 2790 CNC Lathe Chuck Soft Podous T-Nut

« For chucks of 6” - 8" - 10" and 12”

» Hardened ) L )
« Black Coating ‘
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PROJE BAZLI FIKSTUR UYGULAMALAR
SPECIAL PROJECT FIXTURE APPLICATIONS

LN
E‘_ g
]

g
-
a

£
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Not : Her nevi is parcasini baglamak icin mekanik, pnématik ve hidrolik fikstir uygulamalari yapiimaktadir.
Note : To connect all kinds of workpiece, mechanical, pneumatic and hydraulic fixture applications are made.
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PROJE BAZLI FIKSTUR UYGULAMALAR
SPECIAL PROJECT FIXTURE APPLICATIONS

Not : Her nevi is pargasini baglamak icin mekanik, pnématik ve hidrolik fikstir uygulamalari yapiimaktadir.
Note : To connect all kinds of workpiece, mechanical, pneumatic and hydraulic fixture applications are made.
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Ozel Siparis Olusturma Sablonlari / Create A Special Order Template

Nr.1330 Destek Delikli Diz Pabug

a2

aij

Nr.1350 Diiz Pabug

Nr.1590 T-Ayakli Saplama

T

Nr.1670 Anahtar Agizli Saplama

T

=B

@@

Nr.1790 Takviyeli Somun

Nr.1690 Diiz Saplama

]

Nr.1750 T-Pabug

O

Nr.1810 Pullu Somun

Nr.1870 Pul
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N

DOGRU - YANLIS KULLANIM

RIGHT - WRONG USE

Modduler Kullanimlarda
Saplamanin Takviyeli Somuna ve
T-Pabuca Komple Vidalanmasina

Dikkat Ediniz..!

Make sure that in the use of
modular Hexagon Nut and T-Nut is
screwed fully into the Stud.
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DOGRU - YANLIS KULLANIM
RIGHT - WRONG USE

%.85 (/)
% 15
.
D

&
% 20 % 80
A}
T

‘ Darbeli Havali

Tork Anahtari

Impact Pneumatic
Torque Wrench
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DOGRU - YANLIS KULLANIM
RIGHT - WRONG USE
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Pres Tezgahi / Hizli Kalip Degistirme Sistem Bilgi Formu
Press Machine / Quick Die Change System Information Form

E1 ER-EL

Tarih/ Date:........0.........]........

Firma Ismi
Company Name

iletisim Tel & Adres :
Contact Tel & Address :
Yetkili Kigi

Authorized Person

Pres Tonaji / Press tonnage :

Marka/Model/Tipi :
Marke/Modell/Type:

Kalip Referans No:
Mold Reference No:

Pres Pleyt Olcilleri
Press Plate Measurements

Alt
Bottom

Pres Tork Mesafesi :
Press Torque Distance:

Preste “U” Kanal Var mi?
Is there U channel in Press?

Olcisi..............

its measure

Presin “T” Kanali Sekli
T-channel shape of Press

Pres “T” Kanal Olciisi:
T-channel measure of Press

UST TABLA:
Top Table:

Bottom Table:
Kanal Merkez Aralgi:
Channel Center Distance

ALT TABLA:

Alt
Bottom

Kalip Calisma Isisi / Mold Working Heat :

Kalip tasima Sekli / Mold Transportation Shape :

d+0.2

Hidrolik Pabug Bilgileri / Hydraulic Clamp Information

Pabug Secimi : Plaka Kalinhg:

Plate Thickness

Selection of clamp :

Hidrolik Kalip Kaldirma Bilgileri
Die Lifter Hydraulic Information

Kalip Agirhgr :
Mold Weight

Kalip Olgileri:
Mold Size:

Kalip Kaydirma Kolu Bilgileri
Die Arm Informations:

Taslyacag! YUk :
Load Capacity :

Desteklimi?
Supported?

Model RS :

Modell RS : Kalip uzunlugu

Agir Model
Heavy Model

Zemin yuksekligi

Hafif Model
Light Model

W:
Kalip Agirligi

[ ]

Mold Length Ground Height Mold Weight
Komple kurulum sistem istiyor: Evet....... Hayir.........
Company wants whole system setup? Yes ..oooveeinns NO ..ccoeren

This part will be filled in by ER-EL

Bu Kisim ER-EL tarafindan doldurulacaktir

Sistemde Kullanilacak Ekipmanlari Model / Kod Bilgileri :
Model / code information of the equipment to be used in the system:
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E\4 E R_ E E Enjeksiyon Tezgahi / Hizli Kalip Degistirme Sistem Bilgi Formu
Injection Machine/Quick Die Change System Information Form

Tarih: / Date:........c........].......

Firma ismi
Company Name

iletisim Tel & Adres :
Contact Tel & Address
Yetkili Kisi

Authorized Person

Enjeksiyon Tonaji / Injection tonnage :

Marka/Model/Tipi : Kalip Referans No:
Marke/Modell/Type : Mold Reference No:

Enjeksiyon galisma Bilgileri .
Injection working information: Sol Sag

Enjeksiyon Pleyt Olglileri _ _
Injection Plate Measurements ) ST Yo X Yioonn

Enjeksiyon Tork Mesafesi :
Injection Torque Distance:

Tezgahta *DIS* Evet Hayir Olgiisi..............
*THREAD* in Machine Yes .ouunannn. No.............. its measure ..............

Tezgahta *DIS* var ise merkez araligi :
If there is thread in the machine, center interval :

Enjeksiyon “T* Kanali Sekli Sol Eg%t

T-channel shape of Injection

Enjeksiyon T-Kanal Olgiisii: .2

T-channel measure of Injection:

Sol Tabla
Left Table: Ai....... B:......... Cinnenn Di...l.

Sag Tabla o
Right Table: ~ A:........ Bi......... (O D:.........

Kanal Merkez Aralg : }‘%‘

Center interval of channel :

d+0.2

Galisma lsisi :
Working Heat :

Hidrolik Pabug Bilgileri
Hydraulic Clamp Informations:

Kalip Agirhig : Kalip Plaka Kalinligi:
Weight of Mold : Mold Plate Thickness: H:.... H:....

Komple kurulum sistem istiyor: Evet Hayir
Company wants whole system setup? Yes ...oooennnnn. NO ..covneeeans

BU KISIM ER-EL tarafindan doldurulacaktir
This part will be filled in by ER-EL

Sistemde Kullanilacak Ekipmanlari Model / Kod Bilgileri :
Model / code information of the equipment to be used in the system:
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Not / Note
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Not / Note
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Not / Note
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Baglama ekipmanlarinda

kalite Uretiyoruz...

“We produce quality in clamping equipment...”

Standart Uriinler
Standard Products

5-Eksen Blok Baglama Sistemi
5-Axis Clamping Block System

Hizh Kalip Degistirme Sistemi
Quick Die Change System

_ ER-EL Zero Sistem
(> = ER-EL Zero Point Clamping System

»*, N y
S
< . . ¥ o,
q‘b 4 \ 6
Q // . .N“ \\ ?
Hidrolik Komponentler e ) R~ v
Hydraulic Components ! - y )
I H o ‘,
1 1
\ 'I ----- ]
‘\ ‘e ;" © o /I
Proje Bazl Fikstiir Uygulamalar é@ N S
Project Based Fixture Applications Q VR ° .\Q?
Y e &
(o) ¢ c N
0 about 30

MIKSAN
Standard Products

ER-EL MAKINA YEDEK PARCA iML. SAN. VE TiC. LTD. STi.
Cerkesli OSB Mah. IMES 3 Blv. No: 14 Dilovasi - Kocaeli
Tel: +90 262 502 11 60 Pbx Fax: +90 262 502 11 59
inffo@er-el.com.tr www.er-el.com.tr
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