
1 21 P V

Pumpe
Pump
1 set

Steuerkreis
No. of control circuit

1, 2, 3, 4

Leckageventil
Non-leak valve control

V

Pumpenmodell
Pump Model

PB08
PC12

Modellauswahl / Model Selection

Hydraulischer Druck (kgf/cm2)
Hydraulic Pressure (kgf/cm2)

Hydraulischer Druck (kgf/cm2)
Hydraulic Pressure (kgf/cm2)

Air Driven Hydraulic Pump Unit

Luftdruck-Hydraulik-Pumpeneinheit

1040
eid driw ,tah thcierre treW nenebegegrov ned kcurD ehcsiluardyh red nneW  •

red nnew ,etieS neredna red fuA .neraps uz eigrenE mu ,tetlahcsegsua epmuP  
.nebegegredeiw hcsitamotua kcurdtfuL red driw ,driw regirdein kcurdstiebrA  

red nnew hcuA .netiehthcidnU .ltve trednihrev dnu tfürp sierkreuetS reD  •
.netlahre thcerfua kcurD ehcsiluardyh red driw ,tztessua kcurD ehcsitamuenp  

.nednahrov tsi nenihcsaM eid na nennapS tfahcsnegiE dnu gnufürpkcurD  •
sad driw metsysnnapS 52 redo 61-BC dnu AC tim gnudnewnA ieB  •

.nelhofpme 21CP lledomnepmuP  
• Kapazität 500 max. bar
• Druckregelventil

1040
• The hydraulic pump is driven by air. Once the hydraulic  pressure reaches the

eht fi ,elihwnaeM .gnivas ygrene si hcihw gnipmup spots ti ,gnittes erusserp  
ot yllacitamotua erusserp ylppus ikuow pmup eht  ,secuder erusserp gnikrow  

.ylsuounitnoc erusserp gnikrow peek  
• The circuit control system is designed with the function of checking and avoiding

.sniatniam llits erusserp ciluardyh eht ,tuo erusserp citamuenp fI .egakael lio  
• It is capable of pressure inspection and connecting to machines.
• It is suggested to adopt pump model PC12 when used with clamp

.52 ro 61-BC&AC ledom  
• Capacity 400 max. bar
• Pressure control valve

1040-PB0801P1V

1040-PB0801P2V

1040-PB0801P3V

1040-PB0801P4V

1040-PC1201P3V

250

310

428

487

-

225

285

403

462

397

367

367

367

367

367

15.55

18.55

21.50

24.70

-

Referenz-Nr.
Order No.

L1 L2 H
(kg)

35
80H

19
0

H
 m

ax

Ventil
Valve

Pumpe
Pump

Ø13


